











LUDLOW-SAYLOR 


CONTROLLED-TEMPER SUPER-LOY 
WOVEN WIRE SCREENS 


for super-severe service 


e 
SUPER-HARD,SUPER- TOUGH,SUPER-STRONG 


CONTROLLED-TEMPER SUPER-LOY 
WOVEN WIRE SCREENS 
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endure vibration bette; 


resist fatigue to the utmo: 











p . . 
Mall ens Cave, e ’ 
Crimn ar. in the c 
. Weave enter Pan | a 
The bord. and Double. . Compare ! 
Doubie., a! foo Crimp Weave, 


t of 
been fd din ‘Stee! wise? Shows “Dp WIRE COM PANY 


P galvanize”? Cloth wh : 
Samples , 7ed after ich has 
Ples op requesy, Weaving, o 
, 























Hoeffkin Bros. keep things humming at their East Alton (Ill.) 
Ready Mixed Concrete plant with this l-yard crane. The success- 
ful performance of BAY CITY equipment results from long, wide 
crawlers giving higher stability——unit-cast heat-treated alloy steel 
bases providing greater strength and durability with less weight 

simplified machinery assembly combining speed, power and easy 
operation. Nothing has been sacrificed in the sturdy proven 


design as our business has been built by offering BIG MACHINE 
VALUE. 





WRITE for CATALOG H-3 
BAY CITY SHOVELS, Inc., Bay City, Michigan 





a. 





BAY CITY 
SHOVELS 


12 Sizes 
3g to 11%, Yard 
Also truck mount 
shovels and cranes 





SHOVELS * CRANES * DRAGLINES * TRENCH-HOES * SKIMMERS 


PIT AND QUARRY, March 
tion price $1 for 1 year in the tl 
class matter February 28, 1% 











A RECORD 
cUT IN MARBLE 


HE drive you see 

here runs atw elve- 

bladed gang saw that 

slices huge blocks of 

marble into a dozen 

slabs — simultane- 

ously! Belt after belt 

was tried on it, but 

they stretched and 

slipped so under the 

terrific load, fre- 

quent shutdowns 

were necessary to cut 

out slack. Then, just 

ten years ago, this 

was fitted with a Goodyear COMPASS 

truly endless belt on recommendation 

the G.T.M. — Goodyear Technical Man. 

re have been no shutdowns since for belt 

air — because the COMPASS hasn't stretched 

ron years of grueling service. That is why 

lay all 24 gang saws in this plant are 

OMPASS-driven. The saving in repair €X- 

nse alone more than pays the cost of the 

OMPASS belts! Why not see the G.T. M. 

out a COMPASS for your belt-eating 

rives? Write Goodyear, Akron, Ohio, oF 

os Angeles, California — oF phone the 

earest Goodyear Mechanical Rubber Goods 
Distributor. 


THE GREATEST NAME IN RUBBER 


@)-Specified 


GOOD 
31'8” | YEAR COMPASS “40” BELT 
ong x 10” wide 3 
(f 
lade Giicaw conn 
e Georgia Marble RIVE 
Tate, Georgia 


Installed April 6, 1931 


LINE SHAFT 


BELT SPEED 
1357 F.P.M 


Pit and Quarry 








You can tell at a glance this is no small-time quarry 
operation. Thousands of yards of rock have already 
been moved from this hillside near Alton, Ill., and 
there’s still plenty left. The 2-yd. Lorain shown in the 
illustration broke ground for this job and has handled 
every yard of rock turned out since. 


This is but one of many *% to 2'%-yd. Lorain shovels 
you will find doing “solo acts” in big-time quarries. It 
takes plenty of power and a mighty rugged constitution. 
But Lorains are long on both. Their all-welded steel, 
torsion-resisting booms are built to buck tough digging. 
Center Drive design of turntable delivers maximum 
digging power at the dipper teeth; produces increased 
capacities for handling more and heavier work: makes 


possible a simplified construction using fewer and stronger 
parts. Crawlers are all Center “Chain” Drive. They are 
long and wide to provide a dependable “base of opera- 
tions”; travel and steer with surprising speed and ease. 


There’s a shovel of a size for every quarry service 
in the ¥% to 21%4-yd. Lorain line—and every one has 
demonstrated its ability to dig rock over long 
periods at low cost. Write for catalogs de- 

scribing these machines today. 


rat” 
THE THEW SHOVEL CO. 
\ / LORAIN, OHIO 
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THE NEW ALLIS-CHALMERS RIPL-FLO SCREEN’S 
smoother operation means increased efficiency .. .. reduced 
power and maintenance costs for you. “Best of all, you get 
this up-to-the-minute screen at a cost that’s less than you pay 
To} amb oh an-10 @ 1-5 Me) Me eced eet oy-ta- te) (<i elt ade) seek. telacmeye Me olmect-ta-¢-iam delet hia. 


ot ALLIS-CHALMERS COOPERATIVE 











A REMARKABLE NEW VIBRATING SCREEN 
THAT CAN CUT YOUR SCREENING COSTS! 


1. INCREASED EFFICIENCY! The Ripl!- 
Flo’s new principle of circle throw 
does more than just shake the ma- 
terial. It rolls it over and over. . 
practically eliminating blinding . 
really steps up your screening effi- 
ciency! 


2. SMOOTHER OPERATION! “Like wa- 
ter flowing over a riffle!” said one 
operator after watching the Ripl-Flo 
in action. Because of the dynamic- 
ally balanced mechanism, you get a 
screen that’s smooth starting . 


smooth running ...smooth stopping! 


3. REDUCED POWER CONSUMPTION! 


By a unique means of balancing, 
Allis-Chalmers screening specialists 
slashed the RipI-Flo’s power require- 
ments to about 60% of other screens 
of similar capacity. You save 40 
cents of every power dollar . . . and 
still get four-bearing performance! 


4. QUICK, EASY INSTALLATION! 


It’s easy to install the new Ripl-Flo 
... with either cable suspension or 
floor mounting! Rugged springs pre- 
vent transmittal of vibration. Built- 
in discharge spouts give you a neater, 
less expensive installation. And a 


ENGINEERING 


second deck can be added in the 
field if you want an additional pro- 
duct size. 

5. LOWER MAINTENANCE COSTS! 
Your maintenance costs with the 
Ripl-Flo are remarkably low .. . 
thanks to Allis-Chalmers cooperative 
engineering! Transverse crowning 
of the cloth assures even tension . . 
All welds are 
stress relieved through annealing. 
In fact, every part is designed to 
give you long years of trouble-free 
service. 

6. INITIAL COST LESS! Because all 
superfluous parts have been left off, 
you get the new RipI-Flo Screen... 
with all its engineering advance- 


cuts deterioration. 


ments... at a cost that’s actually 
less than you pay for any compar- 
able screen on the market today! 

Remember, whether it’s screening 

. or any other problem that may 
arise in your daily operations, call 
in an Allis-Chalmers specialist in the 
Working 
with your own engineers . . . backed 
up by Allis-Chalmers cooperative 
engineering . . 


district office near you. 


. he'll help you get 
the right machine for the job you 
want done. 


ow! 


THE NEW, LARGER SIZE NO. 636 
Type “R” Crusher developed to give more 
plants a better product ... easier... at 
lower cost. Here a No. 636 ... with 
“Speed-Set” product control ... is in- 
stalled in a Texas plant. 


ALL-IN-ONE PUMP—THE ALLIS- 
Chalmers Electrifugal — with extra value 
features at no extra cost .. . delivers more 
gallons of water per power dollar. 


DRIVING A CONVEYOR IN AN 
Indiana plant, this Allis-Chalmers Lo- 
Maintenance Motor handled 4,000,000 tons 
of material in five years .. . without one 
cent for repairs. a-ts0e 


























Tre Columbia Quarry Co., of St. Louis, Mo., has heard the knock of 
opportunity six times, and each time they have opened the door to larger earnings 
and more savings by the use of Diesel power . . . They played it safe every time 
and bought Superior Diesels until now they have a total of 3100 H.P. 











As a result what have they gained? 
Power at consistently under one cent per K.W.H... Fewer power interrup- 
. tions .. . Production of stone doubled and tripled... New markets resulting from 
increased output and lower production costs. | 


Let us help you recognize these opportunities when they exist for you. 




















THE NATIONAL SUPPLY COMPANY ... superior ENGINE DIVISION h 


FACTORIES: Springfield, Ohio; Philadelphia, Pa. -SALES OFFICES: Springfield, Ohio; Philadelphia, Pa.; New York, N. Y.; Los Angeles, Cal.; Jacksonville, Fla.; Houston, Texas 





Pit and Quarry 














LeTOURNEAU ‘DOZER-CARRYALL HANDLING METHOD 


“Tripled Production at Minimum Cost’ 





... writes B, F. Gibson, 
resident superintendent "We 
of the American Zinc 
Company’s Mascot, 


Tennessee, plant... ral years ago o 
and our Cost 
upkeep has been 


Dependable Perfor 
Gibson Continues 


der for Sand, 
loaded 110 sj 


and 


Mr 
Tush or 
'Dozers 
h 

“40OUrS and maint 
months' 


Two 8~yar 
behind 


Stone sand ( 


One handling gets sand from the 





©quipment exclus;j 


be rs od A 


P Low Cost Handi 


. d LeTourneay 
Caterpillapn D7 tractors 
area . 
the Storage area 


lvely in our 


maintenance 
Mlnimum." 


Mance in the Pinches 


"At on2 


two Carrya] » ON 


a 
ls and 


Xty—ton railr two 


Oad Car 


S in 10 
duction 


for a two~ 


ng from Mil] to Cars 
Carryal] Scrapers. Working 
load the lime- 


ing) at t} 
Carry and stock 1e 


. . . . F ; 7 le . t 
mill to the stockpile with this Oper a all Pl it 
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Mascot, Tennessee, plant. 

































Saving Uses... 


Like the American Zinc Company, and 
other leaders throughout the pit and quarry 
industry, you'll find LeTourneau equipment 
will provide a low-cost solution to your 
materials-handling problems. Clearing new 
pit areas . . . stripping overburden . . . 
stockpiling . . . building roads and dikes 
etc. Best place to see how LeTourneau 
equipment can save you money '!s right 
on your own property. Call your LeTour- 
neau-''Caterpillar'’ dealer for a demonstra- 
tion .. . NOW! 


R. G. LeTOURNEAU, INC. 
Cable Address: "Bobletorno™ 








Carryall* Scrapers, Angledozers*, Bulldozers, Root- 
ers*, Power Control Units, Drag Scrapers, Cranes, 
Pushdozers, Sheep's Foot Rollers, Tournapulls*, Tourne- 
trailers*, Tournacranes. *Name Reg. U. S. Pat. Off. 





This operation has proved so suc- 
cessful that the American Zinc 
Company's LeTourneau equip- 
ment fleet now totals 2 Carryalls 
and 3 ‘Dozers here at their 












Bulldozer witt 
"“Caterpillar' 
D7 tractor, used 
to feed hop 
pers, move bic 
yardages of 
material overt 
short distances 
etc. 




















PEORIA, ILLINOIS . STOCKTON, CALIFORNIA 


LeTournear' 














BELTING 
HOSE 


PACKINGS 


READY TO SERVE 
YOUR INDUSTRY 











UA K E R Has what you want!” 


ver extra tonnage of materials with speed Progressive Quaker is'continually adding new and 
my in the Sand—Gravel—Stone—Cement costly equipment—testing in the laboratory and in the 
lred fields. field under actual working conditions to 








er's Belting—Hose—Packings 
nonstrated their ability and qual- 

ler all conditions, some far from 
stand the ‘‘gaff’’ and give extra 
vice, because each has been 
ly made to fit the exact require- 
ere they are operating. 


WRITE - WIRE maintain the high standard of quality—for 
which Quaker is noted. Large warehouse 
stocks at Philadelphia, Chicago, Houston, 
San Francisco and other industrial centers. 

Quaker’s experienced engineers and 
belt experts are available on any belt prcb- 


lem. They can help you—call on us now. 
SPECIFY QUAKER—WHEN AND WHERE INDUSTRIAL PRODUCTS ARE NEEDED 


AUAKEh RUBBER CORPORATION 


oo > PHILADELPHIA “A. 
( ONS!» oe NEW YORK e BUFFALO eo CHICAGO e MEMPHIS e« HOUSTON «+ SAN FRANCISCO i= 


: 





Pit and Quarry 





































Purple Strand 
Wire Rope 


This length of hemp rope is about to become 
the center of a piece of Bethlehem Purple 
Strand wire rope. Every fibre of this hemp 
rope has been impregnated with a compound 
that both lubricates and preserves. 

Now, as a further protection, the hemp 
core plunges into a vat of hot lubricant, 
emerges with a thick, smooth coating and is 
pulled, together with the strands, into the 
closing die. Here the strands close around it. 
The hot lubricant is squeezed uniformly into 
every nook and cranny, and the rope is 
ready for shipment. 

When you consider that the strands in 
Bethlehem wire rope are themselves bathed 
with a lubricant which is basically matched 
to the core lubrication, you see how thor- 
oughly Bethlehem handles this important 
problem. 

Why not try Bethlehem Purple Strand on 
your own job? It’s made of premium Im- 
proved Plow Steel, is manufactured on new 
machinery; its individual parts fit together 
with accurate precision. The performance 
record of this fine rope is its best salesman. 


March, 1941 








these compact, 
engines can “‘take 
up with punish- 
send many a less 
gine into an early 
ul bill. Depend- 
the tough jobs— 
ir’ Diesel! 
se engines are the 
ing choice of pit- 
R. F. Hedrick, of 
is one of them. 
illar’’ D1g000 he 
hard granite at 
han I cent a ton. 
.000 he drives an 
{X 12 compressor. 
ises Only 3% to 4 


‘nt fuel per hour 


during a 10-hour day. With the 
exclusive “Caterpillar” fuel system, 
you don’t need premium fuels but 
can burn such extra-cheap, low 
grades as No. 2 and No. 3 domes- 
tic burner oils. 

There are many other features 
about ‘‘Caterpillar’’ Diesel Engines 
—toward low maintenance, oper- 
ating simplicity, dependable per- 
formance and long serviceable 
life. But their outstanding ECON- 
omy alone should be sufficient 
reason for heading at once toward 
your “Caterpillar” dealer for fur- 
ther information. Or, write us di- 
rect for literature giving experience 
of other operators in your field. 


CATERPILLAR TRACTOR CO., PEORIA, ILLINOIS 


ATERPILLAR 


VESEL 


ENGINES AND ELECTRIC SETS » TRACK-TYPE TRACTORS « ROAD MACHINERY 


ivi : 
ND a 


@ Mr. Hedrick’s compressor power— 
for supplying air for drill, 3 jack ham- 
mers, a bit sharpener and 2 forges. 
Compresses 550 cu. ft. of air per minute 
on about 30c worth of fuel an hour. 


@ Mr. Hedrick’s crusher power—for 
two crushers, 3-deck screen, bucket 
elevator and conveyor. Average out- 
put, 300 tons per 10-hour day. 











e Sly Dust Filter in the 
packhouse of a cement 
plant. Rotary valves 
on the dust hoppers 
and a screw conveyor 
return the collected 
dust automatically. 


LuSlVE FEATURES WHICH ng 
EXO” SLY DUST conrra, * 


7 410 | FAVORITE IN THE CCMENT typy ‘9, 
ay 


MORE FILTERING CLOTH. For any specified amount of money or in any specified 
amount of space Sly gives you many more square feet of effective filter cloth area — 
greater filtering capacity per cubic foot of space. 


TAUT BAGS (Patented). Sly horizontal cloth 

filter bags are always held taut—a patented 

feature. This insures: (1) a constant minimum 
resistance to the air, and (2) removal of dust more 
quickly and more thoroughly since the entire bag 
is vibrated uniformly during the shaking period. 

SIMPLER SHAKER MECHANISM. Consisting 

of many less moving parts, the Sly shaker 

mechanism is far simpler, resulting in less 
maintenance and lower costs. 


AUTOMATIC CONTROL. Sly gives you any 

degree of automatic control up to complete 

automatic; minimizing or even removing en- 
tirely the human factor, thereby achieving most 
economical operation and maintenance. 


BAGS MORE EASILY REPLACED. Although 
Sly filter bags last a long time, when the bags 
do need replacing any individual worn bag 
can be readily located and easily replaced without 
disturbing the others—an exclusive Sly feature. 


@ In brief, Sly Dust Filters are so constructed throughout that they save on space, on power and on maintenance. That these 
advantages are widely appreciated in the cement industry is evident from the fact that Sly is a 4 to 1 favorite. If you have 
a dust problem—in the cement industry or rock products field—our engineers will help you solve it. Ask for Bulletin 98. 


THE W. W. SLY MANUFACTURING CO.e 4745 Train Ave., Cleveland, O. 


BRANCH OFFICES IN PRINCIPAL CITIES 





SLY 


INDUSTRIAL DUST CONTROL 
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WE BROKE WITH TRADITION... 
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UR field studies had shown that, more and more, the 

requirements of industry were demanding a vastly 
improved general-purpose motor, and it was apparent 
that this demanded a radically new approach on the part 
of the designer. Similarly, design studies showed that 
only by making a fresh start could full advantage be 
taken of the materials and methods that were newly 
available. Only by matching up ail the new wants and 
all the new ways of doing things, in a supreme effort to 
make a long jump ahead—instead of the traditional 
step ahead—was it possible to achieve the truly modern 
motor you asked for. 


And now you have the Tri-Clad motor—a completely 
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new design. More than 15 important improvements have 
been built into it. And for the reason that so many major 
improvements were concentrated in one design, we had 
to have just that much more assurance that each one 
was thoroughly practical. Never before, we believe, has 
the manufacturer required a motor to prove itself so 
thoroughly in advance of initial sale. 


Whatever the task you have for a general-purpose motor 
—whatever your special concern for appearance, con- 
venience, quietness, or protection—you will find that the 
performance-tested features of the Tri-Clad motor will 
give you specific benefits on the job. General Electric, 
Schenectady, N. Y. 





Integral-hp sizes up to 20 hp (at 3600 rpm), open and splashproof, 


are now available. Also capacitor motors up to 5 hp (at 3600 rpm). 


GENERAL (4 ELECTRIC 











Meet Your TIME SCHEDULES with 


Brook 
OAD | UGGER 


TRADE MARK Gee 





























Are 1 committed to “penalty con- ae prece ae 
tracts’ where each day’s delay cuts uckets + contin- 
deep! 1to your profits? uous welded, water- 


: : i t i : 
[hen vou can’t afford to gamble on tight construction 


material handling jobs by using inade- 
quate equipment. What you need is 
the speedy Brooks LOAD LUGGER 


with multiple buckets that will reduce 
vO sts 50% to 60% on hand load- 
it bs, and enable you to move more 
with fewer trucks. 
N he simplicity of this design 
rdy, compact frame with dou- 
ble | .. low headroom . . . one- 
type bucket, quickly detach- 
abl loading on the ground... 
reamlined construction ... mo ca- 
bles or other gadgets to get out of order. 
ad building, quarrying or oth- a 
iterial handling operations, you batig’.,’ * - 
in increase truck efficiency by use of ae 


Brooks LOAD LUGGER. 


“Ask about our Special Introductory TIME-SAVING ADVANTAGES 


rer 


enabling you to try out the Only about 15 seconds to pick up Complete one-man control of hoist- 
ad Lugger on the job for two weeks. or dump the loaded bucket. ing and dumping from driver's cab. 


PnookA EQUIPMENT AND MFG. CO. 


103 Davenport Road 





Knoxville, Tennessee 


Pit and Quarry 

























W. L. Johnson, contractor on the 
famous Pennsylvania Turnpike 
avoided the time and trouble of 
stringing long air-lines by using 
Gates Vulco ropes to drive two com- 
pressors from the power take-off of 
a tractor. His portable compressor can 
go places a man can hardly walk. 










Here's an Easy Way t ie 


oinie See fr YOURSELF *~- 


CONCAVE SIDE > 


If you use V-belts you cannot spend two minutes more profitably than in 
What Happens making this simple test :— 


When a Pick up any V-belt that is built with straight sides. Bend it as it bends in 
V-Belt Bends going around a pulley. You will see that the top of the belt grows narrower, the 
bottom wider—and the sides of the belt bulge out. The straight-sided belt, when 
bent, takes the shape shown in figure 1, at left. Clearly, this shape does not 
fit the sheave groove. 





Now make the same test with the belt that is built with the patented concave 
side. As this belt bends, you will see it take the shape shown in figure 2—a shape 
that precisely fits the sheave groove. 


Two savings result. First, no outbulge of the sides means uniform sidewall 
wear—longer life for the belt. Second, the full side of the belt uniformly grip- 
ping the sheave wall will carry heavier loads without belt slippage—a saving in 
belt wear and also in power! 


The Gates Vulco Rope is the only V-belt built with the patented concave 
side. 





THE GATES RUBBER COMPANY 


Engineering Offices and Stocks in All Large Industrial Centers 


GATES “ior: ORIVES 


CHICAGO, ILL. HOBOKEN, N. J. BIRMINGHAM, ALA. LOS ANGELES, CAL. DENVER, COLO. 
1524 South Western Ave. Terminal Building 1631 Ist Ave., South 2240 E. Washington Bivd 999 South Broadway 
DALLAS, TEX. PORTLAND, ORE. SAN FRANCISCO, CAL. 
2213 Griffin Street J. W. Sth Avenu 2700 16th Street 
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FOR THE ROCK PRODUCTS INDUSTRY 





Again this month, another new name 
—Dewey Portland Cement Co., of 


Davenport, lowa—is added to the al- 


in conjunction with cement kilns, lime 


kilns, dryers, coolers, etc. 


The reason for this wide reliance 








ready long and distinguished list of on dependable Buell equipment is 


Buell clients. All across America, the , 
as simple as 

A—Low Initial Cost 

B—High Efficiency 


C—Low Operating Cost 


leaders in the rock products industry 
are depending more and more on Buell 


(van Tongeren) Collectors for service 





Send for 
“DUST IN 
INDUSTRY” 
Ruell’s new 24-page 
book of facts. 









BUELL ENGINEERING COMPANY, Inc. 
Suite 5000,12 Cedar Street, New York 


ee 





DUST COLLECTORS 


Nation-wide service through offices of either Buell Engineering Co. or B. F. Sturtevant Co. 


16 Pit and Quarry 
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Only Buckeye Clippers 
Have ALL 24 Features 
Preferred by Operators 


Some shovels give you certain features at the 
expense of others, but Clippers give you all 24 


operating and construction advantages that every 
operator wants in the shovel he buys—that’s why 


the swing is to Clippers! 


* 
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These 24 preference points add up to faster dig, 
hoist and swing; greater yardage at lower cost per 
yard and far lower maintenance costs. 

Smooth, effortless Mevac (the original) Vacuum 
Power Control is reason enough for choosing a 
Clipper—for other exclusive features not common 


to other shovels, CHECK BUCKEYE FIRST! 
Three rugged models, way ahead in every detail— 


Model 50 Model 60 Model 70 
1/, yd.W Vg ya.W 3/4 yd.¥ 
Model 50 Clipper 


strips, digs and Quickly convertible to crane, trench hoe, dragline, 
loads faster for : A 
the Corinth Sand pile driver. 


& Gravel Co., 


za BUCKEYE TRACTION DITCHER COMPANY 
FINDLAY, OHIO 
@ 


ZoBpuckeyey 


Convertible Shovels Trenchers Tractor Equipment R-B Finegraders Road Wideners Spreaders 















































stone Co. decided early in 1938 not only to open a new 
quarry higher on South Mountain but to erect a com- 
pletely new 125-150-ton-per-hr. rock crushing plant 
about six miles southeast of Wilkes-Barre, Pa. 

Their well established market demanded products to 
suit widely varying specifications. This called for a plant 
of extreme flexibility. They have just that. Its design 
and construction was supervised by their Gen. Mer., 
8b. C. Banks, with Telsmith’s engineering co-operation. 

in large part this plant’s flexibility is due to its Tel- 
smith equipment. The 72” x 25’ Telsmith Roller Bearing 
Rotary Secalping Screen insures quality grading and 
cleanliness. Plus 4” rock or tailings from scalper are 
chuted to the 13-B Telsmith Gyratory Secondary Crusher 
rig. 1) and its preduct in turn goes back to the scalper. 
hus either ballast or modified base coarse stone may 
be produced in the scalping bin and trucked from there. 
the “parallel pinch” of the Telsmith Gyratory quickly 
reduces large pieces at top of bowl. Operating at an 
eccentric speed of about 220 rpm, its capacity is high. 
\nd its super-strong steel frame and crown and un- 
breakable shaft insure continuous output. 

\ No. 36 Telsmith Gyrasphere Crusher (Fig. 2) serves 
1s a finishing crusher, taking raw feed from scalping 
bin, also tailings and unwanted sizes from main bin. 
iy varying percentage of feed and crusher’s settings, 
proportions are controlled and various sizes in the 
amounts needed are produced. 

Four finishing sereens produce a total of 6 possible sizes, 
in addition to dust—two 4’x10’ Telsmith Double Deck 
Pulsators delivering 3 sizes to main bin compartments 
on one side of elevator, and two other screens delivering 
to other side. 

Do you want flexibility in your plant, with low-cost 
operation and maintenance? Write for Bulletin Q-15. 
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INEERING WORKS, 504 EAST CAPITOL DRIVE, MILWAUKEE, WISCONSIN 


Cable Addresses: Sengworks, Milwaukee—Concrete, London 
hurch St. 211 W. Wacker Drive 713 Commercial Trust Bidg. 81 Binney St. Vern Wheeler Eqpt. Co. Brandeis M. & S. Co. 
v York City Chicago, III. Philadelphia, Pa. Cambridge, Mass. Columbus, Ohio Louisville, Ky. 


arleston Trac. & Eqpt. Corp. Roanoke Trac. & Eqpt. Co. North Carolina Equip. Co. Wilson-Weesner-Wilkinson Co. United Steel Sales 
Charleston, W. Va. Roanoke, Va. Raleigh and Stateville, N.C. Knoxville and Nashville, Tenn. Toronto, Ont 
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Uniform Pressure Swing 

The Helical Gear Drive mounted Clutches. Large and ventilated 

with double cone shaped block 

frictions, "° jerks, no grabs — 

far superior to a band type 

smooth, trouble free! clutch which can not possibly be 
yniform in pressure. 


on ball or roller bearings fully en- 


closed and running in oil — quiet, 


The ‘feather touch” Clutch ‘ The peng 
educ 
Ball or Roller Bear- Control in the main drum clutches — ie qt aa ane 


easy operation without complications. when shock loads are en- 

No piping, nothing to refill —not af- countered. It reduces 

wear and tear and length- 
ens cable life. 


ings on all High Speed 
Shafts. 


fected by weather. 


Dual Independent Long reach and The Northwest 


positive independ- Welded Boom (hun- 
: other shovels waste . at ot @ dreds in service and 
casting and work as @ (Ask for “Digging en —_ rol © e no Northwest Welded 

unit. Power Plus’’) dipper. Boom has ever failed) 


Dipper sticks are ms 
Crowd utilizes force 
tied together by a cop 


Cast Steel Bases Differential Steer- 
ing — positive traction And many other features 
on both crawlers while ly enclosed and run- that mean high output and low 
turning os well as ning in oil. maintenance. 
alignment when going straight 

ahead. 


Travel gears ful- 
give a rigid foundation 


that maintains shaft 


NORTHW 
ie tin ee ENGINEERING COMPAN 
Y 


28 East Jackson Boulevard 


Chicago, Illinois 


NORTHWEST 


Sh 
ovels « Cranes * Dragli 
nes ° 





Pullshovels 


‘ 
\ 


————— 






ler, built by Alliance Machine Co., on giant Allis-Chalmers 
Mill installed at West Penn Cement Co., West Winfield, Pa. 


LOU 


| ON ONE SKF BEARING 


It takes a TOUGH bearing to support 








full contact between rollers and tires, 


100 tons at 55 r.p.m. inside this 48” x but does away with the misalignment 


26” trunnion roller ...and todo it that causes thrust, tire wear, and flat 


2 
& 


© 


every day for years without trouble. 
And on this roller, it took an SSSF 


Spherical Bearing that not only assures 


spots. Always there’s quiet operation 
... DEPENDABLE performance. 


Submit your designs for proposal. 


SIP INDUSTRIES, INC., FRONT ST. & ERIE AVE., PHILA., PA. 


4746-B 


ROLLER = ik. a 
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Sturdiness — Outside 


Efficiency 


Inside 


Now operating in the 
Cement Industry alone. 
All sold on approval. 
Not one rejected. 
Many more serving in 
other industries. 





would you try 


a twist drill with 
50% longer life? 


Surely in these critical days you would try a different drill if you 
could be sure it would last 25% or even 10% longer. And you would 
apply the same logic to wire rope if you knew that there is really a 
difference in ropes. There is, and the name of the rope to ask for is 
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Job No. 1 


Not shown here. 


In 1940 Barber-Greene Mixers were set up for the 
“high type hot mixes’ on four widely separated lo- 
cations. They herald a new era in bituminous con- 
struction. The performance data and laboratory re- 
ports have been assembled into a booklet, available 
on request. Not a picture book, it gives the results 
of applying the modern production principle of con- 
tinuous flow to the “high type hot mixes’. It will 
answer the questions of those who are sincerely 
skeptical. 

The B-G Central Plant includes the Dryer, Grada- 
tion Control Unit (Screen, Bins, Apron Feeder, 
and Calibrated Gates), and Mixer. It gives the finest 
means of preparing the “high type hot mixes”. By 
“finest’’ we mean from every angle, including ac- 
curacy, consistency, ease of inspection, high ca- 
pacity, portability, versatility, and economy. 

The units can be used in any desired combination, 
including Single Aggregate Central Set-ups, and 
Travel Plant work. 

It will not be surprising if the introduction of the 
continuous plant on “all type’’ mixes is opposed — 
by some wanting only complete proof and demon- 
stration —- by others who have financial or other 
interests in less portable, less versatile, or less mod- 
ern equipment. We conscientiously believe that these 
groups will serve their own interests by studying the 
booklet. Already some producers have expressed 
interest in supplementing their present perman- 

ent equipment with a portable continuous plant, in 
order to more economically supply the more distant 
areas of their present markets. 


Lawrenceburg, Ky. 


BARBER 


AURORA 

































Write for 


your copy. 





MACHINES 


ILLIN Ogee 








Complete, accurate and 
up-to-the-minute Direc- 
tory. 


Hundreds of new names; 
others checked and re- 
vised. 





Alphabetical by com- 
panies; geographical by 
plants. 














Consolidated catalogs 
of equipment makers. 





Revised and improved 
technical section. 

































The compilers of the 1941 Directory Section 
of Pit and Quarry Handbook have labored 
painstakingly to build an accurate list of 
all known American producers of non- 
metallic minerals. Each new listing has 
been carefully scrutinized for accuracy and 
completeness. Previous listings have been 
revised, checked, double-checked. All ap- 
pear two ways—(l) alphabetical by com- 
panies, (2) geographical by plants. It gives 
you company names, officers, location of 
. . plants, size or capacity, and names of the 
; . men who do the buying. Select the com- 
Don t Waste Your Time and plete Handbook and Directory, or the con- 

venient, flexibly-bound Directory alone. 

Now ready for distribution. Order NOW to 

































































‘ i tti f the first copies. U 
Postage on an Old List coupon below . wel bill you after you 
1 Quarry, EE Oe Pr ene ere eee 

>. Clark St., Chicago, Ill. 

send........copies of the 1941 HANDBOOK ($10.00 per copy) ‘7 Check enclosed......... 
os eee copies of the 1941 DIRECTORY ($10.00 per copy) [] Send Invoice with book 
.ossewabessbes babbeekcebebenesemaeebeeneese i iddchlk ch udott neeeh et wee eth ebb asks owes 
CE < é.cuctcne Rd aed AE cba awash Cheese hee Red FERS een CASE ewe dheeeeaecs 
OE a ne er a ee ee EE, Se ee 
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TALCENGER 


TRANSMISSION 


BELTING 



















TO HELP YOU LICK 
PRODUCTION DELAYS 


The capacity of Republic’s Challenger Transmission Belt- 
ing for record-breaking service has won for it the first pref- 
erence of countless leading industrial plants. Immediate 
availability is provided by one of the most efficient industrial 
supply systems in the country . . . represented locally by 
your Republic Distributor. This belt quality plus highly 


geared organization for rapid service is more important to 


ORDER REPUBLIC PRODUCTS 
FROM YOUR DISTRIBUTOR 


industry today than ever before. It provides the swiftest, 
most effective means for avoiding interrupted power trans- 
mission and subsequent production delay in your own plant. 
REPUBLIC RUBBER DIVISION OF LEE RUBBER AND 
TIRE CORPORATION, YOUNGSTOWN, OHIO. 


PUD LI asscea ltl DET 


WOSE - BELTING - PACKING - MOLDED PRODUCTS 








Tie through 
tridge. 


4 /! 
Half hitch branch to 
main line. 


Connect main line 
lengths with square 
knot. 


4. Fuse and cap on end 
of main line. 


Primacord will save you money. This lightweight, 
waterproof, flexible detonating fuse acts as the det- p R Vi () 
IMPORTANT onating agent for each cartridge in the drill hole, 


and connects all holes. One fuse and cap or electric 


Branch lines shovid . : : 
lead away from mele blasting cap attached to the end of the main line det- 
lines at right angles. onates the entire blast. Because of the special con- 


Avoid kinks and small 


struction of Primacord, it is possible to detonate holes 
loops 


2 
placed at very close intervals, without danger of cut- p e t 0 il a 4 | il g i S p 


offs. Write for the Primacord book. 


PB-30 


THE ENSIGN-BICKFORD COMPANY © SIMSBURY, CONN. 


rs of Cordeau-Bickford Detonating Fuse—and Safety Fuse since 1836 
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CLOSE CONTROL 
OF WIRE ROPE QUALITY 


When it comes to making Roebling ‘’Blue 
Center’’—a wire rope of exceptionally great 
strength and stamina— ordinary production 
methods won't do. Painstaking care and skill 
of the highest order must be exercised. 

Typical of this care is the close control of 
quality in making Roebling ‘Blue Center’ 
Wire Rope — control from steel production to 
finished product. 


How to cut rope costs .. . 


hrough years of planned research and 
development, we have continually im- 
proved the endurance of Roebling ‘Blue 
Center’ Wire Rope. Today, as a re- 
sult, Blue Center’’—Roebling’s highest 
achievement in wire rope manufacture 
—enables you to keep your wire rope 


ui i 
replacements at an all-time low . 


There are other important reasons for the 
long life and economy of Blue Center’. 
For example—Roebling’s control of 
every manufacturing process from raw 
material to final inspection, and excep- 


tional testing facilities. 


Companies that keep accurate records 
report that Roebling’ Blue Center’ gives 
them lowest rope replacement cost. 
Therefore, we say with assurance—put 
Roebling “Blue Center’ to the severest 
test—on any of your rope-rigged equip- 


ment. We are confident of the results! 


JOHN A. ROEBLING'’S SONS COMPANY 
Trenton, N.J 


Branches in Principal Cities 


Export Division: 19 Rector Street 
New York, N.Y., U.S.A 


Cable Address: ‘‘Roebling’s”’ 
New York 


OHN A. ROEBLING’S SONS COMPANY 















4 Merrick Weightometers and 
Rateographs io 


are used by the Columbia Con- 
struction Company for important 
weighing operations in supplying 
eleven million tons of sand and 
gravel for the building of Shasta 
Dam. 

























Merrick Weightometers weigh and 
register 
raw material entering the plant 
material going to grinding mill 


MERRICK ~ E blended sand for delivery to 


a dam 
Equipment Bi gs.’ and all aggregate sent to dam 
Chote ee nh 9.6 mile conveying sys- 


Dam 

Merrick Feedoweights are used to 
blend sand fractions from stock- 
pile to finished sand belt conveyor. 
All this equipment contributes to 
Write fer -\ the speed and efficiency of the 


information One of 3 Merrick Feedoweights for blending sand frac- operation. 
tions to finished sand belt conveyor 
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D)EMPsTE 
UUMPSTE 


The New Model AP (Automatic Pickup) 
DEMPSTER-DUMPSTER leads again in the lat- 
est development in the detachable bucket- 

ix field. A forked lift eliminates the lifting 
hains on the buckets. Pickup, carrying, dump- 


3 
‘ 


yj and return are speeded up, bringing even 

yreater efficiency and lower cost to this mod- 

» hauling method. DEMPSTER-DUMPSTERS 

sre supplied in sizes ranging from I!/2 to 6 

ubic yards . . . capacities 4,500 to 12,000 

| bs. pay-load . . . in Drop-Bottom, Skip Type, 





ome 


Skip Type Container in carrying position. Drop-Bottom Bucket in dumping position. 


Investigate ... Check with the Operators Who Use Them... Write for Details of Our Trial Offer 


Tilt Type and enclosed Buckets. 
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BUILT FOR 
ANY 
PRESSURE 
TO 
125-LB. 


Hundreds of Fuller Rotary Compressors are in operation, 
giving owner satisfaction at exceedingly low operating 
expense. That's what plant superintendents and maintenance 
men like about them ... on the job day after day, month 
n and month out, with practically no att 

It's to your advantage to take time ou 

acquainted with these most modern, « 

or air compression. 


PIONEERS IN HIGH-EFFICIENCY ROTARY COMPRESSORS 


FULLER COMPANY 


CATASAUQUA, PENNA. 


Chicago: 1118 Marquette Bldg. 
San Francisco: 320-321 Chancery Bldg. 
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‘BUCYRUS ) . 
_MGNIGHAN ) 











where others fear to tread 


Bucyrus-Monighans walk surely ... over rough ground or soft. They 
side-step obstacles, waste no time getting from one digging position to 
the next. They can work close to the edge of the bank, with consequent 
increase in effective range. They walk “softly,” cushioning down with an 
ease that means long life. Because of the exclusive “Rolling Cam,” they 
walk efficiently throughout millions of yards of tough digging. Perfor- 
mance has made them the most popular draglines in the world. They are 
available with booms up to 250 feet and buckets up to 20 yards. 


| Sold by 
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FOR COMMERCIAL SAND PRODUCERS 





Dorr Classifier discharging a washed and graded sand fraction ahead of stock piles and blending plant. 


“(Pieseziption Saud” OF SHASTA DAM QUALITY 


. 
4 "h . . . . : _ . 
| IRST BOULDER DAM — then Grand Coulee—now Shasta. Three great Federal Reclamation Bureau projects, requir- 


ing top specification concrete sand, cut to measure by Dorr Systems. 


Sand for Shasta’s 6,000,000 cu. yards of concrete is being supplied at the rate of 2,000 tons per hour by two Dorr 
Hydro-separators followed by three Dorr FX Classifiers. The three sand fractions (see box at left) are blended to yield a 
final product of the desired gradation, equivalent to a fineness modulus of 2.73. 





The use of the Dorr System is by no means limited to big 
SHASTA DAM FRACTIONATION & BLENDING STANDARDS projects of Boulder, Grand Coulee and Shasta calibre. Com- 
Three Graded Fractions {6 - 
No. 1 Dorr Classifier—No. 4-+-No. 28 screen—coarse mercial sand and gravel operations as small as 50 tons an 
No. 2 Dorr Classifier—No. 28+-No. 40 screen—medium < htain the s: » hich standard -rformance 
No. 3 Dorr Classifier—No. 40-+-No. 100 screen—fine our Can ODtain 1e same men standaras oO pe riormance 
One Composite Blend using smaller Dorr units especially designed for this purpose. 
Retained on Sieve Percent Cumulative 
No. 4 3 
No. 8 15 ” ee r a ; 
No. 14 30 Making Prescription Sand at 50 tons an Hour.” available 
No. 28 / : — 
an 48 ns on request, contains full information on a successful commercial 
No. 100 93 adaptation of Grand Coulee and Shasta Dam practices. 
Fineness Modulus 2.73 











um DORR COMPANY « 


ENGINEERS ° 570 Lexington Ave., New York 


ATLANTA ° TORONTO ° CHICAGO . DENVER * LOS ANGELES 


—— DORR TECHNICAL SERVICES AND EQUIPMENT ARE ALSO AVAILABLE FROM THE FOLLOWING COMPANIES: ——————————— 
NETHERLANDS: Dorr-OliverN.V.. The Hague» ENGLAND: Dorr-Oliver Company Ltd.,London «GERMANY: Dorr Gesellschaft, m.b.H. Berlin - FRANCE: Soc.Dorr-Oliver, Paris 


ITALY: S.A.1. Dorr-Oliver, Milan - JAPAN: Sanki Eng. Co.,Ltd.,Tokyo- SCANDINAVIA: A.B.Hedemora, Hedemora, Sweden* AUSTRALIA: Crossle & Duff Pty. Ltd., Melbourne 
ARGENTINA: Luis Fiore, Buenos Aires . SOUTH AFRICA: Edward L. Bateman Pty. Ltd., Johannesburg ° BRAZIL: Oscar Taves & Co., Rio de Janeiro 
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SYMONS CONE 
CRUSHERS... . 


Serve this Stone Producer! 


Repeat orders are common among users of Symons 
Cone Crushers. Basic Dolomite, Inc., is one of the 
many larger producers who has continued to order 
Cones because of the satisfactory performance 
given by the original installation. The seven ma- 
chines used by this company, which take care of the 
fine crushing operations, include both Standard and 
Short Head Types and range in size from 20 to 48 
inches. Another prominent producer of aggregate 
has twenty-seven Symons Cones in service. It is 
the installation of this modern reduction crusher that 

lf your operating problem a enabled many plants to maintain —_ 
‘ . in face of changing material specifications and at 
be that of finer crushing a crushing cost which assures of increased profits. 
in quantity, investigate the 


merits of the Symons Cone. NORDBE RG MFG. co. cn at a 


NEW YORK CITY LOS ANGELES TORONTO LONDON 
i : 60 E. 42 St. Subwoy Terminal Bidg. Concourse Bldg. Bush House 


SYMONS CONE CRUSHERS 
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THERE'S IN 
EVERY DIPPERFUL!! 


The “first line of defense’ for any rock quarry, stone or sand pit, large 
or small, is its power shovel, dragline or clamshell equipment. It must 
be capable of defending contract prices with low cost yardage, and to 
keep raw material prices at a minimum where this equipment has a pro- 
cessing plant to feed. MARION shovels, draglines and clamshells in 
rock quarry, stone and sand handling service have a national reputation 
for “delivering the goods” in profitable doses. Defend your financial 
interests with a MARION. Only in this way can you fully appreciate 
what we mean when we say, “There's money in every dipperful when a 
MARION is on the job.” Write for bulletin describing the size and 
capacity of machine you feel you need. THE MARION STEAM 

SHOVEL COMPANY, Marion, Ohio, U.S. A. 






















11 Jons Per Hour... 


DRIED and GROUND 


by the Raymond. 


—-LOW SIDE— 


ROLLER MILL 


In this operation, a controlled supply of heated 
air is introduced into the mill system for re- 
moving approximately 3°, of surface moisture 
from the gypsum while pulverizing. 


CYCLONE 
— 


COLLECTORS 


ar 
re) 
< 
= 
w 
] 
Zz 
°) 
w 


The resultant product is a fine, dry, free-flowing 
material. By this method, it is possible to ob- 
tain the proper uniformity and other desirable 
characteristics in the finished product. The 
FINISHED . ° ° + 
PRODUCT drying action makes the material easier to 
grind, so that extra high capacities are obtained. 
At a fineness of 80°% passing 100-mesh, the mill 
delivers 11 tons per hour, or 10 tons at 85% 
through the same mesh sieve. 


The Raymond Low Side Roller Mill is eco- 
a caie nomically adapted for grinding many other 
non-metallic minerals. It produces record high 
tonnages per horse-power for materials in an 
average fineness range of 60% to 95% passing 
100-mesh, such as limestone, dolomite, phos- 
phate rock, bentonite, clay, barytes and similar 
products. 


ft TS! Eke 


KILN MILL a 





Flow Sheet of Operation ' - 
9 ; ; If you have any pulverizing problem, let Ray- 
Diagram of Low Side Roller Mill with mond engineers help you. They offer you the 
heater for drying system; also piping and ° . - ‘a. 
collectors for the air separation and con- modern equipment and mature experience nec- 
veying system. essary for guaranteed results. 


SOO ee ss ee 


COMBUSTION ENGINEERING COMPANY, INC. 
1321 North Branch Street CHICAGO 


Sales Offices in Principal Cities + + + In Canada: Combustion Engineering Corporation, Ltd., Montreal 
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Keep it 


YOUR CONVEYOR 
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WHEN?—all the time there's work to 
use you want to get your share 
reasing 1941 business. ROBINS 
ANTI-FRICTION TROUGHING AND 
RETURN IDLERS are designed and 
tructed to outlast other idlers. They 
widely known for the following 
jrade features: 


i truss construction. 


mplete identical pulley assemblies, 
rchangeable and reversible. 


proved ‘'Single-Shot’ lubrication. 


4. ‘Triple Seal” that keeps grease in 
nd dirt out. 


set maximum service and minimum 
tenance with 


ROBINS 


ANTI-FRICTION TROUGHING 


AND RETURN IDLERS 


| ROBINS CONVEYING BELT COMPANY 


BOSTON e 


36 





WHY?—because belting is the most 
expensive item in a conveyor installa- 
tion and its premature destruction is a 
serious, inexcusable waste. 


ROBINS BELT TRAINERS are not 
“guide idlers.” A belt controlled by 
ROBINS Trainers is aligned without 
wear; not by pressure on the edges but 
by rolling contact with the entire surface 
of the belt. Notice the way it works in 
this diagram. 











~ A UGHT TOUCH MERE 
PAAKES 

GRAKE APPLY WERE 

so 
-- SUGMT OfaAG 

ik <P SWINGS 1OLER WERE 

t ee eee 

— Ano 

STEERS BELT TO 

eaaeeetnaaall 


Center 
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There is also a ROBINS RETURN BELT TRAINER 


ROBINS 


TRAINING IDLERS 


ROBINS 


HOW?—with ROBINS RUBBERDISC 
RETURN IDLERS. The rubber discs of 
these idlers are made of a soft 
abrasion-resisting rubber which slightly 
flattens at the points of contact with the 
belt. These deformations afford a con- 
stant automatic cleaning action for both 
discs and belt. Result—no accumulation 
of sticky abrasive or corrosive sub- 
stance on the belt which means longer 
belt life and less maintenance. This 
Idler is equipped with ball bearings 
completely sealed and lubricated for 


life. No greasing or oiling is required. 


ROBINS 
Rulberdisc 

RETURN IDLERS 
PASSAIC, NEW JERSEY 


CHARLESTON, W. VA, ¢ CHICAGO e CLEVELAND « DETROIT « NEW YORK e PHILADELPHIA ¢ PITTSBURGH e« SAN FRANCISCO 
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Permanente Prepares 
to Build Magnesium 
Plant at Los Altos 


Work will be started shortly on a 
$12,000,000 magnesium plant to be 
built near Los Altos, Calitornia, by the 
Permanente Corporation for the con 
struction of war materials and it should 
be in operation by the middle of July, 
according to FE. E. 
president. 


Trefethen, vice 


The plant will be built adjacent to 
Permanente’s $4.000,000 cement plant. 
It will be constructed so that both 
plants can use the same facilities. Nat 
ural gas will be used as a cooling agent 
in the magnesium reduction and will 
be burned for heat in the cement plant. 
Crushing equipment, yards, machine 
shops and other buildings will be used 
jointly. 

In addition to the original $6,000,000 
magnesium plant announced in reports 
trom Washington, D. C., the corpora 
tion plans to erect an additional $5, 
(100,000 tactory for making magnesium 
metal parts. 

Much of the ore to be handled by th« 
new plant will come trom Nevada. Th 
Defense Commission already has issued 
a special tax privilege permit to allow 
the Permanente Corporation to deduct 
$6,500,000 of the cost of the plant tron 
its taxable income over a_ five-year 


period. 


Harry Huffstetter Dies 
at Indianapolis Home 
Harry C., 


dent of the 
Company, Indianapolis sand producer, 


Hufistetter, 80, presi 
Jrown-Huflstetter Material 
died recently in his home in Indian 
apolis. Mr. Huffstetter had lived in In 
dianapolis for the past 36 years and had 
always been vitally interested in the 
welfare of the community in which hx 
lived. 

Shortly after he moved to Indianaj 
olis, Mr. Huffstetter helped organize 
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the Indiana Sand & Gravel Producers 
\ssociation and was the organization's 


first president. He was an active mem 
ber in many other civic clubs, and was 
a York Rite Mason and a Shriner. 


Gypsum Plant Busy 
on Defense Orders 


Rushed because of the national de 
boom, the National Gypsum 
Company's plant at Portsmouth, New 
Hampshire, is now working 24 hours 
a day in an effort to fill orders for wall 
board to be used on defense projects. 
\pproximately 200 men are working 
three shifts in the factory, which is on 


{ 


ot 16 scattered about the country. 


ICnse 


Lone Star Purchases 
British-Held Shares 


The Lone Star Cement Corporation 
recently bought from British holders 
21.657 shares of its stock for $831,087, 
Charles |. 


NOUNnCE 


Hogan, president, has an 


It is planned to recommend to stock 
holders at the annual meeting in May 
that the se shares, plus 7,541 held in th 
treasury, be canceled and retired. 





1941-—Hot 


Convention, 


{pril 23-25, 
Springs, Virginia. 
Concrete Reinforcing Steel Insti 


tute. Homestead Hotel. 


May 27-29, 1941 
Virginia. Annual 
National Lime 
Homestead Hotel. 


Hot Springs 
convention, 
\ssociation, 


June 23-27, 1941--C hicago 
\nnual meeting, American So 
ciety for Testing Materials, Pal 


mer House. 
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5,000,000 Barrels 
of Cement Sought 
for Panama Canal 


The Panama Canal purchasing offic 
will ask for bids on 5,000,000 barrels 
of cement within 30 days, according to 
advice from Washington, D. C. 

The cement will be used in the con 
struction of a third set of locks at the 
Panama Canal. 

Joth ~ eastern and western cement 
producers are expected to bid on th 
order. 

One of the points yet to be cleared up 
is whether the Government would re 
quire the cement to be shipped in bulk 
or bags. 

It is said the canal purchasing ofhe 
may provide in its invitation to bid 
that successtul bidders construct silos 
at the canal, where the cement can be 


store d. 


Curtis Honored for 25 
Years P.C.A. Service 


a es 


Inanager and secretary of the Commit 


Curtis, assistant to general 


Accident Prevention and Insur 
Portland Cement 


tee on 
ance of the \ssocia 
tion, completed 25 vears in the service 
of the Association on January 8. Ata 
luncheon in his honor on January 16 
fellow employees presented him with a 
beautifully hand-lettered tribute, _ re 
ferring particularly to his outstanding 
leadership in the field of human con 
servation, in which endeavors the ce 


ment industry has acquired fame. 


18 Pennsylvania Slate 
Companies Indicted 


Eighteen Pennsylvania slate com 
panies and 18 individuals were indicted 
on January. 29 at Philadelphia by a 
federal grand jury on charges of vio 
lating the federal anti-trust laws by fx 


ing prices 
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M. H. Kennelly Assails 
Politics in Business; 
Resigns Chairmanship 


peech said to be startling for its 
liscussion of political ramifica- 
the building-materials indus- 
ubject which politicians discuss 
hind closed doors, Martin H. 
lly, on February 4 resigned his 
) a year post as chairman of the 
board of the Consumers Com- 
Chicago aggregates producer and 
ng supplies firm. 


Kennelly was one of five trustees 


d by Federal Judge James H. 
rson, when the Consumers Com- 
is reorganized in 77-B_bank- 
roceedings. That was in 1937. 
the intervening four years he 
ted the operations of the huge 
His resignation, prefaced by 

k talk, is reported to have come 
ibshell to the Chicago materials 


stepping out of this company,” 
nnelly told the directors. “As I 
| am glad to be able to point to 
that for the first time in years 
npany finished the year in the 
Its profit will be $60,000 com- 
th a loss of $114,000 in 1940. 
1 source of gratification. But 
iter gratification comes in the 
dge that for the last four years 
ician’s name has been on your 
olls—no politician’s name even 
backwards. 
he four years of our stewardship 
not solicited or accepted busi- 
. political basis. It is a pleasure 
ort that we reached the stage of 
rt operation without _ political 
| ations. 
significance of Mr. Kennelly’s 
of course, lies in the fact that 
companies have long been re- 
by politicians—state, county, 
as a source of revenue. These 
urchase in vast quantities for 
vorks and a difference of a few 
varrel on the price of sand, ce- 
gravel often runs into thou- 
dollars even on a comparatively 


ert C. Fenner, an industrial con 

was elected president, at the 

He was also made a director 

neral manager. Joseph Hock, 

: is been president, resigned be 
ll health, but will remain with 


| gine 


Wilcox, 76, a member of the 
| Babcock & Wilcox, stone pro- 
| of Kasota, Minnesota, for nearly 
passed away a short time 


an adviser. 


ir 
| irs, 
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The Portland-cement industry in December, 


1940, produced 


11,147,000 barrels, shipped 


8,192,000 barrels from the mills, and had in stock at the end of the month 23,305,000 
barrels of cement, according to the Bureau of Mines. Production and shipments of cement 
in December, 1940, showed increases of 17.5 and 20.7 per cent., respectively, as compared 
with December, 1939. Stocks at mills were 0.6 per cent. lower than a year ago. The pre- 
liminary totals of production and shipments for 1940 show increases, respectively, of 6.5 
and 6.2 per cent. from the final totals for 1939. The statistics here given are compiled from 
reports for December received by the Bureau of Mines from all manufacturing plants. 





Installs Tank to Save 
Creek from Pollution 

The Virginia Glass Sand Company 
recently completed the installation of a 
modern sedimentation tank at its plant 
near Gore, Georgia. 

The tank, 12 feet deep and 60 feet in 
diameter, was installed to prevent con 
tamination of Back Creek. 

Installation of the tank was at the in 
sistence of the Virginia Fish & Game 
Commission. 


Kansas Operator Buys 
87-Acre Deposit 


Roy More, Junction City, Kansas, 
sand plant operator, recently purchased 
an 87-acre deposit in the Republican 
river bottoms near Junction City. 

The erection of a new screening plant 
near the river has been started, and the 
pumping plant will soon be moved to 
its new location. 


Erects Loading Dock 
on Illinois River 


The Bellrose Sand Company of Ot- 
tawa, Illinois, has received permission 
from the War Department to build a 
barge-loading dock on the Illinois river 
near its silica-sand plant. The loading 
facilities are now being installed. 
Indianapolis Concerns 
Effect Consolidation 

The Brown-Rosenbarger Gravel 
Company, Inc., of Indianapolis, and 
the Standard Materials Corporation, 
also of that city, have merged and will 
be known in the future as the Standard 
Materials Corporation. 





MONTHLY LIME SHIPMENTS, 1939-1940 
AS REPORTED TO NATIONAL LIME ASSN. 
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According to data collected by the Na- 
tional Lime Association, 72 companies in De- 
cember, 1940, shipped 130,424 tons (91,491 
quicklime; 38,933 hydrate). Reporting com- 
panies represent 51.8 per cent. of the asso- 
ciation's total capacity of record. Based on 
PIT AND QUARRY'S estimates for the re- 
mainder of the industry the total shipments 
for the month are estimated to have been 
approximately 255,000 tons. Shipments of 
lime by use and grade for December, 1940, 
were: 





Quick Hy- 

lime drate 
Use (tons) (tons) 
Agricultural bs (edn oeree ee 1,934 
Building 16,494 20,259 
Chemical 74,592 16,740 
Total 91,491 38,933 





Penn-Dixie Earnings 
Show Sharp Upturn 


Spurred by the sharp upturn in heavy 
construction last year, earnings of Penn 
sylvania-Dixie Cement Company for 
the vear ended December 31, 1940, are 
believed to have shown marked im 
provement over the preceding year. 

Present indications are that net in 
come for the year may be in the neigh 
borhood of $5.50 a share on the pre- 
ferred stock, against $361,786 or $2.98 
a preferred share earned in 1939. 
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Calaveras Fails in 
Attempt to Obtain 
Gas to Fire Kilns 


The Calaveras Cement Company has 
apparently failed to gain permission to 
provide its operations with natural gas 
from state-leased lands in Rio Vista gas 
held when Attorney General Warren 
of California ruled that the state lands 
commission was without authority to 
grant easement over which a pipe-line 
could operate. 

The plan of Calaveras has been con 
tested by Standard Oil Company of 
California on the premise that Cala 
veras’ gas withdrawals would have 
drained state and other lands through 
large takings. The cement company 
had expended a material sum_ in 
preparation for natural gas operation 
on the basis of the state lease. At pres 
ent, the company owns one gas well in 
the Rio Vista field capable of producing 
23,000,000 cubic feet of gas a day. It 
sought to pipe its own gas to its plants, 
which are currently using fuel oil. Op 
ponents to the plan protested that with 
the withdrawal of gas from the cement 
company’s well in the volume intended, 
offset drilling of uneconomic character 
would be necessary. 


West Coast Aggregates 
Firm's Earnings Rise 


Pacific Coast Aggregates, Inc., central 
Calitornia producer and distributor of 
sand, stone, gravel, ready-mixed con 
crete and building materials, reports 
proht of $79,791 for the nine months 
ended September 30, 1940, after selling 
and administrative expense, general ex 
pense, depreciation and depletion, but 
before provision for federal income 
taxes. This compares with loss of 
$14,276 for the corresponding period of 
1939, 

Indicated profit for the third quartet 
amounted to $60,702 as the company 
had previously reported profit of 
$19,039 for the first six months of 1940. 
In the third quarter of 1939, the com 
pany had indicated profit of $32,453 


Asbestos Production 
Far Short of Needs 


The asbestos industry in the United 
States produced 15,300 short tons of as 
bestos of various grades with a value 
of $484,000 at points of production, a¢ 
cording to preliminary figures for 1939 
released by William Lane Austin, di 
rector of the census. 

Although the total value of asbestos 
produced in the United States in 1939 


was 22 per cent. higher than that of 


March, 1941 


1929 and the quantity produced was 
over 300 per cent. higher, this country 
continues to be largely dependent upon 
imports in order to meet domestic as 
bestos requirements. 


Blasting-Cap Mishaps 
Fewer Last Year 


Accidents to children from playing 
with blasting caps in the United States 
showed a decrease in 1940 as compared 
to 1939 according to data in the hands 
of the Institute of Makers of Explosives. 
In 1940 the record shows that 157 chil 
dren were injured from this cause 1n 
accidents occurring in 33 states. In 
1939 there were 195 boys and girls in 
jured. One child died as the result of 
one such accident in 1940. 

As in the other years nearly every 
case shows that the blasting caps ap 
parently had been carelessly left about 
where children could get them. In 43 
instances the children reported after the 
accident that they tound the caps near 
construction work, or in fields, streets, 
roads, in quarries, and in three cases on 
dumps. In 14 instances they found 
them in buildings outside the home and 
in 10 instances they picked them up in 
cupboards or other parts of the home. 


Gravel Firm Broadens 
Scope of Operations 


The Associated Sand & Gravel Com 
pany of Everett, Washington has gone 
into the manufacture of ready-mixed 
concrete. Its batching plant has a bin 
capacity of 400 cubic yards. Concrete 
is mixed and delivered by two 3-cubic 
yard Smith-Mobile mixers mounted on 
G.M.C. trucks. 

The company is also considering 
branching out into the ready-mixed 
mortar and lime-putty fields. 


New York Stone Group 
to Convene March 13 


The New York State Crushed Stone 
\ssociation will hold its annual meet 
ing March 13 at the Hayward Hotel, 
Rochester, Harry R. 
Hayes, secretary and engineering - di 
rector. 


according to 
\ll members are urged to be present. 


New Mineral-Wool 
Plant at Memphis 


Production has begun at the new 
mineral-wool plant of the Building 
Guard Rock Wool Company at Mem 
phis. 

Raw materials used include blast 
turnace slag, limestone and silica. 


Conspiracy Indictment 
Voided in Chicago 
Ready-Mix Dispute 


Federal Judge Philip L. Sullivan, sit 
ting at Chicago, has sustained a cde 
murrer to a federal grand jury in 
charging the late Michael 
Carrozzo and 11 other defendants with 
conspiracy to violate the Sherman anti 
trust act by 


dictment 


restraining the use of 
ready-mixed concrete in the Chicago 
area. 

Leo F. 
United States attorney general, said he 
would appeal the decision to the United 
States Supreme court. He said he r 


Tierney, special assistant 


garded the case as one of the most im 
portant ones in the history of the Sher 
man act. 


The effect of the decision is to void 
the indictment, which was returned 
last June. 

Judge Sullivan, sustaining the de 
murrer, said in part: 


“The indictment alleges and the gov 
ernment contends that the use of truck 
mixers would result in a savings of 
labor costs through reduction of the 
number of men employed. Defendants 
insist that this is exactly what they arc 
objecting to, and the purpose of strikes 
or threatened strikes was to compel 
cement contractors in the Chicago area 
to accede to the union’s demands that 
the services of engineers be retained on 
jobs where truck mixers were used; that 
these activities are within the kk gitimat 
objects of a labor union. 


“There appears to be nothing un 
reasonable in these demands, and only 
lawful means seem to have been used 
in accomplishing them. I am of the 
opinion that defendants under such cit 
cumstances are immune from prosecu 
tion under the Sherman act, by reasons 
of the Norris-La 


Guardia act, which enlarges the scope of 


provisions of the 


section 20 of the Clayton act. 


“Judge Sullivan’s decision is clear 
cut,” Mr. Tierney said, “and will pro 
sent a definite issue for the decision of 
court. As I read the 
opinion, Judge Sullivan holds that th 
Norris-La Guardia 
strips the courts of jurisdiction in crim 
Should this 


be the law, a labor organization can 


the Supreme 
act by implication 
inal cases involving labor. 


control interstate commerce by restrict 
Ing the sale and shipment of all ma 
chinery or which 


devices displace 


labor.” 


The Missouri Portland Cement Com 
pany of St. Louis has appointed th 


Antenger Advertising Agency, St. 


Louis, to handle its advertising. 
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Important Research 
on Aggregates and 
Concrete Under Way 


ons of standardization and 
ork in the charge of A.S.T.M. 
C-9 on Concrete and Con- 
regates, which group held a 
Washington, D. C., early in 
indicates a productive year 
ise of the Society's activities. 
vs, held at the Washington 
well attended. 
sion was conducted by the 
F. H. Jackson, Public Roads 
tion, Washington, D. C., 
retary, R. R. Litehiser, Ohio 
way ‘Testing Laboratory, 
University. 
st of the committee was 
he work to be sponsored by 
Committee on Durability of 
lwo of the subcommittees 
C-9, Subcommittee VI on 
Characteristics of Materials 
res to Properties of Concrete, 
ymittee XVII on Conditions 
Durability of Concrete in 
are particularly interested. 
p in charge of methods and 
rr testing concrete expects 
roposed methods of tests will 
d this year for approval as 


t 


ntative standards covering 
test for: sampling wet con 
rmining volume of air en 
concrete, uniformity of a 
nixture, and determining 
cores drilled from a con 
ture 
ork on aggregates, the sub 
n charge expects to recom 
rious revisions in a number of 
ns, one covering the test for 
iggregates by use of so 
ite or magnesium sulphate; 
abrasion of coarse aggre 
e of the Los Angeles machine; 
for specific gravity and 
t coarse and fine aggregate. 
subgroups is interested in 
requirements tor water 
lor curing concrete and de 
ire under way. 

sult of discussion it is pro 
some revisions in the Speci- 
Ready-Mixed Concrete 
38) be offered for approval, 
the March meeting of the 
to be held in Washington 

S.T.M. Committee Week. 


installs Semi-Trailers 
and Diesel Engine 


uinbia Quarry Company re 
rchased two 15-ton Easton 
ers tor use in its quarry at Val- 
nois. These machines re- 


10 





Rock in this quarry is being used for bank protection and diversion dikes on the Coachella 

branch of the All-American Canal in southern California. This view shows a Caterpillar 

D4 tractor equipped with a Traxcavator (made by the Trackson Company, Milwaukee) which 
is used to load the trucks. Top yardage attained has been 640 in eight hours. 





place motor trucks. 
ner-type separator is being installed on 
the grinding mill in the pulverized 
limestone department of this plant. A 
year ago a dust collector and fan were 


A Williams spin 


installed in this department. 

A National Superior 350-horsepower 
Diesel engine has been purchased tor 
the company’s Columbia, Illinois plant 
to supplement the two Superior engines 
already installed there. The extra 
power will make it possible to carry on 
stripping Operations at the same time 
that the crushed stone and pulverized 
limestone plants are operated. 

The company recently made its first 
real venture into the truck-delivery field 
when it purchased a fleet of 5 semi 
trailers of 124% tons capacity each. 
Three are Dodge Diesel-powered ma 
chines and the other two are of General 
Motors manutacture. 


Producer at Oil City 
Expands Gravel Plant 


Work has begun on a $25,000 plant 
expansion program by the Oil City 
Sand & Gravel Company, Oil City, 
Pennsylvania. 

A new all-steel hopper, with a capac 
ity of 600 tons of sand and gravel, is 
being constructed. Three new steel 
barges, 100 feet long, 36 feet wide, will 
be put in service. 








EMPLOYMENT AND PAY-ROLLS 
Compiled for PIT AND QUARRY by Isador Lubin, Com 
inissioner of Labor Statistics, U. 8. Dept. of Labor.) 


| 





| | 
Industry | Establish- |Number of} Pay Rolls 
| ments Employees! (1 week 
Cement: 
November, 1940 134 21,788 $610,945 
December, 1940... 134 21,129 606,462 
Percentage change 3.0 —).7 


Quarrying and non- 
metallic mining: 


November, 1940... .| 907 30,343 
December, 1940... 907 29,274 





Percentage change —3.5 | +1.2 





A Type R gyratory reduction crusher, driven by a separate power unit and all mounted on a 

big truck, is a unique method now being used by the Allis-Chalmers Manufacturing Company 

of Milwaukee to show its latest design crusher unit. The mobile unit will travel about the 

country to demonstrate the crusher right at the plants of the operators. The truck and unit 
at present are heading south. 
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CURRENT BUSINESS INDICATORS 





No longer is there any intimation on 
the part of anyone connected with the 
defense program that the stupendous 
defense effort can be superimposed on 
normal civilian economy with only 
moderate adjustments. Well under way 
in this Nation now, although not yet 
realized by the majority of the citizenry, 
is a revitalization not only of United 
States industry but of the United States 
itself. The physical volume of goods 
already being produced is greater than 
at any time in the history of our coun 
try and we are only beginning to fill 
the tremendous backlog of orders. We 
are not engaged in a mere armament 
race, but rather in a titanic struggle of 
national economic systems from which 
only the strong will emerge. Even if 
this Nation survives, and no one can 
doubt that it will, there may be pro 
found changes in our economic life, 
changes that may affect the very exist 
ence of democratic government. 

In the early planning of the defense 
program much was heard regarding 
specific quantities of thousands of items 
needed by the Army and the Navy. 
Quantities of course are still necessary 
in measuring output but the defense 
effort has gone further. A recent state 
ment by Donald Nelson, Director ot 
the Division of Purchases for the Office 
of Production Management, clearly 
summarizes present aims: 

“The requirements of military and 
naval equipment * * * are limited by 
only one thing: The total capacity of 
every mine, factory, and mill to pro 
duce such equipment. 

“We no longer are in a position to 
say ‘We need so-and-so many .50-calibr« 
machine guns. What we now say is 
‘We need every .50-calibre machine gun 
that can be produced by the total co 
ordination of every pound of material, 
every inch of factory space, and every 
man-hour of work that can be mobil 
ized for the job. 
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“This is an all-out effort. There are 
no fixed limits save the limits imposed 
by physical and human capacity em 
ployed to their utmost. 

“Defense must come first * * * . 

If defense actually is to come first 
with an all-out effort, what of the so 
called social gains of the past eight 
years. Several weeks ago Mr. Knud 
sen sounded an ominous warning 
against the “week end blackout of in 
dustry,” but as yet there has been no 
evidence of relaxation in the wages and 
hours or other regulations, nor does 
there seem likely to be. Manufacturers, 
in calculating costs on which to base 
their bids, can include an allowance for 
overtime pay beyond the 40-hour week. 
Raw materials suppliers, however, have 
no such recourse for by and large the 
prices they receive for their products 
are being held rigid by Government 
edict. Operation beyond 40 hours 
weekly means higher costs which pro 
ducers claim can not be absorbed, along 
with other increases, under existing 
prices. It is not likely that enough sur 
plus labor is now available to permit 
7- or even 6-day operation through the 
medium of staggered hours. For really 
eflective all-out production ot raw ma 
terials it seems evident that either a 
moratorium on overtime pay to permit 
operation beyond 40 hours or price in 
creases equivalent to overtime costs will 
ot necessity be forthcoming. 

\ctual shortages of materials are be 
ny 


reported frequently in the press, 
and it begins to appear more certain 
that priorities will become more than 
just a threat to keep producers in line 
with defense aims. Problems as seri 
ous as those in raw materials may de 
velop in connection with manufactur 
ing facilities, labor supply, power, and 
transportation. 

\n official pronouncement ol the 
National Association of Purchasing 
\gents late in February called attention 
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to shortages in certain raw materials as 
well as in processing equipment. The 
association said that delivery problems 
now exist in connection with various 
alloys, numerous steel items, brass prod 
ucts, aluminum, cobalt, nickel, zinc, 
and copper, as well as machine tools 
It is to be expected that production ol 
non-detense goods will be disturbed as 
these raw materials are more and mor 
diverted to defense use. The associa 
tion went on to point out: 

“As the tension increases greater et 
forts are being made to lay in supplies 
of items that are readily available at 
this time but which may later be ab 
sorbed in Government orders to a larg: 
extent. The time is not far distant 
when changes in various manufactur 
ing operations will be essential unless 
substitutes are found for the produc 
tion of goods for other than govern 
mental defense orders. 

The direct effect of priorities on pro 
ducers ot nonmetals remains to be seen. 
Such operations are not direct con 
sumers of brass, zinc, copper, nickel, 
and other metals in which squeezes 
have been felt, but the equipment they 
use is made largely by machinery com 
panies who may be having difhculty 
already in procuring materials for such 
non-defense items. The operator of a 
sand and gravel plant who may be con 
sidering a remodelling or expansion 
program might well investigate his 
chances of delivery on the required ma 
chinery. He may even now run into 
serious delays. If he then decides to 
get along with the old plant his trou 
bles may be over only temporarily, for 
shortages in labor, transportation, of 
even power may aflect either his actual 
operation or non-detense construction 
projects on which he is depending for 
markets. The situation, of course, may 
never get this acute but it is definitely 
conceivable that every nonmetals pro 
ducer ultimately may feel the effects 
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Bents Supporting 60-Foot Pipe 


Line Eliminated Through Use 
of Wire-Rope Tension Members 


int of the Peekskill Gravel 
iny was originally designed 


scows with washed sand or 
market for this 
scow loads, appeared to be 
New York, only 40 miles 
eekskill and reached direct 
the Hudson River. The local 
sand and gravel was sup- 
several pits by various truck- 
material was sold as masons’, 
n, sand. Washing and grad- 
not considered. Only when 
building was being erected 
rity of Peekskill would there 
stion of cleanliness, grading, 
Chere very few of 

so the manage- 
justihed in considering the 
The plant 
not provide for truck-load- 
by hand, from ground stor- 
loading was considered as 


he natural 


were 


projects, 


ind as negligible. 


y-making part of the opera- 
round storage, a tunnel and a 


conveyor provided efficient means for 
boat-loading. 

After operating for one season, 1921, 
the plant was shut down until 1928. 
The property was leased in that year 
and operations were resumed under 
new management. 

Preparatory to the resumption of op 
erations the lessee made the necessary 
repairs and erected bins for storage and 
truck-loading. Conditions had changed 
in 1928 so that truck-loading amounted 
to 50 per cent. of the annual business. 
Later shipment by scow proved to be 
unprofitable and was discontinued. 

During this period of operation all 
the excess sand was wasted, or stored 
on land adjacent to the plant. When 
any of this sand was reclaimed, it had 
to be handled in the same manner as 
if it had been excavated from the pit. 
A wooden chute over the loading yard, 
supported by bents, carried this wasted 
sand to ground storage, or sluiced the 
excess to a swamp near the plant. At 
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that time excess sand was thought to 
be of no value, but it had to be stored 
where it did not interfere with plant 
operation. At a later date all this wasted 
sand was reclaimed to meet the demand 
peaks. The yard was a dead-end, so 
that every truck had to make a full 
turn before leaving with its load. If a 
truck collided with a bent and dis- 
lodged the chute, it was necessary to 
shut down in order to repair the dam- 


age. 
In 1932 the plant changed hands 
again. The original elevator, screens, 


sand-tanks and crusher were unsuited 
to existing conditions. The sand specifi- 
cations of the New York State High- 
way Department had been made more 
exacting, calling for a graded sand. 
Nothing but a graded material would 
meet the demands of the gravel cus- 
tomers. Remodeling was out of the 
question; conditions demanded a new 
lay-out. 

One of the main points to be con- 
sidered in designing a new plant was 
the elimination of all bents in the load- 
ing yard. This was accomplished by 
building a truss, with an 8-inch pipe 
as the compression member and two 
¥4-inch used wire cables as the tension 
member. The cables had been used on 
a derrick, but were too short for further 
use as a fall line; as they were not 
raveled they had ample strength for 
the truss construction. The sand and 
water from the washing screen were 
sluiced through the 8-inch pipe to 
the two classifying tanks on the oppo- 
site side of the yard. The truss span 
was 60 feet. A steel bin with weighing 
batch boxes was installed between the 
two classifying tanks. These two tanks 
were in tandem, one producing con 
crete sand and the other plaster sand. 
This sand sluice pipe is an outstanding 
feature of the modernized plant. 

This method of handling the sand 
made economical storage possible. The 
derrick, with a clam-shell bucket, could 
store sand, or load the batching bins. 
Gravel could be trucked to a point 
within reach of the derrick, then piled 
loaded trucks 
through the batchers. 


for storage, or into 

With the yard cleared, adequate stor- 
age and loading facilities provided, the 
installation of a new 
screens, new field hopper and new 
crusher insured a steady output of ac- 
ceptable material in sufficient quantities 
to meet the regular demand. The 
“peaks” of the demand could be sup- 
plied from storage. The material was 
of an excellent quality and easily met 
the specification requirements. 

The batch bins allowed the company 
to supply ready-mixed trucks, thus 
keeping in line with the modern de 
mand. 


conveyor, new 
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N the sand-and-gravel plant which is 

supplying all the aggregates for 

Shasta Dam, near Redding, Califor 
nia, the industry has another laboratory 
which should add much to present 
knowledge of aggregate properties and 
production methods. The first really 
large plant in which advanced methods 
were used was the one supplying the 
aggregates for Boulder Dam. What 
was learned there was the basis for fur 
ther developments at the huge Coulee 
Dam plant, which may turn out to have 
been the starting point of a new era in 
sand-and-gravel production. Further 
contributions to the accumulated fund 
ot knowledge are expected from the 
new Shasta Dam plant which is being 
operated by the Columbia Construction 
Company. 

At each of these plants there have 
been conditions, with respect to their 
deposits of raw material which would 
probably have ruled them out as sources 
for the commercial production of sand 
and gravel. In each case, however, 
these projects were hundreds of miles 
away from any adequate centers of com 
mercial production or from any other 
first-class undeveloped deposits. For 
this reason the available deposits had 
to be utilized and means developed for 
the production of a product meeting the 
unusually severe specifications of the 
U. S. Bureau of Reclamation. 

The problem at Boulder Dam was 
chiefly one of quantity production and 
storage as the deposits would be en 
gulfed by rising water behind the dam 
two years before its scheduled comple 
tion. Advanced methods of sand clas 
sification were important features of 
this operation. 
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A general view of part of the pit operations in the Sacramento River bottoms. 
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and pit conveyors. 


By W. E. TRAUFFER 


At Coulee Dam the chief problems 
were the disposal of an excess of ex 
tremely fine sand and the procurement 
of an adequate amount of cobbles. 
This operation was one of the first to 
divide the sand into three fractions and 
recombine them in the desired propor- 
tions. 

At Shasta there is a dearth of fine 
sand and an excess of cobbles and bowl 
ders. The problems are to crush down 
the oversize gravel, to tap all possible 
sources of sand, and to grind down the 
excess coarse sand and fine gravel to 
provide the needed extreme fines. This 
problem is further complicated by the 
fact that there is present in the deposit 
a small percentage of soft stone which 
must be broken down and removed by 





Harry P. Davis, project manager, and W. A. 
Beach, general superintendent. 





Shown is some of the loading equipment and the pendulum 


Shortage of Fine Sand Fraction Necessitates 
Elaborate Grinding at Shasta Dam Plant 


scrubbing. Chiefly for this reason, the 
percentage of deleterious matter is high 
and in order to insure its complete r« 
moval, some of the minus 60-mesh nat 
ural sand is wasted. This adds to the 
existing deficiency in extreme fines, 
which has to be compensated for by 
grinding some of the coarser sand and 
finer gravel. As a result of these con 
ditions comparatively little of the raw 
material entering the plant is wasted. 

Shasta Dam is located about 12 miles 
north of Redding, California, near the 
headwaters of the Sacramento River. 
It is being built by the U. S. Bureau of 
Reclamation as a_ multiple-purpos« 
structure whose tunction in the Central 
Valley Project is that of a monitor on 
the Sacramento River and several of 
its mayor tributaries. Shasta Reservoir 
will be operated to regulate the flow of 
the river for Navigation improvement, 
flood control, salinity repulsion, indus 
trial use, municipal consumption and 
electric-power generation. Much of the 
water impounded by this dam will come 
from the perpetually snow-clad slopes 
of Mount Shasta, 14,161-foot extinct 
volcano about 50 miles north of the 
dam and visible from it. 

Shasta will be the second-largest con 
crete dam in the world, with 6,100,000 
cubic yards of concrete compared to 
10,500,000 cubic yards at Coulee and 
3,250,000 cubic yards at Boulder. = It 
will be a curved gravity-type structure 
with a crest length of 3,500 feet and a 
maximum height above its foundation 
of 560 feet. Second only to Boulder 
Dam in height and to Coulee Dam in 
mass, it will be the highest overflow 


A hydro 


électric plant at the base of the dam on 


type of dam in the world. 
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king down into the 4-foot gyratory sec- 
Jary crusher and its feed chute. 


ink of the river will accom 
main power units, each to 
75,000-kilowatt generator 
1 103,000-horsepower tur 


tion of the dam and power 
started in September, 1938, 
neral contract awarded to 
tructors, Inc., a syndicate ot 
g firms representing almost 
yn of this country. The lake 
this dam is making necessary 
nent of 37 miles of the ex- 
line of the Southern Pacific 
the building of 30 miles 
over the mountains. This 
nvolves 12 tunnels and 8 
es. A major highway re- 
ject is also involved. 
tract for supplying the esti 
000,000 tons of sand and 
ded for Shasta Dam was 
the Columbia Construction 
which had been prominent 
luction of sand and gravel for 
Bonneville and Coulee Dams 
r construction. On its stafl 
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are the men who built and operated the 
sand-and-gravel plants supplying those 
projects. The plant was designed by 
the company’s engineers and those ot 
the major equipment manufacturers in 
volved. Intended to meet a maximum 
demand of 22,000 tons in 24 hours, it 
has actually produced 1,500 tons per 
hour for two 8-hour shifts without diff 
culty. This material is to be delivered 
over a period of 5 years and must be 
produced as needed at the dam. 

The deposit is in the dry bed of the 
Sacramento River on the outskirts of 
Redding on what is known as the 


Kutras tract. Early in the excavating 


operations it became apparent that se- 
lective digging at several points in the 
deposit would be necessary to keep the 
crushing and grinding expense low. 





Looking down at the 16- by 42-inch jaw pri- 
mary crusher. 


The result is a highly-fexible system ot 
held conveyors which can be relocated 
on short notice to conform to ever 
changing requirements. 

At the time of the writer’s visit to 


these operations a 120-B Bucyrus-Erie 


m top of screening tower showing mill building, sand stock-piling and reclaiming conveyors, truck-loading bins, etc. 
ground are the primary crusher building and the raw-material stock-piling conveyor. 


electric shovel, with a 7-cubic yard Esco 
light-weight dipper, was loading a hop 
per on a 42-inch by 200-foot pendulum 
conveyor. This and other conveyors 
were being fed by a Bucyrus-Monighan 
electric walking drag-line, with a 7 





One of the two vibrating scalping screens 
over the secondary crusher. 


cubic yard bucket and a 100-foot boom, 
and a Bucyrus-Monighan Diesel drag 
line, with a 10-cubic yard bucket and a 
135-foot boom. 

The boom conveyors feed a 42-inch 
by 600-foot pit conveyor (No. 3), which 
is extended or moved as operations 
progress. This feeds the permanent 
42-inch by 2,000-foot No. 2 conveyor 
running to the crushing and scalping 
building. 

A source of sand at some distance 
from the main pit is being tapped by 
means of an extensible conveyor fed by 
a Caterpillar RD 8 tractor and bull 
dozer. This conveyor feeds the No. 2 





In the back- 


Pit and Quarry 














Looking down on the 14-foot bowl sand classifier and its rake which produce 28- to 60-mesh 
sand. At left is the fine-sand rake classifier. 


pit conveyor at an intermediate point 
Another pendulum conveyor has been 
installed to feed the No. conveyor! 
which will be extended up to 1,000 feet 
and is now being ted by the 120-B 
Bucyrus-Erie shovel already mentioned 
All these conveyors and loading ma 
chines will be moved as needed and 
others will be added if necessary. 

The material is discharged trom th« 
No. 2 pit conveyor over a 7-inch grizzly. 





The 8- by 12-foot rod-mill which makes sand 
out of crushed-gravel fines. 


[he oversize goes into a 16- by 42-inch 
Farrel-Bacon jaw crusher set at the same 
opening. All the material is discharged 
on a 42-inch by 324-foot inclined belt 
conveyor and thence on a raw-material 
surge stock-pile. About 8,200 tons ot 
live-stored material can be withdrawn 
from this by three Jeffrey-Traylor vi 
brating feeders in a tunnel under the 
pile. Over these feeders are lever-oper 
ated sliding gates with air-operated dro 
gates to further regulate the flow of the 
material. The 42-inch by 375-foot re 
claiming rib-belt-conveyor (4), run 
ning to the mill building passes over a 
Merrick Weightometer and _ Rateo 
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graph, which records the actual input 
f raw material into the plant. All the 
conveyors up to this point have a ca 
pacity of 1,250 tons per hour. 

In the mill building the material is 
split to a pair of 5- by 10-foot Tyler 
Ty-Rock 2-deck screens with 6- and 2 


inch openings. The oversize is chuted 
into a Traylor 4-foot gyratory crusher. 
lhe 2- to 6-inch gravel retained on the 
lower decks of these screens goes di 
rectly into a rotary s¢ rubber to be de 
scribed later. Material passing through 
the bottom deck goes to a second pair 
of 5- by 10-foot Ty-Rock screens with 
g- and 44-inch wire cloth. The ma 
terials passing over both decks ot thes« 
screens go to the 8- by 30-foot Joshua 
Hendy revolving scrubber, whose prod 
uct 1s discharged on a Ty Rock 5 by 
10-foot 2-deck dewatering screen with 
%- and '%4-inch cloth. The material 
and water coming through the bottom 





The 8- by I1-foot slug-mill used for sand 
reduction and some of the jigs which re- 
cover gold. 


deck of this screen goes into a Chain 
Belt Rex sand-drag which overflows 
much ot the deleterious matter. All 
these screens are equipped with Chain 
Belt Rex high-pressure spray nozzles. 

The gravel retained on both decks 
of the dewatering screen and the prod 
uct of the Traylor crusher are carried 
on a 36-inch by 396-foot belt-conveyor 
(B) running to the top of the screening 
tower, where it is split to a pair of 5 
by 10-toot Ty-Rock 2-deck screens. 
These are equipped with 3- and 1% 
inch wire cloth. The 3- to 6-inch cob 
bles passing over the top deck of this 
screen go through a stone-ladder into a 
stock-pile. The 1'4- to 3-inch gravel 
coming off the bottom deck is carried 
on a 24-inch by 44-foot conveyor (C) to 
the stone ladder oft a second stock pile. 





Looking up at the 14-foot bowl classifier 
which produces 28- to 60-mesh sand. 


The material passing through the bot 
tom decks of these screens goes to a 
second identical pair of Ty-Rock screens 
with %4- and '4-inch wire cloth. The 
%- to 14-inch material coming off the 
top decks of these screens is carried on 
an 18-inch by 100-foot conveyor (D) to 
a third stone-ladder and stock pile. The 
4- to %4-inch material coming off their 
bottom decks is carried on an 18-inch 
by 160-foot conveyor (FE) to a fourth 
stock-pile. The fine material falling 
through the bottom decks of this last 
pair of screens goes through a laundet 
into the Chain Belt sand-drag. These 
screens are also equipped with Chain 
Belt Rex spray-nozzles. 

The minus 3/16-inch sand falling 
through the bottom decks of the second 
pair of Ty-Rock screens in the flow 
goes by gravity into an 8- by 11-foot 
Allis-Chalmers slug-mill. This was 
originally loaded with steel slugs, then 
large cobbles were tried. At the time 
of the writer’s visit to this plant 3'4- by 
5-inch American Forge Company man 
ganese-steel grinding balls were being 
used to break down the sand and de 
leterious matter 
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iterial from the slug-mill 
Dorr 20-foot diameter hy- 
vhich also receives the 
Marcy rod-mill to be de- 
Che hydroseparator prod- 
d in a 9- by 30-foot Door 
ind is then discharged 
by 222-foot conveyor (L) 
pile as No. 1 or 4- to 28- 
sand. 
from the 20-foot hydro- 
14-toot Dorr 
itor Its product is dewat- 
8- by 27-foot Dorr rake clas 
then discharged by a 20 
foot conveyor (K) into a 
ile as No. 2 or 28- to 60- 
diate sand. 


eS into a 


irom the second hydro- 





The 8- by 30-foot srubber used to clean 
sravel under 6 inches in size. 


s into a 6- by 33-foot Dorr 
Its overflow was for- 

| but now goes into a Dorr 
h a 25-foot bowl and a 14- 
ake. The product of this 
ischarged direct, or by a 
nveyor, on an 18-inch by 
veyor, (J). These mate- 
charged into a third stock- 
} or 60- to 100-mesh fine 
overflow from this and 
irtments is pumped to waste 
Kimball-Krogh centrifugal 


four gravel stock-piles 
rage capacity of 2,000 tons. 





Typical motor-reducer drive of the conveyor 
to the screening tower. 


The four are arranged in a row over a 
laminated-wood reclaiming tunnel with 
a concrete floor. Under each pile is a 
gravity gate which is operated by a 1- 
horsepower motor and feeds on 36-inch 
by 343-foot reclaiming conveyor (F). 
Gravel was formerly fed from this con- 
veyor to a hopper feeding the belt-con- 
veyor system running to the dam. In 
order to remove degradation from the 
various gravels a rescreening system 
was recently installed. The material 
coming from conveyor (F) is now dis- 
charged to either of two 5- by 12-foot 
Ty-Rock 2-deck screens, one equipped 
with 314- and 14-inch cloth, the other 
with %- and 3/16-inch cloth. A sys- 
tem of chutes makes it possible to feed 
any of the four sizes of gravel to the 
proper screen and to discharge them 
on the dam conveyor system. A Mer- 
rick Weightometer with a Rateograph 
was formerly located on this conveyor 
but has been moved to the dam end of 
the conveyor system running to the 
dam. This is now the pay-off point at 
which the contractor takes over the ag- 
gregates. 

The undersize coming from these 
screens is carried on a series of two 
short 24-inch belt-conveyors to a small 
surge-pile. A 24-inch by 43-foot re- 
claiming belt-conveyor under the pile 
feeds this material as desired on a 24- 
inch by 347-foot belt-conveyor (G), 
which is in the tunnel under the main 
gravel stock-piles. This conveyor was 
originally installed to return stock-piled 
materials for recrushing if desired, and 
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ant with mill building and sand stock-piles at left and screening tower and gravel 
* | tock-piles at right. In the foreground is the 9.6-mile belt-conveyor to the dam. 
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it can still be used for that purpose. It 
also is fed through motor-operated 
gates. 

Conveyor (G) can also feed to a 24 
inch by 134-foot belt-conveyor. (R), 
which supplies four 110-ton steel truck 
loading bins. Trucks are being used to 
deliver about 300,000 tons of aggregates 
for the various bridges made necessary 
by the relocations of highways and rail 
roads due to the dam. Trucks are also 
loaded direct from stock-piles by a 
Trackson %-cubic yard Traxcavator 
mounted on a Caterpillar tractor. Such 
shipments are weighed on a Buffalo 
truck scale. 

In the above-mentioned recrushing 
circuit conveyor (G) feeds a Nordberg 
Symons 4-foot short-head cone crusher. 
The crushed gravel is carried on an 18 
inch by 213-foot conveyor (N) to a 5- by 
10-foot Ty-Rock 2-deck screen. This 
has %- and %-inch wire cloth. The 
oversize goes on an 18-inch by 78-foot 
conveyor (P) to a Symons 4-foot short 
head cone crusher, which is usually 
set to produce minus ¥%-inch material. 
Its product is carried back to the screen 
in closed circuit on an 18-inch by 90 
foot conveyor (Q). 





One of the three electric vibrating feeders 
under the raw-material stock-pile. 


The material falling through the bot 
tom deck of this screen goes to the 
Chain Belt sand-drag already described. 
The dewatered product of the sand 
drag and the material coming off the 
bottom deck of the screen are dis 
charged on an 18-inch by 152-foot belt 
conveyor (O). This feeds a large 
stock-pile with a live-storage capacity 
of 1,000 tons. Material is reclaimed 
from storage on an 18-inch by 229-foot 
conveyor (/), with a Merrick Weight- 
ometer and Rateograph which feeds the 
Marcy 8- by 12-foot rod-mill previously 
mentioned. 

The product of the rod-mill ordi- 
narily goes to the 20-foot Dorr hydro- 
separator already described. When there 
is an excess of No. | sand, this is with 
drawn from its pile on a conveyor. 
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In this case the rod-mill product is dis 
charged to the 14-foot Dorr hydrosep 
arator. 

In the tunnel under the three sand 
stock-piles are individual gates with ro 
tary-vane feeders driven by variable 
speed motors. These feed the three 
sand fractions to three Merrick Feedo 
weights, which can be set for any de 
sired rate of feed. The blended sand 
is carried on a 30-inch by 772-foot re 
claiming conveyor (M), to the blended 
sand stock-pile, where it is distributed 
by a Bodinson traveling wing tripper. 





One of the centrifugal pumps used to dis- 
pose of waste water. 


The blended-sand  stock-pile has a 
live storage capacity of 30,000 tons re- 
claimable through five openings in a 
tunnel under it. Five motor-operated 
gravity gates feed the sand on a 36-inch 
by 445-foot conveyor (H), which dis 





Visible in this picture are some of the many belt-conveyors, the scrubber and the secondary 
crusher. At right above is the device which weighs the feed to the rod-mill. 
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The 4-foot short-head cone crusher used to recrush stock-piled gravel. 


charges it on the dam conveyor system. 
A Merrick Weightometer and Rateo 
graph on conveyor (H) record the sand 
out put. 

Like most sand-and-gravel deposits 
in northern California, this one con 
tains gold, and investigations proved 
that there is enough present to justify 
the installation of equipment for re 
claiming it. 

The minus 3/16-inch product of the 
slug- and rod-mills, before going to the 





20-foot Dorr hydroseparator, passes over 
two rows of eight Pan-American 
rougher jigs. Each jig has a steel bed 
plate with 3/16-inch wide slotted pert 
forations. Iron shot, placed on these 
beds to a depth of | inch, is kept in 
agitation by 16 pulsators under them. 





One of the three weighing feeders which 
blend sand fractions. 


Clean sand overflows the jigs to the 
hydroseparator. 

Sediment passing through the plates 
consists of gold, some sand, and small 
amounts of lead, tramp iron, etc. This 
sediment drops into 16 lead traps, wher« 
jets keep it in agitation, overflowing 
everything except the lead and iron. 
These traps are cleaned out periodically. 

The overflowing flour gold and black 
sand are deposited in a drag dewaterer 
followed by a single cleaner jig. The 
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anism which makes a permanent 
the amount of sand loaded out. 


vo pulsators and has finer 
in its bed screen. The 
s to the No. 2 classifier and 
go into a Pan-American 
hes in 
+8 inches long with six 

r plates coated with mer 
hne gold adheres to the 
the other material goes to 
ican scavenger jig with two 


imalgamator 18 inc 


« being loaded from the sand-reclaiming conveyor. 


ind very fine pertorations. 
‘ts are made and when the 

two traps under this jig 

(gold) more mercury is 

imalgamator plates. The 
removed about every 200,000 
put and the gold scraped off. 
ead traps are cleaned out the 
naterial is passed through the 
jig and then sent out to be 


tire plant is operated from a 

ntrol panel and one man in 

the mill building controls all 

| tions from conveyor (A) to the 
ige of the finished products. 

onveyors, crusher circuit, sand 
and loading of the dam con- 
not affected by plant oper- 
| are separately controlled. No 
been spared to make this a 
for both employees and the 
\ll the drives have guards, 
oving machinery is screened 


or fenced, and guard rails are used 
where necessary. All the equipment in 
any flow is electrically interlocked. All 
employees in exposed positions weat 
B. F. McDonald Type F safety hats. 

Most of the conveyor belting used 
throughout the plant is Goodyear, but 
some Pioneer and Goodrich belting 1s 
also used. This belting, and that on 
the dam conveyor, is endless and was 
vulcanized on the job. Chain Belt Rex, 
Bodinson and Robins conveyor idlers 
are used and most ot the pulleys are of 
Link-Belt manufacture. 

U. S. motors predominate but Gen 
eral Electric and other makes are also 
represented. All of the motors in the 
plant are U. S. and in the entire oper 
ation there are 70 U. S. Uniclosed, 
Varidrive and Syncrogear motors total- 
ing 2,000 horsepower. Most of the 
conveyors are driven through Pacific 
motor-reducers. 

Chain Belt Rex spray 


used on all the wet screens. 


nozzles are 
Several 
different makes of wire cloth are used. 
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Also shown is the tail end of the 
first of the series of conveyors to the dam. 
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Hlumination for night operation ts 
provided by a large number of Curtis 
500 W X-Ray projectors distributed 
about the plant and pit. 

Compressed air tor the plant Is sup 
plied by an Ingersoll-Rand 6-cyclinder 
radial-type compressor. 

Water for washing is obtained from 
the Sacramento River by a Peerless 
5,000-g.p.m. pump and a_ Bingham 





The '/p-cubic yard tractor-mounted shovel 
loading truck from stock-pile. 


2,400-g.p.m. pump, both of the turbine 
type. Waste water is pumped back 
into the Sacramento River by a 4-inch 
Kimball-Krogh pump and tour Bing 
ham pumps, all of the centrifugal type. 

The 9.6-mile conveyor system from 
the sand-and-gravel plant to the dam is 
the longest ever built and has been de 
scribed and illustrated in this and other 
journals. It was built only atter ex 
tensive investigation of other methods 
of haulage showed them to be imprac 
tical. The only reasonable alternative 
was to construct a special railway line 
which would have been expensive but 


One of the two fine-sizing screens in the gravel screening tower with stock-piling conveyors 
in background. 
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The bridge which carries the conveyor to the dam over U. S. Highway No. 99, 





between California and the Pacific Northwest. 





The traveling steel conveyor frame which discharges the sand and gravel into |,200-ton surge 
storage at end of conveyor system from plant (right). 


feasible for the first two years oi the 
contract. After that the rising level of 
the water behind the dam would have 
covered up the present railway tunnel 
at the dam which will become a diver 
sion tunnel. 

The conveyor system, atter early 
trouble due to floods, has worked out 
very well. The conveyor belts are ex 
pected to last the life of the job and by 
that time will have carried at least 11, 
000.000 tons. 

The conveyor system consists of 26 
separate conveyor units each driven by 
a 200-horsepower motor except the last 
which is driven by a 72-horsepower mo 
tor. Starting at an elevation of 497 feet 
above sea level, the conveyor system 
reaches a 1,450-foot elevation and the 
end of the system is at the 652-foot level. 
Some idea of the ruggedness of the ter 
rain over which the material is con 
veyed is evident from the fact that the 
change in elevation in one 1,192-foot 
section is 197 feet. 

The motors of the three sections 
nearest the discharge end are regenera 
tive. These sections have a combined 
drop of 445 feet in a distance of 5,339 
feet. There are eight tangents in the 
system and seven changes in direction. 
The system crosses one main Federal 
highway, two railroads, and twice 
crosses the Sacramento River. 
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The belt-conveyor capacity when 
tully loaded is 1,100 tons per hour and 
material traverses the distance in | 
hour and 40 minutes. General Electric 
motors drive these conveyors through 
Pacific motor-reducers. Chain Belt Rex 
conveyor idlers, Link-Belt pulleys and 


Robins training idlers are used ex 


main route 


clusively Lhe 36-inch, 6-ply Good 
year conveyor belting was specially de 
signed for this job. Near the end ot 
the last conveyor is the Merrick Weight 
ometer and Rateograph whose records 
determine the payments for aggregates. 

The belt-conveyor system has an 80 
foot right-of-way and a well-maintained 
roadway was built for its entire length 
to provide quick access to all points. 

Control of the system is absolutely 
fool proot. \utomatic interloc king con 
trols will stop the entire system if any 
thing interferes with the operation ot 
any single unit and the one at fault will 
be indicated on the control panel. Tek 
phone stations at each  head-station 
along the system make it possible to get 
at the trouble quickly. 

At the discharge end of the conveyor 
system is a Bodinson 42-inch by 160 
foot shuttle belt-conveyor on a huge 
traveling steel frame. This provides 
surge storage for 1200 tons in 5 differ 
ent compartments of a ground-level 
storage. Belt-conveyors reclaim this 
material to a 160,000-ton stock-pile sys 
tem near the track hoppers. In chang 
ing from one material to another at the 
yoregate plant one minute is allowed 


ape 

to give time for moving of the shutth 
frame at the dam end of the system 
Control by telephone is provided. 

The concrete-mixing plant at Shasta 
Dam is identical in design with thos« 
operated at Coulee Dam. It is a tower 
type fully-automatic plant designed and 
equipped by the C. S. Johnson Com 
pany. Five 4-cubic yard Koehring mix 
ers are used. The plant bins store 4,000 


gravel and cement. The 


tons ol sand, 
average run is expected to be 6,000 cubic 
yards of concrete in 24 hours, but th 
plant is capable of producing consider 
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The device which weighs blended sand on conveyor from stock-pile in background. Above 
the tunnel is the stock-piling conveyor and traveling tripper. 
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Economy Rules in Legislatures; 
What Various States Are Doing 


oopel 


gislative bodies in Feb 
id completed organization 
s: saw introduction of a 
e bills they will be asked 
ring current sessions; had 
of the many proposals, 
posed of a few of them. 
| rocedure in several states 
id-line for introduction ot 
ich date unanimous ap 
w law-makers must be ob- 
1 member may bring for 
proposal. In several states 
were passed last month; 
m it brought forth more 
ls and resolutions. 
became the first state to 
1941 session, but law-mak 
necessary to stop the legis 
on February 15 while 
dds and ends remaining 
the hour previously set 
ution for adjournment. It 
the shortest legislative ses 


state's history, 41 days, or 
than the time Governor 

urged members to 

days less than the 75-day 
state constitution. 


ome increasingly apparent 


res calling for new expendi 


more carefully scrutinized 
State law- 
ir determined to exercise 


inv vears past. 
state expenditures in view 
nd tuture defense burdens. 
7 of the 42 states where 
vere in session during Feb 
isked that no new or addi 
taxes be levied, and that 
employed by state legis 


oups are expected to receive 


nt in their campaign for 
hour laws to govern intra- 
rce by a United States Su- 
t decision of February 3 up- 
onstitutionality of the fed- 
erning wages and hours of 
vorking in interstate com- 
stries. Of in this 
however, is rejection of a 
iour bill by the lower branch 


interest 


cansas legislature three days 


rt’s decision. 
land became the first state 


law requiring employers to 


persons inducted into the 
s of the United States upon 
irge from the Army or 


ilar bills have been brought 
tically all state legislative 
probably will be approved 
them. 


tv ot 


State legislative activity of partic 
ular interest to the industry last month 
included: 

Arkansas —A new House bill, re- 
ferred to the Committee on Labor, 
would fix a minimum price of 61% 
cents a cubic yard of gravel for each 
mile hauled on the highways up to 5 
miles, graduated down to 5 cents a 
cubic yard for each mile hauled after 
the twelfth mile. 

Nearing final House approval was a 
House bill to levy a $50 annual license 
fee on itinerant merchants who travel 
with trucks or automobiles, requiring 
them to post a $500 bond to guarantee 
payment of any legal license tees, and 
a $1,000 bond to protect the public 
against fraud and to pay judgments ob- 
tained for civil liability arising out ot 
the conduct of their business. 

A new House bill to levy a tax of 
$1.03 a ton on bauxite is being pushed 
by Senate and House blocs seeking 
funds for old-age pensions. The meas 
ure is receiving preference over one in 
troduced earlier to levy a tax of 10 
cents a ton on the product. The pres 
ent tax is 2.5 per cent. of its value at 
the point of severance, and the present 
value is $2.25 a long ton. During a 
hearing on the measure operators pro 
tested that the $1.03 tax would make 
it impossible to meet foreign (out-of 
state) competition, bring about greatly 
curtailed operations and in some cases 
a complete shut-down. 

Another bill, not beyond the intro 
duction state, would require that with 
in 12 months all “tangible natural re 
sources severed from the lands or 
waters within the state of Arkansas 
shall be processed, refined, fabricated 
or manufactured into a finished prod- 
uct within the state of Arkansas.” 
Representative O. E. Gates, author of 
the measure, declared that “our natural 
resources are being exploited by Eastern 
capitalists. The establishment of proc 
essing plants in Arkansas would bring 
untold wealth to the state that now goes 
to other areas. I am going to fight to 
keep this money at home.” 

A special Senate investigating com 
mittee reported that reductions in 
workmen's compensation rates would 
shortly be promulgated in an order of 
Insurance Commissioner J. H. Graves 
and made retroactive to December 5, 
1940. The rate to apply to the con 
crete industry would be lowered from 
$11.47 to $10.85 per $100 of average 
pay-roll. 

A House bill for a state wage-hour 





law was tabled in a_ parliamentary 
maneuver that eliminated a roll call. 
Many legislators were being squeezed 
by workers and employers alike, and 
welcomed an opportunity to avoid a 
vote that would place them on record. 
The bill had received the endorsement 


of the Arkansas Federation of Labor 
(A. F. of L.), the Arkansas Industrial 
Union Council (C. I. O.), and State 
Labor Commissioner, Edward I. Me 
Kinley, Sr. 

California—Atter devoting three 
weeks to organization and the introduc 
tion of bills the legislature recessed to 
March 3. During the recess period the 
state printer will make ready 1,291 
Senate and 2,564 House bills tor study 
by legislators. In this lot are more than 
25 that directly affect the nonmetallic 
mineral industries and copies of most 
of them were not yet available when 
Pir aNp Quarry went to press. A 
majority of them will not get far beyond 
the introduction stage, and others will 
be discussed as they receive legislative 
attention. 

Colorado.—A new House bill would 
provide a license tax for the privilege 
of mining, quarrying and extracting 
natural resources. It was referred to 
the Committee on Finance, Ways and 
Means. 

Other new bills would require the 
use of approved satety devices and ma 
chinery in industries where silicosis and 
other dust diseases are hazards; would 
include occupational diseases in the 
workmen's compensation act; would 
manufacture, 
tribution, use and possession of explo 


regulate the sale, dis 
sives; and would provide an industrial 
commission safety fund to defray the 
expense of the commission in promot 
ing and encouraging the use of safety 
devices and safety methods in industry. 

Wage-hour and labor-relations bills 
have been introduced, but it was not 
apparent in late February what treat 
ment they would receive. 

A Senate bill seeks to place a form of 
control over trade associations, along 
with labor unions and associations otf 
employers and employees, requiring the 
making, furnishing and publication of 
financial reports. 

Iilinois —A House bill would provide 
that in the determination of the lowest 
responsible bidder preference shall be 
given to a person or corporation whose 
plant is located within the state if his 
bid is not more than 10 per cent. greater 
than the bid of a person whose plant is 
located outside Illinois. 

Bills to strengthen the state wage 
hour law, and to provide a state labor- 
relations act have been introduced in 
the House and referred to committees. 

Indiana—A new Senate bill would 
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require operators of gravel pits located 
within one-half mile of a road or street 
to erect fences or other barriers tor th« 
protection of the public, while a House 
bill would provide for licensing and 
regulation, by the secretary of state 
upon payment of a $3 fee, of meters, 
weighing devices and other machines 
used in measuring. Other bills would 
provide for county control over th 
manutacture and handling of explo 
sives, and would permit the use of red 
spotlights on vehicles used for trans 
porting explosives. 

Kansas —A _ bill introduced in the 
House would require that agencies 
purchasing supplies for the state shall 
contract only for Kansas-made mate 
rials when they are obtainable in com 
mercial quantities in the state, and 
when they are obtainable at a reason 
able price. It refers specifically to rock, 
sand, gravel, cement, chats and other 
items. 

Both House and Senate received a 
bill to license and regulate itinerant 
merchants. <A similar bill was killed 
by the 1939 session. The proposal calls 
for an annual license fee of $25 and a 
$500 bond to cover any taxes and pen 
alties and “tor the purpose of protect 
ing the public against fraud”. 

Massachusetts—A House bill, intro 
duced at the request of the State Con 
ference of Bricklayers, Masons and 
Plasterers International Union, would 
prohibit the use of terra-cotta blocks, 
cinder blocks and cement blocks as sub 
stitute for brick and stone in the con 
struction of exterior walls of public 
buildings. Several bills would provide 
further regulation for the manufacture, 
storage, selling and use of explosives, 
while a new House bill would require 
employers of workers in hazardous o« 
cupations to provide workmen’s com 
pensation protection. 

Michigan.—Administration bills to 
liberalize laws in favor of labor will 
have tough sledding in the Republican 
dominated House Committee on Labor, 
it became apparent last month. Re pre 
sentative Walter G. Herrick, committee 
chairman, remarked that “labor laws as 
they now stand are pretty good. 
Among bills before the committee is a 
wage-hour proposal, carrying out the 
program of Democratic Governor Mur 
ray D. Van Wagoner, who asked that 
this legislation “be made available to 
all Michigan workers, and not only to 
those employed by industries engaged 
in interstate commerce’. 

Minnesota—A_ Senate bill, recom 
mended for passage by that body's 
Committee on Taxes and Tax Laws, 
would add sand, gravel and top soil to 
structures, standing timber and min 
erals in prohibiting their removal from 
tax-delinquent lands. 

A House bill would increase from 20) 
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to 40 acres the size of a plot ol ground 
that may be acquired by local govern 
ing units to obtain gravel, stone, clay 
or sand for road purposes, and would 
permit the acquisition ot the same size 
plots In an adjoining town or country 
when necessary. 

Bills tor the regulation of explosives 
have been introduced in both branches 
ot the legislature. 

Montana.—A House bill to provide 
benefits tor silicosis victims under the 
workmen's compensation act was con 
demned as opening the way for “rack 
eteering betore a committee of the 
House. It was argued that employers 
would be penalized unjustly in being 
made to pay compensation for victims 
who did not contract the disease while 
in their employ. 

Meanwhile, both houses approved 
and sent to the governor a bill making 
silicosis sufferers eligible for reliet. 

Vew Jersey —A new Assembly meas 
ure would double the compensation 
payments where employers fail to sate 
guard machinery after notification by 
the department of labor, while a Senate 
bill would provide for regulation of the 
manutacture and use of explosives 
under the department of labor. Both 
were referred to the Committee on 
Labor. 

Two bills calling for a state wage 
hour law were introduced in the lower 
branch, one calling for an appropria 
tion of 9/0,000 tor entorcement. 

The legislature, which meets on 
Mondays throughout the year, voted to 
take a two-week recess following the 
February 17 meeting. 

Vew York—A _ bill introduced in 
both branches of the legislature would 
provide that in construction of public 
buildings or works where natural 
stone, such as marble, sandstone, blue 
stone or limestone, 1s specified, such 
stone shall be fabricated in the state. 

Three bills for further control over 
explosives have been introduced. 

Ohio.—Specifc exemption of clay, 
limestone and shale from the prohibi 
tion against the use of gasoline or fuel 
oil engines in mines would be granted 
by a House bill. Another bill would 
create a natural resources co6rdinating 
board to provide for codperation be 
tween departments and agencies, and 
to assemble and disseminate informa 
tion on the state’s natural resources. 
Several bills to provide further regula 
tion of the manufacture, storage, trans 
portation and use of explosives have 
been introduced and referred to com 
miuttees. 

A bill to establish a wage-hour law 
for intrastate commerce, patterned after 
the federal law, has been introduced in 
the House. 

Oklahoma.—A state wage-hour law 
is called for in a new House bill, while 


a Senate bill would regulate the sale, 
manutacture, distribution, use and pos 
session of explosives. The latter meas 
ure was referred to the Senate Com- 
mittee on Manutacturing and Industry. 
A Senate bill, referred to 
the Committee on Industries, would 


Oregon. 


provide compensation for workmen 1n 
capacitated by reason of occupational 
diseases. 

Two bills introduced in the House 
would provide tor state wage-hour acts. 
Both were referred to the Committee on 
Labor and Industries. 

Rhode Island—A WHouse bill, re 
ferred to the Committee on Labor 
Legislation, seeks to provide for an in 
vestigation and study of accidents and 
occupational diseases in trade and in 
dustry with the object of determining 
and establishing satety codes. 

A House bill before the Judiciary 
Committee would provide a state wage 
hour act. Two others bills before the 
the same committee would provide 
state control through licensing of the 
manufacture, sale and use of explosives. 

South Dakota. Governor Harland 
J. Bushfield, addressing both branches 
of the legislature, reémphasized state 
ments made in his first message to the 
legislature for reduced taxes, and asked 
that the sales tax be cut from 3 to 2 


per cent. 

Tennessee —A Will to tax itinerant 
merchants failed of passage in the 
House. 

Texas.—A House bill, introduced by 


Representative Reese Turner, Cameron, 
would establish a state-owned cement 
plant to supply all the cement needed 
tor highway and other state uses. Con 
vict labor would be employed. 

Final legislative approval was given 
a bill designed to save Texas employers 
$10,000,000 a year in unemployment 
insurance taxes. Changes were made 
in the law to reward employers for 
stable pay rolls. 

W ashington.—One Senate bill would 
provide further regulation of the man 
ufacture, sale, transportation and use of 
explosives, while another would pro 
hibit blasting in inhabited localities 
without notice. Both were referred to 
committees. 

A House bill, referred to the Com 
mittee on Labor and Labor Statistics, 
would provide a state wage-hour law. 

Wisconsin.—An Assembly bill would 
provide for a state cement plant, while 
a Senate measure would regulate the 
manufacture, sale, distribution, use and 
possession of explosives. 

W yoming.—A new House bill would 
authorize a study of occupational dis 
eases by the state board of health, while 
another would provide a state labor 
relations act, patterned after the na 
tional Wagner act. 
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Anchorage plant. Steam at right shows location of the 2-drum hoist. 
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By ARTHUR F. WALDRON 


General Manager, Anchorage 
Sand & Gravel Company 


city is done by the Alaska Road Com 
mission, another government depart 
ment. All our roads are gravel-surtaced 
with pit-run materials. 

Our plant is located on a small creek 
about 145 miles from the 
town. We dig directly from the creek 
with a l-cubic yard, 700-foot span, 
slack-line cableway. The deposit is 
quite shallow, but the supply is being 
continually replenished by the swift 
Howing stream and frequent freshets. 

Practically none of the rock is larger 
than 4 inches; about 80 per cent. passes 
the 14-inch square screen, and the pro 
portions of sand and gravel from 1' 
inch minus keep quite even. There 
fore, since there is as yet no market for 
crushed rock, we have been disposing 
of this oversize for fill 
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Mr. and Mrs. Waldron dress in eskimo-like 


garb in the winter. 
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Winter scene at the plant. 


IN ALASKA 


stock-piling, in hopes of a possible fu 
ture crushed-rock market. 

Our mast is 85 feet in height and is 
built of local spruce, the corners being 
made of three 2-inch by 6-inch rough 
timbers, laminated and nailed with 
20D galvanized nails. All four corners 
are framed into an 18-inch by 18-inch 
timber at the base, the lower end ot 
which is incased in a metal shoe, which 
rests on a metal plate on the top of the 
3oth the shoe and 
the plate have a hole in the center, 
through which a 2'46-inch steel shaft 
extends up about 3 feet into the 18-inch 
by 18-inch timber and down into a 3 
inch pipe set in the concrete footing. 
This allows the whole mast to swing 
treely at the base. 

The ledgers and braces are 14-inch 
by 6-inch rough; the ledgers are 5 feet 
apart, and all are nailed with 12D gal 
vanized nails. 

There is a set of 


concrete footing. 


',-inch cross rods 


at each set of ledgers, which extend 
through the corner posts, and a 2-inch 
by 2-inch angle-iron clip. This not 
only strengthens the tower but prevents 
any of the braces or ledgers from work 
ing loose. 

The head block consists of a 12-inch 
by 16-inch timber 5 feet long, rein- 
forced on both sides with 4-inch steel 
plates. 

The reason for building this type of 
tower was that we could procure the 
materials we used from the local saw- 
mill, and cut from smaller timber than 
would have been necessary for a spar 
or large-timber framing. 

The I-cubic yard Pioneer bucket that 
empties into an overhead dump hopper 
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is powered by a two-drum, steam hoist 
Local steam coal is used. 

All the materials are fed through a 
manually-operated gate, on a_ station 
ary, sloping-screen grizzly, which re 
moves all the oversize. We have tried 
to devise a mechanical feeder that will 
successfully give an even flow of ma 
terials to the grizzly. We tried one 
make designed for this particular con 
dition, but it did not prove successful. 
\ny opening large enough to allow 4 
inch rock to pass through, also allows 
the water and fines to fleod over when 
the bucket dumps into the receiving 
hopper. The oversize is ted down a 
metal chute into a bunker from which 
it is removed by trucks. 

Jets of water are sprayed on the ma 
terials as they drop on the grizzly, and 
as they roll down. This water washes 
the sand and gravel down a chute into 


the revolving screen, where more water 





The cableway bucket. Note the gulls in 
foreground. 


Sand and 
through the first two sections of the 


is applied. Water pass 
screen and into a paddle washer that 
cleans the sand by agitation, drains off 
the water, also serving as a conveyor to 
transport the sand to the sand bunke: 

As we have an excess of pea gravel, 
the lower section of the rotary screen is 
equipped with %-inch wire cloth. From 
this we take a small portion of material 
that passes down a chute into a bin 


5 


built between the slopes of the sand 
and-gravel bunkers. We dispose of this 
to the local concrete-products plant. 
The remainder of the pea gravel 
drops into the gravel bunker directly 
below, and mixes with the 
gravel which drops off the end of the 


screen. 


coarse! 


We have two 25-cubic yard metal 
bunkers for sand and gravel. All the 
materials are taken trom bunkers by 
trucks and hauled direct to the jobs or 
the batching hopper or are stock-piled 
at the plant. 

For our ready-mixed-concret 
we plan to construct four bunkers, with 


plant 


the two gravel bunkers having a ca 


pacity of about 80 cubic yards each. 
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With this arrangement we can mix 
from one set while filling the others 
directly from the plant. This will give 
the materials an added chance to drain 
ind make it easier to control the mois 
ture content. 

Water is supplied by a 4inch cen 
tritugal pump driven by a_ 10-hors« 


power clectric motor. The washing 


} } 
plant is powered by a second 10-hors« 
power motor set on the same level as 


the screen and sand-box. We are in 


creasing both our Wate! supply and the 
pressure on the jets by the installation 
of a 2-nch, !,800-r.p.m. pump, driven 
by a 3-horsepower electric motor. 

The batching hopper shown in onc 
of the pictures was used on the paving 
job and the tederal-building job by the 


contractors It simply served as a 


means of measuring the proper quan 
tities Of aggregates for a 3-sack mixer. 
The trucks were partitioned, each sec 
tion holding the proper amount of sand 
and gravel tor one batch. They dumped 
lirectly into the mixer on the job. 


Shasta Dam 


tbly more than that amount. 


from page 49 


is being placed in the dam by means of 


ven 20-ton cableways with movable 


tail towers radiating from a 460-foot 
stationary steel head tower. 

Phe Columbia Construction Com 
pany is afhhated with the 
Kaiser Company, which in turn is afhl 
iated with the Permanente Corpora 
tion ' which ts supplying 53,800,000 bar 
rels of cement for Shasta Dam. Henry 


Kaiser is at the head ot all these in 





Concrete 


Henry J. 





The conveyor which feeds aggregates to the 
concrete-mixing plant and the 460-foot high 
cableway head tower. 


terests. Harry P. Davis is project man 
ager for both the Shasta and Perma 
nente plants and divides his time be 


tween them. W. A. 
superintendent of — the 


Beach is general 
Shasta 
plant, Ed Carpenter is plant superin 


pravel 


tendent, Olaf Hogan is pit superintend 
ent and “Mickey” 
of the conveyor system to the dam. All 


Beel I 
eeby is in charge 


of these men were formerly connected 


with the aggregate-producing opera 


tions at Coulee Dam. 

1 See Permanente Neu Nume ain the 
{merican Cement Industry. Pit AND QUARRY 
December, 1940, page /~3 Ep 


Left to right: J. F. Meissner, Robins Conveying Belt Company; W. C. Harris, Harristeel 
Products Company, New York; J. W. Meckenstock, Meckum Engineering Company, Chicago; 


L. F. Hart, Wabash Sand & Gravel Company, Terre Haute. 


This picture, taken at the Na 


tional Sand & Gravel Association convention, appeared in the February issue with Mr. Harris 
incorrectly identified. 
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iteed. 
r, a great majority of litiga- 
volving mineral products, do 
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not a contractual obligation, 
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sistent with the present legal 
1X right is might.” In other 
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d contract. Its origin and 
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rests upon the principle 
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LAWS PERTAINING TO SALE CONTRACTS 


worthy until proved to the contrary. 
Frequently, the character of dealings 1s 
such that one party to an implied con- 
tract is compelled to rely upon the 
honesty of the other. Under these cir- 
cumstances the courts imply a warranty 
on the part of the former that he will 
perform the assumed or actual obliga- 
tions, as well as those obligations which 
should by right be fulfilled. 

In other instances courts have held 
that sellers of mineral products im- 
pliedly warrant that the goods sold are 
ft for the general purpose for which 
they are sold, as well as for the buyer's 
special purpose. 

Seller Not Liable—On the other 
hand, the higher courts will not hold a 
seller liable on an implied guarantee if 
the testimony shows that an implied 
guarantee is not justifiable. 

For illustration, in Hyde Construc- 
tion Company v. Stevenson, 72 Pac. 
(2d) 354, it was disclosed that Steven- 
son, the owner of a gravel pit, filed suit 
against the Hyde Construction Com 
pany to recover $1,600 as the purchase 
price of gravel bought by the latter un- 
der a contract. It was alleged that the 
Hyde company entered into a contract 
to purchase 8,000 cubic yards of gravel 
at 20 cents per yard, according to the 
terms of the contract. The Hyde com- 
pany admitted the contract, but claimed 
it was abandoned and rendered void 
because there was an implied warranty 
that the gravel in question would meet 
the highway department specifications, 
and that this test failed. In other 
words, the Hyde company contended 
that Stevenson warranted the gravel to 
be of sufficient quality to meet the 
specifications and requirements of the 
highway department because he knew 
the purpose for which the Hyde com 
pany purchased it. 

As above stated the higher courts 
ordinarily will imply that a seller guar- 
antees that merchandise, such as min 
eral products, is suitable for the in- 
tended purpose. However, this rule is 
applicable only when the seller knows 
the purpose for which the purchaser 
intends using the material and the pur- 
chaser is not familiar with the quality 
of the merchandise, and has no oppor- 
tunity to inspect it. If the purchaser 
intends to resell the merchandise, the 
seller is not obligated by an implied 
guarantee if he has opportunity to in 
spect the merchandise and also knows 
the quality expected by the user. 
Therefore, in view of this law the 
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lower court refused to hold Stevenson 
liable on an implied guarantee and held 
the Hyde company liable for payment 
for the gravel. This higher court up- 
held the verdict of the lower court and 
said: 

“In support of this contention the de 
fendant (Hyde Construction Com- 
pany) cites numerous cases as author- 
ity for its position in contending that 
there was an implied warranty of fit 
ness of this gravel for the purpose sold. 
However, it is to be noted that in all 
these cases the buyer was relying upon 
the judgment of the seller. Such is not 
our case here, for the record reflects 
that the defendant made the contract 
and that the plaintiff did not offer his 
judgment, but allowed the defendant to 
act as he deemed best. In fact, the de- 
fendant did not make a contract until 
after tests had been made. The lower 
court was warranted in its holding as to 
the evidence as well as to there being 
no implied warranty by the seller here 
such as to void the contract in ques- 
tion.” 

Inspection Rules—Since the court 
will not imply a guarantee on the part 
of a seller of mineral products when 
the testimony shows that the purchaser 
had opportunity to inspect the quality 
of samples of the products, or the ac- 
tual products themselves, it is impor- 
tant to observe the modern rule as to 
when the inspection shall be made. The 
modern higher courts hold that where 
parties to a contract for the sale and 
purchase of minerals provide for in- 
spection without designating the place 
at which to make it, the general rule is 
that the place of delivery is the place 
of inspection. Moreover, if a buyer ac 
cepts and uses quantities of goods at 
different times without inspection, 
though having opportunities for in- 
spections pursuant to contract, he is 
liable for the contract price, although 
the quality of the products is not as 
good as he expected. 

For illustration, in Wheeler v. Dietz 
Hill Development Company, 279 N. 
W. 157, it was shown that the owner 
of a quarry sued a purchaser for the 
contract price of rock. The purchaser 
contended that he was not liable be- 
cause the rock was not acceptable by the 
government inspectors and, further- 
more, he had no opportunity to inspect 
the rock until it was delivered by the 
owner of the quarry. Notwithstanding 
this contention, the higher court held 
the purchaser liable for full payment, 
and said: 

“The contract does not specifically 
designate a place of inspection. In 
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view of such an omission, inspection is 
at the place of delivery, according to the 
general rule. 55 C. J. 423. There is 
evidence that quantities of rock were 
quarried, removed and used by defend 
ant (purchaser) without inspection of 
government engineers at the quarry, 
though opportunity therefor was given 
at that place. Liability for the contract 
price was therefore created.” 

Record of Cases—Since many read 
ers may desire a record of leading 
higher-court cases involving different 
points of law with respect to guarantees, 
the following citations are important: 

It is well settled that on a sale of min 
eral products there is an implied war 
ranty that they are fit to use. If the 
sale is made by the producer, there is 
an implied warranty that the products 
are free from defects arising from the 
mode of preparation and_ reasonably 
free from foreign matter. But if a par 
ticular kind of rock is purchased by 
name, the warranty implied is only that 
the rock is of the kind designated and 
there is no warranty that the rock is fit 
for the intended purpose. See also 
Roman v. Bressler, 32 Neb. 240, 49 N. 
W. 368; Hazen v. Wilhelmie, 68 Neb. 
79, 93 N. W. 920. 

A purchaser who would hold the 
seller liable on an implied warranty of 
the type of gravel or sand sold can not 
mix with it other material of a kindred 
nature and then be heard to complain 
that the quantity was not of the type 
which should have been delivered by 
the seller, or that it should produce the 
same results as if the material supplied 
by the seller had been used exclusively. 
See Western v. O’Brien, 194 Pac. 72. 

In order for a purchaser of mineral 
products to hold a seller liable for an 
implied guarantee the purchaser must 
properly use the material and, also, the 
testimony must prove that the purchaser 
had no opportunity to make inspection 
or, if he did make the inspection, he 
was not familiar with the quality and 
relied upon false statements made by 
the seller. See Abbott v. Peppers et al. 
157 Okl. 300, 12 P (2d) 203; Barnard 
v. Kellogg, 10 Wall. (77 U.S.) 383. 

Law of Inspection. —It is well estab 
lished that a buyer who inspects min 
eral products, or samples of stock, be 
fore entering into a contract of sale, is 
put on his guard and he is expected by 
the law to use his own good judgment 
with respect to the quality, quantity, 
and other characteristics of the mer 
chandise. For illustration, in the very 
recent case of Cochran v. Peoples, 4 S. 
W. (2d) 515, it was shown that a pros 
pective buyer thoroughly inspected 


granite. Also, he was experienced in 
judging the quality of this particular 
material. Later the purchaser at 


tempted to rescind the contract on the 
grounds that he believed there was a 
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greater quantity in the lot than were 
delivered to him, and that the seller 
had orally stated the quality to be better 
than the goods actually delivered. Not 
withstanding this testimony the court 
held the purchaser bound to fulfill the 
exact terms of the contract, saying: 

“In order to vitiate a contract of sale 
on the ground of fraudulent representa 
tions, such representations must relate 
to an existing fact material to the con 
tract and upon which the other party 
had a right to rely and did rely to his 
injury. If the means of information as 
to the matters alleged to be misrepre 
sented are equally accessible to both 
parties, they will be presumed to have 
informed themselves; and it they have 
not done so, they must abide by the 
consequences of their own carelessness.” 

Experience of purchaser.—lt is well 
settled law that if a purchaser is not 
sufficiently experienced to judge with 
capability the quality of the products 
he inspects, or if he relies upon a fraud 
ulent statement made by a seller or an 
authorized agent, he may rescind the 
contract and the seller is liable in dam 
ages for the financial loss incurred by 
the buyer, as a direct result of the dis 
crepancy. Yet, it is certain that a pur 
chaser can not rescind a contract of sale 
on the contention that the seller or his 
agent made false statements upon 
which the purchaser did not rely, be 
cause under these circumstances the 
buyer is not deceived. Moreover, it is 
equally well established that any state 
ment made by the seller regarding his 
honest opinion can not be used as evi 
dence in later litigation to prove that 
the seller made false statements. 

Necessary to Show Deceit—A seller 
is not liable for fraud or a guarantee 
where he merely states his own opinion, 
or makes a problematical statement, or 
purposely utters a false assertion upon 
which the buyer did not rely. How 
ever, it is conversely true that a seller 
is deemed by the law to have practiced 
traud and deceit by any act, or failure 
to perform an act, resulting in the pur 
chaser being deceived to an appreciable 
degree. This point of the law is well 
illustrated by the fact that various courts 
have held that silence on the part of a 
seller is deceit, when by speaking up he 
could have prevented the purchaser 
trom being deceived. 

For instance, a recent higher court 
held a seller of sand liable for fraud 
where it was shown that he purposely 
remained silent about the quantity of 
foreign materials in the sand, thus de 
ceiving the purchaser who was not sul 
ficiently experienced to judge the qual 
ity of the sand when making the in 
spection. This court in effect said: 

“A seller of merchandise may not do 


anything to conceal from the buyer a 





material fact affecting it, or say or do 
anything to divert or forestall an in 
tended inquiry by him, or deliberately 
hide defects, tor in so doing he 1s not 
merely remaining silent, but is taking 
active steps to mislead.” (134 Atl. 62) 

Right to Conceal.—lt 1s well estab 
lished that a purchaser may legally and 
without liability cancel any contract of 
sale obtained by a seller as a result of 
direct or indirect fraud, misrepresenta 
tion, coercion, undue influence, duress, 
or threats, or where the contract 1s 
made without proper authority of th 
purchaser's employee, or while an au 
thorized purchaser is mentally deficient, 
intoxicated, under the influence ot 
drugs, or under legal age. Very often 
purchasers who desire to cancel a con 
tract of sale for mineral products pre 
sent unique excuses to justify cancella 
tion of an order or rejection of the ship 
ment. One common source of contro 
versy is where a buyer endeavors to 
cancel a contract and contends that he 
was not fully informed of the contents 
of the agreement when he signed it. 
However, it is well established that a 
contract is not rescindable, although it 
is proved that the complaining party 
was mistaken regarding the obligations. 

An illustration of this phase of the 
law is found in the late case of Dixon v. 
Morgan, 285 S. W. 558. In this case it 
was shown that a purchaser signed a 
contract of sale for gravel without tak 
ing the necessary caution to read it car¢ 
fully. This court explained that the gen 


law, which runs 


eral principle of the 
through nearly all the cases of this char 
acter, is that a contract made through 
mistake of one party will be cancelled 
only when it can be done without do 
ing injustice to either person. 

In another recent case (298 S. W. 
918) it was shown that a purchaser neg 
ligently signed a contract of sale with 
out reading it. Later he refused to ac 
cept the merchandise on the contention 
that he had discovered that the instru 
ment contained certain stipulations that 
were not called to his attention by the 
seller when the contract was made. In 
the resulting litigation the buyer con 
tended that he was mistaken in his un 
derstanding of his obligations and that 
he was deceived because the seller failed 
to explain the details of the obligations. 
Notwithstanding these contentions the 
court held the buyer required to fulfill 
the contract, and said: 

“In the absence of fraud, misrepre 
sentation, or concealment, the rule is 
well established that one who can read 
and who signs a contract without read 
ing it, and under circumstances which 
do not preclude an exercise of due dili 
gence upon his part to ascertain the 
contents of the contract, will not be 
heard afterward to say that he did not 
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By W. E. TRAUFFER 


outhwestern Is Making Improvements 
at Its Victorville and El Paso Plants 


new equipment was installed. Now the 
minus 6-inch stone from the primary 
crusher is discharged on a Robins live 
roll grizzly with %4-inch openings. The 
oversize is fed into the new Pennsyl 
vania C13-48 reversible hammer-mill 
by an inclined pan feeder. This ham- 
mer-mill is driven by a 450-horsepower 
Westinghouse Type CW motor through 
a Fast’s flexible coupling. The prod 
uct of the hammer-mill and the griz 
gly “throughs” are elevated to a 5- by 
14-foot Allis-Chalmers 3-deck screen. 
The plus %-inch stone is returned to 
the hammer-mill. 

The dust passing through the 10 
mesh bottom deck of this screen goes 
into a bin, from which it is fed to one 
of the mills in the raw-grinding de 
partment. As about 30 per cent. of the 
raw material is dust, this separate treat- 
ment of the dust has added greatly to 
the efficiency of this department. 








crushing and screening building with conveyor and storage at right for the 
ntermediate size of stone which forms the main raw-mill feed. 








vestern Portland Cement locomotive hauls these cars 345 miles 
has for the past few years to the plant. In the quarry three trucks 
rying on. at its Victorville, are doing the work tormerly done with 
d El Paso, Texas plants, two locomotives. Loading is done by 
programs which have a Marion 4101 electric shovel with a 
step with the progress 2¥,-cubic yard dipper and a Marion 490 
production methods and electric shovel with a 3-cubic yard dip- 
ity he El Paso plant per. At the plant the trains are pulled 
1910 by the late Carl Leon into the crusher building on a trestle. 
sone of the first in which An overhead hoist dumps the stone 
used wherever possible. from the pans into the Allis-Chalmers 
is originally built entirely 60- by 48-inch jaw crusher. 
nd the use of this material In 1939 the scalping and secondary 
main reasons why this crushing departments were rebuilt and 
ow presents a better ap The reversible hammer-mill used for final 


many plants which were 
more recently. 
lle plant built i 
le plant was built in 
he third plant at Osborn 
yperation in 1925. These 
so built almost entirely of 


reduction of the stone. Its pan feeder is at 
left. 


The 4»- to *%4-inch intermediate size 
from the screen is stock-piled and torms 
the main raw-mill feed. 

The new hammer-mill with its ac 
companying equipment has been re 
sponsible for an improvement in con 
ditions throughout the entire raw 
material-grinding department. A finer 
product is being made and the capacity 
has been increased. A bag-type dust 
collector is connected to the equipment 


vements made at Victor 





nt years have affected prac- 
department of this plant. 
the quarry, trucks were 
make selective quarrying 
hese trucks haul the stone 


road siding where it is 





; ; The four 3-inch pumps which are used for : ; ata 
to 10-ton skips of which all slurry handling in connection with the in this building. 
ounted on each flat car. A thickeners. Careful planning made it possible 
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The two new 80-foot-diameter slurry thickeners which reduce the moisture-content of the 
slurry from 38 per cent. down to about 33 per cent. 


to rebuild the crushing department 
with a loss of only 4 days’ operating 
time. The new hammer-mill had _ to 
be located in the spot occupied by the 
one it replaced. Because the founda 
tion bolts of the old mill did not co 
incide with the holes in the new mill, 
it would have been necessary to tear out 
the old concrete foundation and pour a 
new one. As this would have meant 
a delay of at least two weeks a quicker 
method was adopted. An adapter was 
made which consisted of two 1|-inch 
steel plates welded to and separated by 
vertical steel-plate ribs. Holes wer 





The two 20-inch crushers which reduce the 
clinker before it goes to the finish mills. 


bored in the bottom plate to fit the 
existing foundation bolts and in the top 
plate to fit the holes in the base of the 
new mill. No trouble of any kind has 
been experienced with this arrange 
ment. 

Early in 1940 two Dorr 80-foot di 
ameter slurry thickeners were installed 
to improve the kiln feed and triple the 
slurry-storage capacity. The original 
installation consisted of sixteen 700-bar 
rel concrete tanks of which 4 were used 
for kiln feed and the other 12 for 
slurry blending and storage. Wilfley 
pumps are used. These tanks are used 
for slurry correction or tor feeding 
slurry to the kilns for small orders ot 
special cements. 

The corrected slurry, containing 38 


March, 1941 


per cent. moisture, is pumped to the 
“A” thickener, which has a capacity ot 
12,000 barrels. No air agitation is used 
and the mechanical agitator is oper 
ated only intermittently. During the 
settling periods clear water rises to the 
surface. This water is decanted by 
means of large adjustable funnels con 
trolled by hand winches mounted on 
the bridge. The water overflows 
through pipes passing through the con 
crete wall of the tank about 5 feet above 
grade. This process reduces the mois 
ture content of the slurry between 4 
and 5 per cent., giving a kiln-teed mois 
ture of about 33 per cent. Slurry is 
pumped trom this tank every 24 hours. 

In a concrete well between the two 
thickeners are four Morris 3-inch slurry 
pumps, two of which are spares. One 
of the latter is used intermittently to 
feed slurry from tank A to tank B. 
The other two pumps are use to recircu 
late slurry in the B tank and to feed 
slurry from it to the kilns. Each pump 
is driven by a 25-horsepower Westing- 
house motor. There 1s also a Fuller 
No. 30 rotary compressor which sup 


i 





plies the air for agitation. It is driven 
by a  50-horsepower Westinghous« 
motor. 

Tank B also has a capacity of 12,000 
barrels and is used for the storage ot 
kiln feed. Both air and mechanical 
agitation are employed continuously. 
Recirculation of the slurry in this tank 
is done by withdrawing it from th 
center of the conical bottom and pump 
ing it to four points on the periphery. 

This system brings the slurry down 
to about the lowest moisture content at 
which it can be pumped and has re 
sulted in a much more unitorm§ kiln 


feed. According to company officials, 
it is responsible for a saving of ') gal 


lon ot 150,000-b.t.u. per gallon fuel oil 
per barrel of cement. 





The rotary compressor which supplies air for 
agitation of the slurry in the thickeners. 


In the kiln department few changes 
have been made since the burning zonc 
on one of the five kilns was enlarged 
in 1935. Leeds-Northrup Ray-O-Tube 
radiation-pyrometers were installed on 
three of these oil-hred kilns in 1939. 
No difficulty has been experienced in 
keeping the burning temperature be 
tween 2,700 and 2,750 degrees F. These 
pyrometers have also made possibl 
more even burning and have kept the 





The dust-collecting system which is connected to all departments of the No. | packhouse 
and all of the equipment in it. 
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s made in 1939 included 

of two Traylor 20-inch 

er crushers in place of 
rolls formerly used. They 
'4-inch size and 
s ted to the finish-grind 


iker to 


No. | pack-house and 

N ? pack-house were re- 

In the latter two bucket- 

installed to return the 

trom each of two pairs 

kers into their feed bins. 
N Blower Norblo 
tomatic-rapping dust-col- 


( ompany 


stalled on each pair of 
dust. A. third 
N tor is connected to the 


inate 


rent types of cement are 





packers with slat-conveyor feed- 
ks on shuttle-belt-conveyor for ship- 
ment, 


vas also thought import 
he packer bins self-clean- 
s achieved by eliminating 

all projections or flat 








This view shows part of the plant of the Southwestern Portland Cement Company at El Paso, 
Texas. The office is in left foreground. 


places which might hold back cement 
and by giving their steel hopper bot- 
toms a slope of 55 degrees. 

Similar improvements were made 
to the one pair of 3-tube packers in the 
No. | pack-house. 


a Norblo dust-collector is connected to 


In this building 


the packers, another to the silo air 
vents, and a third to the reclaiming 
screw-conveyors under the silos. 

Formerly sacked cement was loaded 
into cars or trucks with hand trucks. 
Now the bags are discharged trom the 
packers to slat-conveyors on chains with 
K1 attachments. The sacks are dis 
charged from the slat conveyors on 
shuttle conveyors with rails, which run 
on stationary — ball-bearing wheels 
equipped with electric brakes. One 
such system serves each pair of packers. 
Trucks or cars can be loaded on either 
side of each pack-house. 

In order to derive all possible benefit 





ist collectors which are connected to the four packers, the bag-cleaner and other 
equipment in the new Victorville No. 2 packhouse. 


from this system a method was devised 
to move the trucks along at the rate 
at which they are loaded, about 11% 
feet per minute. Parallel with each 
loading platform is a chain in a groove 
in the concrete. A bar with a hook 
on each end is attached to the chain 
and the axle of the truck. Each chain 
is driven by a l-horsepower U.S. Syn 
crogear motor which drives the chain 
drive-sprocket through two reductions 
at a speed of 8.3 r.p.m. 





The hook which connects truck axle to chain 
which moves the truck slowly forward as it 
is being loaded at the Victorville plant. 


With this system a crew of 5 men 
on two bag-packers can load a car 
with cement in 35 minutes. The chains 
allow 16 minutes for the loading ot 
a 100-ton semi-trailer. Such a trailer 
has actually been loaded by a 5-man 
crew in 16 minutes but more time is 
being allowed for flexibility and to in 
sure neat loading for long trips. This 
also allows for the longer time required 
for the loading of special cements or 
mixed loads. A crew of 5 men on two 
packers now loads more cement than 
was formerly possible with 8 men on 
two packers. 

The use of this system of loading 
has meant an appreciable saving in 
truck-loading and waiting time. This 
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One of the 14-foot-diameter air separators which has been connected to the finish-grinding 
mills in the El Paso plant. 


has become increasingly important with 
the growth of the company’s fleet. All 
the trucks can now be loaded in time 
to make their deliveries the same day 
and be back at the plant the next 
morning for another load. Deliveries 
are being made to points more than 
250 miles from the plant. 

The company began making its own 
truck deliveries early in 1934, when a 





The firing hood of the kiln in the El Paso 

plant which has been equipped with a grate- 

type clinker cooler. The radiation-pyrometer 

which regulates the burning temperature is 
also shown. 


Heet of truck-trailers powered with 
Cummins Diesel engines was pur 
chased. The fleet now consists of 23 
Cummins Diesel-powered  truck-trail 
ers, 4 of Autocar, 16 of Sterling and 
3 of Mack manufacture. According to 
company ofhcials, the loading system 
has in effect added three trucks to the 
fleet. 

The company’s plant at El Paso, 
Texas, is a dry-process operation with 
a capacity of 3,600 barrels daily. It was 
built in 1910. No recent changes have 
been made in the quarry and crushing 
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department. The three 8- by 10- by 150 
Pioot kilns have enlarged burning zones 
‘and are connected to Babcock & Wilcox 

waste-heat boilers which were installed 

in 1920. Each boiler is rated at 764 

horsepower and the three generate all 

the power needed when two or three 
kilns are operating. When only one 
kiln is in operation, two gas-hred auxil 
iary boilers are used. The stack dust is 
reclaimed by a Cottrell electrical precip 
itator installed in 1928. Natural-gas 
became available in 1920 and the coal 
grinding department was abandoned. 
Old-style Fuller mills were originally 
used in the raw- and finish-grinding de 
partments. These were replaced during 
the years 1921 to 1924 by combination 
tube-mills. In 1937 five new storage 
silos of 10,000-barrel capacity each were 
built, doubling the existing cement 


storage capacity. These silos are 





equipped with Fuller-Kinyon pumps 


for feeding and withdrawing, the ai 
being supplied by Fuller rotary com 
pressors. 

The three 6- by 36-foot-combination 
ball-mills in the raw-grinding depart 
ment were used alone tor a time. Later 
a 10-foot mechanical separator was in 
stalled on one of them. In 1930 a 6! 
by 20-foot Smith ball-mill was installed 
to grind the separator rejects. Late in 
1936 a 14-foot Raymond mechanical 
separator with a single Whizzer was 
connected to the other two 36-foot mills 


with rejects also going to the Smith 





Sacked cement being loaded on truck trailers 
from shuttle belt-conveyor at the Victorville 
plant. 


ball-mill. In 1937 another 6- by 36-foot 
mill was brought in from the coal 
grinding department and this, too, was 
connected to the Raymond _ separator. 





The 4- by 16-foot standard-design air-quenching, inclined-grate clinker cooler installed on 
one of the three kilns at the El Paso plant. 
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from this separator are re 


1e former coal mill. 

additions in 

capacity of the raw-grinding 
to 172-barrels per hour 


1 


all five mills. When only 


hange S and 


system. 1s used, the capacity 
ls per hour. Grinding is 
fineness of 91 per cent. 

()-mesh. 

hnish-grinding department 

ide in 1937 greatly increased 
vacity and the efficiency. An 


and 8-foot diameter by 10-foot 
sry clinker-grinding mill with dust- 
collector connections. 


ilmers Preliminator, 9'4 and 8 
imeter and 10 feet long, was 
or the purpose of preparing 
eed for three 7- by 22-foot 
nills which, in turn, have been 
to Ball-Peb mills. The Pre- 
is in closed-circuit with four 


oot Tyler Hum-mer screens 
esh cloth. Kiln-run clinker 
the Preliminator by a Jeffrey- 
ibrating feeder and is ground 
er cent. through 14-mesh at the 
0 barrels per hour. Fuller ro 
rs are used on two of the three 

b mills. 
linus 14-mesh product of the 
through 


itor 1S 


discharged 








the four electric vibrating-screens operated in closed-circuit with the preliminary 
clinker-grinding mill recently installed in the El Paso plant. 


ports in the shell to a screw-conveyor 
followed by an elevator. A tight hous 
ing was placed around the shell over 
the discharge section and this is con 
nected to a Norblo dust-collecting sys 
tem. In this way air is drawn through 
the mill to reduce the temperature of 
the material and aid in the fine-grind 
ing operation which follows. 

The three Compeb mills following 
the Preliminator had grid division 
heads which were converted to Ball-Peb 
mills by charging the first compartment 
of each mill with l-inch grinding media 
in place of the large balls formerly used. 
These three mills were formerly oper- 
ated in conjunction with two 14-foot 
old-style separators. Late in 1940 one 
of these separators was replaced by a 
14-foot Sturtevant separator. A second 
14-toot Sturtevant separator is now be 
ing installed in place of the other old 
one. These separators are fed by ele 
vators from the mills and the tailings 
go back to the feed ends of the mills. 
The product of the separators is fin 
ished cement. These separators are of 
the latest type and are driven direct 
through motor-reducers mounted on 
their top. Because of the necessity for 
mounting these separators at a certain 
height, they were supported from the 
existing floor at a point near their tops. 
This makes them much more accessible 
for inspection and adjustment than it 
they were supported on a frame-work 
from the floor below. 

A 4 by 16-foot Fuller Company 
clinker cooler of standard design has 
been installed on one of the three kilns 
and parallel to it. A Foxboro stabilog 
is used to insure a fixed amount of air 
regardless of temperature or pressure. 
carries the 
cooled clinker to a grizzly, from which 


A drag-chain conveyor 
the oversize goes into a small screen 
ball-mill with 7%-inch, openings. 

Before going to storage all the clinker 


is weighed on a device of original de- 
sign. This consists of a circular feeder 
with three radial compartments 
mounted on a beam with a counter- 
weight which can be set for any desired 
weight. When a compartment is filled 
to the desired weight, the feeder auto 
matically makes a one-third revolution 
and dumps its contents while a second 
compartment is being filled. Check 
weighings are made once each day. A 
revolution counter is used to count the 
batches and the total output is readily 
computed. When a sample is desired, 
a small car is pushed under the feeder 
wheel and one load is discharged into 
it. 

The output of the other two kilns 
is recorded with similar equipment. 

Leeds-Northrup Ray-O-Tube radia 
tion pyrometers are used on two of the 
kilns to control the burning tempera 
ture. These have worked very well, 
holding the temperature between 2,700 
and 2,750 degrees F. and effecting econ 
omies in burning and improvement in 
the quality of the cement. 


Sale Contracts 


(trom page 


read it and did not understand its pro 
visions.” 

Another common excuse of buyers 
who desire a reason for avoiding obli 
gations assumed under a contract of 
sale is that the seller's salesman mis 
represented the merchandise. There- 
fore, it is important to know that a 
salesman’s sole implied \egal authority 
is to accept orders and send them to 
his employer for approval, and if the 
latter is not satished with the offer sub- 
mitted, he may reject the proposal or 
simply refuse to deliver the goods. And 
conversely the buyer always is privi- 
leged to send his cancellation of the 
order at any time before the salesman’s 
employer acknowledges it. 

In other words, the law is that a 
salesman is merely a_ special agent, 
whose implied authority extends no 
further than to solicit the buyers’ orders 
or proposals to purchase merchandise. 
Therefore, if the seller desires he may 
without liability reject the orders sent 
in by the salesman, provided the re- 
jection is made promptly upon receipt 
of the order. 

Moreover, this is true although both 
the buyer and the salesman signed the 
order intending to complete a valid con 
tract of sale. 

\nd, also, verbal promises made by a 
salesman have little or no legal effect in 
increasing the liability of his employer. 
This is true irrespective of whether or 
not the order blank contains a printed 
notification warning the purchaser that 
the seller is not responsible for verbal 
statements made by the salesman. 
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HE Industrial Minerals Division otf 
the American Institute of Mining 
and Metallurgical Engineers in its 
annual meeting in New York, Febru 
ary 17-20, devoted one important ses 
sion to a discussion of the needs for 
standard specifications and commercial 
definitions for nonmetallic minerals. It 


was recognized, of course, that cement 


and agyregates and to a lesser extent 
lime, gypsum, and some of the other 
minerals are covered already. There is 
no intention on the part of A.I.M.E. to 
duplicate work on specifications being 
done elsewhere but rather to fill the 
gaps in information ot consequence to 
both producer and consumer. Any 
comments on this problem of specifica 
tions and definitions will be gratefully 
received by Paul M. Tyler, Chief En 
gineer, Nonmetal Economics Division, 
Bureau of Mines, Washington, D. (¢ 

Mr. Tyler has just succeeded W. M. 
Weigel of the Missouri Pacific Railroad 
as chairman of the Industrial Minerals 
Division. H. Herbert Hughes, also ol 
the Bureau of Mines, was elected sex 

retary-treasurer. 

The first technical session of the Di 
vision opened with W. M. Weigel and 
J. E. Lamar as associate chairman. The 
first paper covering Detonation of Elec 
tric Blasting Caps by Dry Batteries was 
presented by S. L. Windes of the Bu 
reau of Mines. Mishres commonly o¢ 
cur when dry cells are used for firing, 
and the investigation covered by Mr. 
Windes was to determine the cause and 
propose a remedy. It is generally re 
garded that a current of one ampere 
1S adequate to fre several caps, but it 
has been found that sometimes a cell 
or series of cells registering as much as 
two amperes fail to fire blasting caps. 
The reason is that two factors have 
been omitted from consideration. First, 
as the bridge wire heats up, its resis 
tance increases greatly, and this increas 
is generally overlooked. In the second 
place, the internal and external resis 
tance of the battery itself is much 
greater than is generally supposed. A 
simple gal vanometer test may show as 
much as 2 amperes of current, but the 
effect of those two factors may reduce 
the effectiveness of the battery to as low 
as ¥) ampere, which is insufficient for 
reliable service. It was brought out 1n 
the discussion that some companies 
have abandoned the use of dry cells 
because of their unreliability, but Mr. 
Windes pointed out that dry cells may 
be used safely if they are proper! 
tested. 
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ining Engineers Seek to Standardize 
onmetallic-Minerals Specifications 


\ paper on Mining and Preparation 
of Hard-Rock Phosphate by D. B. Kib 
ler, Jr., was, in absence of the author, 
presented by Chester A. Fulton. The 
geology, occurrence, and early history ot 
mining Florida hard-rock phosphate 
were covered briefly. In general, the 
milling process involves the use of 
crushers, vibrating screens, picking 
belts, hydro-separators, log washers, 
Dorr classifers, and tables. Exports 
constitute an important element in 
hard-rock trade. Although European 
markets have been lost, the British 
blockade of phosphate exports from 
Morocco, Algeria, and Tunisia have 
opened up new compensating markets 
in the United Kingdom, South Africa, 
\ustralia, and New Zealand. The com 
panies maintain stocks of phosphate up 
to 50,000 tons averaging in quality from 

to $1 per cent. B.P.L. and varying 
in size from 48-mesh to 24-inch. 

It was pointed out in the discussion 
that 6 or 7 years ago, which was prior 
to the present setup, an attempt was 
made to employ agglomerate tabling. 
It was unsuccessful because it recov 
ered too large a proportion of the fines 
that are high in iron. The iron is 
detrimental because it renders part ot 
the super-phosphate insoluble. It was 
pointed out further that all minus 48 
mesh material is discarded because it 1s 
low in phosphate and high in iron. 

The third paper, The Single-Strand 
Wire Saw, by Oliver Bowles and P. ce 
Vitry, was presented by Dr. Bowles. 
he conventional wire saw in general 
use consists of a 3-strand cable, but a 
new type invented and developed by 
Mr. de Vitry consists of a single, rib 
bon-shaped strand twisted to resemble 
a multiple-strand wire. It has high 
sand-carrying capacity and cuts rap 
idly even when worn to small size. It 
is now used for trimming blocks and 
cutting slabs of marble. Tables were 
presented showing comparative _ tests 
made on Vermont marble using the 
ordinary wire and the single-strand 
wire. These tests indicate that the new 
type of wire saw cuts nearly twice as 
fast as the 3-strand wire and at about 
half the direct cost. 

It was brought out in the discussion 
that a hard steel having a carbon con 
tent of .15 to .20 per cent. gives best 
service The most effective twist 1s 
one revolution per inch. Sharp sand 
is better than rounded grains, and gar 
net cuts about twice as fast as silica 
sand. It developed also that 600 pounds 
tension on the wire is adequate. A 


higher tension prevents the sand grains 
trom getting under the wire where cut 
ting 1s most eflective. It was pointed 
out that the desirability of using a 
sheave 4+ to 5 feet in diameter was 
based partly on the stiffness of the wire 
and partly on the fact that the welded 
joint is a weak spot. In answer to an 
other inguiry, Mr. de Vitry stated that 
the wire had been used with some suc 
cess in cutting Swedish granite. 

The fourth paper, Flotation of Barit 
from Magnet Cove, Arkansas, by James 
Norman and Benjamin S. Lindsay ot 
the Bureau of Mines was presented by 
Mr. Norman. The incentive behind thx 
movement to develop eflective methods 
of treating barite minerals in this region 
was the wide use of barite as a drilling 
mud, and the location of the deposit at 
a point 250 miles nearer to the oil wells 
than other commercial deposits. The 
barite must be ground very fine to lib 
erate the impurities. It was ground 
with steel balls, sodium silicate being 
used as a disperser. Although the min 
eral had to be ground to a fineness of 
100) per cent. through a 325-mesh 
screen, a noteworthy accomplishment 
was successful flotation without removal 
of the slimes. Cocoanut tatty acid and 
pine oil were used as frothing agents. 
The product made ran 98 per cent. 
ASO, with a 90 per cent. recovery. 

W. M. Weigel in discussing the pa 
per stated that 8 or 10 years ago he 
studied these minerals microscopically 
and declared that because of the fine 
grinding required, they could not be 
used commercially. However, flotation 
has advanced with such rapid strides 
that success can now be attained. ©. ¢ 
Ralston stated that although tine grind 
ing is necessary, the material disint 
grates readily. It was pointed out also 
that concentration 1s necessary in ordet 
to raise the specific gravity. The purity 
of the barite may be determined by a 
specific gravity test. 

B. C. Burgess and H. I. Smith were 
associate chairmen at the second session 
of the Division. 

Burning Pulverized Coal in Direct 
Fired Rotary Kilns was discussed by 
R. M. Hardgrove of the Babcock & 
Wilcox Company. Coal is generally 
the most economical tuel for burning 
cement. It is used in 85 per cent. 
of the kilns; 9'4 per cent. use gas and 
5 per cent. oil. Pregrinding of coal 
and storing it ready for use has, sinc 
1934, been gradually replaced by di 
rect firing of coal pulverized as needed. 
Of 900 cement kilns now in use, 196 
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d. This intormative pa 
a study of 88 plants, 28 
direct firing equipment. 
lirect firing involves sim- 
ostly equipment, less dan- 
t explosions, and more uni- 

\ difficulty is the pres- 
ture in the coal. The di- 


quires preheated air taken 


hood at a temperature as 
Even if the mois- 
from the coal, it is still 
ir and additional coal 
d to take care of it. 
sting points were devel- 
fheiency. It was shown 
it as the rate of firing in- 
output of cement clinker 
, but at the same time the 
of coal per barrel in- 
ompromise must therefore 
vetween these two factors. 
vhich is not yet available 
rm, contains much useful 
yn tuel efhiciency in ce 


legrees. 
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Stern of the Bureau of 


bed the properties and uses 


well drilling mud with 
depths of 

with rotary equipment 
e been possible. The most 
iracteristic of the mud is 
ease with which the op- 
ry its properties as drilling 
inge. Mr. Stern sum- 
of the requirements of 
is follows: It must re- 
as rapidly as_ possible 


the increasing 


OW viscosity, it must not 


(tings in suspension during 


also jell sufficiently to 
old cuttings when circula- 
ily ceases, it must consol- 
rmations without loss of 
ties through penetration, 
hydrostatic pressure high 
and prevent 
must seal the hole to pre- 
water, it must lubricate 
drill bit, and it must re- 
fluid at the 
luring the cycle. In addi- 
ese characteristics the ma 
It is 
iat the production of oil- 
muds is now an impor- 
consuming large quan- 


onnne gas 


relatively low cost. 


tonite as well as barite and 


( 


materials. 
nd of Allis Chalmers Man 
( re¢ ported that: 
ed method of measuring 
1 of a comminution prod- 
iny desired particle size 
eloped. The method is 
ical, and requires rela- 
ilculation. It can be used 
s containing large amounts 
ess fines of any kind. 
e area S is expressed in 


terms of square meters per 100 c.c. of 
solids. This expression is based upon 
volume rather than weight, and is con 
sidered to be more suitable for crush- 
ing and grinding problems, where the 
machines ordinarily are operated under 
constant volume conditions. 

It has the advantage that surtace 
areas of different materials can be com- 
pared directly, even though their spe- 
cific gravities may be unknown. 

This paper has been printed by the 
Institute as Technical Publication No. 
1296, “Measuring Surface Area in 
Grinding.” Copies may be procured 
from the secretary. 

New Units of Crusher Capacity and 
Crusher Efficiency was the title of the 
paper by Arthur F. Taggart of Co- 
lumbia University, who proposes two 
units (believed to be new) for desig- 
nating (1) capacity and (2) efficiency 
for primary and intermediate crushers. 

Operators know that the tonnage of 
rock that can be put through a particu- 
lar crusher in a given time depends pri- 
marily upon the crusher setting (open 
setting for jaw and primary gyratory 
types; closed setting for cones and 
rolls), and secondarily on the litholog- 
ical character of the feed, its maximum 
size, the amount of fines that it carries, 
its moisture content, and the method of 
feeding. The proposed capacity for- 
mula states a relationship between all 
of these factors in one empirical equa- 
tion, as follows: 

Ta TR, AK 'K* 

in which Tp, called “reduction tons 
per hour” is the new capacity unit; T 
=tons of teed per hour requiring 
crushing; R,, = “80-per cent. reduc 
tion ratio’; and K, K’, and K” are 
constants that approximate quantita- 
tively lithological character, moisture 
content and method of feeding, respec- 
tively. 

The efficiency unit proposed—using 
the word efficiency in the broad sense 
of relative effectiveness—is the “reduc- 
tion ton per hp-hr.” (Ec). It 
rived from the equation: 


Tr 


is de 


LE. = 
P 
where P_ horsepower “consumed,” 
which is actually energy input, since 
the time factor is included in Tk. 

Full details regarding Mr. Taggart’s 
proposals are given in Technical Pub- 
lication No. 1297, also available from 
the secretary. 

Thomas L. Kessler and Jerry C. Ol- 
son of the U. S. Geological Survey re- 
ported on the Survey’s work on poten- 
tially strategic domestic mica. Visits to 
mines in the Spruce Pine area of North 
Carolina and New 


England have 


shown definitely that some strategic 
grade mica can be produced. The in- 








termittent output of most properties is 
significant of the financial hazards of 
mica mining, but it is believed that 
higher prices and a condition of serious 
shortage would result in additional do 
mestic production. 

Samuel H. Dolbear, consulting min- 
ing engineer, reported in detail a pro 
cedure for examination and evaluation 
of domestic asbestos deposits. With 
Canada our principal supplier it would 
not seem that asbestos will constitute a 
major problem of mineral procurement 
but certainly the discovery of deposits 
of asbestos in this country is highly de 
sirable. Mr. Dolbear observed that ex 
amination of asbestos deposits is com 
plicated by the lack of any accepted 
method of “assaying” or small scale 
testing to determine the quality and 
yield of the ore. 

Harold Ladd Smith of the Vermont 
Marble Company explained the work 
of the new-products committee of the 
New England Council, a nonpolitical 
group supported by voluntary subscrip 
tion. The committee is fostering the 
development of new products, particu- 
larly those using the natural resources 
of the region. It is also interested in 
research and assists manufacturers in 
interpreting this research as well as 
other problems. The committee has 
made a thorough investigation of raw 
materials for glass manufacture avail 
able in New England and expects to 
demonstrate to a glass manufacturer 
that a plant in the area is economically 
feasible. Sand and gravel deposits 
have been tested to determine suitabil- 
ity of local material for highways as 
well as concrete for other purposes. 
The possibility of gravel ballast in coal 
barges on the return trip to ports where 
gravel is scarce is being looked into. 
The Bureau of Mines has codperated in 
a study of pegmatite minerals. By 
product uses of marble, granite, and 
slate are being investigated carefully 
and the prospect of a mineral wool in 
dustry in New England seems possible. 
The Council expects to organize a cor 
poration to appraise new ventures in 
New England. It will not compete 
with established engineering firms but 
will study natural resources and ex 
pansion opportunities of existing in 
dustries, work toward establishment ot 
new industries, and foster new inven 
tions. The Council is particularly con- 
cerned with the long time outlook for 
New England industry and feels that 
the manufacture of products based on 
raw materials of New England should 
be more stable than merely processing 
plants that must bring all their raw 
materials into the region. 

The most significant session of the 
meeting was a round-table conference 
on specifications and commercial defini 
tions, presided over by Paul M. Tyler 
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VARIED SIZES AND TYPES OF INSTALLATIONS 


® MULTICLONE assemblies of 6”, 9”, or 24”’ diameter tubes provide a 
range of collection efficiencies to meet your requirements. The efficiency 
increases with decrease in tube diameter. 

©@ We have available test units of various sizes for actual demonstration 
in your plant. Our test units are identical in size to commercial operat- 
ing installations. Let us explain. 

Other Products: 
COTTRELL ELECTRICAL PRECIPITATORS 


TUR-BU-LAIRE SPRAY DRYERS 
TUR-BU-LAIRE DISPERSION DRYERS 
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E MULTICLONE 


MECHANICAL DUST COLLECTION . © 


WESTERN PRECIPITATION CORPORATION 
1015 West Ninth Street, Los Angeles, California 


PRECIPITATION COMPANY OF CANADA, LTD. 
Dominion Square Building, Montreal 





BRANCH OFFICES IN IMPORTANT Citiz£s 
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MULTICLONES cut installation and operating 


costs. A single inlet, single outlet and com- 
mon dust discharge simplified the design 
and made the erection of this Pumicite 
processing plant at the CALIFORNIA INDUS 
TRIAL MINERALS COMPANY easy. It mini- 
mized duct construction, and reduced draft 
loss, power consumption and _ installation 


cost. 


The MULTICLONE shown here is used with a 


Tur-BuL-AirE Dispersion Dryer for dry- 
ing and classifying wet material (25 to 
35% moisture) direct from the deposit. 
The fine dry product is collected in the 
MULTICLONE. 





EASY 
TO INSPECT 
This hinged 
MULTICLONE of 
stainless steel 
makes ins pe ction 





or cleaning easy. 
Bag filters have 
\ been replaced by 
a” hy” Vulticlones 





MAIL COUPON FOR BULLETIN 


WESTERN PRECIPITATION CORPORATION 
1015 W. Ninth St., Los Angeles, California 


Please send Bulletin en Multiclone Dust Collectors. 
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J. R. Thoenen of the Bureau of 
Mines reviewed progress in standard 
zation of mineral-aggregates specifica 
tions, pointing out that coarse aggre 
gates are now well covered by standard 
specifications that have been widely 
adopted by consumers and producers 
alike. Not as much progress has been 
made on fine aggregates but the need 
has not been as great. 

B. C. Burgess of United Feldspar 
Corporation reviewed the specifications 
of ceramic raw materials. He traced 
the development of standard specifica 
tions for feldspar that since 1930 have 
saved consumers about $250,000 an 
nually because they know what they 
are buying and culls are reduced. It is 
true that feldspar specifications are not 
used in all transactions but they have 
demonstrated adequately their worth. 
Specifications involve both chemical 
composition and _ physical properties. 
The original objectives were toward a 
particle size economically obtainable 
with available equipment and_ both 
chemical and physical properties that 
were a workable compromise between 
cost of production and consumers 
needs. Mr. Burgess mentioned that 
Hint might be treated in a similar man 
ner but that kaolin, fire clay, ball clay, 
and the like will require different treat 
ment. Significant fineness of these ma 
terials goes beyond screen tests. Chem 
ical composition is not particularly im- 
portant and even shrinkage, absorption, 
modulus of rupture, and fusion tem- 
perature may not indicate conclusively 
the usability of the clay for actual com 
mercial purposes. 

H. A. Meyerhoff of Smith College 
discussed dimension stone and slate. 
The problem of specifications of these 
materials is a little different because 
their use depends as much on archi 
tects’ whims as the characteristics of the 
materials. It was agreed, however, that 
a thorough study of all kinds of stone 
to develop fundamental data would be 
useful and Oliver Bowles pointed out 
that much of this work has already 
been done at the Bureau of Standards. 
In discussing chemical raw materials 
W. M. Meyers of Pennsylvania State 
College mentioned that the potential 
significance of trifling percentages of 
minute constituents is just being rea 
lized, and in the chemical industries 
considerable detail in specifications as 
to undesirable and desirable content of 
impurities might be necessary. 

In the general discussion that fol 
lowed it was the consensus of those 
present that the Industrial Minerals Di 
vision of A.I.M.E. should proceed with 
an investigation into specifications and 
commercial definitions of the nonmet 


als. It is realized that mineralogical 
and dictionary definitions are not ade 
In addition to clarifying trans- 


quate. 








actions between buyer and seller any 
such standardization would also be use 
ful in problems of customs classifica 
tion, freight rate disputes, and patent 
litigation. It was agreed of course that 
there would be no need to overlap work 
already done or in progress on aggre- 
gates, cement, lime, gypsum or the like, 
but it was felt that the remaining non 
metals offer ample possibilities for use 
ful work. 

A paper on milling at the Perma 
nente Corporation cement plant by A. 
M. Kivari was presented in abstract 
by T. B. Counselman. As this plant 
already has been described in detail in 
Pir AND Quarry no repetition is neces 
sary here. Also on the program was a 
review of significant developments in 
Quebec’s mineral industry by G. M. 
Schwartz of Laval University, and a 
description of the geologic structure 
and ore deposition at Cartersville, Ga.. 
by Thomas L. Kessler of the U. S. Ge 
ological Survey. 


Construction Continues 
to Set New Records 


Construction in the 37. states east 
of the Rocky Mountains continued at 
a high level of activity during January. 
The total valuation of contracts 
awarded, the best January figure since 
1930, amounted to $305,205,000, 55 per 
cent. greater than the January, 1940, 
total. 

In January, 1941, the dollar volume 
of commercial building was $26,944,000 
compared with $15,924,000 in January, 
1940, and manufacturing building was 
$55,948,000 compared with $12,865,000. 
At the same time, small home building 
continued to be quite active. January 
valuation of contracts awarded for the 
construction of one- and two-family 
dwellings was 76 per cent. larger than 
during January, 1940. 

It is likely that the pace of private 
capital investment in building has been 
accelerated by demands outgrowing 
from the detense program. The no 
ticeable increase in activity in com 
mercial and manufacturing buildings, 
however, is not only ascribable to this 
factor, but also probably to anticipa 
tion of an upsurge this year in the 
demand for consumer goods which will 
be created by the additional income as 
a result of increased industrial pro 
duction. 


Operates New Gravel 
Plant in California 


Pacific Coast Aggregates, Inc., San 
Francisco, recently put into operation a 
new sand and gravel plant at Fair Oaks, 
near Sacramento, California. Euclid 
Crawler wagons were purchased to 
haul material from the pit to the plant. 
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PERSONAL MENTION 


B. F. Arrteck, former president of 
Universal Atlas Cement Company, was 
awarded a certificate of honorary mem 
bership in the American Concrete In 
stitute at its 37th annual dinner in 
Washington on February 19. 


LL. F. Hart, general manager of the 
Wabash Sand & Gravel Company, 
Terre Haute, Indiana, won a hand 
some smoking stand in a contest con 
ducted by the Cross Engineering Com 
pany at the recent aggregate conven 
tions in Cincinnati. 


ALBERT C. SHEPECK of Menominee, 
Michigan, is erecting a concrete prod 
ucts plant. Concrete burial vaults, 
chimney blocks, cinder building blocks 
and bird baths are among the products 
Mr. Shepeck plans to manufacture. 


Water F. Tews of the Tews Lime 
& Cement Company, has been elected 
second vice-president of the Milwaukee 
Builders’ Exchange. 


J. M. MarHison and associates will 
soon begin development of a bauxite 
deposit in Henry County, Alabama, 
near Abbeville, according to reports. 


James T. Puevan, plant manager 
of the Glens Falls Portland Cement 
Company, Glens Falls, New York, was 
recently appointed vice-president in 
charge of production. RayMonp T. 
BeEaTon, sales manager of the same com 
pany, was appointed vice-president in 
charge of sales. 


F. M. Garpner has joined the 
Cooper-Bessemer Corporation where he 
will handle Diesel and gasoline-engine 
sales. Just prior to joining the Cooper 
Bessemer organization he held a simi 
lar position with the National Supply 
Company. 


Cotsy Stitson, New York attorney. 
was elected a director of the Wolverine 
Portland Cement Company at the re 
cent annual meeting of the stockholders 
at Coldwater, Michigan. 


J. K. Kaurman, chief engineer of 
the Ideal Cement Company, is in 
charge of the new construction work 
going on in the Houston, Texas, plant 
which was recently purchased from the 
Gulf Portland Cement Company. Ad 
ditional storage space will be created 
and a second kiln transferred from the 
Ada, Oklahoma, plant will be installed. 
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PAGE TWO-ENGINE DIESEL-POWERED 
WALKING DRAGLINE 


One engine for loading and hoisting 
Another separate engine for swinging 
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On canal work near Tucumcari, New Mexico, Utah Construction Company and Griffith 
Company use this Page Walker, powered by two Page horizontal Diesels, one mounted 
above the other. A heavy-duty 6'3-cubic-yard Page Bucket is used on a 110-foot boom. 


fast hoist and 
fast swing at the same time! No longer need the operator delay 
the swing of the machine waiting for the hoisting of the bucket. 
Rather, with the balanced power of the Page Two-Engine Walker, 
acceleration of hoisting and swinging is greatly increased. 


Here is a new development in large draglines 


To understand this faster operation with a Page Two-Engine 
| £ 

Walker, visualize using all of the power of your present drag- 
] I d | oD 

line for hoisting only, without swinging the machine. You will 

 w) £  w) 
find that the hoisting speed will be increased greatly. Now con- 
5 S} 7 

sider a second independent engine for swinging only. This 

second engine accelerates the swing in proportion to the faster 

hoist. The two engines—the large Diesel, which only hoists and 

loads the bucket, pil the ain independent Diesel for swing- 

| 
ing as rapidly as the faster hoist demands—furnish perfectly 
balanced power and increase the number of loaded buckets that 
| 
can be handled per minute. Learn what a Page Two-Engine 
Walker will do on your dragline job. 








PAE UNG ENERING COMPANY 


Page Automatic Dragline Buckets - 


age Walking Dragline Machines 


CLEARING POST atoce. CHICAGO, ILLINOIS 
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Harry H. Ports, many 
identified with the concrete-products 
industry and who originated and de 
veloped Pottsco lightweight aggregate, 
and more recently manager of the 
Pottsco division of the Celotex Cor 
poration, has joined the Kramer Cor 
poration of Peoria, Illinois, manutac 
turer of the new Pak-Crete concrete 
products machine. 
efforts chiefly to advertising and gen 
eral sales promotion. 


years 


He will devote his 


Frep Ropinson, assistant superin 
tendent of the Universal Atlas Cement 
Company's Duluth plant, was unani 
mously elected president of the West 
Duluth 
ganization’s annual meeting held re 
cently. 


Jusiness Men’s club at the or 


Paut W. CLeEvELANbD, 120 South La 
Salle Street, Chicago, is investigating a 
site in Saline County, Arkansas, on 
which a bauxite deposit is located with 
a view toward establishment of a plant 
there. 


James H. Deapertck, who has been 
assistant sales manager ot the western 
sales division of Caterpillar Tractor 
Company since 1939, been ap 
pointed the company’s assistant general 
parts manager. 


has 


H. W. Nortn, inventor and designer 
of Kneadermaster mixing and process 
ing machines and engineering expert 
on the manutacture, use and applica 
tion of such equipment, has resigned 
his position as consultant with the Pat 
terson Foundry & Machine Company. 


W. R. Macatee has been appointed 
assistant managing director of the 
Asphalt Institute. He has been serving 
as district engineer 
Washington, D. C. 


with offices in 


C. M. CarMan, superintendent of 
the Universal Atlas Cement Company’s 
plant at Independence, Kansas, was re 
cently elected president ot the Independ 
ence Chamber of Commerce. 


Drevin D. Cranpect ot Buttalo, New 
York, was recently issued a United 
States patent for a gypsum plaster. The 
patent has been assigned to the National 
Gypsum Company at Buffalo. 


Tuomas S. Hotpen has been elected 
president of F. W. Dodge Corporation, 
succeeding the late Truman S. Morgan, 
who died December 21, 1940. 


Gus Norpstrom has sold his sand- 
and-gravel plant in Willamina, Oregon, 
to S. A. Davis. 











Newton M. Jones, 74, president of 
the Jones Sand Company of Columbus. 
Ohio, died January 31 after a short ill 
Mr. Jones had been in the sand 
business for 30 years prior to his retire 
ment in 1931. 


ness. 


C. R. Messincer, 57, president of the 
Chain Belt Company, who has been 
continuously identified with Milwaukee 
and Chicago business interests for more 
than three decades, died suddenly of a 
heart attack on February 4, 1941, at his 
home in Milwaukee. His death fol 
lowed that of Mrs. Messinger by ap 
proximately a month. 


Roy A. Burcu, 53, former secre 
tary-treasurer of the Hunkins-Willis 
Lime & Cement Company, St. Louis, 
who in recent years has been a_ prac 
ticing attorney, died recently of a 
paralytic stroke. Mr. Burch was a na 
tive of St. Louis and had been asso 
with the cement company 
some 20 years before leaving to open a 


ciated tor 


law office. 


WittiAM GarNetT Parker, 63, op 
erator of the West Memphis Concrete 
Products Company at West Memphis, 
Arkansas, died January 5 in a Memphis 
hospital after a week’s illness. He was 
a native of West Memphis. 


EKpwarp A, Fotey, a North American 
Cement Corporation representative tor 
over 25 years, passed away on Feb 
ruary 4 at his home near Albany, N. Y. 
after an illness of a number of months. 
He is survived by his widow, two 
daughters and three sons. 

Tuomas J. Durry, 65, superintend 
ent and formerly president ot the Ohio 
River Sand Company, died recently at 
Jeffersonville, Indiana, after an illness 
of three months. A native of Jefferson 
ville, he had been connected with the 
sand company since 1906. 


Bruce Faux, 54, superintendent ol 
the Durland Sand Company, of West 
Wyoming, Pennsylvania, near Scran 
ton, died at his home the latter part of 
January. Physicians said death was 
caused by a heart attack. 


Priv B. Frey, 75, Evansville, Indiana, 
representative of the Speed Stone 
Quarry, St. Louis, and the Louisville 
Cement Company, died recently trom 
a heart attack as he was about to leave 
his office. 


A. P. MEYER, executive vice president, 
of the Green Bag Cement Company ot 
Pennsylvania, passed away a short time 


ago. 
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Analysis of Manganese 
Portland Cements 


ln accordance with the German 
standards for the analysis of manga 
nese-bearing Portland cements, the 
weak HNO.,-bearing solution obtained 
atter removal of SiO, is mixed with 
20 to 30 cu.cm. of a 10-per cent. am 
monium-persulphate solution and 
heated 3 hours at 70 degrees C. to sep 
arate the manganese completely. The 
precipitate obtained is dissolved in ni 
tric acid with the addition of a few 
drops ol perhydrol and is treated again 
as above. In describing the above 
method the German standards make 
the following observation: “The man 
ganese separates itself gradually as a 
nearly black, in the presence of iron as 
a more red-brown, precipitate.” But 
this observation does not correspond 
with the actual situation, according to 
the author of the article reviewed here, 
Dr. A. Steopoe. One knows, he states, 
that, in the elimination of manganes« 
by means of ammonium persulphat 
and in the presence of iron, large quan 
tities ot ferric oxide always converge 
with the manganese dioxide. Accord 
ing to his experience, a complete sepa 
ration is not obtainable even by rep« 
tition of the elimination procedure. 

The author describes his own test 
procedure for manganese determination 
and on the basis of his findings con 
cludes that the description of the stand 
ards is not correct, for the manganes« 
does not eliminate itself in the presenc« 
of iron as a red-brown precipitate but. 
together with the manganese, a larg 
portion of the iron present is precip! 
tated. And by repetition of the precip! 
tation a complete separation is not 
reached; but this is necessary for a com 
plete separation of the calcium. Since 
the manganese-dioxide precipitate still 
contains large quantities of the iron 
present, also after repetition of the 
precipitation, the German standards 
should be corrected in this sense. 

On completion of the tests for cal 
clum-oxide determination from man 
ganese-bearing Portland cement, the 
author says that when manganes¢ 
bearing cements are analyzed in accord 
ance with the German standards, one 
calcium-oxalate precipitation is not 
sufficient to obtain pure calcium oxide 
in calcining due to the great quantity 
of ammonium sulphate present. In this 
case the calcium-oxalate precipitation 
must be repeated in order to obtain 
SO.-free calcined calcium oxide. 

Further investigations indicate that 
the precipitation of magnesium must 
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always occur in the presence ol an ex 
cess of ammonia, also when ammonium 
nitrate 1s present in large quantity. The 
tavorable influence of the ammonium 
nitrate is even more decided when it 
displaces the ammonium chloride. 
Tonindustri Zeitung (1940). vol o4, 
no. 60, pp. 448-449. 


Some Mortar-Binding 
Agents Described 
Dr. Karl Goslich lists mortar-binding 


agents as follows: 


Kinds of Lime Not Sintered’ 
\. Limes Which Harden in Air. 
lL. Fat lime ( Weiszkalk ); CaO at 





least 90 per cent.; MgO less than 5 pet 
cent. 

2. Dolomitic lime (gray lime) (De 
lomitkalk) (Graukalk); CaO + MgO 
at least 90 per cent., MgO more than 
> per cent. 

B. Limes Which Harden in Water 
3. Water lime ( Wasserkalk ); mor 
than 10 per cent. soluble acid constitu 
ents not more than + per cent. MgO 
dolomitic. Compressive strength al 
least 15 kilograms; flexural strength at 
least 3 kilograms per square centi 
meter. 


+. Hydraulic lime (Hydraul. Kalk ) 


a) natural, b) artificial; contains hy 








TO INCREASE POWER 
TRANSMISSION EFFICIENCY )~ 


Put Cincinnati Transmission Belts on y 
It’s the 
best insurance against belt trouble. 
It’s the big step forward to improve 
power transmission efficiency. 


every drive in your plant. 


It's easy, too, because there is a 
Cincinnati Belt for every type of 





CINCINNATI 
TRANSMISSION BELTS 


Cincinnati Transmission Belts 
are making records in every in- 
dustry. Because of their brilliant 
performance many plants are 
equipped 100%. 


Ask for details and prices. 


drive, for every size, for every spe- 


cial requirement . . . Friction Surface 
Transmission Belts and Multi-V Belts 
. every one a record maker. 


Plants everywhere know the perform- 
ance these outstanding belts give 
... know that to be Cincinnati Belt 
equipped is to be well equipped. 


THE CINCINNATI RUBBER 
MANUFACTURING CO. 


CINCINNATI, OHIO 





CINCINNATI 
MULTI-V BELTS 


New, improved type .. matched 
for Multi-V drives . . they are 
the same high quality as other 
Cincinnati Belts, and give the 
same outstanding service. 


Ask for new folder and prices. 


CINCINNATI 


TRANSMISSION BELTS 
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HYDRAULIC COLUMN 


News of interest to Centrifugal Pump Users 











With twelve 

different designs 

of abrasive handling pumps 
in the Morris 
Centrifugal Pump line, 
you are sure 

of an exactly 

suitable selection 

for your sand 

and gravel-handling 
requirements. 





These Morris designs 
range from 

a simple, low-cost 
sand pump 

with only three 
wearing parts, 

to high-head 
alloy-steel lined 
dredging pumps 
which have proven 
their wear-resisting 
and long-lasting 
qualities 

on the severest 
service. 





MEMBER 





q 





authoritative recommendations on 
y pumping or dredging problem, 
write to Morris Machine Works, Bald- 
winsville, N. Y. Representatives in 
principal localities. Export Office, 50 
Church St., New York. 


any 
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draulic additives, but should princi- 
pally consist of lime burned below the 
sintering limit. 

All hydraulic limes; at least 15 per 
cent. soluble acid constituents. Com 
pressive strengths at least 4 kilograms; 
flexural strength at least 5 kilograms 
per square centimeter. 

5. High hydraulic lime and Roman 
lime (Hochhydr. Kalk und Roman- 
kalk); more than 15 per cent. soluble 
acid constituents, does not disintegrate 
by addition of water, is therefore sup 
plied only ground. Compressive 
strength at least 80 kilograms, flexural 
strength at least 9 kilograms per square 
centimeter. 

In transition limes the behavior 
slaking and the strength are to be con 
sidered. 


in 


Forms of Lime 


a. Lump lime (Stéckkalk ); 


slaked lumpy burned lime. 


un 


b. Ground burned lime (Brannt 
kalk ); unslaked. 
c. Lime paste (Kalkbre:), lime 


dough (Kalkteig) sumped. 

d. Slaked lime (Loeschkalk), pow 
dery slaked lime, hydraulic lime (Ka/k 
Aydrat). 

A brand of lime is accordingly desig 
nated correctly only by indicating the 
kind of lime and the form of lime. The 
designation “sack lime” (Sackkalk) is 
prohibited. 


Kinds of Cement, Sintered or 
Fused: 


1. Portland (Portland ze- 
ment); intimate raw mixing, sintered, 
ground fine; not more than 5 per cent. 
MgO; not more than 2.5 per cent. SO,; 
maximum of 3 per cent. foreign sub 


stances as additives. 


cement 


Hydraulic modulus: 
CaO 
—— 1.7 


SiO, + Al,O, + Fe,O, 


2. Natural cement (Naturzement); 
no raw mixing, mostly foreign addi 
tives (blast-furnace slag). 

3. Iron Portland cement (Fisenport 
landzement); maximum of 30 per cent. 
blast-furnace slag, remainder Portland 
clinker. 

4. Blast-furnace cement (Hochofen 
zement); 31 to 85 per cent. blast-furnace 
slag, remainder Portland clinker. 

5. Alumina cement (fused cement) 
(Tonerdezement) (Schmelzzement); 





* Building limes standardized in DIN (Ger 
man Industrial Standard) 1060. 


* The strengths of the kinds of lime are 


determined after 28-day storage of the test 
specimens in damp air. 
* Portland cement, iron Portland cement, 


and blast furnace cement are standardized in 
DIN 1,164. Natural cement and alumina ce- 
ment are not standardized. 








35-50 per cent. CaO, 38-48 per cent. 
Al,O,, 3-10 per cent. SiO,, 1-18 per 
cent. Fe,O : 


Strengths of the standard cements in 
kilograms per square centimeter: 


Mortar 
trength after: 3 days 7 days 28 days 28 days 
water water mixed water 
storage storage storage storayc 
Cement: 
compressive 200 400 300 
flexural Is 30 5 
High-streneth 
cement: 
compressive 250 500 4100 
flexural 25 40) 3() 
The author points out that even 
though the building limes have been 


standardized, the uniform designations 
have not been generally accepted. The 
designation “lime” alone is insufficient. 
The subgroups of the kinds of lime are 
distinguished by their content of mag 
nesia and of acid constituents soluble 
in silicic acid. The Roman lime, for 
merly designated Roman cement, 1s 
classed with the limes because it 1s not 
sintered. The limes are arranged by 
their increasing content of silicate for 
mers. 

Cement strengths are not utilized 
fully in brick walls, for in mortars the 
aim is not to attain maximum strengths 
but to attain sufficient strengths. The 
designation of “‘cement-limes” for hy 
draulic and high hydraulic limes is no 
longer used to avoid confusion. 

The lime standard requires that the 
lime plant print one of the four pre 
scribed directions for use of lime mor 
tar on the lime sacks, which are as fol 
low Ss 

Mortar to be used at once. 

Mortar to be stored damp 12 hours. 

Mortar to be stored damp 24 hours. 

Mortar to be stored damp 48 hours. 


Tonindustrie-Zeitung (1940) vol. 64, 
no. 59, pp. 435-436. 


TRADE NOTES 


1940 Performance Data and Laboratory Re- 
ports is a new booklet just issued by Barber 
Greene Company, Aurora, Illinois. It is chiefly 
a report on four carefully separated central 
plant bituminous jobs applying the continuous 
production principle of the Barber - Greene 
mixer to the “higher type”’ bituminous mixes. 
Each plant was equipped with a Barber-Greene 
gradation control unit for separating and pro 
portioning three sizes of aggregate separately. 

A competent private laboratory was engaged 
to cover each job thoroughly, and federal, state, 
and city engineers were invited to witness 
each job in operation, take samples, and make 
analyses in their own laboratories. 

It will be of vital interest to all 
seriously engaged in specifying, producing or 
using the high type bituminous mixes. 


who are 


The Acme Equipment Company, Detroit 
dealer in new and used equipment for plant, 
pit and quarry has moved its office, warehouse 
and yard to 14507 Schaefer Highway. 
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LABOR DECISIONS 


Injunction 
Milk Wagon Drivers’ Union, Local 


No. 753, International Brotherhood of 
Teamsters, Chauffeurs, Stablemen and 
Helpers of America et al. v. Lak V al 
ley Farm Products, Inc., et al., decided 


by the United States Supreme Court, 


November 18, 1940: reported at 61 S 
Ct. 122 

A Circuit Court ot Appeals decision 
reviewed in this action held that thx 
picketing activities of the union in 
volved constituted a secondary boycott 
in violation of the Sherman Anti-Trust 
Act, and that for this reason the Federal 
District had jurisdiction to grant an in 
junction, regardless of the Norris-La 
Guardia Act, even though the case 
arose out of or involved a labor dispute. 

The Supreme Court reverses the de 
cision of the court below, holding that 
the Norris-La Guardia Act was passed 
specifically to curtail the equity juris 
diction of federal courts in the field 
of labor disputes, and that many of the 
injunctions which the Congress con 
sidered most objectionable were based 
upon complaints charging conspiracies 
to violate the Sherman Anti-Trust Act. 
“For us to hold, in the face of this le gis 
lation, that the federal courts have juris 
diction to grant injunctions in cases 
growing out of labor disputes, merely 
because alleged violations of the Sher 
man Act are involved, would run coun 
ter to the plain mandate of the act and 
would reverse the declared purpose of 
the Congress.” 


Interpretation 

Connecticut Importing Company v. 
Perkins, et al., decided by the U.S. Dis 
trict Court, District of Connecticut, 
October 4, 1940; reported at 35 Fed 
Supp. 415. 

This was an action brought by a 
wholesale liquor dealer for a declara 
tory judgment to determine whether o1 
not its employees are engaged in inte: 
state commerce as defined in the Fai 
Labor Standards Act of 1938. The 
plaintiff alleged that the Administrator 
ot the Wage and Hour Division of th 
Department of Labor, in Interpretativ: 
Bulletin No. 5, ruled that wholesalers 
purchasing goods from outside the state 
in commerce,” and that 
the plaintiff had been notified that it 
must comply with the Act. 

All of the defendants except the U. S. 
district attorney were dismissed from 
the suit—the Secretary of Labor and 
the Administrator on the ground that 


are “engaged 


they had not been served with process 
in the Court’s district, and certain state 
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1 , 
officers on the 


ground that they had no 
power to prosecute criminal actions for 
the United States. Concerning the Fed 
eral district attorney, the Court rules 
that he is a “high officer of the United 
States” and not bound by the Adminis 
trator’s interpretative bulletin, since it is 
his duty to enforce the law “according 
to his own. conscience and judgment 
and not by the opinions of others, even 
collaborators in the Federal service. 
Che case Was accordingly ordered dis 
missed unless the plaintiff should 
amend its complaint so as to show the 
existence of “threats” against it and 
an actual controversy with the district 
attorney. 








Propaganda 


National Labor Relations Board v. 
Ford Moto: Company, decided by the 
U. S. Circuit Court of Appeals, Sixth 
Circuit, October 8, 1940: reported at 
114 Fed. (2d) 905, 

The National Labor Relations Board. 
at the conclusion of proceedings in 
volving the Ford company, issued 
order that the company cease and desist 
trom discouraging membership in labor 
organizations or discriminating against 
union members, from threatening or in 
timidating union members distributing 
literature in the vicinity of the plant, 
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ng’ its employees by dis 
tatements or propaganda 
organizations, and from 
rtering with the right of 
tion of its employees. 


of the order command- 
oyer to cease distributing 
set aside by the Court 

be enforced. The Court 
nize a distinction found 
between the right of Mr. 
to express his labor 

s right to distribute litera 
such views to his em 
manner adopted.” “The 

1 opinion,” says the Court, 
alue if such opinion may 
ssed, and the right to ex 
little value if it may not 
ited to those immediately 
Nowhere in the Na 
Relations Act is there sanc 
vasion of the liberties guar 
| citizens by the First 


portions of the cease and 
ill be enforced. With 
rence to the intimidation 


bers distributing union 

the plant, the Court 
nditions prevalent during 
sit-down strikes” in 1937, 
the Ford company was 
cautions taken to protect 

seizure, either by em 
within, or by others from 
preparation made, how 
re than adequate,” and an 
n in the evidence) upon 
ho were ostensibly about 
distribute literature “was 
tor the safeguarding of 
t's property, nor was it 

union men.” 


Employee Representation 
Shi pbuilding Corporation, 
Vational Labor Relations 
1 by the U. S. Circuit 

ils, First Circuit, Octo 

ported at 114 Fed. (2d) 


mployee representation 
n in effect at one of the 
ints since 1923 was found 
il Labor Relations Board 
ited and interfered with 
ver, and the Board conse 
d that it be disestablished. 
r applied to another plant 
gh the representation plan 
tioned since 1937 because a 
he representatives had 
side union; the* order is 
his instance for the reason 
has never been disavowed 
I 


t 


yntended by the employer 
1 cease and desist order 
ference, domination, etc. ) 


might as a matter of law have been 
proper, the Board as a matter of law 
was in error in finding, as it did, that 
an affirmative order of disestablishment 
was necessary “to effectuate the policies 
of the Act and free the employees of the 
respondent from such domination and 
interference, and the effects thereof, 
which constitute a continuing obstacle 
to the exercise by the employees of the 
rights guaranteed them by the Act.” 
The Court cannot agree. “Within 
broad limits, it is for the Board, not for 
the courts, to draw the interence from 
the underlying facts as to what means 
of affirmative relief are necessary to 
undo the effects of an unfair labor prac- 
tice and to effectuate the policies of the 
Act.” The propriety of the disestablish 
ment order “has been settled by con 
trolling authority.” 

The General dody ol Employees’ 
Representation also asked a review ot 
the order, partly on the ground that it 
was improperly denied leave to inter 
vene in the complaint case. The Court 
holds that no legal error was committed, 
and that “it is not likely that any fur 
ther light could have been shed on the 
matters at issue, even had the General 
Body been admitted as a formal party, 
which status it could not demand as a 
matter of law.” 


. . 
Injunction 

Yellow Cab Operating Company v. 
Taxicab Drivers Local Union No. 889 
of Oklahoma City, et al., decided by the 
U.S. District Court, Western District of 
Oklahoma, October 18, 1940; reported 
at 35 Fed. Supp. 403. 

The employer in this case entered 
into a written contract with a union ol 
its drivers, and during the term of the 
contract the union notified the employer 
that employers other than drivers had 
joined the union and desired a contract. 
The proposed new contract was not 
signed, the union called a strike of the 
drivers, instituted a picket, and threat 
ened to picket certain hotels if they con- 
tinued to do business with the cab com 
pany. 

The Court (a Federal court hearing 
the case because of diversity of citizen 
ship) granted a permanent injunction 
restraining the union from continuing 
the picketing, holding that the Norris 
LaGuardia Anti-Injunction Act (29 
U.S.C.A., Sections 101 et seq.), which 
was intended to protect labor in the ex 
ercise of its rights as defined by the laws 
of the land, was not intended to de 
prive the courts of their inherent juris 
diction nor the right to issue an injunc 
tion where facts and circumstances jus 
tify injunctive relief in order to protect 
property rights. 

Under the circumstances of the case, 
including the continuance of the picket- 





ing after the company sold its taxicab 
business to a successor, the Court holds 
that the union’s action in keeping a 
member out of employment and on 
picket duty, was arbitrary “and so 
plainly evidenced malice and a desire to 
injure the plaintiff in its business and 
property rights that it does not rise to 
the dignity of a labor dispute, as that 
term is defined by the statute.” 

It is also held that the employer’s 
statement, when a wage increase was 
asked, that it was operating at a loss and 
that complying with the demand would 
entail further loss, did not justify the 
contention that the employer had re 
fused to bargain with the union. “An 
employer has the right to object to a 
proposition for increased wages for his 
employees, if the proposed schedule ot 
wages is beyond his financial ability to 
pay. 


Distributors 


National Labor Relations Board v. 
Henry Levaur, Inc., et al., decided by 
the U. S. Circuit Court of Appeals, First 
Circuit, October 25, 1940; reported at 
115 Fed. (2d) 105. 

The respondents in this case are dis 
tributors of automobiles, parts and 
equipment, and contented that they are 
not subject to the National Labor Rela 
tions Act because they are not engaged 
in interstate commerce and do not af 
fect such commerce. “They insist that 
their business is predominantly an in 
terstate retail business, that their inter 
state transactions are very small per 
centages of their total business, that they 
do not take ttle to the automobiles 
shipped in interstate commerce until 
they arrive within Rhode Island, and 
that they relinquish title to the pur 
chaser betore the car leaves the state. 
This, they claim, makes even their 
transactions with out-of-state vendors, 
and purchasers completely intrastate 
sales and removed from the regulatory 
power of Congress.” 

The Court, however, overrules thes« 
contentions and holds that the distrib 
utors are engaged in interstate com 
merce and that any stoppage of their 
business because of their unfair labor 
practices would obstruct or burden the 
free How of such commerce. Under de 
cided cases, “activities which when sep 
arately considered are intrastate may be 
come subject to the power of Congress 
when they have a close and substantial 
relation to interstate commerce”. : 
“it is not in the least significant that the 
sales are so made that title passes to the 
purchaser within Rhode Island. It has 
long been held that a sale involving in- 
terstate transportation is not removed 
from Congressional regulation because 
the sale itself is intrastate, either befor: 
or after the transportation” . . . ; and 
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“the fact that the interstate transactions 


of the respondents are only a small 


pel 
centage of the entire business of respon 
dents is not material since the test of 
applicability of the National Labor R: 
lations Act is not the percentage « 
business done but the effect on inter 


state commerce.” 


No Strife 


National Labor Relations Board 
Rath Packing Company. decided by the 
U. S. Circuit Court of Appeals, Eight! 
Circuit, October 31, 1940; reported at 
115 Fed. (2d) 217. 

In this review the Court sustains an 
order ol the National Labor Relations 
Board directing the respondent com 
pany to disestablish an Employees’ Rep 
resentative Council which the Board 
found to be controlled and dominated 
by the company. “The self-organiza 
tion of workers contemplated by the 
Act can be accomplished only in the 
exercise of their full freedom of asso 
ciation,” says the Court. “If they have 
been drawn into association dominated 
by the employer, their freedom fron 


such association must be restored 


11) 
order to enable them to exercise the 
full freedom of association guaranteed 


them by the Act. Where it appears that 


such restoration of full freedom ha: 


been hindered by the employer and had 
therefore not been effected, the Board 
is empowered to accomplish it by an 
order to cease and desist and to dis 
establish.” 

It was contended by the respondent 
that its acts, even if it be found that 11 
had engaged in unfair labor practices 
under the terms of the Act, did not in 
any way aflect interstate commerce 
The absence of strikes or labor troubl 
or labor disputes at the plant Was sald 
to refute the probability of interference 
with interstate commerce. But, says the 
Court, the jurisdiction ot the Labor 
Board was not dependent upon the ey 
istence of strife or turmoil in respon 
dent's plant. The Act declares that 
“protection by law of the right of em 
ployees to organize and bargain col 


lectively safeguards commerce from in 


jury ...and promotes the flow of com 
merce’ (Sec. 1(1)), and “the Board 
jurisdiction” (says the Court) “is not 
limited to cases in which actual ob 
struction of commerce through labor 
disputes, strikes or lockouts has mat 
rialized.” 


Procedure 

Saxton v. W.S. Askew Company, d 
cided by the U. S. District Court, 
Northern District of Georgia, Newman 
Division, November 4, 1940; reported 
at 35 Fed. Supp. 519. 

\s one of the means of securing en 
forcement and compliance with the Fair 
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Labor Standards Act of 1938, Congress 
imposed on the employer liability to the 
extent of unpaid wages and unpaid 
overtime compensation, and an addi 
tional equal amount as liquidated dam 
ages. It provided that action to recover 
liability to employee or employees may 
be maintained “by any one or more 
employees for and in behalf of himself 
or themselves and other employees 
similarly situated, or such employee or 


employees may designate an agent or 
representative to maintain such action 
for and in behalf of all employees simi 
larly situated” (29 U.S.C.A. Section 


216(b)). 





This case was a suit brought against 
oe] t=) 


by an employee to collect 


an employer 
unpaid wages and overtime compensa 
tion and liquidated damages “in his 
own behalf and in behalf of all the 
former and present employees” of the 
company. The Court construes this to 
require a determination only of the 
question of unpaid wages and overtime 
due the plaintiff, and not such a ques 
tion with respect to all former and past 
employees, unless any of them should 


intervene in the sutt \ motion for a 
bill of particulars, accordingly, is ck 
nied. 

“It seems a lair construction of the 
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TRACTION... 
NOT POWER ALONE 
/§ WHAT YOU NEED 


* 


THE WORK IS DONE? 


When there’s heavy work to do, TWO driving axles 
under the load are better than one. Use the 


THORNTO 


YOU SAVE MONEY! 


Take a truck of 114 to 3-tons original 
capacity and let us quickly and at 
low cost convert it to a husky unit 
of 30,000 lbs. or more gross vehicle 
weight capacity. 


FOUR-REAR- 


wie. DRIVE 


Two ratios, for power and speed, 
easily controlled by a lever in the 
cab. Walking-Beam Flexibility— 
Special spring construction keeps 
equal load on all four driving wheels 
—-Perfect balance between power and 
weight. 


THORNTON TANDEM CO. 


8701-8779 GRINNELL AVE. 


DETROIT, MICH. 


Manufacturers also of the THORNTON automatic-locking DIFFERENTIAL 
which gives traction when slippery going makes trucks equipped with ordinary 
differentials helpless. 


“When you need TRACTION you need THORNTON” 























with reference to the 
aid compensation, that 
ntention of Congress to 
he procedural and sub- 

class actions, and it 
it where under the Act 
one or more employees 
ind others similarly sit- 
violation of the statute, 
nd divergent rights to 
sult thereof, the action 
in any extent 
rmits any other employee 
ted to intervene therein, 
claim. .. . Fur- 
that in this 
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ressive in its perform- 
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kind of suit the one plaintiff alone 
could secure the adequate representa- 
tion of all the employees, to rights ac 
cruing over a period of some two years. 
The allegations of the petition do not 
present a true class action and it is ap 
parent that only those parties who are 
named and actually before the Court are 
involved. The action does not involve 
one single question of whether the law 
has been violated, but rather the vary- 
ing rights of the employees (past and 
present) of defendant because of viola 
tion.” 

The motion for bill of particulars as 
to the plaintiff named is overruled on 
the ground that “if in fact an employer 
within the terms of the Act, defendant 
has records which will give it all infor 
mation which cannot be obtained by dis- 
covery and interrogatories.” 


TRAFFIC 
llews Digest 


Marble and Granite—Docket No. 28278. 
Barre Forwarding Company et al. v. Mont 
pelier & Wells River et al. was dismissed. Rates 
on marble or granite blocks, from points in 
Vermont and Massachusetts to destination in 
Illinois, Indiana, Michigan, Minnesota, Missouri 
and Wisconsin, were found applicable and not 
unreasonable. The rates charged on “rough,” 
“dressed,” or “carved” blocks or had 
been and were class rates subject to ratings of 
22.5, 27.5, and 35 per cent., respectively, ot 





pieces 


the first-class rates. The commission stated 
that these ratings were found reasonable in 
Consolidated Stone Cases, 200 L.C.C. 65. It 


was said no evidence was introduced to show 
that the rates charged were relatively or per se 
unreasonable. The complainants contended 
that commodity rates applicable and 
sought reparation. 


were 


Reparation.—Although the subject matter ot 
this report is grain and grain products and is 
not directly concerned with the manufacture 
of crushed stone, sand and gravel, and allied 
products, the opinions expressed in the report 
should be of interest to all trafic managers. 
Charging that 6-per cent. interest on repara 
tion is excessive, based on changed conditions, 
and asserting that 4 per cent. would be ade 
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PERFORATED METAL SCREENS 


FOR SAND, GRAVEL 
STONE, ETC. 


Manufactured exactly to your 
specifications. 
Any size or style screen, in thick- 
ness of steel wanted with any size 
perforation desired. 


We can promptly duplicate your 
present screens at lowest prices. 
Prompt 
Shipment 


\ 


AG 


CHICAGO PERFORATING CO. 
2435 W. 241! PLACE 
‘Telephone CANAL 1459 


CHICAGO, ILL. 





quately compensatory, Commissioner Mahafhe, 
joined by Commissioner Alldredge, has par 
tially dissented from a report of the commis 
sion on further hearing in No. 23318, Auburn 
Mills et al. v. Chicago & Alton et al., embrac 
ing No. 23851, Beaver Dam Milling Company 
uv. same. 

The commission found in that report that 
reparation of $2,851.01, plus 6-per cent. inter 
est from the dates charges were paid, was duc 
the complainants on carloads of grain and 
grain products from points in Illinois, Kansas, 
Missouri, and Nebraska to Auburn, Beaver 
Dam, Bowling Green, and Glasgow, Kentucky, 
under findings in the prior report on recon 
sideration, 222 I.C.C. 495, and ordered pay- 
ment on or before March 20, 1941. The 
Louisville & Nashville and the Illinois Central 
were required to pay the required amounts of 
reparation plus the 6-per cent. to the com 
plainants. 

In dissenting from the findings of the ma 
jority in providing for interest at 6 per cent. 
per annum from the dates charges were paid, 
Commissioner Mahaffie asserted that originally 
the use of that rate of interest was based on, 
and probably justified by, the general use-valuc 
of money rather than the exact cost of money 
to the individual complainant. He said that 
more recently the use of the same interest rate 
had been a matter of precedent rather than the 
general use-value of money. In the meantime, 
he added, interest rates had greatly decreased. 

“In my opinion, following this precedent 
without regard to changed conditions has re 
sulted, and is resulting here, in the use of an 
excessive rate of interest,’ said the commis 
“This is equivalent to an award of 
damages.” 

Commissioner Mahafhe, citing City of Dan 
ville v. Chesapeake & Ohio, 34 Fed. Supp. 620, 
said the court considered the question of the 
proper rate of interest to be included in a 
judgment in a suit on which the commission's 


sioner. 
punitive 


order awarding reparation. The judgment 
entered there, he said, used a rate of 4 pet 
cent. per anum from the date on which the 


commission ordered reparation paid to the dat 
of judgment. He added that this finding was 
based on the preliminary finding that a 4-per 
cent. interest rate would adequately compensate 
shippers for damages sustained by them. 
Commissioner Mahafhe pointed out that the 
shipments involved moved between July 6, 
1928 and December 14, 1931, and said that 
in his judgment a rate of 4 per cent. would 
adequately compensate the complainants for 
their actual damages. Commissioners Lee and 
Patterson did 


not participate in the report. 

Sand and Gravel—Examiner C. E. Stiles 
held a hearing at Chicago, February on 
fourth-section application No. 18,500, sand, 


crushed stone, and gravel to Valparaiso, In 
diana, at which the applicant railroads testified 
In support of a present rate of 66 cents a ton 
on sand, crushed stone, and gravel from cities 
in the Chicago area, including Joliet, Lehigh 
and Plainfield, Illinois, to Valparaiso. F. V 
Slocum, attorney for the Grand Trunk System. 
said the Illinois producers had obtained the 66 
cent rate in 1939 in another fourth-section case 
based on the competition of Indiana truck op 
erators and producers in Michigan using their 
own lake vessels. He said lake-truck shipments 
to Valparaiso took a rate of approximately &5 
ton, and the railroads continued 
need the 66-cent rate to move the traffic. 
However, it indicated by Examiner 
Stiles that the application would not settle the 
problem as the petitioners had asked for an 
extension only until June 20. 


the applicants that the competitive situation 


cents a to 


was 


It was said by 


was likely to change at any time and that by 
June 20 the Illinois producers might require 
another rate. The matter was discussed by the 
applicants with the examiner and L. A. Behrle, 
general trafic manager, Chicago Gravel Com 


Pit and Quarry 




















pany, who appeared in support of the apy 
tion. After this discussion the applicants asked 
that the petition be amended so that per 
nent relief would be granted. They said tl 
would probably publish tariffs with expiratior 
dates as of June 20, but would change t 
dates to become effective later if it became ¢ 
tain that the compétitive situation had _ not 
changed. 

Motor P) pe sed Reports M( LOL¢ 
Pembroke, Virginia. Omar M. Collins, Frank 
B. Collins and Burnett K. Garman, d.b 


Collins and Garman, common-carrier a T 
tion. Joint board 245. Certificate recon nded 
Cinders from Glen Lyn, Virginia, to point 


Monroe and Summers counties, West Virgini 
crushed stone from points in Giles Count 
Virginia, and marl from Narrows, Virginia, t 
points in Monroe county and in specified part 


ot Mercer and Summers Counties, West \ 
vinmia, over irregular rout 

M¢ 74486. Taunton, Massachusetts. Sub 
No. I, Joseph S. Rose, d.b.a. McCabe Sand & 
Gravel Company, extension to Rhode Island 
Joint board 18. Denial of certificate proposed 
Lime, cement brick, ready-mixed ncret 
bituminous concrete, sand, gravel, crushe¢ 


stone, and clay drain pipe between Taunt 
Massachusetts, and points within 
radius thereof 


on the one hand, and point 
Rhode Island within a radius of 
Taunton on the other. 


Central Freight Association 
Docket 


Docket 65450 (Shipper’s proposa Li 
tone, ground or pulverized, carload, mini 
weight 60,000 pounds. Establish on shipment 


trom Hillsville, Wallford, and Shaw Junctior 
Pennsylvania, to Prenter, West Virginia, a rat 


—_ 


of 92./U0 per net ton 
Docket 65453 (Shipper’s proposal Ston 
(crushed), crushed-stone screenings, agric 


tural limestone (unburned), agricultura 
stone screenings in bulk, in open-top car 
load, minimum weight 90 per cent. of 1 


marked capacity of the car, except that wl 
the car 1s loaded to its full cubical or visib 


capacity, the actual weight will appl Estal 
lish on shipments from McVitt Ohi to 
Canton and Valley Junction, Ohi t 
S1.58 per net ton 

Docket 65507 (Shipper’s props Ston 
fluxing, furnace or foundry, melting or refrac 
tory (unburned) in bulk, carload. Establish 
on shipments from Durbin, Ohio, to Hamilt 
Ohio, a rate of 88 cents per gross ton 

Docket 65624 (Carrier’s proposa ( 
peciic commodity rates on lime from Mitcl 
Murdock and Salem, Indiana, to point n 
C.F.A., S.F.A., S.W.F.B., T.C.F.B., and W.T.I 
territories, except that rates from Sale In 
diana, to Barton, Wisconsin, Cincinnati, Ohi 


] 


ind Indiana destinations are to 

ct. Classification basis to app! 

Docket 65654 (Carrier’s proposal W 
ing, carload, minimum weight 40,00 
Cancel all commodity rat a publ 
Items, Numbers 4221 to 4250 A, in 
Supplement 29, C.F.A.I Tariff LOSW, w 


} 


rates apply trom Bay City and Midland. Micl 


in, to Charleston, West Virginia. group. | 
talo, New York, Detroit, Michig | 
Sandusky, Leavittsburg, Perry, Barberton, O} 
tc., to various destinations in Extended Z 
C territory in Wisconsin and also to W.7 


‘Northwest’ territory, Class 25, mini 


OOO pounds to apply. 


Docket 65705 (Shipper’s proposal » 
(except blast, core, engine, filter, fire 
nace, foundry, glass, grinding o1 
loam, molding or silica) and grav in 


top cars, carload. Established on 

from Robinson, Pennsylvania, to point 
Ohio and Pennsvlvania. rates as she 
Exhibit C attached. 


March, 19417 









New Holland 
Screens with 
“Circle Throw” 

action have 

mode rnized 
grading by in- 

creasing capac- 
ityanduni- 
formity. Above 

is shown the 

Extra Heavy 
Duty Vibrating 
; avail- 

ablein full 
range of sizes 

one to three 
decks 





























New Holland 
Roll Crusher 
has patented 
pulsating 
feeder that 
doubles capa- 
city. Rib shell 
construc- 
tion increases 
angle of grip 
and reduces 
dust. All 
Standard sizes 

capaci- 
ties up to 100 
tons per hour. 






































Send for Bulletins 


New Holland 
Pennsylvania 


NEW HOLLAND 
MACHINE CO. 






















Don't Overlook 
3-Point Suspension- 


Extra power on the curves and 
grades because of Plymouth's 
side- and cross-equalized, 
3-point spring suspension. 
























Look For 
Accessibility! 


There, the Plymouth scores 
mighty high. You can reach 
any major part without re- 
moving any other major part. 


Buy your next locomotive BY PRESCRIPTION! 


Let Plymouth engineers prescribe the right loco- 
motive for your requirements. Ask them to show 
how much you'll save. For real help on your loco- 


motive problems, write . . 


PLYMOUTH LOCOMOTIVE WORKS 


DIVISION OF iITHE FATE-ROOT-HEATH CO., PLYMOUTH, OHIO 


yuoulte Industrial Locomotives 
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Shipper’s proposal).—Sand, Docket 18878.—Filed by W. S. Curlett, re 


1} 


|, in open-top cars, car- questing fourth-section relief to establish rates 
n shipments from Overpeck on masonry cement mortar, cement, or dry 
1 rate of $1.49 per net ton. building mortar, carloads, from Grove, Mary- 


land, to points in the South to meet carrier 


Fourth-Section Applications: competition. Schedules filed containing pro- 
Filed by Roy Pope, request posed rates are W. S. Curlett I.C.C. A626, an 
ier ee ee Supplement 14. 





ief to establish rates on be ' 
Si aati seidicaaiiaies eeeieitenl tae Docket 18880.—Filed by R. A. Sperry, re 
: selene ‘Winetlh Minueine questing fourth-section relief to establish rates 


on sand, carloads, from Attica, Indiana to b . 
Taylorville, Illinois, to meet wayside-pit com © Automatic Pick-up 
petition. 

Docket 18890.—Filed by J. R. Peel, request 


\labama, to Harriman, 
routes being the grounds 
Continually improving its line by building 


. reer “ lief t tablist , models to meet new conditions, Dempster 
ng frourth-secio reue ( StaDlisn rate n 
—— ow - a ‘ tea srothers, Inc., has just announced its new 


cement and _ related articles, carloads, from Model “AP” (Automatic Pickup) unit. 
points in Arkansas; Kansas; Missouri; Okla W 
Re eee Mdiea es Pete Baw ith the standard Dempster-Dumpster 
“MAS; € ’ olorado;s was ot. oe 
atl ‘ Ilinoi 1s Nebrask ; equipment, as well as with competitive equip 
5 : yerior -bras . ( j 
ee a oe ne oe ment on the market of a similar nature, it 1s 
points in Oklahoma and Texas to meet market 5 ; r: 
3 ‘ : : necessary that some form of lifting chains 
competition. Schedules filed containing pro- ; 
a IR. Pecl’s LC.C. 3204, Suppl which are permanently attached to the hoist 
yosed rates are J. R. Peel’s 1.C.C. 3204, Supple- 
ote 71) 3030 the sath 39. 3342 tir ing mechanism be attached to each loaded 
gh — : pA ue container in order to pick it up, and detached 


Lod , y . re . 
me , 3131 Supp ‘nt 14, and L. FE. Kipp 
nent 7, 3131 Supplement = ims from that container when placed back on the 
ground after the load has been discharged and 


1LC.C. A—3177, Supplement 11. 
Yocket 18903.—Filed by L. E. Kipp, re- . 
Docket | — PI . the empty container is returned to the originat 

ing point. 





) 


ed by B. T. Jones, re- 
lief to establish rates 
mortar, cement or dry 
rloads, from points in cen- 
nts in Michigan and Wis- 
rier competition and to 


questing fourth-section relief to establish rates 
on cement, in carloads, from points in Kansas However, with the new Model “AP” unit, 
and Dewey, Oklahoma, to points in Indiana . ; ; : oe 

; this labor has been eliminated entirely. Thx 


and Ohio, circuitous routes being the grounds 


. “spp automatic pickup is similar to the action of a 
for relief. 


fork lift truck. 


it new Haiss Loaders 


rubber tires—3 and 5 yards Fourth-Section Orders: 





will load trucks from ' oo 
ee ee Docket 13981 (Supplemental). — Crushed Excavator 
stocK-plles t Mi- | " . - a2 . - 
: ‘ : . | stone to Sewalls Point, Virginia. Application A new, lightweight 34-cubic-yard con 
rock low cost. 18640. Letter from A.C.L. R. R. stating that vertible shovel-dragline-crane, Model 75, is an 
Ask for Bul- ae i a “a o to long-and nounced by Link-Belt Speeder Corporation, 
letins 75 W | short-haul provision of Section 4 and that no Chicago, as a companion to its LS-85 heavy- 
d 80 W further relief is necessary. Fourth-Section Or duty %4-cubic-yard machine 
- der 13981 entered September 26, 1940, in : 
\cgaastac aap scoemne=a cies aie All-welded steel construction has replaced 
fourth-section application 18640 vacated and castings in the new “75”. The power plant is 


set aside, and fourth-section application 18640 
denied. Effective March 3, 1941. 


1. heavv-dutv gasoline or Diesel engine with 





WRITE. WIRE OR TELEPHONE 





M Co., Inc., 142nd St. & RiderAve., New York 


Who. for nearly half a century, have created 
und sold none but equipment of demonstrable ; 
superiority in design and manufacture. - -- 


Portable Conveyors—Clamshell Buckets 








| 


smooth-running roller chaindrive. Alloy steel 
machine-cut spur gears drive the reverse and 
drum shafts. These turn in heavy bronz 


bearings. 

External band clutches enable the operator 
to “feel” the load at all times. This sensitivity, 
plus external band brakes operated by automo 
tive type pedals, is said to result in perfect con 
trol of the load and the greatest accuracy in 
placement. All brake bands are instantly ac 
cessible for adjustment and can be removed 
easily for re-lining. 

A large-diameter turntable and long, wick 
crawlers give the Model “75” extra stability 
on slopes and in heavy digging. The turn 


table is made of alloy steel with internal gear. 

W. Ss. Tyler \ roller path machined on a bevel permits the 

use of large, wide-faced conical rollers that re- 

TONNAGES Company volve without slippage. Upper and lower 
OF ROCK CLEVELAND, OHIO, U. S. A. 


frames are connected by a heavy alloy steel 
center quill with large adjusting nut. 





Pit and Quarry 





















The new lightweight convertible excavator. 


\ three-piece traction shaft driven by full 


enclosed alloy steel bevel gears transmits full 


power to the crawlers by means of heavy, heat 


treated roller chains. 


Crawler shoes are abrasion-resisting, 
clogging, lug driven, with close 


insure smooth action. 


non 
pin centers to 
Added stability results 


from using double-faced track rollers, increas 


ing the effective crawler width. 
ment is provided at both ends to 
fect alignment and tension. 


naintain per 


Controls operated from within the cab pe 
nit steering in both directions, either 
cab and lower base. A positive traction lock 
controlled from the cab and engaging in thr 
positions, prevents movement of the crawle! 
while working, eliminating 
chocks or blocking. 


@ Apron Feeder 


Illustrated are two views of the new Robin 


Oro apron feeder recently introduced by th 


Robins Conveying Belt Company. It is de 


signed and constructed for especiall heav\ 


duty service to efficiently handle large tonnages 


of material at high capacities. All wearing 
parts are made of a superior grade of manga 
nese steel. 

The outstanding features of this feeder ar 
indicated on the cross-section picture. Amplk 


supporting rollers are grouped at the loading 


point to absorb terrific loading shocks. Th 
feeders are compact units requiring little hea 
room. They can be installed either in a hos 
zontal position or, under average condition 
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Two views of the apron feeder. 
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Trac k adju st 


gradua 
bas 
or sharp, regardless of the relative position of 


an necessit to 
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SIMPLICITY 


GYRATINGLSCREENS 


MSDN LE 


POSITIVE 
ACTION 


PERFECT 
BALANCE 


SIMPLICITY ENGINEERING COMPANY 
DURAND, MICHIGAN 





Simplicity engineers have pioneered and developed 
many important features in screening equipment— 
and offer the latest advanced design in Simplicity 
Gyrating Screens in all standard sizes in single, 
double and triple deck. See this equipment at 
your neighbor’s plant or write for full information. 


me, 


- and there is PLENTY OF SPIRAL 
HAT spiral lap welded seam reinforces each length of 

a Taylor Spiral Pipe from end to end—dgives it strength 
beyond that of any pipe of its weight. In Taylor Pipe the pitch 
of the spiral is carefully selected for each group of sizes to 


| — give the proper structural strength for the given pipe diame- 
> ter, as shown above. 
— This stronger but lighter pipe can cut your costs. There is a 
s type of joint—a type of protective coating—a size and gauge 
4 —for every service where a light walled pipe is used. 
TAYLOR FORGE & PIPE WORKS 
fe General Offices and Works: Chicago, P. O. Box 485 


& New York Office: 50 Church Street 
a Philadelphia Office: Broad Street Station Bldg. 
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FARREL 
BACON 


CRUSHERS 


designed and 
equip; ncluding Screens, Elevators 








Complete plants 






























»nveyors. Machinery for Mines 
k Quarries, Sand and Gravel 
Engineering Service 





EARLE C. BACON, Inc. 


17 Jehn St. New York, N. Y. 














REPLACE WITH 


“Indian Brand 
MANGANESE STEEL 


LONG LIFE 
ABRASION 
RESISTING PARTS 


FOR 
QUARRY, ROAD, 
DREDGING, 


AND 


MINING MACHINERY 


The Frog, Switch 
& Mfg. Co. carListe, PA. 


ESTABLISHED 1881 





quickly when a change of site is necessary. 





A portable concrete-mixing plant known as the Mixermobile being manufactured by the 

Mixermobile Sales Company, Los Angeles, mixes and elevates concrete right on the job. As 

the above view indicates, the unit is mounted compactly on a truck and can be moved 

Trucks discharge dry material to a loading skip, 

a 2-cubic yard mixer produces the concrete and a hoist bucket dumps into a hopper on the 
tower for loading concrete buggies or agitator trucks. 





inclined up to 16 degrees. They are made in 
various lengths to suit installation requirements 
and in different pitches. 

The small feeder requires only | 
power and handles 92 t.p.h. of 
to 9-anch lumps. The largest handles 
t.p.h. of from 29- to 45-inch lumps and _ re 
quires 20 horsepower. Both these capacities 
are based on material weighing 150 pounds 
per cubic foot and feet per 
minute. 


hors« 
from 5 
1800 


a speed of 10 


®@ Locomotive 


The H. K. Porter Company, Inc., Pittsburgh, 
has just completed a new steam locomotive 
which embodies several design and construc- 
tion improvements over existing equipment. 
The new locomotive is ideal for switching and 
general plant use. 

Designed for use on 30-inch 
standard gauge, the new locomotive is 
4 inches wide, 
feet 10 inches long from bumper to bumper. 


track up to 
7 feet 
si 


a tractive force of 26,000 pounds. 








The improved Century totally-enclosed fan- 
cooled motors provide necessary protec- 
tion where the air is foggy with metal- 
cutting solutions or where there are ab- 
normal quantities of abrasive and other 
dusts in the atmosphere that would or- 
dinarily injure or clog the windings of a 
general purpose open motor. A generous 
quantity of cooling air is forced through 
the large air passages by the non-sparking 
fan, causing a cooler motor with cleaner 
air passages, 


10 feet 6 inches high and 22 | 





Four 42-inch drive wheels, connected, provide | 


Frames are of heavy slab steel, thoroughly 
insure ruggedness and _ pertect 
alignment. Slab steel bumpers are provided 
at front and rear, and boiler 1s well secured 
to frames, allowing freedom for expansion and 
contraction. The cab 1s constructed of sheet 
with clear wire glass windows at rear, 
windows with steel cash, vertically 
telescoped. Total weight of the locomotive, 
in working order, is 118,000 pounds. 


TRI-VIBE 
* * 


annealed to 


stec l, 


and _ side 


for 


DEFENSE 











against the high cost 
of Fine Mesh Screening 


because, LEAHY 
Type C No-Blind Vibrating Screen, equipped 


size for size, the 
with TRI-VIBE, gives greater capacity .. . 


and conversely, you can produce a given 
tonnage of uniform fine-mesh material with 
a shorter. less costly LEAHY Screen. Write 


for Bulletin No. 14 H. 


The Deister Concentrator Company 
The Deister Co 
1906 


Original 


Est 
911 Glasgow Ave., Fort Wayne, Ind 
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® Drill 


The Keystone Driller Company of Beaver 
Falls, Pennsylvania, adheres to a combination 
of welding and riveting in the structural fram 


ing of its new crawler-mounted Model 51 
blast-hole drill. 






The problem of perpetual shock, which 
must be dealt with in the design of a blast 


Removing 1000 to 1200 cu. yds., of hard seamy rock = 
per day with 2 Schramm Diesel Engine Driven Port- j 
able Air Compressors and 2 Cleveland Wagon Drills hea 
Cut 70 ft. deep. 140,000 cu. yds. being removed Sed 


SCHRAMM COMPRESSORS are the 
CHOICE of CONTRACTORS 
* START EASILY AND QUICKLY. = & EASY TO SERVICE. aul adjustments 


Built-in Electric Starting on all models are accessible. 
from 20 to 420 cu. ft. sizes, both Gaso- 


line and Diesel Engine driven. * MANY YEARS SERVICE. Pressure 
+ EASY TO MOVE. Light weight and lubrication to all bearings reduces 


; wear and tear 
compact design using modern engines 
and compressors make moving easy 


and inexpensive. * COST NO MORE TO BUY. 


WEST CHESTER, PA. 
m DEALERS IN PRINCIPAL CITIES 














Crawler-mounted blast-hole drill. 


hole borer, is met in this unit by the usé 
large, short span shafting and anti-friction 
bearings of ball or roller types: by tran 
mitting power to the drilling crank through 
a heavy, shock-neutralizing, multi-cord belt | 
and by a perfected system of masthead shock 
absorption, the principal features of which ar¢ 
a dual-spring cushion under the crown pulle 

of such capacity as to preclude breakage 





deterioration in service, and a hydraulic r Kiln Ends have a way of burning 
coil cylinder, the whole device being covered | OUt Most unexpectedly. Such acci- 
by Keystone patents. dents are not only frequent and 


rhe aon , widespread but costly. 

_ The machine incorporates the long accepted | Qperators suffer heavy losses from 
er ee LRN Be motion and | shutdowns, repairs and crippled 
stroke adjustment, a power derrick-raising dé production . . . except in mills that 


vice and pantograph tool-guide. It is mounted have installed PYRASTEEL Kiln 
on full crawlers which are independentl Ends 


driven and reversed for convenient steering 
It has sufficient stability to be moved over ordi 
nary terrain with derrick erected. The full 
height of the derrick is 38 feet; and it ma 


le - of} e : 
be telescoped for operation at a height insuring uninterrupted kiln out- 
24 ft. 4% inches. put 


The drill weighs 18,200 pounds; ground Write for Bulletin on this Heat-Resisting Alloy 


pressure is 7 pounds to the square inch . ' : ' 
+ tte (SHICAGO STEEL |}(OUNDRY (FOMPANY 


A new development in hauling equipment 
in the form of an all-steel arc-welded hopper 
type semi-trailer was announced recently b 
f for hist 


the Landis Steel Construction Company of 





These last for years, instead of 
months or weeks. They pay divi- 
dends in extra economies by saving 
fuel, reducing maintenance, and 





Segments easy 
to assemble or 
replace. 





PYRASTEEL | cmesco — AVANSTEE 


of Alloy Steel for 30 Years for streneth 


March, 1941 


















































all welding was done with shielded are equip- 
ment supplied by the Lincoln Electric Com- 
pany of Cleveland. 

Welded construction in heavy excavating 
and earth-moving equipment is now standard 
with many manufacturers. This method is 
said to provide increased carrying capacity 
through maximum strength for least weight 
and of particular advantage, according to users, 
is the absence of projections on inner surfacc 
This eliminates clogging and assures clean 
dumping of gravity-unloading equipment. 

The new Landis trailer hauls 30 tons of 
gravel and the door openings in the hoppers 
are controlled directly from the cab of the 
truck. The two hopper doors may be oper 





Two of the all-welded trailers. ated simultaneously or individually. 
Chis unit, two of which transporting and dumping of gravel. Of are @ Dust Filter 
ition in the above view, welded construction, these trailers have hop 
ily for efficient loading, pers fabricated of 8-gage Mayari-R steel and The W. W. Sly Manufacturing Co. an 





nounces an improved model of its Econom 
dust filter—a simple, inexpensive unit used 


as an auxuliary to larger filters, or with indi 
vidual machines requiring exhausting, such a: 
grinders. Mounted on a platform with rubber 
tired casters, the filter is readily portable, and 
is easily moved. Very little space is required 
as the exhaust fan is mounted on the filter 


The unit is also supplied unmounted, and can 
be placed on the floor, against a wall, or sus 
pended overhead. 


Handling 1000 cubic feet of air per minute, 
the filter is shipped completely assembled, in 
cluding a 3 horsepower motor. The filter 
contains special cloth bags which thoroughly 
clean the dust-laden air. The bags are shaken 
by means of shaker handle on right side ot 
exterior to remove any clinging dust. 


Rizor Replaces Steward 


The Marion Steam Shovel Company an 
nounces the appointment of D. E. Rizor a 
manager of the Chicago district to replace John 
L. Steward, resigned. 


Moves to Newport 





The Federal Alloy Block Company has 
moved across the river from Cincinnati to 
Here's an engine that attacks your power costs from these four angles: Newport, Kentucky. 


@ CONVERTIBLE .. . lets you use the lowest-cost fuel available in your location, 
hether it be Diesel fuel oil or natural gas. No horsepower loss in conversion. 


@ ECONOMICAL . .. burns fuel so efficiently that no other type of prime mover 





match it for economical power production. O 
@ DEPENDABLE . . . built with extra-rugged Diesel sturdiness in every piece and Se 
part, to last many long years, without failure. i 
\ 
@ SELF-SUPPORTING ... pays for ‘itself as it goes, and soon begins earning a 
fits above and beyond its costs. c 
~S 
\ @ 
Oo x 
ol YQ 2 
, , » 
IN 5, 6, 7, and 8 CYLINDERS . ‘on ZX 
NG FROM 300 TO 900 HP xe & w 
wer needs are between 300 and 900 hp, O Pi «S 
pon and we'll send you the JS bulletin OC LV 





without obligation. 





Due to the demand for the 18-inch Telsmith 
Intercone crusher during the past several 


ra years, it was recently decided to in 
COOPER-BESSEMER this line of caladiied ‘adie he alien a 
larger size. Smith Engineering Works, Mil- 
Type iS) ENGINES waukee, now has a 28-inch Intercone siidiees 





i vertible Gas s to offer the producer whose demands call 

> for larger volume capacity but still keeping 

or Diesel his initial investment in the lower price 
brackets. 
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@ Compressor 


Clark Brothers Company, Inc. of Olean, New 
York, announces a new horizontal compressor 
for air or gas which will handle pressures uy 
to 15,000 pounds per square inch. The new 
unit is small, compact and adaptable to an 
type of drive. The company also offers high 
ressure Compressors in other size 
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Sharp Bits Make More Hole, (Bulletin 111 


| pages. Alloy Steel & Metals Company, Lo 
(Angele 

W here and Why to Pump Your Concret 
with Pumpcrete, (Bulletin 382 24 pag 


Chain Belt Company, Milwauke« 

Robins Oro Manganese Steel Apron Feedei 
(Bulletin 112) pages. Robins Con ing 
Belt Company, Passaic, New Jers« 

New Push -Button Stations, (Bulletin 34¢ 
+ pages. Manual Motor Starting Switch, (Bu 
letin 223C) } pages. General Electric Con 
pany, Schenectady, New York 

Akins Classifiers, (Bulletin 24HA 
pages. Colorado Iron Works, Dens 

Low Cost Material Handling with B-G ¢ 
veyors. | pages. Barber-Greene Compan 
Aurora, Illinois. 

LeTourneau Earth-Moving Equipment 
194] 24 pages. R. G. LeTourneat ar 
Peoria, Illinois. 

Hendrick Screens for Sizing and Dewat 
ing. 8 pages. Hendrick Manufacturing ¢ 
pany, Carbondale, Pennsylvania 

Century Totally Enclosed Fan Cooled Squt 
rel Cage Induction Motors. 4 pa Centur 
Electric Company, St. Louis. 


Hercules Power Units. 76 pas Hercul 


Motors Corporation, Canton, Ohio 
Rotor-Lift Portable Crushing and Screenin 


Plants, (Bulletin D-41-G). 12 pages. Dia 
mond Iron Works, Inc., Minneapolis 
The Johns Conveyor .. . the Pipe Line 


that Moves. 8 pages. Osborn Manufacturing 
Company, Cleveland. 

Now You Can Make Your Own Brick with 
the Little Dave Brickmaker. 4 pages. R. | 
Reed Company, Three Rivers, Michigan 





Book Reviews 











SABOTAGE AND How tro Guarp AcainNstr It 
by Harry Desmond Farren. Published by the 
National Foremen’s Institute, Inc., New York 
60 pages. Price $1.00. 


With “all aid to Britain” striding toward 


what jingoists feel is physical participation, and 


what others hope will remain as ‘“‘material”’ aid, 


the saboteur looms a sinister figure against th 
background our industrial and social lives 

In a tempo that never lets down, the author 
portrays the operations of saboteur during 
World War I. He highlights the sabotage cas 
during World War II. Meticulously he book 
reveals the machinations of the Nazi sabotas 
network, as directed by the Auslands organiza 
tion. You begin to see what happened t 
France: why Winston Churchill rounded up al 
suspected subverters. The author states in fact 
that we are at war with Hitler, by supplying 
Britain’s needs. He predicts Axi iboteur 
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have already received “total war’ orders against 
\merican industries. 

The book comes off the presses at a time 
vhen the President, cognizant of the threat, 
is taken steps to thwart it through legislation; 
when the Dies Committee “white papers” say 
that 300,000 suspected subverters are at large; 
hen 1,500 men have been added to ] Edgat 
Hoover's F.B.I. 

Che book is not alarmist literature. Although 
intended tor industrial workers, it will be, and 
hould be, yin by all Americans who hav 


MOUIG 


} 


their count: good at heart. 


Wace DetrerMINATION, by John W. Riegel 
Published by The University of Michigan Press, 
Ann Arbor. 138 pages. Price $1.00. 

\ vast increase in industrial production to 
neet the needs for national defense is already 


under wa Because this development has 
ome suddenly, business is faced with the chal 
enge of making the transition as smoothly a 
possibl In the past, periods of very rapid 
industrial expansion have been accompanied 


by distorted wage structures and wasteful strife 
ver Wage questions. Many of these difficul 
ties can be avoided now by sound and effective 
wage administration. 

The executive seeking a guide to wage pol 
icy and wage adjustment will find this report 
»f the University of Michigan Bureau of Indus 
rial Relations an invaluable source. Based on 


urve of the methods used by leading indu: 
trial and commercial concerns, it presents spe 
cific, practical methods of wage determination. 
Among the subjects included are 


Wage sur\ 
rates for key jobs; job evaluation; occupation 


determination of standard 
. : 

inalysis; valuation of services by the grading 

nethod; construction of wage scales; rating 

plans; and, compensating the individual em- 
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For LOW COST 


LARGE PRODUCTION 


FREE—White for 


ur 16-page (Catalog and Specifications 





Bronze or Roller 
Bearing 


JAW 
CRUSHERS 


Heavy Armor plate 
steel or cast steel 
Constructed 
Large capacity 
Small power 
Requirements 











STHAIGHT LINE ROCK AND GRAVEL 
CRUSHING AND SCREENING PLANTS 





LIMESTONE PULVERIZERS 


Stationary 
or Portable 
Adjustable 


Crushes 
Large Stone 
to 2” minus 
Down to 
Agricultural 
Dust 














Built In 
(8 Sizes) 


GRUENDLER CRUSHER & PULVERIZER CO. 
2915-21 N. Market St., St. Louis, Mo. 
















TRADE MARK 


REGISTERED VU. S. PATENT OFFICE 


to now. 


other good features of design. 


What makes a good blast hele 
drill? We print a booklet that 
tells the answer. It will interest 
you, make money for you. Ask 
for il 


KEYSTONE DRILLER COMPANY 


Beaver Falls, Pa. 





BLAST HOLE DRILL 


Is a new and better answer to one tough prob- / 
lem of quarry operators and rock cutting con- /} 
tractors. / 


It is a night-and-day rock fighter with more t 
built-in power, shock endurance and work-wis- y 


dom than you have ever seen in a well drill up 


It has a welded and riveted steel frame, bigge: 
shafts and bearings, distinctive tool-guide, power 
derrick-raiser, mast-head shock absor ption, Key- 
stone spudding system and stroke adjustment, \ 
dependable traction with convenient indepen- 
dent crawler control for easy steering and many 
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SPROCKET 
: RIMS 


MANGANESE STEEL 
RENEWABLE 


a err 


10se worn drive sprockets 
h renewable Alloy -Mangan- 
el rims. Heat-treated for 
y service with just the right 
jhness to guard from break- 
For Caterpillar Tractors. 
tock shipments. Easily welded. 


Mfrs. of PACIFIC JAW CRUSHERS 
Alloy-Manganese Steel CRUSHER 
. JAWS and MILL LINERS e¢ PACIFIC 


SLUSHING SCRAPERS and SHEAVE 
1862 E. 55TH ST., LOS ANGELES, CALIF. BLOCKS + PACIFIC ROCK BIT 


GRINDERS « CRAWLER SHOES and 
dependable Machinery Wearing Parts 


Give Longer Lije to Tractor Sprockets 
as A  - 


~ ROLLED STEEL CONSTRUCTION 
. for GREATER STRENGTH and SPEED 








; 


' 


Lower Head Room 
L-O0-N-G-E-R R-E-A-C-H 
Welded Construction insures longer 
wear-—less breakage.Cutting down un- 
necessary weight means faster work 
—more yardage. Williams sheave 
arrangement keeps leads straight, 
less friction and fraying—longer cable 
life. Sheaves protected against 
contact with bucket load, open end 
sheave block prevents clogging. 


Bulletin describing each type of 
Williams Bucket FREE on request. 


Prompt deliveries and service through nation-wide distributors. 


THE WELLMAN ENGINEERING CO., 7014 Central Ave., Cleveland, Ohio 


WILLIAMS Zuckets 


built by WELLMAN 
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CONCRETE FACTS.... 


You can get top production of High 
Quality Concrete Bricks at a better 
profit with a J&C Machine. 


oe ee Pe, 
The Model “A” unit makes upward of 3000 brick 
per hour, the Model “C”’ upward of 1500 brick 
per hour. Write for folder and information. 


J&C machines have been in use for a third 
of a century. Owners report original 
machines still producing after 25 years 
of service. 


Built to last, they will pay for themselves 
many times over before they are worn out. 
Maintenance and operating costs are low. 
Profits are protected by steady production. 


Brick are molded under 150 tons pres- 
sure—so hard packed they can be picked 
by hand from the machine and stacked 
on car or platform—WITHOUT PAL- 
LETS. No pallets means lower investment, 
lower handling costs. 


Quality brick made on J&C machines create 
profitable markets because of smooth tex- 
ture, sharp edges and corners, high 
strength and low absorption. 





JACKSON & CHURCH COMPANY 








SAGINAW, MICH. 
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CHAIN BELT COMPANY 
1646 W. Bruce St., Milwaukee, Wisconsin 

Please send me my copy of Bulletin 399 and tell me the 
name of the nearest Rex distributor. 
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cubic-yard beam scale weighing-and 


+ lca NEW YORK, has been 


the scene of considerable construc 


volume batcher. The reason for the 


tion activity as the result of the New volumetric facility is the use of blast 


York Central 


eliminate grade crossings on its main 


Railroad’s program to furnace slag as one of the aggregates. 
This material varies in weight consid 
line in this area. The concrete mate erably and a radical change of weight 
rials for this project are produced at this 
y Blaw-Knox 
for the Concrete 
Buffalo. The 


plant teeds a fleet of 12 Blaw-Knox 


will become evident through the vol 


batching plant, built by umetric check on each batch. The ce 


Company Delivery ment bin is of 300-barrel size. two- 


Co., Inc., of batching compartment type, with a 3'4-cubi& 


yard New York State type electrically 
3'4-cubic yard Trukmixers. interlocked 


cement-weighing — batcher. 


The aggregate bin in the foreground The bin in the background is a Blaw 
is of three-compartment type, 110-ton Knox two-compartment, 5l-ton ager 


capacity, equipped with a special 3! gate unit, used for split batches. 


x es a - 















In order to keep in close touch with its rapidly widening circle of customers, Stearns Manu- 
facturing Company, Adrian, Michigan, has made a characteristically progressive move in the 
purchase of a private passenger plane for the use of its officers. Parked in the company’s 
own hangar at Adrian Airport, the plane is available for urgent business trips and will be 
used by all members of the company's management—Eugene F. Olsen, president and general 
manager; C. S. DeLamater, secretary and sales manager; and Arthur B. Mays, vice-president 
and chief engineer. The plane is a two-passenger Aeronca ‘Superchief,"’ with a cruising range 
of 600 miles. Mr. Olsen appears alongside the ship in the above view. 
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New Ideas, 
as Products 


\GO was the capital of the 
te industries for three days 
onth when concrete pro- 
s, concrete contractors and 
gathered for their annual 

it the Hotel Sherman. The 
quipment at the Concrete 
xposition, on display after- 
enings during the conven- 
rruary 10, 11 and 12, was 
irgest in recent years and 
the old “cement shows” 
entury ago. Attendance 
interest in the meetings 

as evidenced by the 
ussions which developed, 
nt makers packed up their 
the event closed with 
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jht: Irving Reid and Joseph Chad- 

«, Markle Cement & Coal Company, Mus- 

fichigan; J. F. Robbins, Koehring 
Company, Milwaukee. 


rders for machinery tucked 
portfolios. 
ount interest as gaged by 
meetings were the con- 
ons of the National Con- 
ry association. These were 
mornings ol the three days 
1ose present to spend the 
indering through the ex- 
ining the new and im- 
hines and meeting old 


+} 


N.C. M. A. session on Mon- 
nded by about 350. Roy 
issociation president, was 
and introduced the first 
B. Davidson of Bette 
Gardens magazine. Mr. 

rged that the products men 

ng tide of residential build- 
vas arrived. He exhibited 
ome-building cycles which 

Dna 


) a century have shown 
and downs regularly for 
periods. The low point 
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New Processes Discussed 


Makers Meet in Chicago 


of the last cycle was reached in 1933 
and 1934. Since then the trend has 
been gradually upward and the speaker 
predicted that we are now in the sec- 
ond year of a boom cycle which he 
expects will reach its peak in 1943. 

He stated that a big opportunity still 
exists in the residential remodeling feld 
which knows no season and urged that 
the products makers go after this type 
of work to round out their activities. 

The speaker described the Bild-Cost 
plan service, a regular feature of his 
magazine, in which a house is described 
and illustrated each month. This ser- 
vice provides the reader with complete 
plans and a list of rhaterials which en- 
ables the prospective builder to go to 
his local dealer to determine exactly 
what the house will cost to build in 
his own community. 


Progress in concrete-house construc- 
tion in the Kansas City area was related 
by Sanford Coats, Portland Cement 
Association engineer. He told of a 
survey in which it was found that 84 
per cent. of the houses being built were 
sponsored by operative builders and 
of the decision to concentrate promo- 
tion in this field. The average small 
concrete house there has required from 
$300 to $600 worth of concrete units, 
he said. The erection of demonstra- 
tion houses and the use of exhibits at 
home-owners’ shows has done a lot 
to stimulate activity. 

“The way to improve our business 
is to develop new business . . . not 
wrangle among ourselves for the ex 
isting business,” said Assistant Secre 





Make These Your Aims 


W. G. Kaiser, manager of the Port- 
land Cement Association's Products 
Bureau suggests this platform for 
every concrete products maker in 
1941: 


® Go after the big orders .. . but 
don't neglect the little jobs. 


® Despite the customer's urgency, 
deliver nothing but top-quality, 
fully-cured units. 

® Try to do a better merchandis- 
ing job. 

@ Analyze your production methods 
. » + you may be able to increase 
operating efficiency. 

® Lend your whole-hearted support 
to the National Concrete Masonry 
Association . . . it is doing a splen- 
did job for the entire industry. 











tary E. W. Dienhart, the next speaker. 
He pointed out that the present scarcity 
and high price of lumber because of 
temporary housing demands of the de 
fense program affords an ideal time to 
develop this new business. As an ex- 
ample of what can be done in the 
building of concrete houses, Mr. Dien- 
hart cited the experience of one Phila 
delphia operator who made and sold 
the equivalent of 1,200,000 standard 
concrete masonry units in 1940, all of 
them going into new concrete dwell 
ings. 

Frank Barber, a Knoxville, Tennes- 
see, architect who 1s well-known for his 
buildings employing concrete units and 





H. H. Wise, Stone Machinery Company, 

Syracuse, and a group of interested pro- 

ducers watching concrete-sawing demon- 
stration. 


precast concrete floors, proved to be an 
entertaining speaker. Although he is 
now thoroughly sold on cinder-concrete 
units as an ideal building material he 
described his early resistance to the 
material when, to quote Mr. Barber, “he 
looked upon it as a product of the ash 
pit mixed with cement.” After ob- 
serving the material in service in some 
of the larger cities, particularly Detroit, 
he soon became thoroughly sold on its 
practicability as a structural material 
and its usefulness in architectural ex 
pression. Many theatres, schools and 
fine residences have been built in the 
South under Mr. Barber’s supervision 
that are largely of concrete. 

W. G. Kaiser, head of the Portland 
Cement Association's cement-products 
bureau spoke briefly on the opportuni 
ties tor using concrete masonry in the 
defense program. Mr. Kaiser appeared 
on the program in place of David 
Wright, the association’s housing con- 
sultant, who had been called to Wash 
ington. Considerable progress has al 


Pit and Quarry 


lp Milica a tare 




















Left to right: E. P. Maynard, Pre-Cast Step Form Company, St. Paul; L. W. Reimers, Grays 
Lake Sand & Gravel Company, Grays Lake, Illinois; P. Hess, Hess Cement Company, Chicago; 
A. Weiss, Weiss Construction Company, Chicago; Sam Hess, Hess-Weiss, Chicago; P. A. 
Maynard, Pre-Cast Step Form Company; Frank Kogl, inventor of the precast concrete step. 


ready been made in this direction and 
Mr. Kaiser urged that the products 
manutacturer work closely with his 


tion and completed stages was first 
shown. Chairmen at this session were 


Harve E. Kilmer, representing the pro 





local construction quartermaster to ob 
tain approval on concrete 
when other materials are specified, that 


he keep in close touch with approved 


masonry 


contractors and see that cost estimates 
\ submitted, 
and that he insist that specifications 


for concrete masonry are 


tor construction as written by the 





Barney Devine and G. K. Viall of the Chain 
Belt Company, Milwaukee. 


architects and engineers include con 
crete masonry and concrete floors when 
ever this is practical. 

The session closed with a short ,ad 
dress by President McCandless 

On Tuesday, the products men met 
jointly with the 
and exhibitors. The Grand Ballroom 


concrete contractors 
was filled for this session, more than 
700 having been present. A motio1 
picture showing the much publicize 
Pennsylvania Turnpike in its constr 
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ducts makers, and Bert Carey otf the 
contractors group. The general theme 
of the session was the concrete residence 
Hoor, heralded as the greatest unde 
veloped market for concrete. 







Hoke Concrete Works at 
North Carolina. He 
manutacture and use ot the 


Raetord, 
described the 
I-beam 
concrete joists and the 24- by 24-inch 
Stonex floor slabs he is producing. Th« 
slabs, 2 inches thick and weighing 80 


pounds, are handled with large suc 


tion cups on the job. Another producer 
of this type of material, W. M. Ketchin 





R. E. Conway, Standard Equipment & Sup- 

ply Corporation, Hammond, Indiana, and 

Lion Gardiner, Jaeger Machine Company, 
Columbus, Ohio. 


of Fort Lauderdale, Florida, and his 
son William, also appeared on the pro 


gram. The Ketchins also use the m: 


A dozen men who are accomplishing terial for mantels, stairs and in store 


results in this promising field spoke fronts. Prices currently being obtained 
at this session. First to appear was 


L. M. Upchurch who conducts the 


for the slabs, laid up, range trom 50 
cents To! plain yrey units to 60) cents 





Left to right: H. E. Dunn, W. E. Dunn Manufacturing Company, Holland, Michigan; J. H. 

Matter, J. J. Matter Company, Stafford Springs, Connecticut; Roy T. Hoke, R. T. Hoke 

Lumber Company, Stillwater, Minnesota; W. E. Dunn, W. E. Dunn Manufacturing Company 

R. E. Weaver, Lincoln Concrete Products Company, Lincoln, Illinois; Ted Dunham, Anderson 

& Dunham Company, Baton Rouge, Louisiana; W. E. Spatz, Lincoln Concrete Products Com- 
pany; J. A. Krause, Riverside Dunbrik Company, Thiensville, Wisconsin. 
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ibs Where distant de 

ssary, as in Palm Beach 

, the price is somewhat 

i complete illustrated des 

Ketchin operations the 

ed to Pir aNp Quarry, 
pages 75-76. 

n of Chicago told of the 

pany is having in manu- 

arketing Flexicore floor 

Ihese units, which are 
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ross section and each 
cylindrical core holes, 
rying lengths and pro- 
ire satety and finished 
surfaces at relatively 
Bullen said that com 

are being made in 
1 for about 45 cents 


joists made to Port 
\ssociation specifications 
ith the poured type 

or is the method being 
Strandberg ot Kansas 
idberg told of the many 
as made in residential 
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P. L. Plato, Lorain Crystal Ice Company, Lorain, Ohio; G. L. Friel, Anchor 
hinery Company, Columbus, Ohio; J. E. Montgomery, Pit and Quarry Pub- 
Chicago; F. W. Reinhold, Anchor Concrete Products, Inc., Buffalo. 


said that, despite the 
ncountered in erection 
d with the completely 
ls of floor construction, 


to recommend this sys- 
o the most economical, 


the architect, the en 
builder to the advan- 
e economy of concrete 
s the first job of the 
declared Herbert F. 
Madison Silo Company, 
onsin. Unless this is 
ly and completely little 
expected and the maker 
ird tull of product -with 
ind Hhooring going into 





Left to right: J. R. George, Kramer Corporation, Peoria; George Erickson, Crown Sidewalk 
& Block Company, Minneapolis; W. L. Orr, Fairbank Block & Supply Company, Toronto, 
Canada; J. W. Brown, Canada Block & Tile Company, Toronto. 


residences under construction, the 
speaker intimated. Both I-beam joists 
and Postonway patented units using 
Waylite aggregates are made at the 
Madison Silo Company’s plant. 

The use of Haydite concrete floor 
filler units with reinforced-concrete rib 
floors was described by Walter Man 
hardt of Milwaukee who has promoted 
and sold thousands of units for this 
service, supplanting the clay-tile pro 
duct... He urged the undertaking of a 
national publicity campaign to better 
acquaint the building industry with this 
type of floor since he feels that these 
units, because of their similarity to 
standard masonry units, offer the best 
opportunity for the average concrete 


block maker to get his share of the 
floor business without extensive capital 
outlay. 

“Don’t make precast floor units as a 
sideline of the block business and ex- 
pect success.” was the advice of Fred 
Reinhold of Buffalo. Unless the manu 
facturer cultivates his market inten 
sively and sells the floor product 
through a well-conducted campaign he 
is doomed to failure betore he gets well 
started, the speaker said. He also de 
scribed and illustrated some of the load 
ing tests on I-beam joists made by his 
company in the presence of architects 
and builders. 

J. W. Warren, Knoxville products 
manufacturer, had a series of pictures 


at 





T. H. Fleming, Concrete Transport Mixer 

Company, St. Louis, and W. W. Fischer, 

Fischer Lime & Cement Company, Memphis, 
Tennessee. 
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Left to right: Gene Olsen, Stearns Manufacturing Company, Adrian, Michigan; Eugene Elfgen, 
Alton, Illinois; B. A. Crandall, Benton Harbor, Michigan; C. S. Delamater, Stearns Manufactur- 
ing Company. 


thrown on the screen illustrating the 
residence built for his son which has 
been widely publicized. This modern 
house of functional design is most 
attractive and floors, partitions, walls 
More than 


700 persons attended an “open house’ 


and root are of concrete. 


shortly after is was erected and several 
concrete houses were built as a result. 

Harold B. Hemb, Chicago contrac 
tor, gave an analysis of the cost of con 
crete versus wooden floors. ( yn ad 
typical job, figuring 2- by 10-inch lum 
ber for wood-joists and 8-inch I-beam 
concrete joists, the totals, including 
labor. were about 31 cents for wood 
compared with 40 cents for concrete. 
But taking finishing methods into con 
sideration and the saving with concrete 
in kitchen and bathroom where lino 
leum and tle are ordinarly employed 
tor covering, plus the building-code 
requirement that wooden ceilings in 
boiler- or furnace-rooms be plastered, 
Mr. Hemb said the final figures show 





Left to right: Solomon Steiner, Concrete 

Block Company, Irvington, New Jersey; W. 

L. Orr, Fairbank Block & Supply Company, 

Toronto; Walter S. Giddings and A. B. Bab- 

bitt, Kent Machine Company, Cuyahoga 
Falls, Ohio. 
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little difference in cost. In any event, 
he said, the added cost for concrete 
Hoors in the average dwelling should 
never exceed wood by more than $90. 

Ralph Condo of Somerville, New 
Jersey, described and illustrated the 
Leesch system of precast floors and 
roots being sponsored by his company, 
James Condo & Son. These reinforced 
concrete units are 1m cross-section sim 
lar to an I-beam joist with a 16-inch 
wide flat slab at the top, giving the 
section a modihed T-shape. When in 
stalled in the “T” position, the top 
Hange becomes a solid concrete floor. 
When erected in an inverted “T” posi 
tion, the top flange forms a continu 
ous ceiling. 

Other speakers on the program who 
discussed the advantages of concrete 
floors included Donald C. Wood ot 
Syracuse and C. M. Akers of Nash 
ille. The highlights of the presenta 
tions were summarized in a conclud 
ing talk by Mr. Kaiser, who outlined 
also the broad promotional program 
being conducted by the Portland Ce 
ment Association. 

The final session, on Wednesday, 
was in the nature of a clinic for the 
discussion of new ideas, methods and 
processes. Betore opening the session 
proper, however, those attending were 
treated to a spectacular motion picture 
showing the recent collapse of the sus 
pension bridge at Tacoma, Washing 
ron. 

Wall cracking has long been a buga 
boo in concrete masonry, just as it has 
been in all types of masonry construc 
tion. Harold L. Spaight of the Cedar 
Rapids Block Company, Cedar Rapids, 
lowa, described the development of the 
Duro-Wall reinforcing system which 
his company has used with considerable 
success. This consists of two round 
parallel bars of light, high-tensile steel 
held rigid by short, diagonal cross mem 


bers welded into position. This flat, 
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ladder-like reintorcing is laid in with 
the mortar every third course or oftener 
to prevent cracking. The side rods 
are imbedded about | inch in from the 
mortar’ taces, the reinforcing being 
made up 6 inches wide for 8-inch block 
courses, 10 inches wide for 12-inch 
blocks, em. 

A method of providing faced con 
crete units with scored joints to give 
the laid up wall a random-ashlar effect 
was described by Eugene  Liepold, 
whose company, the Advance Cast 
Stone Company of Milwaukee per 
tected the process. Ribs on the pallets 
impart the score marks as the units 
are molded on the face-down machine. 
The units are taced in two tones ol 
subdued color. This, according to Mr 
Liepold, improves their laid-up appear 
ance by tending to keep the individual 
block mortar outlines trom. standing 
out too prominently. 

Is high-pressure steam-curing prac 
tical for an average-sized plant? That, 
according to Luther Randolph of Ann 
Arbor, Michigan, depends upon vari 
ous factors. In his own plant, which 
has the distinction of being the first 
to be designed exclusively,tor the cur 
ing of concrete units by this rapid 
method, the method chosen becaus« 
storage space was limited. Rather than 
move to another location, acquire a 
large site and rebuild his entire plant, 
Mr. Randolph chose the high-pressure 
steam method whereby his output can 
be molded, cured and delivered to 
the job in hours instead ot days. (P&O, 
Se pte mber, 1940, pages 75-76). 

The investment in curing cylinders 
at the Randolph plant was held to a 
minimum through the acquisition of 
used equipment. It costs about on 
htth of a cent more per block to cure 
by the high-pressure-steam system, Mr 
Randolph stated. 

An illuminating discussion on ef 
fecting variety in the appearance ot 
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Elias Fellabaum, Peerless Cement Products 

Company, Charleston, West Virginia and 

Frank Muenzer, Multiplex Concrete Ma- 
chinery Company, Elmore, Ohio. 


87 


Y3SuNLIVINUDU 




















MANUFACTURER 


nry walls by the use of 
pes of joints was led by 
Vincent of Cinder Block, 
Five joints were described 
tooled, (2) the V-tooled, 
nd-tooled, (4) the raked 
) the flush joint. The 


ted the tools being used 





se and showed some col- 
hich depicted some of the 
cts being obtained. He 
wever, against raking the 
eply since the thin-walled 
used nowadays needs as 
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is possible if moisture is 
t. Except where bizarre 
ght, the joint should be 
to %-inch limits, he be 


3-hole block is now 

sally used, Austin Crabbs, 
lowa, operator continues to 
-hole variety. He spoke 
hy he continues to manu- 
chief reason being that 
nts have indicated that it 
ith wall cracking to a large 


W. MacNeill of the Chicago 
D Manutacturing Company 
marketing of concrete 
selling methods, he said, 
e making plenty of calls 
plenty of samples with his 
\n enlightening article by 
ll on this very subject was 
the August, 1940 issue of 


_ thre 


ie of a Laboratory for a 

( Products Plant was the sub- 
cussion by A. 35. Bowling, 

Cinder Block Inc. of Roanoke, 

Virginia. The procedure he 

is first to test the quality 

inders, then to determine 

the proportions for a mix 

stressed the necessity for 

finished product and for 

ing to improve it. In 

ture of cinder products, he 

materials is 
recessity than when other 
used because of the lack 
lhe only safe method 


ting of raw 


h carload of cinders as it 


id to design the mixes ac- 


described his program 

tor dry-rodded weight, 
etc. As the products are 
i-cured autoclave tests are 
\s a final quality check 
are made on 5 blocks of 
ide in any one day. These 
those for compressive 
He said that 
is proved that tests of the 
save block loss and tests 
d blocks save the freight 
vo with rejected shipments. 
ry, he said, is expensive to 
iys for itself. A producer 


orption, etc. 
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ot average size, said Mr. Bowling, can 
operate his own laboratory cheaper 
than he can hire the work done by an 
outside laboratory. 

In response to questions Mr. Bowling 
described his method of sampling the 
cinders in a car with a scoop. About 15 
pounds of cinders is scooped off from 
all parts of the car and the sample is 
taken out of this. The usability of the 
cinders is first determined by its com- 
bustible content. Over 40 per cent. is 
considered unsuitable, and any cin 
ders even approaching this figure are 
blended with better cinders. The weight 
of the cinders is another guide to qual- 
ity. 

A Discussion of Standard Specifica- 
tions with Recommendations for theu 
Revision was the subject covered by 
P. M. Woodworth, Portland Cement 
Association, Chicago. He first reviewed 
briefly the history of concrete-products 
specifications and described the first 
specification which required 800-pound 
strength and a maximum absorption of 
15 per cent. He told how specifications 
adopted in 1924 provided for both 700- 
and 1,200-pound blocks and how the 
higher strength was dropped in 1929. 
The first A. S. T. M. specification, ac- 
cording to Mr. Woodworth, was 
adopted in 1931. This specification, he 
said, covered sampling and testing, and 
gave separate requirements for hollow 
load-bearing, hollow non-load-bearing 
and solid load-bearing blocks, concrete 
bricks and manhole blocks. 

Mr. Woodworth said that there is a 
scarcity of information on the reaction 
of blocks exposed to severe weather 
conditions. The University of Wiscon 
sin tests, he said, gave the first definite 
conclusions on this important subject. 
Such blocks, he said, call for a mini 
mum compressive strength of 1,000 
p.s.i. of gross area. He mentioned the 
34 regional meetings of producers 
which have been held to get a cross 
section of opinion on the advisability 
of classifying blocks according to the 
conditions to which they will be ex 
posed. The three proposed classifica- 
tions are protected, exposed, and severe 
exposure, and they do not affect other 
requirements. Discussion brought out 
the fact that a 1'4-inch minimum shell 
thickness is required. The strength re- 
quirement for individual units is 900 
pounds with a 1,000-pound average. 

It was agreed by those present that 
Mr. Kilmer should submit this pro 
posed specification to members for a 
letter ballot. 

J. P. Jarvis, Portland Cement Asso- 
ciatiom, Chicago, spoke on Scored Con- 
crete Units Show the Way to Economy 
in Constructing Concrete — Ashlar 
Masonry Walls. The scoring of con- 
crete blocks, according to Mr. Jarvis, 
makes possible the beauty and archi- 
tectural adaptability of random ashlar 


with the economy of standard 8- by 8- 
by 16-inch blocks. This new product, 
he said, can be made either by casting 
the block with grooves or by cutting 
them with a masonry saw after they 
are partly cured. The latter method was 
recommended for several reasons, in 
cluding its flexibility in turning out 
any desired patterns. Slides were shown 
to illustrate the various combination; 
of horizontal and vertical cuts which 
can be made. Mr. Jarvis warned against 
the use of freak designs and also said 
that vertical cuts should be made at 
the web rather than the core. Hori- 
zontal cuts are best made off-center. 

Mr. Woodworth commented that the 
underwriters will probably accept this 
product, especially if the grooves are 
filled in with mortar. 

R. E. Copeland of the development 
department of the Portland Cement As- 
sociation then described A Practical 
Method for Drying Concrete Units 
Through the Use of Heated Forced Air. 
These tests were made at the plant of 
the Mid-West Concrete Pipe Company 
at Franklin Park, Illinois. In intro- 
ducing this subject Mr. Copeland 
pointed out that walls built of dry units 
shrink much less than those made with 
wet units. He predicted that the speci- 
fication limiting the moisture content 
of the block to 40 per cent. of the total 
absorption will be more widely adopted 
and may in time become as important 
as the compressive-strength specifica 
tion. For this reason drying tests are 
of vital importance to producers. 

The drying tests were made under 
varied conditions but on an actual op- 
erating scale. A portable heating unit 
with a blower was used to blow heated 
air through blocks piled in various 
ways. Some blocks were piled in the 
usual manner with cores vertical and 
resting on the ground. In others pier 
blocks were used to allow the introduc 
tion of air at ground level. 

A graph showing the results of these 
various arrangements under natural or 
artificial drying methods or a combina- 
tion of the two showed that block piled 
in the usual manner on the ground 
would take several months to reach the 
40-per cent. moisture limit. If covered 
with tarpaulins a much-shorter period 
was required. The combination method 
brought blocks mounted on pier blocks 
down to 27 per cent. during the test 
period. According to Mr. Copeland, 
even more rapid results were obtained 
with partition tiles which in 21 days 
dropped to a 20-per cent. moisture con 
tent. 

John Chase, head of Chase Building 
Products, Inc., of Fort Worth, Texas, 
was elected president of the association 
for the ensuing twelve months. He 
succeeds Roy McCandless who, accord- 
ing to custom, assumes the post of 
chairman of the board. 
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Sand Lime Brick Association 
Holds Interesting Meeting 


OR the first time in its history the 
Sand Lime Brick Association held 
its convention at the same time and 
as the Concrete Industries Con 
February 10 to 12 at the Sher 
man Hotel in Chicago. This was don 


place 


vention 


because so many members of the asso 
ciation also make concrete products. 
Sessions were arranged so that those in 
terested in any branch of the concrete 
products industry might attend thes« 
meetings, too, as well as the huge Con 
crete Products Exposition. 

A. Perkins, 


president of the association, the con 


At the suggestion of C 


stitution was amended to permit the 
membership engaged in processing ma 
sonry material by high-pressure steam 
to contact others using the same process 
tor the purpose of securing their co 
operation and assistance in building a 
strong association tor the advancement 
ot common interests. Mr. Perkins 
pointed out that during the last ten 
years larger units than bricks, espe 
cially concrete blocks, have 
the front. 
dustry 


torged to 
Since the sand-lime-brick in 
and cement-products industry 
have much in common, more will be 
gained by cooperation than opposition 
High-pressure-steam curing is almost 
unknown to the cement-products in 
dustry, he said. Because of the tech 
nical data acquired by the Sand Lime 
Brick Association over a period of years, 
it has much to offer the cement-prod 
Harold Levine ot Long 
Island City, New York, was appointed 
chairman of the High-Pressure-Steam 
Curing Committee. 


ucts industry. 


As a reward for outstanding service, 
Perkins 
of Mishawaka, Indiana, president and 
J. Morley Zander ot Saginaw, Michi 
gan, secretary-treasurer. To give Can 
ada representation, Mr. Ryan of Wind 


the association reélected C. A. 


sor, Ontario was elected vice-president. 
The Executive Committee selected a 
C. H. Carmichael of Phila 
delphia, Pennsylvania, C. G. Miller of 
Pacific, Missouri, and Harold Levine of 
Long Island City, New York—was r 
tained tor the coming year. The of 


year ago 


hicers also serve on this committec 
Because of the compactness of the 
group, there was an informality at th 
meetings not possible in a larger gath 
ering. Questions were asked frequently) 
and the convention was very much lik 
a round table in which everyone took 
part. As a result, many ideas wer 
brought forth which would never have 
seen the light of day at a large meeting 


where everything works on schedul 
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Mr. Zander, the secretary, selected the 
men best qualified to lead these discus 
sions and at the conclusion of the con 
felt that a 
great deal had been accomplished. 

On Monday Miller 
ot Pacific, Missouri, was the first 


venuion everyone present 


afternoon Carl 


speaker. To illustrate what can be 


done, he brought with him several 


samples of the products made by his 
Everyone marveled at the 
whiteness of the bricks and blocks a 
property which he explained was duc 


to the tact that the sand used tested 99 


company. 


per cent. silica. Like many firms, Mr. 
Miller explained, his company experi 
mented with building its own ma 
chines. The results were not satisfac 
tory at first, but after several adjust 
ments were made, they performed just 
In the 
St. Louis market, where his company 


as well as those on the market. 
Operates, competition 1s strong from 
both clay- and concrete-products manu 
Sand-lime brick, 


premium of 2 


racturers.,. however, 


brings a cents over 
concrete blocks because of their color 
and shape. He urged the members to 


advertise more, pointing out that his 
company was successful in increasing 
sales by mailing folders to a selected 
list about four times a year. 

Because his company has had_ so 
much experience in building rack cars, 
Ralph Cromiss of Pontiac, Michigan, 
was selected to discuss this subject. He 
built its own 


passe d 


told how his company 
equipment successfully and 
around pictures to illustrate the cars in 
actual use. The cars they make are 56 
inches long and cost around $65 to $70. 


Second-hand steel is used to keep down 


1 
the cost. 


Although | larold 


prepared a formal paper, as usual he 


Levine had not 


made a fine speech full of important in 
formation based on his long experience 
in the industry. He said that, in selling 
high-pressure-steam-cured units against 
air-cured units, it 1s necessary to ap 
proach the architects before specifica 
tions are drawn. You have to show 
them that shrinkage does not take place 


| 


and that the steam-cured units have 


definite advantages. Otherwise it will 
not be possible to obtain a higher price. 
Chis procedure 1s especially necessary 
Unlike 
most producers, Mr. Levine's company 


m State and 


municipal jobs. 


uses anthracite rather than bituminous 
cinders. By doing this it does not need 
a crusher and popping and spoiling is 
kept down. Mr. Levine suggested that 


organization should be formed to 





test high pressure-steam-cured 


against air-cured, 


units 


Dr. Lansing Wells of the Bureau ot 
Standards at Washington has become 


somewhat of a sand-lime 


fixture at 
brick conventions. It was with great 
interest, therefore, that the members 
listened to what he had to say about 
the work done 


with 


during the past year 
calcium silicates and the heat 
treatment of calcium silicates by high 


\lthough his talk was 


touched on 


pressure steam. 
technical, it important 
points and many questions were asked. 
He urged members to try different mix 
tures in order to improve their products. 
Morley 
Zander read an interesting paper on 
The Bonding Cement Used in Making 
Sand-Lime Brick. 
lime-brick making ts a chemical busi 
Much of the “grief” 


through 


In concluding the session, J. 


He stated that sand 
ness. has come 
ignorance or carelessness in 
completing the chemical formula. <A 
poor product may le accepted by cus 
tomers at the time, but if it does not 
stand up over the years, all one’s busi 
ness will be lost and the building de 


partments will set up 


restrictions 
against the use of sand-lime brick. He 
urged all plants making concrete prod 
ucts cured in high-pressure cylinders to 
beneht from. the 


lime-brick 


about the 


experiences ol sand 
producers and make sure 


che mical 


requirements ol 
their products. 

The first producer speaker on Tues 
day afternoon was A. L. 
Roanoke, 


members of — the 


Bowling ot 
Virginia, one of the youngest 
industry. He told 
briefly of the experiences ol his com 
pany in making cinder blocks. 

At the close of the Tuesday afternoon 
Seattl 
started a discussion which proved to be 


He spoke ol the 


discrimination against sand lime bricks 


session, Elmer R. Coats of 


loaded with dynamite. 


on government projects. It seemed as 
if everyone present had experiences to 


Many 


come objections to sand-lime 


relate. § the members had overt 


brick in 
some government ce partments, but had 
not been able to “crack the ice” 1n 
others. As a result of the discussion 
members found they could help each 
other to get business The final out 
come probably V ill be action by the as 
sociation to get changes in the federal 
specifications so that sand-lime bricks 


can be used anywhere on government 


projects. 

In line with its policy to give manu 
facturers an opportunity to present the 
merits of their products on Tuesday 
afternoon two representatives selling to 
the industry gave short talks. One was 
Mr. Stone of the M. H. Detrick Com 


] 1 
pany, who spoke on insulation of high 


pressure steam retorts and its valuc to 


the industry. He brought a sample of 
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ind demonstrated how well 
the needs of sand-lime-brick 
products manufacturers. 
ilk was delivered by Mr. 
the Nowak Company, 
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RS of the Cast Stone In- 
ute met in annual conven- 
at the Bismarck Hotel, 
February 10 and 11. They 
apers dealing with a new 
ransferring ornamentation to 
progress made in the use of 
| concrete, the opportunities 
ne manufacturers to revive 
tion in structures, the mak 
rete products by cast-stone 
similar subjects. 
discussion of the opening 
lt with The Luithichrome 
{rchitectural Ornamenta 
by Mr. Johnson of Theodore 
Sons, Inc., Chicago Heights, 
ir. Cleveland, inventor of the 
head of the C. E. Cleveland 
Company, Salina, Kansas, 
and contributed some in 


x 


inswer to questions about 
Che Lithichrome process, 
nson, makes it possible to 
ast stone and to reproduce 
olors any design, picture or 
nament that can be copied. 
process involves first the 
m a special type of carbon 
yn or picture to be repro 


- 
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distributors of ArmorCoat paint. This 
is a waterproof paint which has been 
subjected to many tests. Mr. Wegeman 
conducted several tests to prove the wa- 
terproof qualities of this product. 


Cast-Stone Producers Attend 
Special Plant Demonstrations 


duced. The second step is the prepara 
tion of the cast-stone which 
should be thoroughly cleaned and then 
coated with a cement which is allowed 
to dry. On this cement is then laid a 
sheet of rubber, which is rolled out flat 
to remove wrinkles and air bubbles. 
When this has been completed the car 
bon-paper tracing is laid face up on the 
rubber sheet and is firmly held in place 
while the design is pressed against the 
rubber sheet by rubbing a smooth-sur 
faced tool along all the traced lines. 
This transfers the design to the rubber 
sheet. The tracing is then removed and 
with a sharp knife the worker cuts the 
rubber sheet along the transferred lines. 
The cut portions are then pulled ofl 
the stone, leaving in the exposed sur 
face the pattern of the design or pic 
ture. The remaining rubber sheet is in 
effect a stencil. The exposed surtace is 
now exposed to a sand blast, which re 
moves the cement, smooths the surface 


surtace, 


and cuts it to whatever depth is neces 
sary or desirable. Dry minerals of the 
colors required to reproduce the color 
scheme of the design or picture are now 
blown by compressed air into the sand 
cut areas to be tinted, suitable “mask 


a wet 


=a 
— a 









ght: Charles Jacobi, Price Brothers Company, Dayton; G. E. Evans, Crumb-Coulton 
Rockford, Illinois; G. B. Price, Price Brothers Company; R. N. McCandless, Cinder 
Block Company, Detroit. 


ing” being provided where necessary to 
protect areas already colored from being 
affected by the application of the suc 
ceeding colors. After the completion of 
the coloring step in the process the rub 
ber sheet is removed and the entire sur- 
face can be washed. 

On the afternoon of the second day 
those in attendance went to the Devel- 
opment Department Laboratory of the 
Portland Cement Association on the 
property of the Elmhurst-Chicago Stone 
Company, Elmhurst, Illinois, and wit- 
nessed a demonstration of the process. 
In an unexpectedly short time a tracing 
previously prepared was transferred to 





R. G. 
pany, St. Louis, and H. C. Kearney, H. D. 
Conkey & Company, Chicago, Illinois. 


Evans, Clipper Manufacturing Com- 


cast stone that was in readi- 
ness and the cutting, sand-blasting and 
color application were performed in the 
presence of the audience. 

Just previous to the staging of this 
demonstration the preparation of cast 


slab of 


stone with colored aggregates used as 
facing material was shown. Two meth 
ods were explained and demonstrated: 
the cement-transfer method and the ag- 
gregate-transter method. Plywood 
“liners,” made in convenient sizes and 
provided with shallow side walls brad 
ded to their bottoms, are heavily coated 
with a special type of cement, which 
the operator called a “lacquer.” Before 
this dries aggregate of the desired color 
is spread over the surface, after which 
the “liner” is mechanically agitated for 
a few seconds by horizontal circular mo 
tion on a table top to distribute the ag 
gregate pieces more evenly over the sur 
face of the “lacquer.” The aggregate 
pieces are about 4 inch in size 
has been found by experiment to give 
the best results. Cubical pieces can be 
more evenly distributed than flat and 
elongated particles. The “liner” is re- 
moved from the agitating table and the 
unattached pieces are allowed to drop 
off. As the “lacquer” dries quickly the 
“liner” is now ready for attachment to 
the inside of the form. 
lodgment of the aggregate particles a 


as this 


To avoid dis- 
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special push-type hammer has been ck 
vised to push brads through the “liner” 
bottom into the face of the form at fre 
quent space intervals. After all the 
“liners” are in position concrete is 
poured into the unoccupied space and 
after the proper hardening time has 
elapsed the forms can be removed and 
the “liners” stripped from the 


gate. 


AVY OTC 

As the adhesion of the concret« 

to the aggregate is greater than that o 

the “lacquer,” the “liners” can easily 

be pulled off without disturbing the ag 
The 


again and again, each fresh coating ol 


: ’ 
UL used 


gregate. “liners” can 
“lacquer” dissolving the dried humps 
remaining from the previous use. 

Obviously this process can be applied 
in the shop or on the job, the necessary 
equipment being very simple and port 
able. The audience was shown also how 
corners are made, as well as the Inge 
nious method of treating fluted cylin 
drical columns or pilasters. There wer< 
examples of busts that were cast in place 
as parts of archways and similar struc 
tures. 

Following Mr. Johnson's discussion 
of this method at the convention meet 
ing, A. J. Boase, manager, Structural 
Bureau, Portland Cement Association, 
reviewed Progress in Architectural Con 
crete. He reminded his listeners that 
cast-stone buildings have withstood th« 
ravages of the San Francisco earthquak« 
and_ the Alaska 


One of the great problems, he said, is 


severity of weather. 
in getting architects to use the material. 
The association, in attempting to solve 
this problem, made available to “doubt 
ing Thomas” architects two west coast 
superintendents who were familiar with 
architectural could 
show them how the method ts used. 

In 1940, according to Mr. Boase, 
nearly 400 buildings of cast stone wer 
Roc ky 


Precast concrete. or cast stone, 


construction and 


erected east of the Mountains. 
he called 
the greatest architectural material avail 
able at the price. The man who un 
dertakes to promote the use of cast ston 
must be 


must be an enthusiast, and 


blind to the “bugs” in the product. Cast 
stone is flexible enough, he said, to b 
used in all types of structures. 

A strong plea for a return to orna 
mentation, as a relief from the dullness 
of flat and 
Structures, Was 


unadorned “‘modernistic 
Herman 


| Re Nidls 


Ornamentation 


made by 
Frauenfelder, who spoke on 
Architectural 
Through Cast Stone. 


sanice in 
He complained 
about the absence of ornament on mod 
ern buildings because of the slick-flow 
ing lines. There has been doubt, hi 
said, that ornamentation can be used in 
modern styles, but the renaissance is 


Archi 


] 
i 


coming from other directions. 
tecture reflects life, and in modern life 


speed is one of the outstanding charac 
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teristics. However, designers are be 
coming tired of flat surfaces and are 
turning back to ornamentation. 


they 


Plain 
monotonous, and 
through ornamentation man can show 
his manner of living. 


ness, find, is 


\mong the features of high-grade 


precast architectural concrete are great 
size, color and texture; the ornaments 
and color do not necessitate the use ot 
separate pieces as in the great mosai 
designs of past eras. The materials ot 
this age are concrete, glass and plastics. 
He illustrated his points with color pic 
tures showing many ways in which 
ornamentation can be ob 


tained with cast stone. 


color and 


Illustrating his thesis, The Use of 
Facing Material as Forming for Struc 
tural Concrete, with a description and 
photographs of the San Jacinto Me 
morial at Houston, Texas, Carrol Bul 
len, W. S. Bellows Construction Com 
called this the tallest 
structure in the world. It was built of 


pany, masonry 
Cordova limestone facing blocks, which 
were used as the outside forms tor the 


pouring of the concrete walls within. 
In telling of the methods used, he said 
that $25,000 might have been saved in 
the setting cost had thinner cast-stone 
units been used instead of the Cordova 
blocks, which weighed, on the average, 

tons each. The smaller pieces cost 
25 cents per cubic foot to place, the 
large pieces $1.25. The huge star which 
tops the structure was made trom steel 
beams and stone blocks cut and fitted 
on the job. 

Paul M. Woodworth of the 


Cement 


Portland 

\ssociation discussed Oppo 
tunities for Cast-Stone Manufacturers 
in Standardized Precast Concrete Prod 
ucts. He 
small concrete products can be made to 
ht into the 


pointed out the fact that 
cast-stone manutacturer’s 
production schedule, thus flattening out 
the output curve, which shows sharp 
rises and falls throughout the year. In 
the 600,000 houses that will be built in 
194] market tor 3,000,000 
lineal feet of precast sill. There will be 
$244.000.000 of 


there is a 
factory construction, 
which can use the same type of sill, and 
there is a market tor 1 lineal foot of sill 
$100,000 — ot 


is also a market for | lineal foot 


for each construction. 
Chere 
ot coping stone tor each $300.000 of tac 
tory construction, or nearly 1,000,000 
1941. 

Precast stairs or steps for residences 
would take 3,000,000 lineal feet of pre 
market for 


slabs has in 


reet for 


cast treads and risers. The 
precast joists and floor 
7 years. 


Mr. Woodworth pointed out that con 


creased more than ten times in 
crete molds can be used to make these 
products and that some molds of this 
type 10 years old are still in use. 

\s examples of the variety of prod 
ucts that can be 


precast of concrete, 


M. A. 
dent, cited coal bins and slabs for use 
under stoves. Of the 


\rnold, the association's presi 


former his com 
pany has sold $15,000 worth and has 
orders on hand tor $10,000 more. 

\t the first evening meeting labora 
tory tests of reinforcing in cast stone 


were reported on and there was a 


round-table discussion of manutactut 


ing problems. <A feature of the discus 
sion Was a revieW Ol a paper presented 
at the 1940 convention by R. S. Phillips 
on The 
Concrete 


Then 


l1i0Nns. 


Fundamentals of Cement and 

with Especial Reference to 
[pplication under Plant Cond. 

At the next morning session the Com 
mittee on Waterproofing reported with 
a recommendation that the 
ot the present A. C. I. 


specifications — be 


provisions 
Waterproohng 
changed It was 
thought advisable to reduce the water 
absorption from 7 to 6 per cent. and to 
eliminate the present 3-per cent. mini 
mum. It was also proposed that the 
present strength limit of 5,000 p. s. 1. be 
raised to 6,500. It was decided to rete 
the matter to the membership and_ the 
letter 


industry action by 


ballot. 


With reference to the permanent dis 


at large for 


play of cast stone in the sample room of 
the Procurement Division of the United 
States government in Washington, it 
Mr. Arnold that cast-stone 
manufacturers should make themselves 


was said by 


ready to bid on the furnishing of cast 
stone products to the government when 
tenders are invited. Mr. Downing had 
said that every architect in the govern 
ment bureaus except one had reacted 
favorably to the display and what it 
showed. 

A spirited talk on Selling v. Order 
Taking was presented by Otto Buehner, 
who, with five brothers, operates Otto 
Buehner & Company in Salt Lake City 
The speaker based his remarks on a 
large chart which occupied the wall at 
one end of the room. He mentioned six 


sources trom which prospects names 


are received and SIX types ol educa 


tional material which can be used on 
them. He placed all prospects in five 
classes: (1) Not known, (2) New aC 
quaintance, (3) \cquainted—nevet 
sold, (4) Occasional buyer, and (5) 


Regular customer. 

For each tv} he discussed a special 
type of literature or sales approach. For 
the first he listed (a) Information call, 
(b) Learn: objections, attitude toward, 
information wanted. He warned, don't 
try to sell, and dont guess. 
said: (a) Put on 


mailing list, (b) Answer objections, and 


For the second he 
(c) Give details of information wanted. 
Don’t, he 
don’t make 

For the third group he urged: (a) 


said, “high-pressure,” and 


rash statements. 


91 


Ae CONCRETE 








HIuNLIBINUGW 




















MANUFACTURER 


tions, (b) Analyze prob 
our product a place?, 
thority. And, he 


dominate, and 





cau- 
don’t 


the fourth group he ad 
t objections, (b) Intro- 
Check his objections. 
is prospect for not buy- 
excuses, and don’t be 


Me CONCRETE 


sular customers, the fifth 
Meet objections, (b) Keep 
ep the product modern, 
w story, show develop- 
Recognize his work, (d) 
eak points. Don’t be too 
t assume that he knows, 
less attention. 
rature he suggested for 
ial literature, specific job 
booklet called 
r Group 2, Literature file, 
for specific jobs, quality, 
ites, reputable references; 
Your own literature, rec 


issociation 


ognition as authority, distinctive work 
reference, field of material; for Group 4, 
Color slides, motion-picture films, pho 
tographs, service, detail literature; and 
for Group 5, Latest literature, new ma 
terials and uses, changes in specifica 
tions, literature of unusual detail, ex 
perimental samples. 

On the subject of what to sell—the 
selling approach—he offered for Group 
1 topics, Cast stone, quality, plasticity, 
color, modernness, periodic tests; for 
Group 2, Your organization, your plant, 
jobs completed, tests, details, photo 
graphs; for Group 3, One item or job, 
quality, finish, color, home product; for 
Group 4, Cast-stone line, service adver 
tising, and the possibilities of finish, 
quality, and variation; for Group 5, 
Items not used, profitable items, new 
jobs. 

Luke J. Boggess, who was scheduled 
to speak on the Practical Application of 
the Proposed Ouality Guarantee Plan 
for Cast Stone, could not attend and the 
subject was not discussed. 


Concrete-Pipe Manufacturers 


Hold Well-Attended Meeting 


innual convention of the 
Concrete Pipe Associa 
Edgewater Beach Hotel 
10 and 11, 


the largest attendance in 


on February 


1s history. Almost every 
Non Was represented, as 
ge percentage of the pro 
ty of the industry. 


oblems occupied the atten 


roducers during most ot 





e, president of the Kentucky 

Pipe Company, Frankfort, Ken- 
f the American Concrete Pipe 
ation, and Mrs. Palmore. 


No prepared papers were 
| little time was given to 
fairs. All the officers were 
President, H. D. 
sident, Kentucky Concrete 

Frankfort, Kentucky); 

s; J. W. Porter (secretary, 

Pipe Dallas, 


Miller, (president, Lewis 


NIOWS: 


Company, 


town Pipe Company, Fort Wayne, In 
diana); L. D. Bailey (president, Cretex 
Companies, Inc., Elk River, Minne 
sota); secretary and treasurer, M. W. 
Loving (Portland Cement Association, 
Chicago). The directors to serve until 
1943 are: C. W. Diecks (Lock Joint 
Pipe Company, Ampere, New Jersey), 
M. C. Kelly (Great Lakes Concrete 
Pipe Company, Buffalo), S. H. Clark 
(Carolina Concrete Pipe Company, 
Charlotte, North Carolina). The di- 
rectors to serve until 1942 are: J. D. 
Mollendorf (Illinois-Wisconsin Con 
crete Pipe & Tile Company, Chicago), 
C. B. Warren (Spokane Concrete Pipe 
Company, Spokane, Washington), B. 
J. Ukropina (United Concrete Pipe 
Corporation, Los Angeles). New di- 
rectors elected to serve until 1944 are: 
G. D. Williamson (Valley Concrete 
Pipe & Products Company, Yuba City, 
California), W. E. Corbett (Corbett 
Concrete Pipe Company, Milford, Mas- 
sachusetts), H. W. Easterly (Concrete 
Pipe & Products Company, Richmond, 
Virginia). 

Those assembled also agreed by 
unanimous vote to recommend to the 
A. S. T. M., for adoption as standard, 
three new concrete-pipe specifications to 


supersede those now in use. The pro- 


Tentative 
Specifications for Concrete Sewer Pipe, 
C14-40T; Tentative Specifications for 
Reinforced-Concrete Sewer Pipe, C75- 
40T; Tentative Specifications for Rein 


posed specifications — are: 











forced-Concrete Culvert Pipe, C76-40T. 
All these are available in printed form. 

There was considerable discussion at 
this meeting of the proposed engineer 
ing hand-book which would make 
available to producers and users of con 
crete pipe detailed information about 
this product and its application. Ac 
cording to Mr. Loving, much of the 
material for this book is already avail 
able. 








After much discussion it was de 
cided to publish this book if members 
ordered 5,000 copies in advance. 






It was also decided that the associa 
tion needed 





more representation in 


Washington and the executive commit 





tee was directed to appoint a full-time 


















L. D. Bailey, president of the Cretex Com- 

panies, Inc., Elk River, Minnesota, and a vice 

president of the association, and Mrs. R. 
Norman, Bismarck, North Dakota. 


representative to serve tor a year or 
Appreciation was also expressed 
tor the good work done by Everett 
Kreitz of the Portland Cement Asso 
ciation’s Washington office in spending 
part of his time there on the pipe as 
sociation’s affairs. 

Mr. Kreitz said that a joint army- 
and-navy commission has given blanket 
approval for the early construction ot 
450 airports. Tests have been made, he 
said, comparing concrete pipe with cor 
rugated-metal pipe and the results, 
which will be available soon, will de 
termine which is to be used. Vast 
quantities of pipe will be used in this 
and other work, said Mr. 
Kreitz, and he advised producers to 
}keep in constant touch with the local 


Continued on page 94 


more. 


detense 








W. E. Corbett, Corbett Concrete Pipe Com- 
pany, Milford, Massachusetts, a new directo 
of the association, and Mrs. Corbett. 
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This general view shows the concrete-brick plant at left with the plants producing feldspar and other non-metallic minerals in the background 








Unusual Aggregates in Concrete Brick 
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J. W. Magnuson and three of the four sons who are in business with him. The sons are, left 
to right: Carl A., Arnold T., and V. E. 





Finished bricks being sprayed with color while piled in the plant. At right are the color 


mixer and compressor. 


March, 1941 








7 OU can't keep a good man 
down” is an old saying which 
might be interpreted in several 

different ways. 

It might, for example, be applied to 
a man like J. W. Magnuson who typi 
fies the adventurous spirit which has 
made this country great. Working 
out of Denver, Mr. Magnuson has been 
a contractor, prospector and in recent 
years a producer of nonmetallic min 
erals. He founded and directs the des 
tinies of the Western Feldspar Milling 
Company, an important producer of 
feldspar and various other nonmetallic 
minerals. These operations have grown 
considerably in recent years and fur 
ther expansion is planned. At present 
Mr. Magnuson holds leases on over 
65 mineral deposits in the Rocky Moun 
tain area. 

As a young man Mr. Magnuson was 
a concrete-building contractor and also 
made and sold various concrete pro 
ducts including plain and granite-fac 
blocks, trim stone, etc. In Pueblo he 
operated the Granitoid Construction 
Company and in Brighton, Colorado, 
the Brighton Hydro-Stone Company. 
Although now advanced in years, Mr. 
Magnuson has lost none of his initia 
tive and this spirit got him back into 
the concrete-products field. The fact 
that the market for such products in 
Denver had been neglected and that he 
controlled deposits of materials which 
could be used in products manufacture 
were also contributing factors. 

The Magnuson Brick Company was 
formed and the concrete-brick plant was 
placed in operation in June, 1939. 
W. E. Dunn Manufacturing Company 
equipment 1s used throughout. After 
making a satisfactory start selling the 
Dunbrik, a Duntex roof-tile machine 
was installed early in 1940. This pro 
duct has also met with success and Mr. 
Magnuson now plans to add vibrated 
concrete-blocks and floor-tiles to his 
line. 

The equipment in this plant is a 
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Dunn installation designed 
ost simplicity and efficiency. 
gates and cement are elev- 
l-cubic yard Dunn skip to 
yard Dunn horizontal re- 
ide mixer. A split-chute 
t is used to feed the hoppers 
brik and Duntex machines. 
ntex machine makes 10- by 
rugated roof tiles on pressed- 
ind has an automatic table 
It has a capacity of about 
hour, which may be made 
solid colors or they can 
on the off-bearing table as 


1dgiec. 
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us concrete-brick machine with 
pout from mixer above. 


machine is of standard 
bricks are loaded on Dunn 
Dunn lift-trucks are used 
racks into the curing room 

left for 24 hours before 
ed to outdoor storage. 
with sand and gravel 240 


tile machine with off-bearing table 
and spout from mixer above. 
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bricks are obtainable from a sack of 
cement and their compressive strength 
averages 3,400 p.s.i. The bricks made 
with light-weight aggregates are about 
one-third lighter in weight and _ test 
about 3,200 p.s.i. 

The bricks are made in 7 solid colors 
and many blended colors. A Dunn 
spray unit is used for Matglazing in 
many colors. Light-weight volcanic 
aggregates are available in several 
colors, including red, yellow and white, 
and these are used for special effects. 

Feldspar and rhyolite are used in the 
aggregates to get different effects. The 
feldspar makes a smooth dense surface 
and the rhyolite takes the place of cin 
ders. 

A very hard and smooth finish simi 
lar to a glaze is made with silicates. 
This finish, in various colors, is ap 
plied both to the bricks and the tiles. 

The installation of a vibrating block 
machine is now under consideration 
to round out the company’s line of 
products. Fence posts, sidewalk slabs 
and other specials are being made by 
hand. Any desired cast-stone products 
are also made_to order. 

A. P. Magnuson, one of the four 
sons Mr. Magnuson has with him 
in this business, built a house of Dun 
brik and Duntex tile which served as 
a demonstration house to publicize the 
company’s products. During the win- 
ter of 1939-40 the first large order was 
received. This consisted of 100,000 
bricks for a 5-apartment building. Since 
then many large and small buildings 
of all kinds have been built with these 
products. A recent interesting job was 
a garage in which 67,000 colored face 
bricks were used both inside and out 
side. 


Pipe Convention (jon pave 


government offices in order to get their 
share of this business. He brought out 
the fact that a minimum of 36 hours ot 
curing in an established plant is re- 
quired. 

Mr. Loving, after making his annual 
report, went back into the history of the 
association and its efforts to get con 
crete pipe accepted for various uses by 
U. S. Army Engineering Department. 
He also described some of the specific 
problems involved, such as the amount 
of cover required to absorb the landing 
impact of a large bombing plane. He 
reminisced at length on the history of 
the industry and the association and 
the gradual formulation and growth of 
acceptance of concrete-pipe specifica- 
tions. He closed by pointing out the 
importance to the industry of the pres- 
ent army, navy and general defense 
programs. 

Later Mr. Loving opened the subject 


of Safe Heights of Cover Over Con- 


crete Pipe Lanes by discussing the ac- 
tion of concrete pipe under heavy fills. 
He cited many instances in which con- 
crete pipe held up under fills far higher 
than any highway or railway require- 
ment. He said that the association is 
ready for any comparative tests and 
held out the hope that limitations might 
soon be lifted. A number of the pro- 


ducers present joined in the discussion 
of comparisons between the various 
competitive types of pipe. 





H. Eschenbrenner, Universal Concrete Pipe 
Company, Columbus, Ohio, and Mrs. Esch- 


enbrenner. 


Mr. Palmore, who presided over one 
of the meetings, said that the W.P.A. 
has discontinued the manufacture ot 
pipe. This good news was compensated 
tor by announcement of the entry into 





E. F. Bent, American Concrete & Steel Pipe 
Company, Los Angeles, California, and Mrs. 
Bent. 


this field of the U. S. Forestry Service, 
the C.C.C. and the National Youth Ad 
ministration. The last-named organi 
zation in particular is regarded as a real 
threat to both the concrete-pipe and 
concrete-block industries. 

Much of the discussion at this meet 
ing was devoted to the subject of air 
Bulletin 22 of the Con 
crete Pipe Association entitled Concrete 
Pipe for Airport Drainage covers this 
timely subject and was quoted exten 
sively. This bulletin was edited by Mr. 


port drainage. 


Loving and describes the manner in 
which drainage problems were solved 
at a number of airports involving a 
wide variety of conditions. 
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ections for 


YPICAL of the many improve 

ment projects under way in scat 

tered sections of the country 1s the 
Deer Creek Aqueduct near Salt Lake 
City, Utah. This 40-mile aqueduct 
will bring water to a new reservoir and 
purification plant in that city from 
Deer Creek Dam, now under construc 
tion. Both the dam and the aqueduct 
are a part of the Provo River Project 





By W. E. TRAUFFER 





of the U. S. Bureau of Reclamation and 
water will be supplied to the Metropol: 
tan Water District of Salt Lake City. 
The completed dam will have a capa 
city of 150,000 acre-teet. About half 
ot the average withdrawal, 150 second 
feet, will go through the aqueduct. An 
equal amount will be used for irriga 
tion in the fertile Wasatch Valley south 
east of Salt Lake City. 

The dam in Provo Canyon is about 
25 miles southeast of Salt Lake City and 
13 miles northeast of Provo, Utah. The 
aqueduct will run southwest from the 
dam for 7 miles to the Olmstead Tun 
nel through the mountains 
northeast of Provo. 


miles 


Contracts have been awarded for the 
laying of 25,200 feet of concrete-pips 
from the tunnel northwest toward Salt 
Lake City and for a 16,000-foot section 
of pipe beginning 8,000 feet further 
northwest. Other contracts will bx 
awarded for the rest of the 35 miles 
ot pipe to be used on this project. 

Late in 1939 the first two contracts 
were awarded to the Utah Concret 
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tah Operator Supplying Large Pipe 
Deer Creek Aqueduct 





Loading one of the finished 23-ton concrete-pipe sections on a truck-trailer for delivery to 
the aqueduct. 


Pipe Company, an established concrete 
products manufacturer in Salt Lake 
City. This company was formed in 
1934 by Carl B. Warren and others. 
Mr. Warren has had a long and wide 
experience in the manufacture and use 
of concrete pipe dating back to 1919. 
He has operated pipe plants in Spo 
kane, Washington and in other loca 
tions to supply pipe for storm-sewer 
and irrigation. work in all parts of 
the Pacific Northwest including Can 
ada. His Spokane Concrete Pipe Com 
pany now operates permanent pipe 
plants at Spokane and at Butte and 
Missoula, Montana. In February, 1940, 
Mr. Warren sold his interests in the 
Utah Concrete Pipe Company and took 


Reinforcing cage being removed from mandrel in shop to revolving rack from which it is 
taken to be assembled. e 


March, 1941 


over the pipe contract for the aqueduct. 
He completed the plant which was 
then under construction and had it in 
operation on June, 10, 1940. M. S. 
Ross is in charge of operations. 

The pipe being used in this project is 
made in 20-foot lengths and is 69 inches 
in diameter. Each unit weighs about 
23 tons. The units are of the bell-and 
spigot type with walls 7!) inches thick. 
An average ot over a ton of continuous 
steel-rod cage is used in each unit. Each 
pipe section requires about 10 cubic 
yards of concrete made from 6,000 
pounds of cement and 12% cubic 
yards of sand and gravel. A _ special 
14-inch rubber gasket has been de 
veloped which fits in a groove in the 
spigot end of the pipe. 

The sand and gravel are hauled to 
the plant in trucks from a temporary 
plant 3 miles away. A hopper and 
bucket-elevator are used to transter the 
aggregates to a 75-cubic yard sand bin 
and a 100-cubic yard 2-compartment 
bin for *%- and 1%-inch gravel. 

Bulk cement is received in box-cars 
on a spur track. It is unloaded by a 
power scraper to a screw-conveyor fol 
lowed by a bucketelevator which dis 
charges the cement into a 250-barrel 
bin. Weighing of the concrete ingredi 
ents is done by a l-compartment, | 
cubic yard Noble batcher with a cen 


ter cell for cement. The aggregat 


feed gates, the cement-feed screw and 
the batcher-discharge gate are con 
trolled 
photoelectric cells and au cylinders. 
The mixing water is measured by a 
Repeat-O-Matic meter. 


automatically by means of 
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tents of the batcher and the 
discharged into a_ l-cubic 
n Belt Rex concrete mixer. 








rete is discharged into a small 
incline which in turn dis- 
into the hopper of the Chain 
Pumpcrete machine. The 
nps the concrete through a 
pe-line to the top of the con- 
forms. At this point the 
s connected by flexible coup- 
pipe on a Car on a trestle. 
in be moved on rails to dis- 
oncrete through a_ movable 
four pipe forms at one set- 
.bout an hour and 20 minutes 
required to pour four pipe 
ind the feed-line is then ex- 
Che daily quota of 10 pipe 
usually poured in about 4 
sed time. Four electric vibra- 
imped on each form to com- 
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Crawler crane with an 85-foot boom placing reinforcing cage over the center form. Outer 
form is ready to be placed around cage. 


pact the concrete and they are moved 
to new locations up the torms as the 
pouring progresses. Cables and small 
hand-hoists are used to move the 
vibrators. 

The day begins at 5:00 o'clock a.m. 
when stripping of the 10 pipe-sections 
poured on the preceding day is begun. 
Each section thus is steam cured at a 
temperature of from 100 to 130 degrees 
F. tor 17 to 18 hours betore the steel 
forms are removed. Then the wooden 
steam-boxes are put back in place over 
the pipes and they are further steam- 
cured for a total of 72 hours. About 
6 hours are required to remove the 
forms and reset them in new locations 
being poured into one of the pipe and pouring begins about when this 
through a pipe on a movable car. work has _ been completed. In this 





The crawler crane lifting a cured pipe- 
section from its base for loading on a truck- 
trailer. 


way only ten complete sets of forms 
are required, 

The completed set-up for each pipe 
section consists of a single inner form 
with a bell top and a head ring. Around 
this form is the double reinforcing cage 
which consists of two continuous steel 
rod cages with a 3-inch space between 
them. These cages are tied together 
with wire and the bell-end reinforcing 
al carrier, which was developed to carry the reinforcing cages to pouring site, is tied on with wires. Around this 

with cage tilted for easy unloading. . goes the steel outer form. 
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The concrete-mixing plant with truck dis- 
charging aggregates in foreground. 





Special crawler tractor lifting reinforcing 
cage to be loaded on special carrier. 





Concrete being discharged from car into 


hopper of machine which pumps it into forms. 


March, 1941 











iio 


The I-cubic yard cement-and-aggregate 
batcher with water-measuring meter at right. 


\n American Gopher gasoline crane 
with an 85-foot boom does all the mov 
ing and placing of forms and steam 
boxes. This crane also places and 
moves the finished pipe sections in 
place tor loading on Kenworthy truck 
trailers, which are used to deliver the 
pipe sections to the aqueduct. The 
actual loading is done by means of a 
cable operated by a hoist on each truck. 
\ P & H pipe hustler, with a 30-foot 
boom is used to set the head rings, 
help move fininshed pipe sections, and 
to load the cages on a special carrier 
which hauls them to the forms. This 
machine consists of a semi-trailer 
hauled by a Caterpillar 60 tractor en 
gine and drive mounted on a pneu 
matic-tired chassis. On the semi-trailer 
is a cradle for the cage. It can be tilted 
to set the cage on end so the crane can 
put it in place. 

The reinforcing cages are made in 
a shop on the premises. Use is made 
of a mandrel that can be set at the 
right diameter for the inner and outer 
cage sections which are fabricated sep 
arately. The cross-bars and strips are 
wired in place after the cage is formed. 
The mandrel is then contracted and the 
cage is slid off on one of the four 
arms of a revolving frame. The cage 
carrier is used to move these cage sec 
tions into the yard, where the complete 
cages are assembled. 

The pipe sections will be subjected to 
static pressure heads of from 50 to 125 
feet at different points on the aque 
duct. All the pipe sections are of the 
same diameter and thickness but 11 
different types of steel reinforcing 
cages are used to meet these conditions. 
Four separate cage grades are made 
for static heads ot from 0 to 50 feet, 
50 to 75 feet, 75 to 100 teet and 100 
to 125 feet. Four different depths of 
earth covers are used on the pipes in 
place. These depths are: 0 to 5 teet, 5 
to 10 feet, 10 to 15 feet and over 15 feet. 
Reinforcing rods of four different cross 
sectional areas are used for these differ 
ent depths. These cross sectional areas 
range from .60 inch to 1.58 square 
inches for the inner cage sections and 
from .42 inch to 1.05 square inches for 


the outer cage sections. 
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Recognized Everywhere 


The Hobbs Jr. Face-Down Block Machine is 
recognized every where as the great general purpose 
machine of the concrete-products industry 
Famous for its wide range of sizes and the variety 
of blocks it can produce. As illustrated, it is 
equipped with striking and finishing device, shown 
under the floor-type tamper and with power feeder 

Hobbs block machines, Anchor tampers, 
Anchor Jr. strippers, Stearns power strippers 
and Joltcrete, Stearns mixers, and Cast Iron 
and Press Steel pallets, Straublox oscillating 
attachments, etc. Repair parts for: Anchor, 
Ideal, Universal, Stearns, Blystone mixers and 
many others 


ANCHOR CONCRETE MACHINERY CO. 
G. M. Friel, Manager Columbus, Ohio 














STEEL FORMS 


for Concrete Joists 


These forms are made in standard 20-ft 


lengths. Also special lengths to meet in- 
dividual requirements. The illustration 
above shows method of removing con 
plete set of poured joists, which permits 
multiple production where desirable o1 
feasible 


HEAVY DUTY VIBRATING 
TABLES can be furnished 
We manufacture Sewer Forms—Curb and 
Gutter Forms—Steel Concrete Forms of 
all Kinds. Write for details—no obliga 
tion. 


THE KIRK & BLUM MFG. CO. 


2818 Spring Grove Avenue 
Cincinnati e Ohio 
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ind trucks that leave your plant? Still al- 
owing a generous overage to make sure of 
giving full weight? Still spending money 
rocessing excess material only to give if 
way? Such free and easy methods wee °. 
nabitual. Today the wise plant mafiager 
elies on modern weighing equipment’o 
tisfy customers and safeguard earnings. 


Are you still guessing at the loads of 


PROTECT YOUR PROFITS” 


with HOWE MOTOR TRUCK SCALES 


—— : e 








10 FEATURES moke this th 


Greatest Cost-Saving Scale 


Only THREE SimpleLevers © 
Flanged Ball Plate e 
e 


Low Foundation Cost 


: Full-floating Platform 
Ball-Protected Bearings 
Machined Lever Connec- 
tions 

Adjustable Corner Stands @10 Sturdy Construction— 
50% Fewer Parts and Con- Levers 74% heavier than 
nections other makes 


oon 


Greater Clearance Under 
Levers 


ee e606 
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ow 


(he simplest and sturdiest of all motor truck scales insures Accurate 
Rapid weight that Protects your Profits. Plan now to cut your weigh- 
ig costs. Ask the Howe representative to give you the story. 


Write today for newest literature on 
Howe Scales for Aggregate Plants 


rus HOWE SCALE co. 


| 103 SCALE AVENUE, RUTLAND, VERMONT 
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Reservoir Supported 
by Precast Members 


Precast concrete columns, girders and 
beams were selected recently at Ventura, 
Calitornia, in competition with other 
types of construction, for supporting a 
corrugated metal roof over a 4-acre res- 
ervoir in which the city stores filtered 
water. The reservoir itself, built in 
1937, is a concrete-lined excavation with 
a capacity of 18,800,000 gallons. 

During the time when comparative 
studies were being made on redwood 
and precast concrete as materials for the 
root framework, a disastrous fire in a 
wooden root over a reservoir at Ber- 
keley, California, swung the decision to 
precast concrete because of its non-in- 
flammable advantage. 

There are 515 columns and a total of 
9,688 lineal feet of precast girders, 8,487 
lineal feet of precast struts and 36,224 
lineal feet of precast purlins. Specifica- 
tions required the concrete in precast 
members to have a strength of 3,000 
pounds per square inch before they were 
transported and erected. Using local 
aggregates with six sacks of cement per 
cubic yard of concrete, it was found 
that the 3,000-pound strength require- 
ment could be met on the fifth day and 
that by the 28th day test cylinders aver- 
aged 4,763 pounds. 

Some of the precast members were 
made by Graham Brothers, Los An- 


| 
geles. 


Let $748,000 Contract 
for Defense Concrete 


Construction 1S under way at the site 
of the Remington Arms ammunition 
plant near Kansas City on a concrete- 
mixing plant that will supply most of 
the needs of this $18,000,000 defense 
project. 

This concrete plant is being con- 
structed under a $748,000 contract for 
100,000 cubic yards of poured concrete 
awarded by the general contractors to 
two Kansas City concerns, the C. 4. 
Brockett Cement Company and _ the 
Kansas City Quarries Company. 


Three Concrete Plants 
Serve Ordnance Job 


Construction of three concrete plants 
is nearing completion at the Kings- 
bury, Indiana, ordnance plant, with a 
total capacity of 1,900 cubic yards of 
concrete per 24-hour day. These plants 
are being constructed as preliminary to 
the start of permanent buildings for 
shell-loading operations and storage. 

The largest plant will have a daily 
capacity of 1,500 cubic yards. 
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in the 


Nonmetallic-Minerals Industries 


ANUFACTURING and _ proc 
essing plants may, for the pur 
pose of this discussion, be 

divided into two classifications: 


(a) Those in which the material 
being handled passes through the proc 
ess in separate and distinct or discret 
units or groups of units. Such are the 
manufacture of apparel, automobiles 
(both parts and finished cars), many 
machine-shop products, books, furni 
ture, and other things too numerous to 
mention. 


(b) Those in which the material 
goes through the process in a continu 
ous stream. Sand, gravel, cement and 
crushed stone are in this class, and 
probably other things as well. 


Production in group (a) can be quit 
accurately controlled, for counting oO! 
weighing, or both, of the separate units 
gives a correct inventory and a good 
basis for cost-keeping. Even if some 
ot the product is held in a partly-manu 
factured state between stages ol the 
process, it is still made up of individual 
units that can be counted or weighed 
Since the processes in which we are in 
terested are not conspicuous in this 
group, it will not be further considered 

The second group (b) includes all 
those that are collectively known as 
mineral products. 

As has just been said, plants in this 
group have in common the fact that the 
raw material goes through them in a 
continuous stream, usually with no 
pause from the time it enters the plant 
until it is ready to leave it. All too 
commonly there is no real knowledge 
ot how much material has entered the 
plant, no knowledge of the work done 
by individual machines, and none of 
the final product until it is sold. If the 
product is not uniform, but is classified 
and sold by size or otherwise, sales be 
come an inventory of the finished prod 
uct when it moves, but they tell nothing 
about the amount of each product still 
in storage. 

To insure against machinery break 
downs or inclement weather it is not 
uncommon to store material in a partly 
manufactured state, to be available in 
case the machinery that produced it is 
not running. The varying production 
of individual machines or steps in the 
process may be equalized in this way. 
Usually known as “surge storage,” it 
may be in the form of bins or of open 
piles, frequently of irregular shape. An 
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accurate inventory of material so stored 
is quite difhcult to obtain, and if any 
attempt at accuracy is made, ascertain 
ing the contents of these piles may be 
come quite expensive, and call for some 
ot the methods of civil engineering 
Such inventories must necessarily be 
based on volume, which is converted 
into weight on the basis of some rela 
tionship that is usually the result of ex 
perience. 

When the products are of several 
sizes or classes that must be made s1 
multaneously but not necessarily sold 
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that way, the temporarily unsalable 
sizes must be stored, and the usual in 
ventory is subject to the limitations 
given above. 

Necessity jor Weighing. More and 
more cost accounting is becoming an 
accepted feature of modern business. 
Old-time operators worked pretty much 
on a cash basis. They did not figure 
such things as depreciation and obso 
lescence of plant and depletion of the 
original supply of material. But such 
things are a part of the cost of doing 
business, and, particularly as to the last 
item, they must be based on an accurat 
knowledge ot the through-put ot the 


plant it they themselves are to be cor 





Figure |. 





Figure 2. Truck scale with circular dial. 


Standard motor-truck scale. 


(Courtesy Buffalo Scale Company.) 





(Courtesy Toledo Scale Company.) 
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Four-section railroad scale. 





Two-section railroad scale. 
ccuracy can be had only by 
the material entering the 
me of the steps in the proc- 
final product or products. 
such a statement must not 


too literally and interpreted 


Some processes, such as 
ng of sand and gravel 


lredge lines, are not adaptable 


gut in general, scales 


yasis for cost-accounting, and 


sive information as to the 


odifications of machines. 
Material_—Material may 
plant suspended in water 
n dredge, comparatively dry 
n gravel bank or quarry, or 
railroad car. In a few in- 
erial is delivered to a plant 





(Courtesy Fairbanks-Morse & Company.) 





(Courtesy Howe Scale Company.) 


by aérial tramway. When sand and 
gravel are pumped to a plant, or are 
excavated under water by a bucket on 
a slack-line cableway, and are carried 
through the process by water, there is 
no opportunity for weighing. 

Gravel excavated from a dry bank, 
or rock taken from a quarry, is usually 
loaded into dump cars or motor trucks 
of some sort. Such dump cars can be 
weighed on track scales, but since they 
are comparatively small a scale like a 
motor-truck scale, with rails on its plat 
form if necessary, would seem to fill 
the bill. Such a scale is shown in Fig 
ure 1 (Buffalo). Scales of this type 
usually have the customary beam and 
sliding poise which can be arranged to 
print tickets, but they may have a cir- 
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One type of registering beam. 


(Courtesy Fairbanks-Morse & Company.) 


cular dial, illustrated in Figure 2 (To- 
ledo), for quick and easy reading. 

When the pit or quarry uses motor 
trucks instead of cars on rails, exactly 
the same style of scales may be used. 
These motor-truck scales are a logical 
development of the old wood-trame 
wagon scale that used to grace every 
country town and some farms. The 
pits are nearly always made of concrete 
now, but it is still optional whether to 
make the platform of concrete or 
planks. Planks are cheaper and more 
easily applied, but they wear out or rot, 
the cracks between them get wider as 
they shrink and allow dirt to fall 
through on the mechanism, and they 
change weight by absorbing water and 
so alter the zero setting of the scale. 
A concrete platform costs a little more 
in the first place, but it is far better in 
performance, permanence and appear- 
ance. 

Loaded standard railroad cars com 
ing into a plant should be weighed on 
a regular railroad-track scale. Com 
monly these are offered in two styles 
the older four-section construction, 
which usually has both live and dead 
rails, and the newer two-section, which 
may be used without dead rails, as it is 
heavy enough to stand a moderate 
amount of traffic moving over the plat- 
form without stopping. 

Figure 3 (Fairbanks-Morse) shows 
the four-section type, and it will be 





Figure 6. 
(Courtesy Merrick Scale Manufacturing 
Company.) 


Weightometer on _ conveyor. 


noted that each longitudinal lever con 
stitutes a section. Figure 4 (Howe) 
illustrates the two-section construction. 
The only platform supports are near 
each end, so very strong girders under 
the rails are required. 

Weight registration and recording 
are commonly done on what is known 
as a type-registering beam, of which’ 
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Figure 7. 


Belt-conveyor scale. (Courtesy 


Fairbanks-Morse & Company.) 


one style is shown in Figure 5 (Fair- 
banks-Morse). Beams by other mak 
ers are very similar. After balancing 
the scale empty, with the poise set at 
by means of the adjustable coun 


1 
terweignht 


ZeTO, 
on the short end of the beam, 
the load is balanced by moving the 
poise out and setting its pawl in the 


appropriate notch on the beam. Closer 


balance can be had by 


smaller poise. 


moving the 
The lower edge of the 
beam carries type figures corresponding 
If a scale ticket is 
inserted in the slot provided for it and 
the lows r 


to the graduations. 


handles of the poise are 
squeezed together, an impression of the 
weight will be made on the ticket, 
which is made of soft paper like blot 
ting paper so as to take a good impres 
sion but not injure the type. 

Track scales may be had with cir 
cular dials such as shown in Figure 
(Toledo). They may also be had with 


TOTAL LINE Ue 


Ce 





Belt-conveyor scale. 


Figure 8, 
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elaborate devices tor printing on con 
tinuous tape or on special forms. 

Special scales are available for weigh- 
ing loads coming in on aérial trams, 
but such applications are so uncommon 
that it is not worth while to go into 
details concerning them. 

With any of 
weight of the load is obtained by 
weighing the empty vehicle and sub- 
tracting this from the gross weight. 


these scales the net 


The standard scale ticket and type-reg 
istering beam make provision for show- 
ing gross, tare and net weight on the 
same ticket. 

Material in Process—Many, it not 
most, mineral plants consist of two 
the first, where the material is 
screened and crushed to a limiting max 
imum size; and the second, where the 


parts: 


material is further screened and classi 
fied. In cement plants this second part 
frequently takes the form of a storage 
served by an overhead electric crane, 
but in any event delivery from the first 
part is apt to be made by belt-convey 
ors. Special scales have been developed 
for weighing and totalizing the load 
passing on a belt- or pivoted-bucket 
They are built around the 
idea of making a scale platform of part 
of the belt runway. To totalize the 
load for any given time, as a day, the 


conveyor. 


element of belt speed must be consid 
ered, and this is taken from the belt 
itself. 

The Merrick Weightometer has been 
on the market for quite a number of 
years, and has given its name to that 
class of scales that weigh and totalize 
the weight of material in transit. Its 
usual form is shown in Figure 6, which 
indicates that a part of the upper belt 
runway is separated from the rest and 
used as a suspended scale platform. 
This design assumes that the weight ot 

















(Courtesy Toledo Scale Company.) 





the empty belt is constant, but in cases 
where the material being weighed 1s ot 
a sticky nature and some of it adheres 
to the belt on the return run, the scale 
may be so designed as to take account 
We need not 
go into the details of the totalizing 
mechanism, but the illustration shows 


ot this and cancel it out. 


a roller riding on the return side of the 


belt, thus obtaining the speed element 
for totalizing. 








Figure 9. 


cooler. 


Pivoted conveyor scale beneath 
(Courtesy Merrick Scale Manufac- 
turing Company.) 


There are several other scales of this 
same general type on the market. Two 
ot these are illustrated in Figures 
(Fairbanks-Morse) and 8 (Toledo 
Chronoflo ). 

Sometimes material in process 1S too 
hot to be handled on an ordinary belt, 
and resort must be had to metallic con 
veyors of the pan or pivoted-bucket 
type. For such cases “weighing-in 
transit” scales of the class just described 





Figure 10. 
frame pivoted at far end. (Courtesy Mer- 
rick Scale Manufacturing Company.) 


Conveyor scale with weighing 


can be designed to weigh the load on 
the same principle, though the installa- 
tion may be more cumbersome and ex 
pensive. 

Falling in this group are scales for 
weighing material coming from driers, 
and clinker from rotary coolers, which 
seldom bring the clinker down to a 
temperature such that it can be held in 
the hand. Space, and particularly ver 
tical space, is usually at a premium un 
der the discharge ends ot driers and 
coolers, and scales requiring the least 
amount of head room are desirable. 


Figure 9 (Merrick) shows in outline 
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tor such a purpose. This, like 
chines next described, is pivoted 
nd. 
isual scale of the weighing-in- 
type isolates a section of the con- 
n some distance from the ends, 
s it as if it were a scale plat- 
Where the conveyor is short, 
aps installed only that weigh- 
y be done, the whole conveyor 
ay be pivoted at one end, as 
n Figure 10 (Merrick). The 
moves up and down, and op- 
the weighing and_ totalizing 
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\!. A hopper scale. (Courtesy 
Richardson Scale Company.) 


sm in accordance with the load 
rried and the speed of the con- 


head room is available the 
type of scale makes a good in- 
While “comparisons are 

it is likely that this scale, 
maintained, is the most ac- 
automatic scales, but it must 
ted to the material being han 
id is not suitable for finely- 


13. The Poidometer conveyor scale. 
Company.) 





Figure 12. Inclosed hopper scale for weighing coal to pulverizer. (Courtesy Richardson 
Scale Company.) 


powdered substances. Its best field is 
the weighing of granular substances, 
such as chicken grits, slate granules, 
the smaller sizes of crushed stone, small 
coal and similar commodities. Figure 
11 (Richardson) illustrates one type of 
such a scale. When selected of the 
proper size, and with the receiving 
hopper adapted for the purpose, it may 
be used as a bagging scale. 

Some industries use powdered coal 
as fuel. This is frequently prepared in 
“unit pulverizers”; that is to say, each 
pulverizer prepares fuel for a_ single 
furnace or kiln at the rate needed at 
the moment for that one furnace. These 
mills are provided with adjustable teed 
ers which govern the amount of coal 
fed to the furnace, since there is no 
fuel storage between the mill and the 
furnace. It is important for cost-keep 
ing purposes, and often vital from the 
operating standpoint, to know how 





(Courtesy Schaffer Poidometer Figure 14. A 
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much coal each mill and its associated 
furnace use. This information may be 
had at no increase in operating cost by 
installing an automatic scale ahead ot 
each mill. It can be arranged in such 
a way that a supply of coal is always 
ready for the mill, but no more is fed 
than the mill calls for. A scale for this 
purpose, enclosed in a dust-tight hous- 
ing, is shown in Figure 12 (Richard- 
son). 

Of course, scales of this type may be 
used to feed pulverizers of other kinds 
or handling other materials, such as 
grinding limestone for agricultural use. 

Cement mills and ore-dressing plants 
are probably the largest users of ball-, 
rod- and tube-mills and combinations 
otf them. There does not seem to b« 
any thoroughly satistactory weighing- 
feeder for tube-mills, but the feed for 
ball- and rod- mills is so coarse that 
automatic scale teeders can handle it 


constant-weight feeder. (Courtesy Hardinge 
Company.) 
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well. It is desirable to feed these mills 
with a_practically-continuous stream, 
rather than by large batches dumped at 
once, with a considerable time interval 
between batches. 

One type that feeds continuously and 
is used quite extensively is shown in 
Figure 13 (Schaffer). Its essential is 
that a section of moving belt carrying 
the material to be weighed shall bal 
ance a weight on a scale beam. This 
beam controls the gate through which 
material is fed to the belt. If the load 
on the belt becomes heavier than is 
called for by the setting of the poise 
on the beam, the gate is partly closed 
and vice versa, so that a practically-con 
stant feed is secured. Several of these 
feeders, each handling a different mate 
rial, but dumping into a common re 
ceptacle, may be interlocked so that it 
one stops, or its supply fails, all will 
stop, so that a mixture of constant pro 
portions is always obtained. These ma- 
chines are in use in cement making for 
mixing limestone and clay or shale, as 
well as other substances when needed, 
and also for mixing clinker and gyp 
sum in the proper ratio. 


The scale consists essentially ot two 
pan-conveyors. The frame of the upper 
one is pivoted in such a way that it the 
supply of material fails the conveyor 
frame will tlt, and by operating certain 
mercury switches, stop the whole scale. 
Each conveyor has its own motor drive. 
The lower conveyor with its frame and 
drive torms the weighing part, being 
suspended on scale levers and balanced 
by a beam and weights in the usual 
way. The upper conveyor runs inter 
mittently, and only long enough at one 
time to put the set weight of material 
on the lower conveyor. The latter runs 
continuously, and gives the grinding 
mill a practically-constant feed. Not 
withstanding that, the “Convey-O 
Weigh” is a batch teeder, each lot of 
material on the lower conveyor being 
separated from the ones ahead of and 
behind it by intervals long enough to 
permit the scale to come t balance. 
The scale illustrated consists of two 
complete units, one weighing clinker 
and one weighing gypsum, so inter 
locked that if the teed to either tails, 
or one stops, both will stop. 

As with some of the devices already 





Figure 15. Convey-O-Weigh proportioning clinker and gypsum. 
Scale Company.) 


The “constant-weight” feeder works 
on somewhat the same principle as the 
foregoing, except that the entire belt 
frame is pivoted at one end. The mo 
tion of the free end up and down 
caused by variations in the load oper 
ates a gate to regulate the flow of mate 
rial. A good idea of the “constant 
weight” feeder may be had from Figure 
14 (Hardinge). Two or more of thes« 
machines may be interlocked so as to 
maintain constant proportions in the 
mixture being made. 

Either of the two machines last de 
scribed will serve as feeders tor ball 
and rod-mills or for mills of the com 
bination type. Another that does a very 
good job is the “Convey-O-Weigh” 
shown in Figure 15 (Richardson), 
which is a photograph of one of them 
proportioning a mixture of clinker and 
gypsum for pulverizers. 
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(Courtesy Richardson 


described, two or more of these scales 
may be interlocked so that all or nonc 
must run. Thus, they may be used for 
mixing clinker and gypsum or the con- 
stituents of the raw mixture in cement 
mills. They may also be used to weigh 
the output of coolers, since the ulting 
feature of the upper conveyor insures 
a tull stream of material or none at all. 

It the lower conveyor is driven by a 
variable-speed device, preferably a di 
rect-current motor, the scale becomes a 
reliable feeder for its associated mill, 
besides weighing all the material that 
passes through it. 

The Finished Commodity. —The out 
puts of many minerals plants are gran 
ular, and can be weighed by some of 
the scales described. Shipment is either 
in bulk or package. Granular sub- 
stances shipped in bulk can be weighed 
in automatic hopper scales, or on those 





Figure 16. Scale for powders such as ce- 
ment or talc. (Courtesy Richardson Scale 
Company.) 


of the traveling-belt type, or on track 
scales, in this last case taking account 
of the weight of the empty car. It may 
be required that some granular com 
modities be shipped in bags. Hopper 
scales may easily be adapted to put 
weighed amounts into bags, which are 
later closed. 

Some products, as cement and 
ground limestone, are so fine that they 
will run through any of the common 
types of automatic scales. To meet this 
condition and insure accurate weigh 


ing, one manufacturer offers a scale in 


which the material is retarded and con 
trolled by means ot inclined screw-con 
veyors. Figure 16 (Richardson) is an 
illustration of such a machine. It is a 
batch scale, and can be used for weigh 
ing bulk material into cars or as a bag 
ging scale, and can be made dust-proot, 
which is an important feature when 
handling fine dry powders. 

If an automatic scale is suspended 
from and attached to an overhead bin 
or hopper, it should not be in rigid 





Figure 17. Dormant scale with circular dial 
and tare beam. (Courtesy Toledo Scale 
Company.) 


contact with anything underneath. If 
supported trom below, there should be 
some sort of flexible connection be 
tween the scale and the overhead hop 
per. Observation of this precaution 
will insure that settling or other move 
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POIDOMETERS 


cement plants are using 
meters for proportioning raw 
nish materials, and also ce- 
nd hydrated lime for Masons 
t. Poidometers are also be- 
sed for feeding materials to 
ng mills, and coal to dryers. 
jidometer is self-contained. 
ale beam is graduated in 
or kilos, and can be set at 
tever amount of material may 
equired per foot of belt travel; 
tte is then adjusted to suit 
weight, and the machine will 
the pre-determined amount 
tterial with an accuracy of 
ty-nine per cent. 


for bulletin on the improved 

meter with electrically op- 
regulating gate. 

for Bulletin No. 5A and get 

ete profit- producing facts! 


Schaffer Poidometer Co. 
mallman St. PITTSBURGH, PA. 
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by using the same machine for 
from 6” to 60”. 
sal ‘all purpose’’ concrete pipe 
| machine produces quality pipe at lowest 
suse it requires smaller invest- 
nsures greater footage per bag of 
t, and more pipe per man. 
| the concrete pipe business with 
a| equipment, and you will be sure 
mum profits. 
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ment of the hopper shall not affect the 
accuracy of the scale. 

For General Weighing—There are 
many instances in which specialized 
scales, such as most of those described, 





Figure 18. A_ portable platform scale. 
(Courtesy Howe Scale Company.) 


will not serve the purpose, and use must 
be made of types that are familiar to 
everyone. Where the setting is perma- 
nent, the so-called dormant scale is an 
excellent one. These scales are com- 
mon in grain-and-teed stores and ware- 
houses, but their commonest applica- 
tions in the mineral industries are 
where barrels, wheelbarrows or bug- 
gies are to be weighed and perhaps 
made up to a standard weight. They 
may have the common beam and poise, 
but in their best form they have a cir- 
cular indicating head such as illustrated 





Figure 19. Sensitive over-and-under indi- 
cator on ordinary platform scale. (Courtesy 
Exact Weight Scale Company.) 


in Figure 17 (Toledo). Such scales are 
particularly useful in lime plants, where 
lump lime must be packed in barrels 
of uniform weight, and where carts or 
buggies of lime from the kilns are to 
be weighed on their way to railroad 
cars for shipment in bulk. 

For weighing in widely-separated 
places, where the job is only occasional 
and a permanent setting is not called 
for, nothing can beat the common port- 
able platform scale, such as shown in 
Figure 18 (Howe). Weighing the ball 
loads in ball- and tube-mills is one in- 
stance. Weighing the hammers in a 
hammer-mill so that they may _ be 
properly balanced and not cause vibra- 
tion at running speed is another. These 
scales are usually mounted on wheels, 
so that they may be easily moved from 
place to place. 

For weighing which demands special 
accuracy the device known as the “Ex- 
act Weight” attachment, shown in Fig- 
ure 19, is excellent, as it multiplies the 
apparent sensitiveness of the ordinary 
platform scale very much. It is simple, 
consisting of a single lever whose short 
end is connected to the short end of the 
beam that is part of the platform scale. 
This lever is covered by a dust-protec- 
tive metal box with windows, through 
which the action of the lever may be 
seen. This attachment is commonly 
used for indicating “over” and “under, 
and in that form provides a scale for 
checking weights of bags coming from 
bag-packers, or for hand-packing of 
commodities that are shipped in such 
small tonnages that automatic packers 
are not justified. 

General.—Scales are not production 
machines, for they do not alter the 
properties of the materials passing over 
or through them. They are almost es- 
sential when two or more substances 
are to be mixed in definite proportions. 
They insure that the customer receives 
goods of correct weight. For these pur- 
poses scales will be bought because the 
need for them is apparent. But there 
are many potential uses for them 
where, besides possibly guiding the 
operators, they are really accounting 
machines, just as much as the cash reg- 
ister in a store. Properly used, they 
prevent over- and under-runs of inven- 
tory, and keep the cost department in 
daily touch with plant operations. 
There should be many more scales, 
automatic where possible, used in the 
minerals industries than are at present 
installed. 


The Woodstock Concrete Pipe Com- 
pany, Woodstock, Ontario, is erecting 
1 branch plant on Snyder Avenue in 
North York tow nship, near Toronto. 
The plant, which will cost over $15,000 
to build, is to replace an older structure. 
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Precision Production 
of Concrete Blocks 











KENT HYDRAULIC 
VIBRA PRESS 
VIBRATION-PRESSING 
2 to 4 Blocks per cycle 





KENT MACHINE CO. 


Cuyahoga Falls, Ohio 








Billiter Concrete Company 
Is Sold “Across River" 


The Ready Mixed Concrete Com 
pany of Covington, Kentucky has pur 
chased the plants and business of the 
Billiter Concrete Company of New 
port, Kentucky. 

The two properties are located within 
a stone’s throw of each other on op 
posite sides ot the Licking River. Fred 
J. Miller and Stephen Malony, the 
owners, have also announced plans for 
the expansion and improvement of the 
two properties. Sixteen truck-mixers 
are now operating out of the two ready 
mix plants while concrete blocks are 
produced at the Newport location. 


Universal Re-Enters 
Machinery Field 

Articles of incorporation have been 
granted the Universal Tamping Ma 
chine Company, Peoria, Illinois, for the 
manutacture of concrete products ma 


chinery. Incorporators include Charles, 


Glenn and Gerald Emert and Howard 
Brooking, all of Peoria. 

The re-entry of Universal, one of the 
old, well-known names in the concrete- 
products industry, reflects the pros 
perity which the industry is enjoying 
in general. 





BARRETT LIFT-TRUCKS 
ONE MAN HANDLES 48 BLOCKS 
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A LOT OF MACHINE 
FOR A LITTLE MONEY 

















VIBRATION AND PACKING 
WITH 


PAK-CRETE 


BETTER BLOCKS AT LESS COST 
PRECISION MADE—QUICK DELIVERY 


KRAMER CORPORATION 


LEHMANN BLDG. PEORIA, ILL. 














NO BREAKAGE 


Handle your green concrete products 
the way that more than 800 other 
concrete products plants do, WITH 
BARRETT LIFT-TRUCKS 
EQUIPPED WITH A SUPER- 
SPRING FRAME AND RUBBER 
TIRES. Eliminate breakage—jog- 
gling out of shape and spoilage. 
Save time, money and labor by 
eliminating all unnecessary handling 
and breakage. Take your blocks 
direct from the machine to pw 

; : curing room—with ease and dis- 
yom sod bed Boot patch. One man handles 48 blocks 
obligating you to buy of the 8x8x16 size—or, 32 blocks 

' of the 8x12x16 size. 


Write for illustrated circular. 


BARRETT-CRAVENS COMPANY 


3251 West 30th Strect CHICAGO, ILL. 





Representatives in all principal cities 














BI N B AT CH E ’ Bins can be extended 


© give greater stor- 
ge capacity. Trolley 
Scale and Weigh 
Hopper offered as a 
nit to those who de- 
re to build bins 
Write for fact 

on thi init 


Loads, weighs, charges Mixer 
An unbeatable concrete produc- 
ing setup with CMC 108 or 148 
Mixer. Speed and uniform ac- 
curacy are features that appeal 
to product plant operators 





GET CMC’S NEW BIG EQUIPMENT 
See the newest in Concrete Mixers all sizes. Also Hoe- 

ATALO f type Mixers including No. 6 Wonder a new outfit 

@ with belt pulley for brick, tile, block and general product 


plants. See the latest in Hoists, Pumps, Power Saws, Carts 


CONSTRUCTION MACHINERY COMPANY 


WATERLOO, IOWA 
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MANUFACTURER 
PIPE 


QU INN forms 


HAND or WET 
Bs 3 PROCESS 


Make concrete pipe on the 
job with Quinn Pipe Forms. 
They can be handled by less 
experienced labor and produce 
uniform concrete pipe of highest 
quality. Quinn Pipe Forms 
make pipe conforming to A. S. 
T. M. requirements as to wall 
thickness and other standards. 

Quinn Heavy Duty Pipe 
Forms are built to give more 
years of service — sizes for any 
diameter pipe from 12 to 84 
inches — tongue and groove or 
bell end pipe — any length. 
Backed by over 30 years of 
service in the hands of con- 
tractors, municipal depart- 
ments and pipe manufacturers. 


SS = MEDIUM DUTY 


"Ty7:Vi'al-jlpa’@ PIPE FORMS 
=) 0-2 ae el -2 LS Meet the demand for low 


cost equipment that produces 

, a uniform quality of pipe in 

opt poeta se smaller amounts. For making 

‘iso available with a Pipe 12 to 60 inches in diameter 
any length. 


WRITE TODAY 


mation on prices and Special Construction Features of Quinn Pipe 
eof job for estimate on your pipe form needs Also manufacturers 
Pipe Machines for making pipe by machine process. 


QUINN WIRE & IRON WORKS £9558 12ST. BOONE. 1A. 
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Kes) 
SIMPLE 
AS 
A-B-C 
Miles 
Equipment 
does not 
require the 
services of 
an expert 
mechanic. 
Anyone with- 
out previous 
mechanical 
experience 
can keep a 
Miles machine 
in perfect 





operating 
condition. 
Write for Catalog 


The Miles Manufacturing Company 
Dept. 2, Jackson, Michigan 








prosecuted to the fullest extent of the law. 


INFRINGEMENT NOTICE 


To Builders and Users of Block Machines: 


Please take notice that the Stearns Manufacturing Company of Adrian, Michigan, are 
the sole and exclusive licensees of “Joltcrete” vibration block machine patents and patent 
rights and have the sole and exclusive right to manufacture and sell such equipment. 

At the present time there is a suit for patent infringement pending against H. W. Bell 
Company of New York City, a user of infringing equipment. 

Others manufacturing infringing equipment and the users of such equipment will be 


LOUIS GELBMAN, Inventor 














| lt ls Better to Own a Sherman Ball Bearing Con- 
crete Pipe Machine Than Compete with One 


i 





A Part of the Family Group of Sherman's 60” Machine 


SHERMAN CONCRETE PIPE CO. 
KNOXVILLE, TENN. 








START A NEW BUSINESS 
Make 


ZAGELMEYER 


Waterproof 


Concrete 
This shows one of our Multiple Molds for Blocks 


— —— concrete blocks. We manu- 

acture a complete line of Multiple Molds for 

blocks (both ronan ane plain), for brick, A Start May Be 
veneer blocks, etc. ¢ are also owner and ; 
originator of the ZAGELMEYER SYSTEM ‘Made With as 
of granite veneer for blocks. Little as $500.00 


The Zagelmeyer System produces a block that no 
other system can equal. Many good territories open. 
Write today for further information. 


BAY CITY CAST STONE BLOCK COMPANY 


Successor to Zagelmeyer Cast Stone Block Machinery Company 


502 S. Henry St. BAY CITY. MICH. 
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Only JAEGER Equips You to 


t EVERY Ready-Mix Demand 


POUT T TT 
















Standard 
LOW CHARGE 


Type: Lowest, most economical to 
load; fastest on the market 
to mix and discharge — produce maxi- 
mum daily yardage of proven higher 

strength concrete. Sealed drum meets 

any specification. Sizes 2, 3, 4, 5, 5!/. yds. 





nich aU + Types: 


(2) Top Loading Models with 
"Sealed Drum" All 2 Yd. Models 


(3) Or Combination Top and va boned wee 
End Loaders (Pat'd) 


Far outselling all other high discharge truck mixers today 
because they are fastest to load, mix and discharge any 
slump concrete — and are the only high discharge truck Discharging A 
mixers that meet every specification and job condition. Hopper Attach- _, 












Jaeger Charging- 


“Sealed Drum” Models take full load in one quick drop ment Permits 
through the top. Fast Vacuum-Controlled Discharge Door Top or End 

seals against loss of moisture and heat in winter concrete. Loading in 

Jaeger End Loading Hopper Attachment (specially adapted Order to 

to older or temporary plants not equipped for ribbon loading) Meet Conditions - - - 
offers many advantages over all other end loaders — and 


The only end-loader which 


does not interfere with use of Top Loading Door where does not constrict drum opening and slow up charging 
S ifi i ; details at right. and discharge. One quick turn of hand wheel opens 
specified by engineers. (See details at right.) a ee ee ten ol hand whos a 
Both types are built in 2, 3, 4 and 5 yd. sizes. (requiring many turns of a wheel) — no second seal 


to leak or wear. 










JAEGER PORTABLE 
Rp HOPPER pee 
Saves Truck Mixers cata 
Waiting—Means 25 i i. or 
More Pay- ; 
loads per Day 
on Average 
Job. Tows to 


sino - — 3. = 
; 4 , 
> » 
= \ a - job behind 
\ 4 :' ome truck mixer — 
i i takes full 2 or 
- H , 


WP \JUST OFF PRESS-- VITAL FACTS FOR READY-MIX PLANTS 


Ve Complete 1941 Data, Models, Specifications, Prices, Terms 


THE JAEGER MACHINE COMPANY 
602 Dublin Avenue, Columbus, Ohio 
Send us newest information on [] Standard LOW 
CHARGE Truck Mixers, Agitators, [] HIGH DUMP 
Models, [] Portable Hoppers, [] Auto-Pavers and 
Spreaders, [] Pumps, [] Mixers, [] Hoists, [) Carts. 
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3 yd. batches. 
; One hopper serves 
‘ F . almost any job. 
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Add 














UFACTURER 


HERE’S 


A NEW 
LOW-COST 


CONCRETE 
FLOOR 











e is a practical answer to the question “How can we get 
low-cost, finished concrete floor? 


ist concrete joists open the door to the low-cost floor 
ket. STONEX clinches the sale by solving the problem 


floor finish. 


illustration above shows how simple the tile are to 
e ... the speed with which a floor can be completed 
the distinctive result that is obtained, at an amazingly 


ost 


_ STONEX INDUSTRIES, 500 N.W. 79th Street, Miami, Florida 





~~ 


Ston Cx 


The new and exclusive STONEX process enables products 
manufacturers to produce—at low cost—tile of all shapes. 
sizes, and for all purposes . . . tile that are harder than 
granite, as proved by laboratory tests .. . in beautiful 
colors; all shades, tones and blends, that are an integral 
part of the tile itself. 


The system has been perfected and proved by test and job 
experience. It is all ready for alert products manufacturers 
to merchandise. It is just what you need to win your local 
floor business. 
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swiPPed 
\mMeEDIATELT 
FROM STOCK 




















. A complete job 
ready to go to work. 
They include: 


# * Cement storage bins in a complete range of 
capacities, both portableand knockdowntype 
including steel roof for the storage bin 
} * Weighing batchers for cement. of any size 
required, equipped with either beam scales 
or springless dial scales—manual or auto- 
matic types 
| e Conveying equipment for elevating cement 
into storage bins with necessary unloading 
equipment for receiving cement in hopper 
‘ bottom cars, box cars, or from truck delivery 
¢ Power unit and drive for conveying equip- 
ment, either gasoline or electric 


+ CHERS 
oh 





ay 
Interesting Blaw-Knox 
Bulk Cement Plants p 
are fully described in + 
Catalog No. 1566 oO 
Write for a copy oO 
x 
Q 
A 
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FORMS « STREET FORMS . CONCRETE SPREADERS - TAMPING ROLLERS « VIBRATORS 


7 at a 


UCK MIXERS. STRIPING MACHINES. TURNTABLES ROAD FINISHERS. STEEL FORMS 
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2l FLOORS OF 
OUTSIDE 
ROOMS 


EACH WITH 
COMBINATION 
TUB & SHOWER 


Now one of the 
ALBERT 


PICK 
HOTELS 
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SAUERMAN 














Long Range 


MACHINES 





ANDLE pit or bank excavation, stripping, stock piling, 
H or reclaiming at lowest possible cost and a higher 

profit to you with a SAUERMAN Power Drag Scraper 
or Cableway Excavator. 


Below is shown a SAUERMAN Slackline Cableway mov- 
ing gravel from a pit 110 ft. deep to the top of screening 
plant at a rate of 90 cu. yd. per hour and at a cost of 


less than Sc per yard. 


This is just one of the many plants, both large and small, 
where SAUERMAN Machines are making exceptional 
profits for their operators by digging, hauling and dump- 
ing in a straight line operation controlled by one man. 


SAUERMAN BROS. Inne. chicas. us. « 




















Write for 
Scrapers Catalog 
and and 
Cableways Advice on 
Since Your 
1909 Problems! 
C37 . . - 
15% More Efficient 


for ‘’41’’ 


LITTLE 
DAVE 
veprhamenernas 


The New Improved LITTLE DAVE BRICK- 
MAKER is a low t high-production hand 
perated machine that makes 7 standard brick 
n edge at each cycle. Sturdily built, easy te 
perate, it will enable you t get your snare 
>t the brick busine ma earn a aecent pr fit 
while doing it. Units are square, sharp-edged 
ind smoothly troweled. Users report output: 

F 3,000 to 4,000 per aay, ata Cc t for apor 
and materia >| about $6 per thousand. 


Write today tor ImMoleT 


R. F. REED COMPANY 


412 E. Michigan Ave. Three Rivers, Michigan 
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One Good SMITH-MOBILE 
Deserves Another! 


Pacific Coast Aggregates, Inc. sent in their initial 
order for two Smith-Mobile Truck Mixers in July 
1939. Another order for two machines followed 
the same month — three more in October 1939 
—three more in November 1939 — seven more 
in February 1940 and three more in January of 
this year. 


Surely, such preference must be deserved. The 
many repeat orders came as a result of satisfac- 
tory performance. The company liked the HIGH 
DISCHARGE feature ... CONTROLLED DISCHARGE 
without segregation... VISIBLE MIXING... 
Fast FEED CHUTE Charging...Greater hauling ca- 
pacity .. . Larger radius of spout distribution, etc. 


4 sizes available — 2 cu. yds. to 5 cu. yds. as 
truck mixers — (214 cu. yds. to 6 cu. yds. as 


agitators). Write for catalog 198-A. 
The T. L. SMITH COMPANY 


2887 N. 32nd STREET, MILWAUKEE, WIS. 


Part of Pacific Coast Aggregates, Inc. 
fleet of 20 Smith-Mobiles 


SMITH-MOBILE 


THE Modem TRUCK MIXER and AGITATOR 
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CONCRETE PRODUCTS 
MANUFACTURER 





PROFIT BY READING 
SMITH’S LETTER 7 


Co tele C-Lotgebtele Med ole) bt Mtoe) d-S-Mo} Molt ¥-t arab lem a TANKS 
cessful Dunbrik Manufacturers — how erecns | 

they dominate the brick business in F 

their protected territory. 


GREGATES 





STONE AG 


proc 










: ROCKLEDGE PRODUCTS COMPANY 
PHONE 342-J 
PORTLAND, INDIANA 


STAVE SILOS 


August 27, 1940 
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: : w. E, Dunn Mfg. Co., 
Write today for free book “4 Keys to v. E. Dunn ute. 0 


Success” and see how easily you too 
can own a profitable business. 


W. E. DUNN MFG. CO. 


420 WEST 24TH ST HOLL MICH 





























Gentlemen: 
xtensive 
rhaps are quite well acquainted with the e 
ane ae canon products we manufacture. 


y make a thorough check to determine 


isfaction, from the 
round satisfa "and last, 


We quite frequentl e 
what a er ve aan Rant public acceptance, 
standpoint of ma tur , 


but not least, net profit. ‘ 
on of the various machines “a i: 
‘he. f the human elem 
it the variation of 9 
ne ee eet ge of course regulates producti 
ntrols 1 t ° q 
end ultimately governs the profit. 


we find in the operati 


several checks Na always ug us arou a ’ 
sg a have alway bro ht roun to br ick 


on your brick machine. 


ciple of feeding, palleting, and me 
te roduction principle, reduces ns 
ee Se tae n guantity, we know absolutely Ri 
enone ig ° on Brier cost, and we don't mind = _ 
oe eno S anak are low enough that we are a es 
odbeng ts any brick on the market, insure aig ah 
ciantie epee and give the customer a better . 
Ligitimat profit n 2 


our 
made 


The automatic prin 


U 


ardon tne mmer a u t s the bal d-headed truth. 
Par tk com rei Ae 1 1 


20n 


we are yours respectfully, ag 


ICS 


ROCKLEDGE PRODUCTS CO. 














PIT AND QUARRY 
Research Department 
538 South Clark St., Chicago, Ill. 


e send me catalogs and prices concerning the following items checked below: 
tators, sand and 





















































BR 


sravel 
tators, Slurry 
regate Bituminiz- 
ng Plants 
r cleaners 
ompressors 
phalt Mixing Plants 


sphalt Mixers 


ag filling and weighing 
machinery 
ads, cloth 
8, paper 
alls, steel 
urges, steel 
atcher Plants 
t Dressing 
it fasteners 
ing, conveyor and 
tevator 
ng, transmission 
t lacing 
plates 
t rivets 
it tighteners 
1 gates 
ns, concrete 
ns, steel 
asting supplies 


asting powder 


cks, friction 
sats, self-unloading 


odies, Motor Trucks 
rake Linings 


kets, Clamshell 
kets, Conveyor and 
Elevator 
ckets, Dragline 
kets, Orange Peel 
ableways, Slackline 
aicining Machinery 
ar Dumpers 
r Pullers and Movers 
arriers, Belt 
ars, Dump 
rs, Kiln 
stings, Manganese 


be used for 


m Name 


)Castings, Steel 
)}Chains, Conveyor and 
Elevator 
}Chains, Power Shovel, 
Crane and Dredge 
}Chains, Transmission 
)}Chutes 
)} Classifiers 
Clips, Wire Rope 
Clutches 
Ciutches, Magnetic 
Concrete Plants, Ready 
Mixed 
Cones, Washing 
Conveyors, Apron 
Conveyors, Belt 
Conveyors, Pneumatic 
Conveyors, Screw 
Conveyors, Skip 
Coolers 
})Couplings, Flexible 
Couplings, Hose 
Cranes, Locomotive 
)Cranes, Overhead 
Traveling 
Cranes, Truck 
)Crushers, Cone 
Crushers, Disc 
Crushers, Gyratory 
Crushers, Hammer 
Crushers, Jaw 
)Crushers, Ring 
)Crushers, Roll 
)Crushers, Rotary 
)}Cutter Heads, Dredging 


- Derricks 


) Draglines, Cableway 
|) Draglines, Revolving 
Boom 


1 Dredges, Dipper 


|) Dredges, Hydraulic 

) Dredges, Ladder 

)Drill Sharpening Ma- 
chinery 

| Drills, blast hole 


Drills, Diamond Core 
) Drills, Hand Hammer 
) Dryers, Rotary 
O Dryers, Sand and Gravel 
}Dust Collecting Systems 
) Dynamite 
Elevators, Bucket 
OEngines, Diesel 
) Engines, Gas 
Engines, Gasoline 
Engines, Hoisting 
)Engines, Oil 
) Feeders 
) Filters, Air 
0 Filters, Oil 
) Fire Brick 
}) Flanges, Pipe 
O Frogs and Switches 
() Fuses, Blasting 
) Gears 
21) Goggles 
) Governors 
Grinding Balls 
) Grizzlies 
)}Guns, Hydraulic 
) Hoists, Air 
)Hoists, Derrick 
} Hoists, Drum 
}Hoists, Motor Truck 
Body 
} Hoists, Skip 
)Hose, Air, Stream, Water 
}Hose, Sand Suction 
}) Hydrators 
) Kettles, Calcining 
]Kilns, Rotary 
O Kilns, Vertical 
]Lime Putty Plants 
j}Linings, Kiln 
}Loaders, Portable 
)Loaders and Unloaders 
Box Car 
}]Locomotives, Diesel 
} Locomotives, Gasoline 
})Locomotives, Steam 
}Log Washers 


)Lubricants 
)Measuring Devices 
})Mills, Compartment 
)Mills, Tube 

)Mixers, Plaster 
)Motors, Electric 
})Motors, Gasoline 
}]Motor Trucks 

]Motor Trucks, Ready- 


_ Mixed Concrete 
Nozzles, Hydraulic 
Mining 


) Nozzles, Gravel Washing 


Nozzles, Spray 

Nozzles, Dust Settling 

Nozzles, Suction Hose 

Nuggets, Grinding 
Perforated Metal 

Poidometers 

Pulleys, Clutch 

Pulleys, Magnetic 

Pulverized Fuel Systems 

Pulverizers, Ball, Conical 
Pebble 

Pulverizers, Disc 

Pulverizers, Hammer 

Pulverizers, Ring 

Pulverizers, Rod 

Pulverizers, Roll 

Pumps, Centrifugal 

Pumps, Deep Well 

Pumps, Sand and Gravel 

Pumps, Slurry 

Pumps, Steam 


)Radiators, Engine Cool- 


ng 
Rails 
Refractories 
Respirators 
Rollers, Conveyor 
Rolls, Crushing 
Rope, Wire : 
Safety Appliances 


)Sand-Lime-Brick 


Machinery 


Individual 


City 


Scales, Track 
Scales, Truck 
)Scrapers, Dragline 
|) Screens, Revolving 
)Screens, Shaking 
) Screens, Vibrating 
) Separators, Air 
)Separators, Dry Centrif- 
ugal 
1) Separators, Magnetic 
Shovels, Gasoline 
) Shovels, Steam 
) Skips 
Sleeves, Dredge 
Slugs and Nuggets, 
Grinding 
Speed Reducers and 
Gears 
Spray Nozzles 
Sprays, Paint 
Sprockets 
Steel, Tool 
Stokers 
Switches, Track 
) Tanks, Concreteand Steel 
Tanks, Sand Settling 
Tanks, Wood 
j)Thickeners, Slurry 
) Track, Portable 
) Track Shifters 
(Tractors, Crawler 
() Tramways, Aerial 
1) Trippers, Belt 
)Trippers, Tramway 
1) Unloaders 
) Valves, Pump 
Washers and Scrubbers, 
Sand, Gravel, Stone 
) Weighers, Automatic 
Welding Supplies 
) Wheels, Car 
) Winches 
) Wire Cloth 
}Wire Cloth, Manganese 
Steel 


+ 


State 
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MULTICO 


—H Sensational 
SUCCESS 


Tamping and Vibration in- 
stantly adjustable over a wide 
range 


MULTICO produces up to 9 
perfect blocks per minute 


\ ‘ 


nase an ee as.) eee 


Profit-wise producers crowded around the MULTIPLEX booth 


during the recent Concrete Industries Convention at Chicago 


POWER TAMPERS They marveled at the many unique features that made the new Write TODAY 

HAND MACHINES MULTICO the star performer in the show. poten 

POWER MIXERS ‘es : : 
[hey saw a revolutionary machine that uses vibration, tamping which gives 

FLUE BLOCK MACHINES | ' | tat éetalte 
and pressure to produce units of uniform density and texture 


POWER PRESSES 


HAND PRESS STRIPPER from any kind of aggregate. The whole operating cycle is push Soll 

c lott Hieninees button controlled, and runs on compressed air. Vibration is by “Equipment- 
ompiete Produ : ; : : 

porn Installed either compre ssed air or electric pow er. Since the operation iS for-Profit” 


automatic, many cams, gears and other parts are eliminated, in 


suring a long working life and minimum maintenance costs 


Toe MULTIPLEX CONCRETE MACHINERY CO. 


ELMORE, OHIO 
March, 1941 1117 
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Fuel & Supply Co., Indianapolis, Ind. 


>f the most successful concrete prod- 


in the Middle West. They bought a 


rete machine in February, 1938—in- 
-ond Joltcrete in November, 1938 
now installed a third!) They state pub- 


Joltcretes because this is the only 





high production machine we know of permitting 


the use of cored pallets,* which we insist upon. 


All methods of vibrating concrete are not the 
same. Remember—Stearns Joltcrete vibration is 
the only type of vibration whose value was dem 
onstrated by the impartial Wisconsin tests. 


* Write + Stearns at Adrian 


Bulletin "The Use of Cored Pa 


Over 100 Stearns Joltcretes in operation— 
21 plants have bought their second Joltcrete! 


on 
MANUFACTURING CO.- ADRIAN, MICH 








Gene O:sen, Presivent 
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te LT RAYLOR 


TYPE TY 
REDUCTION CRUSHER 


continues and increases its 
leadership! 


In a single week, recently, SEVEN The Traylor Type TY Reduction 
DIFFERENT OPERATORS purchased Crusher is a feature machine through 
Traylor Type TY Reduction Crushers. out. Strength to spare, simplicity of 
Every success has a reason, and in the design, scientific lubrication, positive 


protection against dirt and against dam- 
age by tramp iron, non-chokable Bell 
; rig Heads and Curved Concaves—all of 
need it, with no trouble, at minimum these elements combine to produce this 
expense. It achieves these objectives hard-working, trouble-free and econom 
because of its superiority of construction ical crusher that so well fills the needs 
ans and its ease of operation. cf hundreds of operators. 


SEE BULLETIN 2112 


ee rea LOR 


case of the TY, it is that the machine 
does what its owners expect, when they 





INVESTIGATE OUR T 
CRUSHER (BULLETI 
OUR MULTI-STAGE Fi 
TION CRUSHER—(BUL 





ENGINEERING & MANUFACTURING CO. 
MAIN OFFICE AND WORKS 








ALLENTOWN, PENNA.,U.S.A. 


NEW YORK CITY CHICAGO SALT LAKE CITY LOS ANGELES SEATTLE 
3916 Empire State Bldg. 815 One La Salle St. Bldg. 101 West Second South St, 919 Chester Williams Bldg. 6311-2nd Ave. N 
B. C. EQUIPMENT CO., LTD. MANILA MACH. & SUPPLY CO., INC. MAQUINARIA INTERNACIONAL, 8S. R. L. 

551 Howe St., Vancouver, B. C, Manila and Baguio, P. I. Av. Francisco I. Madero No. 17, Desp. 214, Mexico, D. F 


Export Department—104 Pearl St., New York City. Foreign Sales Agencies: London, Lima, Sao Paulo, Rio de Janeiro, Buenos Aires, 
Santiago, Valparaiso, Antofagasta, Oruro 


LIMA 


IS “RIGHT AT HOME”’ 
IN HARD DIGGING 


Stripped of all unnecessary weight by the use 
of modern steels, plus the latest mechanical 
features in excavator design, LIMA shovels, 
draglines, and cranes are constantly estab- 
lishing new records for big production and low cost operation. LIMA excavators 
are modern throughout and are qualified 
to meet the toughest kind of assignments. 
Sizes range from 34 yard to 3! yards capacity. 
For your next shovel, dragline, or crane, it will 
pay you to investigate LIMA. 











LIMA LOCOMOTIVE WORKS, INCORPORATED 


Shovel and Crane Division LIMA, OHIO 
NEWARK, N. J. NEW YORK, N. Y. MEMPHIS, TENN. 
LOS ANGELES, CALIF. SAN FRANCISCO, CALIF. PORTLAND, ORE 
DALLAS, TEXAS SEATTLE, WASH. SPOKANE, WASH 
CHICAGO, ILL. MINNEAPOLIS, MINN, 
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EAGLE eeavit WASHERS Really Clean Up on the Job 


Washers have set the pace for many 
the sand and gravel industry. They 
yned and constructed to do a quality 
sive and patented features insure 
perating economies, as attested by pro- 
t ughout the United States, 


ral Screw Washers are recommended 
terial of lighter specific gravity than 
egate. Furnished with single or double 
1 various diameters. 








Make sure of extra profits 
by writing for our 
Bulletin 


Log Washer 


Frequently washing problems are encountered where there is difficulty in 
breaking down refractory materials such as tough clays or conglomerates. 
EAGLE Paddle type Log Washers of proper length give complete satis- 
faction in handling aggregates of this description. They have also been 
used extensively in washing various ores. 


Standard machine is Double Log type. We will quote on single log ma- 
chine on application. 


EAGLE Products have enjoyed an enviable—and deserved—reputation 
since 1872. They include: EAGLE Double Roll Crusher, Shale Planer, Sand 
Drag, Sand Tank, Dry and Wet Pans, Specialized Mining Equipment, Olsen 
Self-Dumping Cages, and the famous Swintek Chain Type Screen Nozzle 
Cutter which has revolutionized dredging operations. 

An investigation of EAGLE equipment will cost you nothing—and assure 
better operating profits. 


EAGLE IRON WORKS _ Des Moines, la. 








MANGANAL 3am 


(REGISTERED U. S. PATENT OFFICE) 


SAVE ..... by Welding 


Pit, quarry and plant equipment 
crushers, shovel and dipper teeth, crawler 
treads, pump parts, etc. .. . can be saved, 
made better than new again and at insig- 
nificant cost, the MANGANAL WAY. 
More than 100 distributors (one of them 
is near you) cary MANGANAL II to 
13'/.°%, Manganese Nickel Steel Welding 
electrodes, applicator and wedge bars, 


NORBLO DUST COLLECTING SYSTEMS and SEACO Hard-Surfacing Electrodes. 


FOR Write for complete details about this mod- 
ALL DEPARTMENTS IN CEMENT ern, money and time-saving way to keep 


CRUSHED STONE PLANTS your equipment in tip-top operating con- 
dition at low cost. 





NORBLO EXHAUST FANS AND BLOWERS 


Write for Bulletins - STULZ-SICKLES CO. 


THE NORTHERN BLOWER COMPANY ee Newark, N. J. 
West 65th St. and Denison Ave., Cleveland, Ohio M s N . IN N NN [ 
4 d ‘4 » i 1 y ~ 


Pit and Quarry 





























HOTEL HOLLENDEN 


In Columbus 
THE NEIL HOUSE 


Requiring minimum floor space and an in- 


Ju Akron expensive foundation...shipped intact and 


THE MAYFLOWER easily installed, CP’s Type “Y’ Double- 


Acting Compressor is a heavy-duty, eco- 


In Lancaster, O wn qpuebdnapaansciags 
HOTEL LANCASTER Ss a, Ne Hh Capacmes 6 


300 to 900 c.f.m. at 80-125 lbs. pressure, with 


built-in motor, belt wheel or coupling. Write 


BARON STEUBEN HOTEL for Bulletin No. 766. 


AT CHECK WITH EVERY TRAVEL STANDARD CHICAGO PNEUMATIC TOOL COMPANY 


General Offices: 6 EAST 44th STREET, NEW YORK, N. Y. 
THEODORE DeWITT R. F. MARSH Setee Ome i iearhahieet Manele a ‘ ar 
President Vv. P. & Gen. Mgr. ales ices an ervice ations roughout the or 


STATIONARY AND PORTABLE 


COMPRESSORS 
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MEANS 


LESS WEAR! 


) the most confirmed skeptic must admit that 
hen two surfaces do not touch there can be no 
That is why LUBRIPLATE Lubricants im- 

rt indefinite life to shafts, bearings and gears. 
LUBRIPLATE has qualities not possessed by con- 
ntional lubricants. Its separating film is tougher, 
le to sustain greater loads, more water resisting, 
im resisting and completely resists rust and cor- 
sion. Extremely economical . . . it lasts longer. 
most LUBRIPLATE products are 


white in color. 


sCQMOCr . « s 


YOU TRY IT. Let LUBRIPLATE prove itself at our 
xpense on the job that is giving you the most trouble. 
Chere is a LUBRIPLATE field engineer near you. He 
will gladly call and will give you a trial quantity of the 
sroper type of LUBRIPLATE. The results will prove 
that LUBRIPLATE is the most effective and efficient 
lubricant you have ever used. Write for 
the special bulletin ““LUBRIPLATE In 


\ggregates Industry.” 


LUBRIPLATE DIVISION 
FISKE BROTHERS REFINING CO. 


TOLEDO, OHIO 
DEALERS FROM COAST TO COAST 


NEWARK, N. J. 


LUBRIPLATE 


THE MODERN LUBRICANT 
THAT ARRESTS PROGRESSIVE WEAR 





\ | 
a DREDGING OPERATIONS! 







NAYLOR LIGHT-WEIGHT PIPE 


MAKES LIGHT WORK OF 





0 ot gic eS eS 





NAYLOR PIPE COMPANY 


1257 EAST NINETY-SECOND STREET 
CHICAGO, ILLINOIS 


NAYLOR sinc PIPE 


Pit and Quarry 


















The new model GAYCO Centrifugal air separator makes pos- 
sible the uniform and increased recovery of cement and other 
extremely fine materials within a range of 60 to 400 mesh. 


@ Greater Capacity 


@ Cleaner Tailings 





@ 99% Through 
325 Mesh 


@ 25% to 30% 
greater recovery 
of fines. 


@ Not affected by 
variation in 
speed or rate of 
feed. 


Manufacturers also of “Re- 
liance” Crushers, Screens, Ele- 
vators, Conveyors, Bin Gates, 
Grizzlies. Complete crushing, 
screening and washing plants for 
crushed stone, sand and gravel. 


Rubert M. Gay Division 117 Liberty St. New York, N. Y. 
Canadian Representative: F. H. Hopkins & Co., Ltd., Montreal 


UNIVERSAL ROAD MACH'Y CO. 








STEADY PRODUCTION 


REQUIRES 
DEPENDABLE WIRE SCREEN! 





Are You Ready for 
the Busy Season Ahead? 


“T.C." ALLOY 
SCREENS 
On your equipment NOW will insure 


continuous operation for months to 
come. 


TWIN CITY IRON & WIRE CO. 


21 W. WATER ST. ST. PAUL, MINNESOTA 
Write for Catalog No. 39 











McLanahan 
Equipment 


Single and double roll and jaw crushers, hammer mills, super dry pans, — steel 
log washers and scrubbers, sand drags, revolving and vibrating screens, elevators, 
conveyors, dryers, jigs, hoists, complete portable, semi-portable and stationary 
crushing, screening and washing plants for different capacities of any materials, 
McLanahan & Stone Corporation 
Continuously in Business Since 1835 


Hollidaysburg, Pennsylvania 
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Ohio gravel 

firm separates 

sandfrom gravel 

right at diggings 
with a 


> LINK-BELT 
VIBRATING 
SCREEN 


@ The Massillon Washed Gravel 
Co., Navarre, Ohio, has found how 
to cut costs with a Link-Belt vibrat- 
ing screen. By setting up a plant right 
at the diggings with a vibrating screen 
for separating the sand from the gravel, 
they have reduced the cost of transporting to the main plant 
—a mile away—where the gravel is graded. For two years 
this Link-Belt Screen has been giving great service. Operat- 
ing 12 hours a day, it handles 100 tons of sand and gravel 
every hour with practically no maintenance expense. If you 
have a screening problem—write for complete information 
on Link-Belt vibrating screens. Ask for Book PQ-1792. 
LINK-BELT COMPANY 


Philadelphia, Chicago, Indianapolis, Atlanta, Dallas, San Francisco, 
Toronto. Offices and warehouses located in principal cities. 8271 


INL GJ 74 i 
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ibrating SCREENS 


you'll be thankful if your materials are 
being entrusted to Davenport Locomotives. 
Built to last, designed with the latest features, 
Davenports give you everything you want in 
Dependability and Economy—your BEST BUY 
—backed by more than forty years of proven 
merit. 


Submit your requirements and permit our 
engineers, without obligation, to present recom- 
mendations and prices. 


Export Office 
BROWN & SITES 
50 Church St., New York 
Cable Address ''BROSITES" 


Complete 
information 
is yours 
for the asking. 


<7 10) Bly = 


o 
DIESEL 
LOCOMOTIVES 
MECHANICAL 
or 
ELECTRIC 
DRIVE 


DAVErTPORT LOCOMOTIVE WORKS 


A DIVISION OF DAVENPORT BESLER CORPORATION, DAVENPORT, IOWA 











Keep your conveyor 
helts going with 


(FLEXCO| 


Ei > BELT FASTENERS 

























jrip on " 
{ the rip. @ Avoid shutdowns and lengthen the 
— life of your conveyor belts and bucket 
elevator belts by using Flexco HD belt 
fasteners and rip plates. Thousands of 
Wt iment 64 companies have stepped up the perform- 


ance of conveyor lines and cut costs 
by using Flexco methods. 


Bulletin F-100 shows ex- 
actly how to make tight 
butt joints in conveyor 


- >» 
e FLEXCO HD BELT 
FASTENERS make a 



















= nes —_ rs belts with Flexco HD Belt 
| ates embed Fasteners. Also illustrates 
oo — step by step the latest 
* Six sizes Practice in repairing rips 

and alloys. and putting in patches. 


Write for 
your copy 


FLEXCO| == > sett Fasteners 


Sold by supply houses everywhere 


FLEXIBLE STEEL LACING COMPANY 
4623 Lexington St., Chicago 















WARREN ASPHALT PLANTS 
HOT MIX 


i?) - 


COMBINATION UNIT FOR BOTH TYPES 


COLD MIX 


CAPACITY DESIGN AND ARRANGEMENT 
TO MEET 
ANY REQUIREMENTS 













Designed and Built 
By 


WARREN BROTHERS ROADS CO. 
38 MEMORIAL DRIVE 
Massachusetts 












Cambridge 



















100% Reliability with 


AMERICAN 


Crushers and Pulverizers 


AMERICAN 
the solu- 
your reduc- 
blems as it 
1e satisfac- 
r hundreds 
pit-and- 





AMERICAN Crushers, Hammer- 
nd Ringmills are 100° reliable because of their 
aged construction which assures long, trouble- 


>perators. 


rvice. High-test cast iron, special steels and 

wearing abrasion-resisting manganese steel are 

bined to provide a machine you'll "brag" about 

you've used it. Capacities from 10 to 100 tons 
Get all the facts quickly! 


AMERICAN PULVERIZER CO. 


1059 Macklind Ave. St. Louis, Mo. 





LOOKING FOR USED 
EQUIPMENT ? 


Refer to the list- 
ings in the Broad- 
cast Sectionin this 
issue forawideva- 
riety of used and 
surplus machin- 


ery and supplies. 














Pit and Quarry 




















NEW EQUIPMENT means 
ener COST DIGGING! 


Why cling to that old shovel? Why rob 
your profits to pay repair bills? The 
exclusive rolled alloy steel construction 
of P&H excavators means more depend- 
ability, greater production—and extra 
strength to resist the wear and tear of 
year-after-year operation 

Ask also about P&H's new hydraulic 
control. It's simpler, more positive and 
as smooth as steam! 





pF EXCAVATORS - 


HAVE CONCLUSIVELY 

* PROVED THAT P&H 'S 2 
MODERN DESIGN IS 

5° FAR AHEAD — : 

’ Superior to 5 cu. yds. Gaso 

i” Literature 


Capacities from 
line, Diesel, electric power 





ivailable on all models 


General Offices: 4451 W. National Avenue, Milwaukee, 


ISCHFEGER 


A CORP TION 
EXCAVATORS ~ ELECTRIC CRANES - ARC WELDERS ED HOISTS » WELDING ELECTRODES + MOT aA 


Wisconsin. 





Plant of 


COLUMBIA CONSTRUCTION CO. 


equipped with 


U. S. MOTORS 


(Total, 2000 horse- power) 


U.S. Uniclosed Motors 
U.S. Varidrive Motors 
U.S. Syncrogear Motors 


Request Bulletins 


U. S. ELECTRICAL MOTORS, Inc. 
ATLANTIC PLANT: MILFORD, CONNECTICUT 


PACIFIC PLANT: 
200 E. SLAUSON, LOS ANGELES, CALIF. 























A wire cloth of guaranteed 
















































































ALLOY No. 


A super wearing Steel developed to resist the abra- 
sion and vibration of modern screening demands. 
“CLEVELAND” SCREENS 


accuracy backed by fine 




















workmanship and an effort to satisfy. 
Available in Square Mesh and Rolled Slot. A trial 
will convince you of the superiority. 2 Mesh .162 Ga 
Rolled SI 
a ve THE CLEVELAND WIRE CLOTH & MFG. COMPANY 
574 E. 78th St. CLEVELAND, OHIO 
t 


INDUSTRIAL BROWNHOIST BUCKETS 


r STEP-UP PRODUCTION - HELP CUT HANDLING COSTS 





IND | IAL B ROWNH T BAY CITY, MICHIGAN » DISTRICT OFFICES: NEW YORK, 
PHILADELPHIA, PITTSBURGH, CLEVELAND, CHICAGO 
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24x36 


HEAVY DUTY 
‘DIAMOND 


we 
Large Capacity 
Wide Range of Sizes 
Full Roller Bearing 
Long jaw Pitman 
All steel construction 
The big capacity for size rating 
coupled with low power consump- 
tion per ton and small maintenance 
costs warrant your investigation 
Write us today. There is a dealer 
near you to serve you. 


DIAMOND IRON WORKS nc 


AND THE MAHR MANUFACTURIN 


MINNEAPOLIS, MINNESOTA, U.S.A 











Sand and Gravel Pumps 


Heavy-Duty (,°:'..) and Low Head Types 
Complete stock of replacement parts, elbows and 
fittings carried for prompt shipment. 







Also clear water pumps for 
general service, modern de- 
sign, lowest cost. High ef- 
ficiency means low operat- 
ing costs. Replacement 
parts always fit. We build 
abrasive material, handling 
pumps from 10” down to 
3” in size. 


KANSAS CITY 


HAY PRESS CO. 
KANSAS CITY, MO. 

















fares the sensation of the 


THAT 
WILL 
SAVE 
YOU 
bE opt 
ND 
THE NEW 
: super-mope. MONEY 
MAR RI OTE 
LIMESTONE CARRIER & SPREADER 
Manulactured by BAUGHMAN MFG. CO., Jerseyville, Illinois 






Lewistown Foundry Products 
ARE 


Performance -l ested 





BUCKET ELEVATORS 
REVOLVING SCREENS 
CRUSHERS DRY PANS 





Lewistown Foundry & Machine Co. 


Lewistown, Pa. 














ROTARY KILNS 
GRINDING MACHINERY 


for cement, lime, ores, etc. 


SS 


F. L. SMIDTH & CO. 
New York, N. Y. 


60 East 42nd Street 








| | HENDRICK MANUFACTURING CO. 
39 Dundaff Street, Carbondale, Pa. 
. Sales Offices in Principal Cities. Please Consuls 
@ Telephone Directory & 











COMPLETE 


CONVEYOR 
SYSTEMS ENGINEERED 
TO YOUR NEEDS s5:0.:. 


Waldron engineers will want to know 
the nature of material to be moved, the 
distance involved, the capacity required 
Their job is to give you most efficient 
performance at lowest cost. Talk to a 


Sprout-Waldron sales engineer. There's 
no obligation, and he may be able to save 
you money. Literature on request. 


SPROUT. WALDRON « 0.1m 


137 SHERMAN ST MUNCY, PA. 


ELEVATORS, CONVEYORS, POWER TRANSMISSION EQUIPMENT 


HOTEL PHILADELPHIAN 


FORMERLY HOTEL PENNSYLVANIA 


DANIEL CRAWFORD, Jr., Manager 
39th and CHESTNUT STREETS 
PHILADELPHIA, PENNA. 


Our courteous and competent staff will give you the 
utmost in friendliness, comfort and service. Conven- 
iently located to all stations, and only five minutes 
away from the heart of the business section. 


600 ROOMS each with bath from $2.50 up 


Lounge and Restaurants. Unrestricted Parking to 3 a.m. 











Pit and Quarry 







































BROADCAST \740 


\0\ SECTION 


REALLY REBUILT EQUIPMENT AT BARGAIN PRICES 


All cf the equipment listed below is owned by us and may be inspected in one of 









our Rebuilding Plants. 




















AIR COMPRESSORS 
2—-Sullivar 1573-cu ft displace 
2 stg cyl size 22x13x14 
ntercooler Class WM 1 dire 
nected to 250 HP 440-volt 

3 ph A.¢ Sy1 Mtrs 
O—Portabl gasoline driv 
pressors all makes—s 2 
220 160 110 
120-t \ t 
steel wit xt 
ent } roti 
hr ve 
lial le r 





With any style mounting, wagon, column or tripod. 
Ingers Rand Models X71, Weight 220 Ib S-70, Weht s 
R72, Wzl 75 Ibs ly tee 
Sullivan Models FG Weht. 250 Ibs. for 1% ter Mod 
W for 1%” ste 
G Denver Model 17, Weht. 180 Ibs ‘ 
JACK HAMMERS 
. ! a Steel—Ing Kand Moc s40 
er Ds er lod ‘7 and 11D Also rive nd ct 
Pav ber ah drills and reamers t 1 





ROCK DRILLS 


7 
¥ 


\ 


r 











BUCKETS 


26—Clamshell all 
liams Blaw 









1—1 vd. Nort 















lie-vd. Omaha 1 1 1 va I P 
1 yd. Hayward 1 ‘ i. Page 
1 11 vd Pionee Cablew EX 
bucket. 
Dragscrapet 2—1 yd. Sauer 
¢ Greet y ul 
1 yd rec 1 ; i. « * 
yd. Garst 






CRANES, DRAGLINES & 











SHOVELS 

1 Link-Belt K-55 Seri N 
70’ boom, 2 d. b ket 4 
vd shovel attachment 





UIPMENT 


PHILADELPHIA— 


1505 Race St. 


Phone: Rittenhouse 4664 








PLEASE 





c° 


, p Ww 
i I KK 1 
1 ' Ne ket. 
‘ net 1—F1 Ste ‘ N 
‘ nt ra boo! wit 
hove front 
Nos. CRUSHERS 
i . 
tta ‘ t 4,vrat rusher 
Chalmet 1—N« > A 
N Gates N Met 
i cket MeCully 


Ave. Phone Nevada 2400 








N HOISTS 


SEND FOR COMPLETE STOCK LIST xr hoist by 30. Hi 


RPORATION OF 


CHICAGO—1160 So. Washtenaw 


MERICA 


PITTSBURGH—P. O. 
Box 933. Phone 
Federal 2000 

















835 Security Trust Bidg. 
Indianapolis, Indiana 














13490 S. Brainard Ave 


CHICAGO, ILLINOIS 
‘Anything containing IRON or STEEL" 








Bucket Elevators Enclosed —( t 
24”"x60" 290"x40" 16”"x60 14”x 
"x et ; . ‘ 
x35 10’x35 ax 32 x14 
1 gndige preg FOR. SALE 
24x36 Gyratorys—N 25 Ke edy 
Screens 12 Hummer Vibra wit \ 
Ax5? I-deck Multirap Vibra‘ing with washe 65—)0 ton All Steel Self Clearing Twin Hopper Cars 
xB’ I-deck Link-Belt Vil at fee -— = - ‘ ‘ ‘ 
ate? san Cake? tein 75-50 ton All Steel Gondola Cars 
Railway Equipment 3 ) Cu. ‘es ; TALC Sic c ane 2 s 
, | 16 cu. vd. Air Operated Side Dump Cat 
i234". Atine Care,” 1 
—24 ka Cars \ 
5 +t Kn eo 5 ~ gl 
+ f Te ry Bat I 
+ Ab Bg pine Agee Ohio Locomotive Crane equipped lor magnet operation 
‘ W Gas I s d 
ean complete with magnet 
e onveyors 29 ~" 
16x20" Jeffrey 8x4. 1-221, ton Model “D” with 45” magnet 
150 He ‘ \ A 
1OO0-ft 10° 
s000)-ft ply 
® )-ft ly 
F eders ‘ \ 
Tag eee 1-30 ton Saddle Tank Switching Locomotiv: 
Stora d Pres Tank 
B Gat ISx18 16x16 12x12 ’ - y ; 
Loomis, Clipns Blast Hole Dri Available Jor immediate inspection, (Juotation gladly fui nished. 
: _ Mixer, 
Ihr B kets 1 . 
{ B kets 
( w i j , , REE te . > 
RAILWAY ACCESSORIES COMPANY 
G. A. UNVERZAGT CAREW TOWER CINCINNATI, OHTLO 
15 Park Row New York City 
NEED DUMP CARS? 
FOR SALE FOR SALE—200 _ 
l ISo> HI? Cooper Bessemer oil eng l 10 HP Cre Compound Steam Engine 
l 185 HP Cooper-Bessemer, direct 20 and 30-yard Capacity All-Steel l 1S is" & ple ( rl Engine 
to AC enerator (la Mag Koppel and Wester 150 HP Bo HRT Complete 
1180 HP, ) le VA, Fair M Up-turning and Down-turning Door 1 125 HP Scotch Marine Boiler 
st) 4 t re st ¢ irvoauik re 
= IMMEDIATE DELIVERY!!! 60 HP Scotch Marine Boiler 
ra : An to Move Quicl 180 HP F.M. 3 Cyl. Belted Diesel Engine 
oe re ae engin uy N Anticipate Future Reauiremen's N 65 and 90 ft. Boom Wiley Electric Whirley 
ae cae sé La You May a ui. Wa ( lor 125 HP Diesel with Generator 
l 150 HP Cooper-Bessemer A g \ Tru Unusual Opportunit 23.000 Gal. 10'x6"x30’ Storage Tank 
generator set Just Obtain Our Quotatior 10,000 Gal. 7’ ;0’ Storage Tank 
This is only a partial list for Eustrates Mullet 10,000 Gal 40’ Storage Tank 
— me . : . Other Type f Cars, Te Other Tank Boiler Crane Shovel 
rime payments can be arranged \ tocomotives. Cranes. Shovels. Bt All K be oh Geainnsne 
FLETCHER SALES COMPANY IRON & STEEL PRODUCTS, Inc. 
36 Years’ Experience THE T. J. LANE CO. 


Springfield, Ohio 
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1—%*4 cu. yd. Sauerman Cable way dipping outat 
Prior Sale complete (gasoline power)—Price $ 

2—6 inch gravel pumps—Price $150. and $300.00. 
1——Orton crane and dragline, 47 ft. boom, very good 


Rebuilt Equipment For Prompt Shipment Subject to FOR SALE 


| Y 58 ton 6 wheel switcher, 


W alschear ? valve gear. GOOD USED CRUSHERS AND PULVERIZERS ; my pn $1650.00 mee " , 
| eT 99 , 3: 2 = aioe an . ‘pusher 2 sear Cat Cranes, com nat on hoe, skimmer anc 
: +¥,, n 4-wheel Saddle 15x24 Blake Type Jaw Crusher perl “Price $500.00 each. sprigs 
| : b> , . ] LK Ds sime Pulverizer (3 ton } ) 2-——Semi-trailers, flat bottom, one (1) 20 [t. $200.00; 
| 30, %& Yd. Dragline. Mote wel ny Kel he , — ' ata one (1) 27 ft. $350.00. 
| rH 12 Ton 36” Ga. Gasoline No. 7 Mitts & Merrill Wood Hog 1—-Cletrae 40 with power take-off—Price $300.00 
ve; Hand Brakes. Reconditioned CRUSHING PLANT includes, ' we ped pn Ky F plant, complete and in 
| IST Model 4, 20 Ton 8- 15x36 Jaw and 30x18 Roll Crusher, Elevator, 365 H.P. Waukesha ‘power units—Price $300.00 
ocomotive Crane. Sereen, Bin, Power Units (will sell in sep- 0°. kesh its—Price $2! 
i r Mode “L, 24” Ga. Gaso- arate i l 0 *». Waukesha power units—Price $200.00 
| ed - 1 Pes, 50" Ga. Tae mn es ar . Ce ee ee 1—one (1) cu. yd. dragscraper outfit with 40 H.P 
OeEN a a 3—Portable LIMESTONE VPULVERIZERS—6 Waukesha Motor—Price $400.00. 
IMB Model CS-4, 442 Ton, to 7 ton per hour, will handle 60 lb. Rock 1--Thomas % yd. electric hoist—Price $800.00. 
Gasoline Locomotive. to Agricultural dust or 15 to 18 tons per 2-36 inch rotary screens with scrubber sections 
06, % Yd. Comb. Crane & hour road rock each Price $300.00 each. 
vane "4 ; our road Tro . 1 No. 3 Gates Gyratory crusher- mEtice $450.00 
| ;oom ; ros ; 1 x 24 Roll crusher—Price $250.06 
LIAL, Works 20-ton, 8 Wheel CRUSHER SERVICE, Box 795, St. Louis, Mo. * irvine BROTHERS GRAVEL co. 


ne 50’ Boom. New Haven, Indiana 
Model No. 1, % Yard 
el, Crane and Dragline. 


Model 75-B, 14% Yard Gaso- BARGAIN F-M DIESEL ENGINES 











| | 
ay " — a 1—Cedar Rapids crusher with revolving screen, 560, 460, 360, 240, 180, 80, 75, 50 HP. 
| Re 1 ] S, 1 iS Gas Comb. mounted on hard rubber trucks :a0 SIP. Mackeve. 6 a ro 
mn C1 ine. 300m. 1 Conveyor 45 ft. long, belt 24” with belt i—j00 HP. Burmeister «& Wain. 
| Write for Complete List 1—35 ft. conveyor 18” belt. 1—190 HP. Buckeye, 2 eyl, ““T 
. ' ™ . 1—65 horse power engine. 1—260 HI’. Superi 1, 
asics COMPA _ IPMENT 1—10 yard steel hopper for trucks 1—120 HP Atlas ' 
Piant «& General Offices a A. @. SCHOONMAKER ; 
’ LUHMAN GRAVEL COMPANY 42 Hudson St. Jersey City, N. J. 
Atlanta, Georgia Garden Prairie, Hlinois Bergen 4-9897 














FOR SALE 2 sg Re He siaate FOR SALE 


i” wide 2-—Allis-Chalmers 


pete. 
2 


75 ft 
2" wide Gyratory er Belt, & PLY 105 ft. 
3° 4 





iy 
r ss WJ Compressor 18”x11”x14”, wide, BELT, with 10” buckets at “SS: we : 
ver minute actual delivery at tached. , ais ‘ Gyratory Crushers 
s er sizes “prices way below market. y 7 + 
pressure Belt Driven enateiie it a ae me No. 8—No. 6 
anted: onveyor e Site — e onveyors 
Horizontal Symons Dise Crusher. Siz M. a ns 
TERRENCE. °. WYNN G. P. O. Box New York 
Horizontal Symons Dise Crusher 55 West 42nd St. New York, N. Y. Tel. * am 4-3024 





Rotary Crusher, feed open- 


, ; . Monighan 4-W Dragline. Bucyrus 37-B Dragline. 
specially priced and avail- Link-Belt 142 yd. Shovel-Crane-Dragline, 60’ bm FOR SALE 





delivery Koehring 702 Crane-Dragline, 70’ boom, A-1I Universal Portable Crushing Plant—18"x36”" 
Cranes-Drags; NW 104-105-No. 3. Koehring 301-501 Roller Bearing Jaw, double deck Jigger 
Lorain 1% yd. shovel. Also NW & P&H % & 1 yd. : , a “a 


screen, 36°x20" Double Roll, conveyors, 15- 




















Loco, Cran 20 ton, real buy Others 10-35 ton : : . 
BOX 310 ~_ lesones & Slackline Exe awaters % to 4 a = — , Complete a two 100 HLP 
Bucket Loaders—Barber-Greene-Haiss-Link Belt. € Diesel engines. First class, used little 
PIT AND QUARRY PUBLICATIONS Diesels—Cat. D13000. F-M 90 HP. Cummins 75, ete 240 ft. Gardner-Denver Portable Compressor 
- P Derrick Scow 1800 ton cap; Self unloading boat. GEORGE KENNEY 
<9 28 a . i 
S. Clark St Chicago, Ill JAMES WOOD, 53 W. Jackson Bivd., Chicago, II. 2136 Jefferson Street, Kansas City, Mo. 





“The ad ran once—we sold | 
the machinery. Please 
/ f } aA Wy .. " | 


Quoted from a letter written by a quarry operator who advertised | 


equipment for sale in this Broadcast Section of Pit and Quarry. 


If you have something you want to sell, advertise it. If you want to | 


sell it quickly, advertise it in Pit and Quarry. 


Write for a rate card to-day, or, better still, send an advertisement and learn 


for yourself how well and quickly this section can serve you. 














Pit and Quarry 
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on TRUCK MIXER i ae ance 


3—31l4 yard Rex separate engine drive mixers, Cleveland Pioneer Trencher 
1936 mounted on dual pneu. Ward La France’ !5 Cu. Ft. Orange Peel Bucket 
























ach See 5 Bil dal 
CACM eee ee eee. ae oe ae $2250 CleTrac Tractor Model A-30 
1—3 yard Rex separate engine drive mixer 1934 Jaeger Jiffy Mast 
mounted on dual pneu. A. C. Mack..... $2000 5 Ton Buffalo Springfield 3 Wheel Roller 
1—2 yard Jaeger separate engine drive mixer 1936 Well Point Systems Service From Coast to 


mounted on dual pneu. Ford V8-1937.. $1950 Coast. Other Bargains -in Pumps, Building 
all in excellent condition lixers, etc. 


8 inch x 8 inch Road Forms 


9 inch x 9 inch Road Forms Jaeger-Lembo Machine Corp. 
Jaeger Lakewood Road finishers type G. Northern Blvd. at 127th St., Corona, L.I., N.Y. 
Jaeger Lakewood Road finishers type D. Phone Newtown 9-7777 











1—-242-Yd. Sauerman Dragline Cableway cor 
plete with 250 H.P. two speed hoist, tw AIR COMPRESSORS CRANES 
buckets, all cable, blocks, shackle Used Ingersoll-Rand 315 2 ue , » 
two months ey enon a ef. gasoline, 2 | Model 371 Marion Caterpillar Diesel. 
‘ = ii stage, ortable, ; 
l 150 H.P. Two speed Thomas Hoist ~ Vard capacits 
1—75 H.P. 2-drum Clyde Hoist. Can be ed Ingersoll-Rand 210 ©.f. gasoline, 2 ; 
with either electric or gas power. Used for stro Portable. I Industrial Brownhoist 15-ton Cates 
storing aggregates piller Gasoline 
1--2-Yd. Crescent Scraper. Extra part chait LOCOMOTIVES 
side teeth, digging teeth roller bearing , ‘ ] Northwest Model No 4 Ginsoline 
avin whe on Davenport Standard gauge. a 
2 ae nee, l5-ton with LOO ft. boom, 
1—48" x 12° Heavy duty rotary scree sin inpeenass 
1 Standard Eagle Washer, single screw l S-ton Vulean Standard gauge. Gas l Littl: General Gusoline Caterpil 
3 5’ to 47’ Link-Belt Portable 24” Conve olime lar. i, we CUpPAcity 
steel frames, motor mounted in unit ! - 


plete with belt 50th dG A 
CORNWALL SAND & STONE CoRP. ATLANTIC ve Rn gts me 
oe © ile Mae Wok PHILADELPHIA, PA. 
oman eee si vin EQUIPMENT CORP. Tel Evergreen 6363 





















ee 4 _— CRUSHERS—ELEVATOR N . . 2 : 
USED BARGAINS a GEORGE I42nd st 


SAND WASHERS—PUMPS—CONVEYORS HAISS & Rider 
12-Ton Plymouth Standard Gauge Lo- CHAMPION Ne Jaw Cru veilinboas Al bg ok 
comotive. BRAND NEW Jaw Crushers 9 “24 _ — 


2-Yard <. : es W | CLIMAX N | law 
ee ee ee ee CLIMAX No, 2 Jaw Crus! FACTORY REBUILT CLAMSHELL BUCKETS 
Seraper with No. 2500 Hoist. 6” CHAMPION No. 6 Jaw Crus! 1—Blaw-1 Yd, Lever Arm Bucket No. 61 
™— an 6” NEW HOLLAND 4 is] 1-H iPower I Bucket with tect 
Allis-Chalmers Model LO Tractor with i-5b ORLA CHET Hacumer % Hay Rehand maekiel t 3800 
7-yard Scraper and Hydraulie Bull- N S New Holland Swing I 
a % f n Ha 
dozer. “LINK-BELT Vibrating Screen 
“ . N 1 STI \ ay t P&H ¢ 
All in rebuilt condition. ccten. Mana Eien ote ee ee t 


MUNIVERSAL CRUSHER co 
H. B. FULLER EQUIPMENT CO 


Le eee eens cue | | SOHNSON AND HOEHLER, INC. nen Mit 37 Creeper rk Hann 


LANSDOWNE, PENNA 









































ELECTRIC HOISTING ENGINES | | 2:0 39 stan, aractine, 150° doo. 4 
DOUBLE DRUM Bucyrus Monighan 4W Diesel Walker dragline, 1 FOR SALE 
































\ Chalme N 2 yyratory crushe take CRANES: Ohio model “E” 25 ton ca- 
1—Lambert with 30 HP 3 Phase Moto. : dts _ ah oe concen , pacity im locomotive crane, eight 
= — — I de -ai pbs wheel double drums 10’ hoom 

i—Lidgerwood with baden ndent op- Ix E paving mix ‘ ilk ae, 

erating winch heads. With 100 HP ID It t 550 HP, also generat Industrial type H” 25 ton capacity 

2 Phase Moto} " —— a 0 HP steam locomotive crane eight wheel, 

vay ; 4 louble drums, 50’ boom 
. . . x . WwW in Milw } 

1 Lidgerwood with Dual Suafet Foot Lb son te high ift craw } l Smith 56-S Tilting Type Concrete 

Brakes. With 100 HP 3 Phase M« i sige - ya — Mixer, 2 cubi: ird capacity, excel- 

tor. a ' ae « roll "(8 Oe) lent conditior 

PHILADELPHIA TRANSFORMER CO. H. Y. SMITH CO. E. E. FORT 
2829 Cedar Street Philadelphia, Pa ‘ . ‘ acne 

828 N. B’way, Milwaukee, Wis. 1119 S. 56th St. Philadelphia, Pa. 

RAILS “Il Ton or 1000” COMPLETE STONE CRUSHING 
NEW RAILS—5000 tons—All Sections—All Sizes. or 
ee ge pe es a, psaetealiees SAND and GRAVEL PROCESSING SERVICES 
ACCESSORIES—Every Track Accessory carried in available on tonnage basis 

an a mane, ae ts, Frogs, We will install NEW, MODERN portable or ——— plant in any ——— mengtien. | 

’ ° co— Ti , Capacities 100 to 150 tons of stone per hour or 150 to 2 tons of sand and gravel per hour. | 

—o SS a wage Wire. oe ee Estimates Furnished Without Obligation 

L. B. a COMPANY, Inc. Address 
PITTSBURGH NEW YORK CHICAGO CONTRACTORS SERVICE CORP. Box 579, Harrisberg, Pa. 
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GUARANTEED REBUILT EQUIPMENT 





30% 


SLIPRING A. C. 


Hl oe & 2200 vy 300 RPM 
i] G.E 2300 \ 300 RPM 
GE. 4000/2200 \v 514 RPM 
{ Wte 2200 \ 190 RPM 
Wte 440 \y 345 RPM 
Wte $40 Vy 580 RPM 
G.E.-Wtz 440 \ 135 RPM 


200 Pumps all sizes, heads, kinds on hand. 


Transformers, 


100 HP G.E. 2200 v 1800 RPM 
100 HP G.E. 440 \ 720 RPM 
100 HP G.E. 440 \ 600 RPM 
100 HP G.E. 2300 v. 900 RPM 
75 HP Wte. 220 v 690 RPM 
50 HP Wtg. 2200 v 1160 RPM 
50 HP Wtg. 2200 v 865 RPM 


Also Compressors, Drives, 


Chicago’s Largest Stock. 


(Send for our new list) 


Chicago Electric Company, 1334 W. 22nd St., Chicago, Ill. 


FOR SALE 


New and Reconditioned Machinery 
—Jaw Crushers— Rolls— Gears — 
Pinions—Elevator Cups—Spouting 
Pulleys — Boxes — Etc. Attractive 
prices. 





WEBB CITY & CARTERVILLE F & M 
WORKS 


Webb City, Missouri 











BARGAIN PRICES 


RUBBER BELTING 


nsmission—Conveyor—Elevator 


“V" BELTS 
FOR 


Crushers— Pulverizers—Etc. 


RUBBER HOSE 


FOR 
\IR—-W ATER—STEAM—ETC. 


Partial Stock List 


NEW AND HEAVY DUTY 


nveyor and Elevator Belting 


Type Bottom 
tity Width Ply Cover Cover Type 
6” 6 14” ye” Conveyor 
0 6 1,” ly” Conveyor 
0 5 1," le” Conveyor 
24” 5 4” 1” Conveyor 
§ 6 Lie” ly” Elevator 
4 4 14” \o’” Conveyor 
) 8 big” ly” Elevator 
2 8 Friction Elevator 
0 5 ly” iy” Conveyor 
8 4 1,” ln’ Conveyor 
if 4 1,” lo” Conveyor 
14” 4 Ly” Le” Conveyor 
12 6 Friction Elevator 
12 4 ly” ly” Conveyor 
0 6 big” lo” Elevator 


\ cut any of above rolls. Advise 

esired lengths and widths and we will 
mptly quote prices. Many other sizes 
stock for immediate shipment. 


CARLYLE RUBBER CO., Inc. 





SCRUBBING 
SCREEN 


FOR SALE 


30 Foot by 60 Inch Traylor. 
Complete for Belt Drive. 
In Good Condition. 


SOUTHERN MATERIALS CORP. 
NORFOLK VIRGINIA 


SUBJECT TO PRIOR SALE 
We Offer 


1—QOhio, Type G, 35 Ton Steam Locomotive Crane, 
No. 3926 Bucket Operating. 

1—American 30-Ton Locomotive Crane, 55’ Boom 

1—Brownhoist 15-Ton Locomotive Crane. No. 8332 

1—Lorain 77—1% Yd. Diesel Shovel—Dragline, No 
5570, new 1037. 

1—Link-Belt K-44, 14% Yd. Gas Crawler Crane 

1—VPlymouth 18-Ton Standard Gauge, Gas Locomo 


tive 





SPECIAL 
23—C. P. No. 5 Drifters, Complete with Shells 
and Screws—$65.00 each. 
Money Back Guarantee. 











2— Plymouth 8 Ton, Standard Gauge Gas Locomo 
tives. 

1—-Whitcomb 6 Ton, 24” Gauge Gas Locomotive 

1—Terry 25 Ton Steel Stiff Leg Derrick 3 line, 90’ 
Soom 

1—Flory 10x12, 3-Drum Steam IHloist with Separate 
Swinger and Banked Levers 

1—Ingersoll-Rand XL, 420’ Actual Capacity Portabl 
Compressor, Like New Cheap. 

1—Chicago-Pneumatic ¢64’ Diese] Compressor 

7—Ilayward 1—1%—2 Yard Rehandling Buckets 


Many Other Units. What Do You Need? 


CHARLES DREIFUS 
Widener Blidg., Philadelphia, Pa. 
Rittenhouse 7750 














LIQUIDATION SALE 


Blaw-Knox Weighing boxes for 1 C.Y. batch 
Blaw-Knox 1 C.Y. clam shell bucket 


35 foot P&H Crane boom for 300 or 400 model 


% C.Y. Dragline bucket 
P&H Fairlead for 300 or 400 model 

2—I.R. Model 315 Compressors with Hesselman en 
gine. 


24 inch portable belt conveyor 

Nickerson stone spreader box 

Warco Road Grader on pneumatic tires 
Allis-Chalmers Model KO Tractor with bulldozer, 
Single drum Hoist 

Model 10S Ransome Concrete Mixet 

Model 27E Ransome Paver 

Pumps from 2” to 4” 

12 & 14-ton Buffalo-Springtfield 3-wheel gas rollers. 
P&H Model 650A 1% C.Y. Gas Shovel 

P&H Model 203A Truck Crane 

I.R. Jack Bit Grinder 

2—15-ton Truck Scales. 

1—Superior Saw Table with 10” circular blade 
2—Hauck Tar Kettles, 50 gal 

20—I.R. and Cleveland Jack Hammers 

2—I.R. Tower Drills, Model X71 

1—I.R. Riveting Hammer. 

10,000 feet road forms for 6”, 8”, and 9” pavement 
1—P&H Backhoe attachment for Model 500 

1—300 bbl. Blaw-Knox bulk cement plant, with 
Richardson electrically operated scale 

Also various other small items 


pt et OS 


FOR SALE 


yy Yd. Electric Slackline Cableway. 

Yd. Electric Slackline Cableway. 

14 Yd. Osgood Crane Gas Crawler. 

14 Yd. P&H Shovel and Backhoe. 

Yd. Link-Belt Crane. 

Yd. Osgood Crane and Shovel. 

5 Yd. General Crane and Shovel. 

Yd. P&H Crane and Backhoe. 

Ton Gas Std. Gauge Locomotive. 

2 Ton Gas Std. Gauge Locomotive. 

> Ton Gas 36” Gauge Locomotive. 

5 Ton Austin Gas Tandem Roller. 

10 Ton Bflo-Spgfid. 3W Steam Roller. 

No. 4 Gas Keystone Half Crawler 24” and 
48” Ditchers & Skimmer Scoop Bucket. 

6” Vertical Electric Submerged Pump. 

4” Jaeger Sure Prime Gas Pump. 

214 ton 8” E. C. & B. Pipe Threading Ma- 


1 


1 
1 
1 
1 
1 
1 
4 
1 


chine. 
150 Ton R.R. Track Scales. 
Storage Tanks, Boilers, Motors, Power 


Units. All Kinds of Equipment. 


THE T. J. LANE CO. 











Park Place New York, N.Y. “a yd 2 ee ———— Springfield, Ohio 
ton, Conn. 
WANTED—Immediately 
SHOVELS—CRANES FOR SALE Superintendent or Foreman 
Diesel Crane—Koehring 251, % yd., 35'-45' boom 


Shovel 1% yd. 
late 1936. 


vd. Gas Shovel cheap. 


Crowd, new 


pacity Browning Electric 
10’ Bm. 
il Truck-Crane No. 1400 


vest Backhoe 


lass 


attachment, 


terpillar Tractor-Bulldozer. 
nd 
GREY STEEL PRODUCTS CO., INC. 
74 Central Ave. Glen Rock, N. J. 
Tel. Ridgewood 6-2275 








Hoists—2 dr. and slewer, 35 HP; 2 dr., 25 HP 

Derricks—-Steel guy, 40 and 50° bms., bull 
wheel; Stiff leg, 55’ bm., bull wheel. 

Buckets—-Williams * yd.; Blaw-Knox % yd.; 


Drag % yd.; steel % yd. trip dump 
Pile Driving—Steel leads ; 2400 lb. hmr 
for piles, wood and steel sheeting 


; caps 


Boiler—Horizontal 20 HP, on steel skids. 
Pumps—Centri., Diaph’m, Piston and Hose. 
Air Equipt.—Compr. 45’, Jack Hmr., Tamper 
Blocks—Hoisting, for manila and wire rope. 


LUNDGREN CONSTRUCTION CO. 
405 Slst St. Des Moines, Ia. 


For Sand and Gravel Plant near Detroit, Michigan. 
Must be capable of taking complete charge of plant 
Send complete details of experience to 
Box 314 
PIT AND QUARRY PUBLICATIONS 
538 S. Clark St. Chicago, Ill. 














FOR SALE 


Marion 450 gas electric drag line machine equipped 
with drag line and clam shell buckets, 50 foot boom 
Excellent condition. Late shop number. Priced to : 
move, : 

Send replies to : 

BOX 208 
PIT AND QUARRY PUBLICATIONS 

538 S. Clark St. Chicago, Il. 








Reedied 


Pit and Quarry 








ieee wneevnnete 
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bell heads and new concaves. 
eee x125’ Reeves Bros. Rotary Kiln. 


and in splendid condition. 
Adamson, double deck. 
175 H.P. motor. 


Bros. Lime Separator. 


—5-roll Raymond low side Separator, 
Single Whizzer for attaching to 4 or 





—8’x80’ and 6’x80’ Kilns, both Vulean Iron Works. Excellent construction 
1—5’'x10’ Allis-Chalmers 2-deck Vibrating Screen, also 2—4’x8’ Stephens- 
3—8'x72” Hardinge Conical Ball or Pebble Mills, also 8’x30” iron lined, with 
3—700 CFM Worthington Type V-6 Air Compressors, 100-lb. each twin unit 


with 200 H.P. 3/60/440 volt motor, 
1—Lime Hydrator, Weber type, Arnold & Wiegle—with No. 1 Raymond 


direct connected both ends. 


with oil journals. Also one Raymond 


5-roll mill. 


Your IMPERATIVE NEEDS 
Can Be Met with the Consolidated 


SOME SPECIAL ITEMS 
1- 30” Allis-Chalmers Superior McCully Gyratory Crusher, also 20” Traylor 
“Bulldog,” 36” Gates “N,” 30” Kennedy with motor. 
2—10” and 6” Allis-Chalmers Superior McCully Reduction Crushers, with 


BIG FOUR 


(1) Large Selection of 
Machinery in our 
Newark, N. J., Shops 
and from many other 
points in the U. S. 


(2) Country-wide Cov- 
erage 


(3) Experienced Staff 


(4) Substantial Savings 
—Always 





low prices: 





1—5’x10’ Bonnot Ball Mill, steel 


We have sold most of the equipment from the Castalia Portland Cement Plant in Castalia, 
Ohio, 60 miles from Cleveland. The following is still available for immediate shipment, at 


lining, peripheral 2—5’x27' Tube 


discharge. . Cae motors. 
3—Rotary Kilns; 6’x120’, 6’x60’. : 
1—6’x60’ Direct Heat Rotary Dryer. 2—18 ton Steam 
1—5’x22’ Bonnot Tube Mill, silex lined. 36” ga. 


Mills, silex lined, with 200 H.P. 


Locomotives, Vulcan and Porter, 








Send for latest crushing News" 


17-19 PARK ROW 


listing other sizes of Jaw, Gyratory and Roll Crushers; Gyratory Finishing 
Crushers, Shovels, Cranes and Draglines; Locomotives; Vibrating Screens; Elevators; Conveyors; Pulverizers; 
Ball, Tube and Rod Mills; Filters; Air Classifiers; Dorr Classifiers; Air Compressors, etc. 


CONSOLIDATED PRODUCTS CO., INC. 


NEW YORK, N. Y. 


Our Shops at Newark, N. J., cover eight acres. 








FOR SALE 
IMMEDIATE DELIVERY 


USED EQUIPMENT 


Five 5) pitman assemblies for 10x20 
bearings S -F. type 

One il 10x20 roller bearing DIAMOND jaw « 
e a with Timken bearings 

rhree 10x36 piiman assemblies for 10x36 jaw 
amie 

One 1 15x: 36 pitman assembly complete 

One 1 20’0”" bucket elevator wits buckets 10"xf 
734” mounted on chain 

One 1) 30°x10/0” double shaker scree 

One 1 9x36 stationary jaw Patt. No, 95351 

One (1) Rebuilt Allis-Chalmers power init Lode 

40, completely reconditioned 

One 1 Revolving Screen 60”°x20/0" 

One 1 Grizzly and hopper and plate Feeder 

One (1) Grizzly and hopper 


NEW EQUIPMENT 


One 1 x16” bronze bearings DIAMOND jaw cr ! 
oma - ste with flywheels and Model P 7D2 LeR 
stor mounted on trailer unit with steel wheels 

Two: 2 itman assemblies with S.K.F. bear 

clodine® ‘main bearings for 10”x20” jaw crusher 

One 15”x36”" roller bearing DIAMOND 


One (1) 15x36 pitman assembly—new design with & 
shaft, ——— main bearings 

One 1 bucket levator 32’0” centers ri 
wees buckets 12”x6"x734" 





) cubic yard bins 


Six (6 Steel wheels 40 dia. x 16 face to tak 
4” Hyatt bearings 

Four 1 Steel wheels 40 lia. x 10 face t take 
4” Hyatt bearings 

Four 4) Steel Wheels 28” dia. x 4 

Ten 10 Steel wheels 28” di 
. > /-6" 

Fight 8) Steel wheels 24” dia. x 
13e” 


Four “4 Steel wheels 28” dia. x 14 
aoe SPECIAL PRICES FOR QUICK SALE 
DIAMOND IRON WORKS, INC. 
MAHR MANUFACTURING CO. DIV. 


Minneapolis Minnesota 











SURPLUS EQUIPMENT 


AIR Conpnsecens. < State with Motor 


Type 10, « 600 cu. ft 
l at an WN-31, cal M982 cu, ft 
CRANES 
1—10-Ton Gas Type on Cat 
| 4 Ton Lo« ype Std. Ga 


Ton Loco, Type Std. Ga 


ELECTRICAL EQUIPMENT 


KW, 600 V GE Rotary Converie 
KW, 600 V GE Switchgear hew 
0/450 KVA GE Transformers 22,000/445 NV 
l 5 0, 50 & 200 HP. Electric Motor 


HOISTS 


75 HP. Ottumwa 48 x 36 

100 HL’. Ottumwa 54 x 78 
LOCOMOTIVES, Elec. and Steam 

j tf Ga. 250 V Elec Goodmat 
ee 6" Ga. 250 V Elec. Goodmar 
)-Ton Std. Ga. Steam Baldw n 


) GPM 325’ Hd. Cent 

4 4 D> Diaphragm 

000 GPM Deep Well 

1,000 GPM Deep Well 
l 1,650 GPM 2-Sta 

Stea Pur 
WAGONS 
10-Yd. Patt. SD Crawler 
16-Yd. Athey Serapers 2-Way Dum, 
BOILER: Steam Hitg. 2,200 sq 
BUCKET ELEVATORS: Steel 320 Ton Cay 
CONVEYORS: Goodman A&B Shaker 
CRUSHER: 2" Coarse Cone Std. Hd 
GOLD MACHINE Ainley 4-Bowl 
JACK HAMMERS RB 12 Auger LH 
JIGS, ORE: 2-Cell Bendelari & Wood 
ROD MILL: Marey 4 x 10 RII 
SHOVEL: Yd. Diesel on (a 
TRACK SCALE 28° Rail 100-Ton Cay 
Ut ed ay Std. Ga. M tel 
WATER TA 10,000 Gal. Ste 


NK 

BUTLER BROTHERS 
PRODUCERS OF IRON ORE 

137 East 8th St. St. Paul, Minn. 











CONCRETE PLANTS— 
EQUIPMENT 


225 tons, 4 compt. bin, weigh batcher 
Butler 100° vd compt. bin, weigh batche 
2—-115 tons Johnson bin 2 compt 
Beaumont 42 yd. tw ( t. bin 

Mult ote 27-E paver, with 40 ft 


200 ton rock storage bin, steel, heavy a construction 

Fuller Kinyon bulk cement unloader. portable 

Fuller C40 rotary air compressor electric 

Jaeger Lakewood 2 yd. concrete mixer, electri« 

Smith 1 yd tilting mixer, electric 

Ransome 1 yd. mixer, electric, practi any new 

Barber-Greene 24” reciprocating feed: 
EUCKETS—STONE SKIPS 


22— Steel stone seis 2 to 3 yds 
l vd. heavy duty Blaw-Knox digs 
l% yd. Hayward rehandling clamshe 
144 vd. heavy dut Blaw Knox 


4 

1 yd. Hayward clam shell, rehandling 

% yd. Hatss rehondiine clamshell 

4 yd Hayward orange peel, 4 leaf 

% yd. Hayward orange peel, 3 leaf 
SHOVELS—CRANES 

2—Marion Diesel shovels, 1% yd. cap 

No. 50 Bucyrus Erie steam shovel, 2 yds. cay 

Bucyrus Erie electric tunnel shovel, 1 yd. cap 

Northwest 1 vd. comb. shovel-crane, gas 

Browning “ rane teal > tor 

Brownhoist 1 ton crane, gas, 4 

TRACTORS 

RD-8 Caterpillar. with bulldozer 

RD-7 Caterpillar, with bulldozer 


Allis-Chalmers Model 35. with bulldozer 
Caterpillar Model 30, with L.?P bul ldozer 
LOCOMOTIVES—CARS 


I'lymouth 24 ton, gas, standard gauge 
2—Whitcomb 4% ton, gas, standard gaug 
2—Plymouth 20 ton, Diesel 6” gauge 
8—3 yd. V type 36” ga. side dump car 
CRUSH ERS—PLANT 
Gyratory crushers: K.V.S. 30 i Te 
32, 8A, 8B; Traylor 8”; MeCully 1 
Jaw; 6x12, 9x! 19x20 x26, 13x30 
x48 4Qx¢ 
Complete ortable i in I i 
with crushet elevat creet 
RICHARD P. WALSH CO. 
30 Church St. New York, N. Y. 





March, 1941 
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coos conaition-pricea tow | | ELECTRICAL MACHINERY | | Royal E. Burnham 

















) 1. ga. steam loco 0-4-0. Motors and Generators, A.C. and D.C. for sale 

| 0 ES ee at attractive prices. New and Rebuilt. All 

can Ne. a team ee oe fully guaranteed. Write for List and Prices. Attorney at Law 

é d. Std. g Ww ti | ¢ s. ~ 
| & 30 rd. Std. ga. Western dump cars. V. M. NUSSBAUM & CO. ; 
L. H. ‘DIMICK, 7020 Jeffrey Ave., Chicago, Ill. FORT WAYNE, IND. 
‘ Patent and Trade-Mark 
‘ t Bins, Batchers Seales, 10 


va. Kiester Clanishel FOR SALE Causes 


Kennedy , 37 Gyratory Crushers. 


36n24” Farrell Jaw Crushers. po 
wos. GH Saas PUMPS DERRICKS e 
Screer ill types 1—Pump, Centrif. 4200 GPM 40’ Hd., Electric Motor 
Orange Peel Buckets Ret ot gay nt 2650 GPM 207 Hd.,, I lectric Mo or 
t. ¢ 1 GPM bs ~_ Moto 
rs. Shovels. Crancs 1—Derrick, 20 ‘ton mice! sus, AHaD, 1137, 1007 511 Eleventh Street, N. W. 


Morse Oil field type Diesels 1—Derrick, 10 ton steel guy, Nation * VTA 1007. 


' Steam Engines, with & without Gens, 1—Derrick. 71% tor ne oa i ae, 

| » Tle 1 Steel, “stiff leg, Insley 72°. 

| ion an Ge 2 ton steel, stl le. ins WASHINGTON, D. C. 
| MID CONTINENT EQUIPMENT co. Industrial Equipment 

i E a 22 St. Louis, Mo. 606 Farley Bidg. Birmingham, Ala. 




















L. H. HOFFMAN, Pres. 
DIAMOND CORE DRILLING 





wens. TRADE FOR SALE OR LEASE 


vxsoline crane No. 1601 157 acres in Rose Township, Oakland Co., Mich 


Will trade for 1% yard igan. This excellent property contains good gravel MOFFMAN BROS. DRILLING COMPANY 
ees of undetermined proportions, located on a stream 
; and lake tor water supply. Farm is 40 miles from PUNXSUTAWNEY, PA. 








Detroit, which is an excellent market for sand and We drill tur any mineral. We have more thin fifty 
| J. F. FITZPATRICK, INC. gravel and on a main line railroad, Will sell or lease steam, electric and gasoline drills, adapted for any 
P. O. Box 329 on royalty basis. Send replies to Box 104 job. Satisfactory cores guaranteed. Our prices are 

Ww aot PIT AND QUARRY PUBLICATIONS right. — 
er Massachusetts 538 S. Clark St. Chicago. Hl. Established 1902 - - - Telephone No. 382 

















WE LOOK INTO THE EAR1H 


By using Diamond Core 
Drills We drill for Lime- 


BRAND NEW WIRE ROPE FOR SALE FOR SALE 
PRICED WAY BELOW MARKET Pioneer Twin Unit Crushing Plant 8”"x36"” jaw 





| a Q mounted solid rubber trucks with screen feeder and 
FROM 2% inch dia, to %@” dia. conveyor. 18"x24” rolls mounted steel wheels with stone, Gypsum, Talc, Fire 
dragiines « a ke screen and conveyors ocated ne Billings, Mon- 
| Send ~~ “Fee : . tana. iso 1016 kid m« funted crusher almost mane Clay, Coa ° and all other 
F diate shipment ra ‘uals _— Donia pneees a Jaw Crusher, at 0.00 Address minerals. 
mmedi 3 all ine es to 
TERRENCE P. WYNN BOX 308 PENNSYLVANIA DRILLING CO. 
West 2nd St F N York, N. Y PIT AND QUARRY PUBLICATIONS Drilling Contractors 
Ost 4En6 St. ew York, N. Y. 538 S. Clark St. Chicago, WI. Pittsburgh, Pa. 











FOR SALE 1—Air receiver tank 30”x7 ft. 
2—Tanner tanks 112” line prevents air line freezing 
: . 2—Dry stopers Sullivan type DT44 with 600W rack. 
ith primary crusher, high 2 cu, ft. quarry cars; Sasgen derricks 


1 
{ 12 cu, ft. tip over buckeis, 
1 


hafts and roller bearings. 1—No. 12 Gates-K Gyratory Crusher, 27” 2 “Va yd. oe a EnghS'"2 va, ond gate boxer. 
? ” ¢ . a . -240 ft. two stage portab r ) y ti « 
ndition. x SS feed opening, in practically new lwo dri im gas hoist Parsons 3! and 40 hag oy 
GAN GRAVEL COMPANY COSTER, THR uaneed mein driving gear. Steam crane $4” holier 50, ft. bgom crawler tyne. 
OOG iR. 4 \ AT 
; RE CRUSHER SALES SERVICE ANDERSON & CO. 
$05-b Lehmann Bidz. Peoria, Ill. 1427 S. 18th St Birmingham, Alabama 56 E. 89th Place, Chicago, ill. 
e . " 














_ POSITION WANTED FOR SALE 


man and Office Manager. Fully 


RELAYING RAILS 


eting of Aggregate and Agricul . All sections new and relaying rail, spikes, bolts, 
Proven sales record Excellent Little Stone Mountain. frogs, switches, "V" Shaped, flat and Con- 
oe : Seautiful Granite. Mineral acreage. Quite neat tractors’ Cars, etc. Prices cheerfully quoted. 
| epties “BOX 306 Quartermaster Depot Inquiries solicited K ER NK 
M. K. FRA 
| PIT AND QUARRY PUBL'CATIONS ee Oe PE  Comnee 480 Lexington Ave., 25 St. Nicholas Bidg., 
| $38 S. Clark St. Chicago, Ill. 1050 Ponce de Leon ye N. E., Atlanta, Ga. NEW YORK CITY PITTSBURGH, PENNA. 

















POSITION OPEN DEPENDABLE USED MACHINES FOR RENT OR SALE 


hinery Manufacturer can use Washing plant complete; 12x36 crusher 1—Model 3-W Monigh un Walker Excavator (Bucyrus). 
ere on =: _ a i Portable 9x16 crusher with engine s—Ca erpillar Tre 
| ! vith wide experience y. * : ey « 
| I t man can make big earnings. 110 ft. compressor on Chevy. truck ; ‘aan — —_ 
Answer only if your experience New and used 50 HP engines. 7—Electric Locomotives 
for job 1. yd. full revolving gas shovel 1—Gasoline Locomotive 
\ddress replies to BAY CITY 3s yd. clamshell crane 14—Koppvle Dump Cars 
BOX 312 1—Complete Portable Crushing Plant. 
TRACTOR & EQUIPMENT Co. All in A-1 Condition, and Ready to Go 
PIT AND QUARRY PUBLICATIONS 433 S. Jefferson St., Chicago Complete information, Prices and Terms. 
Clark St. hicago, Il. Branch: P. O. Box 832, Springfield, II. BRODERICK & mg 





3901 Medford Street gy California 














WANTED TO BUY FOR SALE FOR SALE 


hovel or dragline for about 
Must be within 250 miles of SYMONS CONE CRUSHERS Diesel Engine Generator Plant 
s 380 KW. A Fairbanks-Morss ! 
‘ by In 2/, 3’, 4/ and §1,/ Sizes A ] ve id Bode n — ’ ( ca 
BOX 304 Also smaller units. 
os oe oe eee NATIONAL EQUIPMENT CO. STEPHEN A. DOUGLASS CO 
ae ate eanachat aes oe Bloomington, Indiara 660 Fort Washington Ave., New York. N.Y. 





ttir 























i I ONCRETE ENGINEER—to promote use _ O | 
| Conerete to Architects, Contractors, or n y a 
t over largest city in Ohio. Give 


expected 


se ane ene seursons One Dollar Bill 


ina You Get 12 Big Issues of Pit and Quarry with 
| REBUILT EQUIPMENT 1. All the News of the Industry 


INE GENERATOR | SETS 219 kva. 


ompression “#300 440/226 2. The Best Editorial Features Available 

















H Lidgerwood double drum Speedwell 

| H! A.¢ or D.« Motor é 

: ENERATOF Sc Ts -400 kw. Allis-Chal, 250 p y N O 
A.< ‘ rpr 5 
Aetna A MORE—Send that Dollar Now! | 
| i Sd - a ton | aa en a ° ar Ow . 4 
DUQUESNE ‘ELECTRIC & MFG. CO. , 

Pittsburgh, Pa. 





Pit and Quarry 





BROADCAST \* 


f\%.\ SECTION 











PRICED FOR QUICK SALE 


1--48” Symons Horizontal Dise Crusher (Nordberg 
Mfg. Co.), ——s. qrethauied, rated eapaci 
1” product, 45-60 T.P.H..... . .81,000. 

1—8” aAllis-Chalmers —s N Gyzatery Crusher, 
No. 1715, like new; used only one season. Man 
for “ar fitted, non- choking concares, smooth head 

or fine crushing, extra head for coarse crush- 


snngushdendeseond auhebess $850.00 
t a4 . “Allis Chalmers Gyratory Crusher, manga- 
MOND BISON .nccccccvcccveces . .$250.00 


| -Allis-Chalmers Eccentric with manganese stee) 
gear for No. 5 style K crusher, like new. .§150.00 

[—30"x16” Wis. Foundry Crushing Rolls $450.00 

1--24"x14” Wis. Foundry Crushing Rolls. ..$275.00 

Several Vibrating Screens, Bucket Elevators, Sand 
Classifiers, Electric and Gasoline Motors, 2”, 3”, 
4”, 6” Self- priming a, mt with gaso 
line motors; 1%”, 2”, 3 6” centrifugal 
pumps with electric motors. 

| Portable Air Compressor, on 
wheels, 160 c.f.m. actual air. 

1 Portable Air Compressor, on 
wheels, 105 ¢.f.m. actual air. 

Above compressors are like new, have heen 

used only a few months 

| -Link-Belt Shovel Boom Assembly with 1 yard 
Amaco dipper, excellent condition, will fit models 
Kl, K2, K35, K42. 

1—Northwest % yard Shovel Boon 
Model 104-105 

1. P&H & yard Shovel Boom Assembly for Model 
206. 


LIPPMANN ENGINEERING WORKS 
4603 W. Mitohell Street Milwaukee, Wis 


pneumatic tired 


pneumatic tired 


Assembly for 








LOCOMOTIVES 


SHOVELS—CRANES 
ATTRACTIVE PRICES 


1—80 Ton American 0-6-0 Switcher 
1—75 Ton Baldwin 0-6-0 Switcher 
2—40 Ton American Saddle Tanks 
1—38 Ton Vulcan Saddle Tank 
1—-38 Ton Porter Saddle Tank 


2—-25 Ton Plymouth Gasoline 
STANDARD GAUGE—RECONDITIONED 





1—-Marion 480 Combination Steam Shovel & 
Crane 


1—52-B Bucyrus Dragline Atlas Imperial Die 
sel Engine—70 ft. Boom 


1—25 Ton Browning 8-C 
Crane 


Birmingham Rail & Locomotive Co. 


BIRMINGHAM, ALA. 


Steam Locomotive 











STANHOPE OFFERS! 


AIR. COMPRESSORS 








BELTED , 1000, 1300 & 1 ” 1 
ELECTRIC Vix. “878, ‘R07 1302, 1722 & 2850 I 
DIEset: 105 > 120, 603 ROT & 1000 Ft 
PORTABLE GA ‘Vio 160, 220, 310, 540 & 13001 
STEAM: 310 28, 1300 & 2200 F 
BUCKETS 
Skip il tleship Type, 2 t i 
Ower Bueyrus Rock Grabs 
CLAMSHELL 1 & 2 1 
ORANGE PEEL s. 1, 1’g. 2 & 3 Yad 
DRAGLINE om & 2 Yds. Ca 
CRANES & DRAGLINES 
I BLOWNHOIST tO 6 ft. Boom Gas 
! I NORTHWEST xO Ft. Boom Ga 
12 RORERING 45 Ft. Boom Gas 
6 1 ‘ Gia O Ft. Be 
~ I BROWN IN & 3O Tor AM: RI AN Lox 
4 I Se BEL ik 48 Fed a 7O Ft , 
se agline 
“CATERPILLAR SHOVELS 
ral is & Be Vad sle 
va KOPHRIN masoling 
Ya 2 Yd 1Y¥d. & & Yd TARTON 
} ‘ ur 
Yd “NOR Bey ST Gas & 7 SB2 Sie 
Yd BUCY t 11B Steamer 
Yd. I 750 a 
Yd KORHRING 6 
OIL DISTRIBUTORS’ TRUCKS 
ul. J ae Mack 
MP CARS 
16 “eg ty, a 24 & 30 In, Ga Vs 
15—2 Ye , Ls - a od In. Ga 
2 Std 20 Yd. & 30 Yd ‘ 
BALL, ROD "AND TUBE MILLS 
OxS Co naan Pebble Mill 
oD Ba 
> X22 ARDINGE CONICAL Dey Ball M 
6 22 HARDINGE CONICAL Pet e Mill 
ix Sx6. & LOX Straixht Ball lills 
B/x22 . HARDING bk CONICAL Ball or Pebtl« 1 
1x16 x18 X22. & 6X22 Tube Mill 
s & x Air Swept Tube Mills 
2x4 x12 and 6x12 ROD MILI 
init Smidt I « Mill Silex 
X20 Smidth Tube — rey I 
x18 «& 1 Tut» ill Sile 
PULVERIZERS 
N turtes t Ring Roll 
RAYMOND Aut« Pulverizer N« oa > «& 
RAYMOND Imp Mills Ne i t2 & > 
GRUENDLER ae anat - a = — $ & 
KR MOND 4 aser Mil 


SEPARATORS AND COLLECTORS 
1 ft 8 nd 
ROLL. CRUSHERS 


6Ox60 Fairm Single Roll 
s20 Diamor “4 ~ uble Roll 

24x24 & Ox16 j6xX20 Dian eR 

JAW CRUSHERS 

x ! 14x7 15x09 15x10 16x90 1luxi2 
6x10 18x11 Ox, 2Ox¢ 20x 1 20x1 20x11 
26x12 jOxX1TS sOx13 jOxG0 Oxis jOx14 
xl t6xe jOxH sSx18 t6x10 x24 2x0 
18X36, 6OxK42, 84x66, 36x16, Ox36 


x10 Gruendler Rolle 


CONE & GYRATORY ;CRUSHERS | 


Is 4 it 40) it ou i ’ 
21k & IAN Allis Chalmers 
i ‘ 'Z Traylor 4 Ft. Gyratory 
N & 6 Austin Gyratory 
2 Traylor T-12 Bulldog Gyratory 
s Tray rT Gyratory relsn N 
1 Gat K—Nos. $3. 4, 5. 6, 71 R & 
ee \usti lodel 105 
‘ 13 Inch Superior MeCullu 
KENNED Nos i9, 25, 27 he & 40 
t Tray 
t t io Ft. Symons 
DRILLS © 
4 SANDERSONS 14 & LOOMIS 44 
7—Ingersoll-Rand Wagon Drills, FB & Mz 


29T ARMSTRONG Well Drill 


HOISTING ENGINES 
a 15, 40 6 ae vA pose H 
Ste: n x8 ls o , ye ios 


R. GC. STANHOPE, INC. 


Williams N« 
Nos. 4 & & Williams Jumbs« 
No 36 y Rin Roll 
iruendler N¢« 


‘ 


STEEL BINS - 
2 Tor 5 AM KNOX 2 ¢ a i 
100 Te I1LAW-KNOX 2 ¢ 
CEMENT. ‘BIN 
100) Bb Port BUTLER Bulk Cement B witt 
ge t ! A t Flectr Pust But 1 Weint 
_SYNCHRONOUS MOTOR GENERATORS 
RIDGWAY 
’ i w GEN. ELEC 


t H s 
CONVEYOR PARTS 
BELT 1000 t 42 I Hoo Ft 
‘6 Ih sO) i 30 ' l 42 a 4 It | Ft 
20 297 Ft 8 It l Ft il & 16 
IDLERS te | m1 | 20 I x 1 
Head & Tail Pulleys Takes ip for all size 
Steel Frames 2 Te) »4 1 tie | & “5 Ud 


Ft 
4 i x BO Ft :: I 24 | Ke x 30 Ft 
Ft x | I Ft x 60 1 6 Ft x ¢ Ft 
Oo Ft x Ft I x 4 Ft x & BXS4 
Double Shell Dryer BALILO vxloo Sxl2o «& 
oxvo K 
STEEL DERRICKS 
GuY 8 Ton & Ft. Boon 15 Ton 10 Ft Boon 
20 Ton 115 Ft. Boon 0 Ton 100 Ft. Boor 
STIFF LEG . 70 Ft Poon 15 7 loo Ft 
Soom , 1 ! Bow > 1 135 «Ft 
Boo 
LOCOMOTIVES 
DIESEL: 4 15 n 36 & 42 1 Ga 
GASOLINE: I r 8 1 12, 14 & 30 T 
STEAM To 201 it 4 “oO T & 80 Tor 
ELECTRIC: :? 1 I & 40 To 
SCREENS 
“ene x4 2 8 


eee ge ais 2 init 


1 LINK-BELT A-6 


600 H.P. BB, & 


Symons Ne 


HAMMER MILLS 
Jeflreys IXI8-A. 36X24-B. 42x36-6 & 4245-1 
1 Jumbo Jr.. & Ne Universal 





oO K.W RIDGWAY 


DIESEL GENERATORS 


I I | ; 
k.W Wort t« 0 yin 
t 1 


250 v D.< 
RAYMOND MILL 





BOTARY DRYERS AND KILNS 


ix} 1x5 iar 
ROTEX NIAGARA & 


MA K 
ROBINS LINK BEL 1 « nt ~— 


“SAND. WASHERS AND ‘CLASSIFIERS 
I 


ALLEN Cones 4 Ft oF OF | 


Reciprocati 
RAILROAD CARS 


2—50 Tor < ap Be > a ahip 


SAUERMAN DRAG AND SLACKLINES 


‘4 yd Gas 
1 vd d. Elects 
‘42 IN. BELT Beetitnbet 


ws eeservssre Bectional Beoet Frame Roller 


"JACK HAMMERS ‘AND DRIFTERS 


1 Wort ‘ 
2 Worth iy Is > ter 
‘ Gandner-Denvor 1 Jackha ‘ 
> Ingersoll-Ra a Drifter S7¢ x DA 
Ingrers K 
a. R. TRACK SCALE 
rm ‘ 
* WHIRLEY ‘CRANES 
Clyde "> $4 


DIESEL UNITS 


CONE CRUSHERS 


(Cable Address sT ae New York) 
Lincoln Bidg 60 E. 42nd St New York, WN 
Murray Hill 2-3075 or 2-3076 











FOR SALE 


KILNS: 8’ x 80’, &’ x 125’, 9’ x 160 

DRYERS: 5’ x 35’, 4’ x 40’, 5’6” x 40’, 5’ x 50 
CRUSHING ROLLS: 6” x 5”, 24” x 14”, 42” x It 
JAW CRUSHERS: 16” x 24”, 10” x 36", 48 60 
BALL MILLS: 5’ x 8, 6’ x 8’, 6’ x 22 


HARDINGE MILLS: 4! 9’ x 16", 5’x 22”. 6’ x 22”, 8’ x 30 
RAYMOND MILLS: No. 0000, 00, 1, alsi 4 and 5 
rolls 


HAMMER MILLS: Williams 


Gruendler, J.B., et 
We Purchase Single Items to Complete Plants 


BRI L EQUIPMENT CORPORATION 
183 VARICK ST., NEW YORK CITY 


SPECIAL BARGAINS 


() ton Industrial S wheel locomotive crane 
18 ton Orton locomotive crane 


Koehring crawler 


ey gas crane and dragline % yd 
Northwest crawler gas crane cap. 1 yd 
P&H Model 300 crawler gas crane and drag 
line '. yd 
Erie B-2 crawler high-lift steam shovel 


All of the above in good condition ready for 
work Send for our new bulletin for other 
tems which we have for sale 


THE ACME EQUIPMENT COMPANY, Inc. 
14057 Schaefer Highway Detroit, Michigan 


Jaw Crushers—4”xs”" up to 66”x84” 

Crushing Rolls—16”%x10” up to 54x24” 

Gyratory Crushers—No. 3 up to Mammoth 

Ring Roll Mills—No. 0, No. 1, No. 1% and 
No. 2 

Swing Hammer Mills 

Rotary Fine Crushers—-No. 0, No. 1, No. 1% 
and No. 2 

Direct Heat Rotary Dryers 


344'x25’, 4'x30’, 


5’x30’, 5%'x40’, 6’x50’, 7’x50’ and 8’x50’ 
Semi-indirect heat Dryers—5'x30’ and 8%’x 
73’ 
Cement Kilns—-3’ up to 8’ diameter 
Hardinge, Marcy & Fuller 7. Mills 


Raymond Mills—No.00,No.0,No.1, No. 2 Roll 
2—6’x12’ and 1—4’x10’ rod mills. 
Tube—Rod and Ball Mills—3’ to 6’ diameter 
Vibrating Screens—Air Separators 
1—4’x4’ and 8’x6’ ball mills 
New Dryers built for all pur ‘EN 

. HEINE 
wa Tel.: 


277 Fulton St., oe 7-7298 

















Used Equipment for Sale 


3F Telsmith Reduction Crush-« 
Mang. Equipped Steel frame 

1I—50 H.P. A.C. B.B. Motor wit} 
starter 3 Ph. 60 C 140 Vv 

1—6x5 A.C. Cent. Pump D.S. type S.J 

75 H.P. Motor—440 V 

1—4x4 A.C, Cent. Pump—10 H.P. Mé 
tor. 

2—Telsmith Sand Tanks Ni 6 and 
No. 7. 


1—48”x 12’ 
Scalping 


FRED T. KERN CO. 
Milwaukee, Wis. 


Telsmith Héavy 


screen. 


Box 2057 








USED 
SPEED REDUCERS 


Reeves Drive S 


\ll Sizes Types - Makes 
SAVE 60°% OF NEW COSTS 
All Materials Overhauled, Guaranteed 


Patron Transmission Co. 
154 GRAND ST. NEW YORK 








GOOD EQUIPMENT— 
PROMPT DELIVERY 


For Sale or sneak 





: airbant Mi 17h It 1.4 Diese 
Grenerat Se witl 0/240 HP 
225 HP, 150 KW 60/2 n Diesel 
120 HP Fairbant and Engin 
Ik} HP Fairbanh Morse 
20-C Browning 22 ton S tive Cran 
l—1% yd. Speedcrane -Dr agline 
P & H Crawl Crane 
lo & 20 ton std. gauge motive 
2500 ft. 1-R Syn. Motor 60, 22 
S 0 ton all steel Gondol: lon 
100-150 ton Howe Rails ! “a! ‘Pr ick Scale 
2—175 HP, 425 rpm ) G.E,. “‘“MPS"”" Mo 
MISSISSIPPI VALLEY EQUIPMENT | C0. 
501 Locust St St. Louis, Mo 


Derricks—Hoists—Steel Sheet Piling—Hammers 
Tanks—Buckets—Boilers—Crushers 








March, 1941 
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RA Rock Grapple. 


pill fomish THE SOLUTION 


GracsAL jobs often require special tools 
pee while rock handling problems are 
doubtless common to many, 


OWEN has perfected 
and proved the special tool for this job in the Type 


Revolutionary, independent tine 


action, enormous lifting capacity and other exclusive 
features distinguish it decidedly from other equipment 


intended for like use. 


Write for the new catalog, just off the press. 


” Th OWEN BUCKET (~. 


6050 BREAKWATER AVE., CLEVELAND, OHIO 











































“See also Detail Information in the 1941 Pit and Quarry HANDBOOK 


BRANCHES: New York, Philadelphia, Chicago, Berkeley, Calif. 
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Rows of heavy, free 
in one 
per ton 


size 
cost 


operation, 
and with 


swinging, 
proper size to pass through the 
the “ 
small 


Slugger” 
investment. 


hammers, 
reducing 


revolving 
By 


fast 
grates. large 


Seven sizes—6 to 





crush 


St. Lo 


OLOEST ANO LARGEST BUILDERS OF HAMMERMILLS IN THE Raee &. 





PATENT CRUSHERS GRINDERS SHREDDERS 


material by 
” 


for Making 14", 34” or Agricultural Limestone... 
THE WILLIAMS “SLUGGER” CRUSHER AND PULVERIZER 
@ Handles Large Stone or Screen Rejects @ 


the 
rock to 1% 


impact until 


44” or 


capacity. 


The Williams Patent Crusher and Pulverizer Co. 
802 St. Louis Ave. 









CRUSHERS 
GRINDERS 
SHREDDERS 









of 


agricultural 
has enabled operators to produce these sizes at a very low 
150 tons hourly 


AIR SEPARATORS 
ROLLER MILLS 


Pit and Quarry 
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iekS, many ¥, etc.—is 

wirrecords; that “PRU-LAY 

OWS ; hat, Absrépays dts/slight pre 

“f; fey handling? faster reeVing ; better 

Fs / spGoling—longer service.” ¢ American Cable engi € encourage the keeping 

fs: * . gfrope performance records. . . . For two reasons! frst, they telf thé. user exactly 

what rope construction is best suited for his job;’seégnd, for/the’ selfish reason 
ae that performance records make repeat orders for TRU-LAY / 4, 
Vy. “= Preformed automatic. ... Write today for a supply of WIRE a 


- oe J? vegprds on his wire rope that he does omits 
]-°*  S61G on TRU-LAY Preformed. He knows eo 
i > fd¥routlasts ordinary non-preformed. 
7 y farhm cost over and over again in eas} ¢ 




















Cal by 


:¢ROPE SERVICE RECORD FORMS. They are free. Their use Rs *n, ~~ 
*will/ help increase production and lower costs. They are free bey, 18 "Vice Reo, 
of cost and obligation—and may be used : — > 7 
with any type or make of wire rope. Prove In Business ji~_ on 


to yourself that American Cable TRU-LAY for Your Safety 
Preformed is even better than we say it is. 


AMERICAN CABLE DIVISION © witkes-BARRE« PENNSYLVANIA we 


District Offices: Atlanta, Chicago, Detroit, Denver, Los Angeles, New York, Philadelphia, i / 


Pittsburgh, Houston, San Francisco / 


AMERICAN CHAIN & CABLE COMPANY, Inc. 


ESSENTIAL PRODUCTS... AMERICAN CABLE Wire Rope, TRU-STOP Emergency Brakes, TRU-LAY Control Cables, AMERICAN Chain, 
WEED Tire Chains, ACCO Malleable Iron Castings, CAMPBELL Cutting Machines, FORD Hoists and Trolleys, HAZARD Wire Rope, 
Yacht Rigging, Aircraft Control Cables, MANLEY Auto Service Equipment, OWEN Springs, PAGE Fence, Shaped Wire, Welding Wire, 
READING-PRATT & CADY Valves, READING Electric Steel Castings, WRIGHT Hoists, Cranes, Presses... In Business for Your Safety 


/ 
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You travel on a continuous “green light’’ to features offered by Worthington equipment. 
profits when you use Worthington Rock Drills, Climb on the bandwagon with the ever-increas- 
Air Tools and Portable Compressors. You subtract ing number of contractors and maintenance men 
from your expenses and add to your earnings who are traveling the ‘MORE WORTHINGTON 
when you take advantage of the cost-cutting IN ’41"’ non-stop highway to Greater Profit in 41! 


Worthington Features that say GO”: 





ROCK DRILLS AND AIR TOOLS 


DESIGN lled, scientific designing results in low 
ption, high rate of penetration—and a 


easy on the operator. 


QUALITY: Forged steel throughout, precision-made 
! highest skilled workmanship guarantee 


ong life and low maintenance. 


SPECIAL FEATURES: In certain Drifters and Hand- 
I such exclusive Features as Independent 
Pneumatic Feed and Hole Spotters result 

t per foot of rock drilled. 


PORTABLE AND SEMI-PORTABLE 
COMPRESSORS 


ngton Compressors are designed for 
luty, low-speed service resulting in maxi- 
erall performance with long life and low 
ince cost. These benefits result from— 
WO STAGE AIR COOLING 
EATHER VALVE 
ARTICULATED CONNECTING ROD 
FORCE FEED LUBRICATION 
ENCLOSED CLUTCH 
EALED CRANK CASE 
NIT ASSEMBLY 
X-CYLINDER ENGINE 
SECTIONALIZED RADIATOR AND INTERCOOLER 
TRUCTURAL STEEL ALL-WELDED FRAME 
ROLLER BEARING WHEELS 








There is a Worthington Distributor 
or Branch Office in your area that 
will give you prompt local service. 


March, 1941 


a 


Worthington Wagon Drills, Hand Drills, Heat Treating 
Machines and Forge Furnaces are proving their ability to 
cut costs for The Utah Construction Company on the big 
Nantahala Power Development Project in Andrews, N. C. 


HOLYOKE COMPRESSOR AND AIR TOOL DEPARTMENT 
HOLYOKE, MASSACHUSETTS 


Pit and Quarry 








